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1 INTRODUCTION       

1.1 General Overview    

Advances in nanomaterials are helping to develop electrochemical 

sensors with increased sensitivity that can be extensively applied to a 

wide variety of analytical problems including clinical, medicinal, drug 

discovery, food and environmental areas. Electrochemical methods 

have proven to be more cost effective, simple, user friendly, portable, 

and faster than other analytical methods. Therefore, there is a need to 

design and develop high-speed and high-performance electrochemical 

sensors that can hold an outstanding ability among analytical devices 

available for environmental applications. However, the success of 

electrochemical sensing device is determined by (i) the electrode, (iii) 

the construction technique (which determines its stability or shelf life 

and reliability) and (ii) the electrocatalyst. Over the past decade, 

carbon nanotubes and phthalocyanine complexes have received 

considerable attention because of their unique physico-chemical and 

electronic properties. However, their smart integration in 

electrochemical sensing is hugely under-explored. It is also anticipated 

that the interaction of phthalocyanine complexes with monolayer-

protected clusters of gold nanoparticles will provide a combination that 
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will revolutionize their applications as electrocatalysts in 

electrochemical sensors. 

This project describes the electron transport and electrocatalytic 

behaviour of single-walled carbon nanotubes (SWCNTs), monolayer-

protected clusters of gold nanoparticles (MPCAuNPs) independently 

and phthalocyanine complexes immobilized on a thiol based gold 

substrate towards the detection of epinephrine and hydrogen peroxide. 

 

Aim of Dissertation: 

i. To characterize redox-active phthalocyanine complexes 

integrated with (i) Single-walled carbon nanotube and (ii) 

MPCAuNPs spectroscopic, microscopic and electrochemical 

techniques. 

ii. To modify bare gold electrode with self assembled mono and 

multi-layers of SWCNT, MPCAuNPs and MPc complexes, and 

establish their electrochemical properties. 

iii. To investigate the electrocatalytic ability of modified electrodes 

towards the detection of epinephrine and hydrogen peroxide.  

 

This introductory section provides a general overview of 

electrochemistry, electrochemical techniques, electrode modification 

processes, carbon nanotubes, phthalocyanine complexes, monolayer-
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protected clusters of gold nanoparticles, relevant analytes such as 

epinephrine and hydrogen peroxide as well as microscopic techniques. 

In chapter two the procedure adopted for the experiment is provided. 

Chapter three discusses the results obtained.  
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1.2 Electrochemistry : An Overview    

1.2.1 Basic Concepts  

Electrochemistry may simply be defined as the study of chemical 

reactions used to produce electric power or, alternatively, the use of 

electricity to effect chemical processes or systems [1,2]. Hence, 

electrochemistry can be seen as the relationship between electricity 

and chemistry, namely the measurements of electric quantities, such 

as current, potential, and charge, and their relationship to chemical 

parameters. These chemical reactions involving the transfer of 

electrons to and from a molecule or ion are often referred to as redox 

(reduction/oxidation) reactions. The use of electrochemistry for 

analytical purposes has found a wide range of applications in industrial 

quality control, metallurgy, geology, pharmacy, medicinal chemistry, 

biomedical analysis and environmental monitoring [2].  

Unlike many chemical measurements, which involve homogenous 

bulk solutions, the fundamental electrochemical reactions are 

heterogeneous in nature as they take place at interfaces, usually 

electrode-solution boundaries. The electrode creates a phase boundary 

that differentiates otherwise identical solute molecules; those at a 

distance from the electrode, and those close enough to the surface of 

the electrode to participate in the electron transfer process [1,2]. This 
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section takes a closer look at some of the electroanalytical techniques 

and electrode processes employed in this dissertation.  

 

1.2.1.1 Electrochemical Equilibrium: Introduction 

The system represented in Equation 1.1, used to describe the 

electrochemical equilibrium process, reaches a state of equilibrium 

when an inert metal (usually platinum electrode) is added to a solution 

containing potassium hexacyanoferrate(II), K4Fe(CN)6, and potassium 

hexacyanoferrate(III), K3Fe(CN)6 dissolved in water.  

 

Fe(CN)63- (aq) + e- Fe(CN)64- (aq)                                              1.1                      
  

 

When the state of equilibrium is reached the rate at which 

Fe(CN)64- gives up electrons to the electrode is exactly balanced by the 

rate at which electrons are released by the electrode to the  Fe(CN)63- 

anions. The Fe(CN)63- and Fe(CN)64- anions are said to be reduced and 

oxidised respectively.  The reaction involves the transfer of charged 

particles (electrons). Therefore, if the reaction lies to the right or left 

when equilibrium is reached a charge separation develops at the 

solution - electrode interface. Accordingly, an electrode potential is 

established at the metal electrode relative to the solution. Chemical 

processes, such as this example which establish electrode potentials, 
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are referred to as potential determining equilibria [3]. Other examples 

where an electrochemical process is capable of forming a potential on 

the electrode in an aqueous medium include: (i) the hydrogen 

electrode, (ii) the silver|silver chloride electrode and (iii) the calomel 

electrode.     

 

1.2.1.2 Electrochemical Equilibrium: Electron Transfer at the 

Electrode – Solution Interface 

The electrode – solution interface also known as “electric double layer” 

is illustrated in Figure 1.1 It is the currently accepted representation [3] 

that was derived from the Helmholtz and Guoy-Chapman models 

which show the interface as a single capacitor and as a Boltzman 

distribution of ions respectively.  

Specifically adsorbed anion

Solvated cation

Solvent molecule

IHP OHP

X1 X2 Diffuse (Guoy) Layer

 

Figure 1.1:    Model of the electrode – solution double layer region [3].  
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The electrical double layer comprises of inner layer, outer layer 

and the diffuse or Guoy layer. The inner layer, also referred to as, the 

Inner Helmholtz Plane (IHP) is area closest to the electrode surface 

where adsorbed ions and solvent molecules are found. The outer layer, 

the Outer Helmholtz Planes (OHP) is the imaginary plane passing 

through the solvated cations. The solvated cations undergo nonspecfic 

adsorption and are pulled towards the electrode surface by long range 

coulombic forces. Technically, the Inner and Outer Helmholtz Planes do 

not exist, nor can they be measured. However, the distance can be 

explained using the solvent molecules as well as the radius of the ions, 

where, the distance from the electrode surface to the IHP (X1) is 

equivalent to the radius of the cation and the distance to the OHP is 

approximately two solvent molecules and the radius of the ion.  These 

two layers are strongly held by the electrode and they remain at the 

surface even if the electrode is removed from solution. The outer most 

layer which extends from the OHP to the bulk is known as the diffuse 

or Guoy layer. The three dimensional region of scattered ions is as a 

result of the balance between the disorder caused by random thermal 

motion and the order due to electrostatic attractive and repulsive 

forces from the electrode surface.  The presence of the electrode 

cannot be felt by the ion beyond this region. 

 

 
 
 



Introduction.................................................................................. 

Page | - 9 -  
 

1.2.1.3 Classification of Electrochemical Techniques  

The flowchart represented in Figure 1.2 illustrates the classes and 

sub–divisions of electrochemical techniques.  

Electrochemical Techniques 

Bulk Interfacial

Potentiometry Voltammetry

Controlled – Potential Controlled – Current 

 

Figure 1.2:  Flowchart representing Electrochemical Techniques 

 

Bulk techniques are based on the phenomena that occur in the 

solution whereas interfacial techniques are based on the events 

occurring at the electrode–solution interface. Interfacial is sub–divided 

into potentiometric and voltammetric methods. Voltammetric 

techniques may be further divided into controlled–potential and 

controlled–current methods. Frequently used techniques such as 

voltammetry and chronoamperometry are an example of controlled–

potential. It involves controlling the potential while measuring the 

current. The advantages of this technique include high sensitivity and 

selectivity towards electroactive species, portable and low cost 

instrumentation.  
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1.2.1.4 Faradaic and Non-Faradaic Processes 

The current response obtained in controlled–potential experiments 

is as a result of the analyte species that is oxidized or reduced at the 

electrode–solution interface. This current response is deduced from the 

transfer of electrons during the redox process of the target analyte as 

shown in Equation 1.2: 

 RedOx + ne-
      1.2 

 

where Ox and Red represent the oxidised and reduced forms of the 

analyte, respectively, while n is the number of electrons transferred. 

The current that arises from the oxidation or reduction of the analyte 

species is called the Faradaic current. For a thermodynamically 

controlled reversible process the applied potential (E) of the electrode 

is given by the well known Nernst equation, Equation 1.3: 

 

red

ox

C

C

nF

RT
EE log

303.2+°=         1.3 

 

where  Eº = standard potential of the redox couple; R = universal gas 

constant; T = temperature (K); n = number of electrons transferred; F 

= Faraday’s constant; Cox = Concentration of the oxidized species; Cred 

= Concentration of the reduced species. 
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Non Faradaic currents are a result of those processes that do not 

involve the transfer of electrons across the electrode–solution interface 

and they stem from the electrical capacitance present at the interface. 

The capacitance (C) of the electrical double layer can be calculated 

using Equation 1.4.  

E

q
C =            1.4 

where q and E represent charge and potential respectively.  

 

1.2.1.5 The Electrochemical Cell 

All current-measuring (voltammetric / amperometric) techniques 

make use of a three-electrode electrochemical cell (Fig. 1.3) [4-6]. 

Measure I
'Drive' CE

Apply potential E 
No current flows

RD

CE
REF

WE
      E
controlled

IDRD

E1

E2

I

I measured

Potentiostat

 

Figure 1.3:  Graphical representation of a conventional three-

electrode cell [5]. 
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The surface of the working electrode, W.E., is the platform of the 

electrochemical reaction being studied. R.E. is the reference electrode, 

while the counter electrode, C.E., completes the electric circuit. The 

best reference electrode is one whose potential does not shift from 

equilibrium (i.e. non polarisable). In order to minimize the potential 

shift, a reference electrode with very large surface area is often used 

[1]. Potentiostats based on operational amplifiers are often used in the 

complete elimination of reference electrode polarisation. As shown in 

Figure 1.1 the potentiostat maintains the potential difference, ∆E, 

between the R.E. and W.E. and supplies the current, i, needed for 

affecting the changes occurring at W. E. 

There are numerous reference electrodes employed in 

electroanalytical experiments, but the most common being the 

silver|silver chloride (Ag|AgCl, sat’d KCl) electrode. It is a piece of 

silver wire anodized with silver chloride which is immersed in 

potassium chloride or sodium chloride solution and encased in a glass 

tube. The electrode is protected from the bulk of the solution by a 

non-selective salt-bridge [7]. Platinum rods, wire, loops, gauze or foil 

are consistently used as counter electrodes. Commonly used working 

electrodes include mercury, carbon and inert materials such as 

platinum or gold.  
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1.2.1.6 Mass Transport Processes   

The fundamental movement of charged or neutral species in an 

electrochemical cell to the electrode surface is facilitated by three 

processes namely:  diffusion, migration or convection [2,3] as illustrated 

in Figure 1.4.  

Diffusion is mass transport resulting from the spontaneous 

movement of analyte species from regions of high concentrations to 

lower ones, with the aim of minimizing concentration differences. A 

concentration gradient develops if an electrochemical reaction depletes 

(or produces) some species at the electrode surface. To minimize the 

concentration difference an electroactive species will diffuse from the 

bulk solution to the electrode surface (or from the electrode surface 

into the bulk solution.    

Migration refers to movement of a charged particle in a potential 

field.  In most voltammetric experiments, migration is undesirable but 

can be eliminated by the addition of a large excess of supporting 

electrolyte. Inert anions and cations (i.e., electrochemically inert – not 

oxidized or reduced) that are formed from dissociation of the 

supporting electrolyte now function as the migration current carriers 

and also increase the conductivity of the solution [1].  

Finally convection is a mass transport achieved by some form of 

external mechanical energy acting on the solution or the electrode 
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such as stirring the solution, solution flow or rotation and/or vibration 

of the electrode.  
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Figure 1.4:  Schematic representation of the three mass transport 

modes viz. (a) Diffusion, (b) Migration and (c) Convection [2].  
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1.2.2 Voltammetry 

Voltammetry is a branch of electroanalytical techniques and it is 

often used in industrial processes to obtain information about the 

analyte species by varying the potential and measuring the current.   

 

1.2.2.1 Types of Voltammetry 

1.2.2.1.1 Cyclic Voltammetry  

Cyclic voltammetry (CV) depicted in Figure 1.5 is the most 

extensively used electrochemical technique and is used to study 

electrochemical reactions as well as to provide information on the 

reversibility and kinetics of such reactions [5,8]. During a cyclic 

voltammetry experiment, the potential of an electrode is scanned 

linearly from an initial potential to a final potential and then back to 

the initial potential. The potential at which the peak current occurs is 

known as the peak potential (Ep) where the redox species has been 

depleted at the electrode surface and the current is diffusion limited. 

The magnitude of the Faradaic current (Ipa - anodic peak current) or 

(Ipc - cathodic peak current), gives an indication of the rate at which 

electrons are being transferred between the redox species and the 

electrode. Cyclic voltammetric processes could be reversible, quasi-

reversible and irreversible. 
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Figure 1.5:    Typical cyclic voltammogram for a reversible process [3]. 

 

Reversible Process 

 A reversible process is one in which the electron transfer process 

is rapid, and the electroactive oxidised (or reduced) species in the 

forward scan is in equilibrium with the electroactive reduced (oxidised) 

species in the reverse scan (Eq. 1.5). 

 

Red Ox + ne-                                                        1.5  

 

Figure 1.5 shows a typical CV for a reversible process. The 

electroactive species are stable and so the magnitudes of Ipc and Ipa 
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are equal and proportional to the concentrations of the active species. 

∆Ep (Epa – Epc) should be independent of the scan rate (ν) but in 

practice ∆Ep increases slightly with increasing ν, this is due to the 

solution resistance (RS) between the reference and working electrodes 

[9,10]. Theoretically, the potential difference between the oxidation and 

reduction peaks is 59 mV for one-electron reversible redox reactions. 

However, in practice, ∆Ep is sometimes found in the 60-100 mV range. 

 

Reversibility is a direct and straight forward means of probing the 

stability of an electroactive species. An unstable species reacts as it is 

formed and hence produces no current wave in the reverse scan 

whereas a stable species remains in the vicinity of the electrodes 

surface and produces a current wave of opposite polarity to the 

forward scan. Larger differences or asymmetric reduction and 

oxidation peaks are an indication of irreversible reactions. 

Irreversibility is a result of slow exchange between the redox species 

and the working electrode [5]. At 25°C, the peak current is given by the 

Randles-Ševčík equation [2,3]: 

 

( ) ( ) 2/12/351069.2 νDACni p ×=        1.6 
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where,  ip = peak current (A); n = number of electrons 

transferred; A = electrode area (cm2); C = concentration (mol cm-3); 

D = diffusion coefficient (cm2 s-1) and ν = scan rate (V s-1). These 

parameters make CV most suitable for characterization and 

mechanistic studies of redox reactions at electrodes.  

 

A linear plot of ip vs. ν1/2 indicates that the currents are 

controlledby planar diffusion to the electrode surface [9]. The ratio of 

anodic to cathodic currents ipa / ipc is equal for a totally reversible 

process and deviation from this is indicative of a chemical reaction 

involving either one or both of the redox species. The potential where 

the current is half of its limiting value is known as the half-wave 

potential E1/2 (also called formal potential or equilibrium potential, E°́) 

which is the average of the two peak potentials, represented by 

Equation 1.7. 

 

2
)( '

2/1
pcpa EE

orEE
+

=o        1.7 

 

where Epa and Epc are the anodic and cathodic peak potentials, 

respectively. The separation between two peak potentials, ∆Ep for a 
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reversible couple is given by Equation 1.8 and can be used to obtain 

the number of electrons transferred. 

 

nF

RT
EEE pcpa 303.2=−=∆        1.8 

 

∆Ep is independent of the scan rate, and at 25 °C Equation 1.8 can  

be simplified to Equation 1.9: 

 

  
n

V

nF

RT
E p

059.0
303.2 ==∆       1.9 

 

At appropriate conditions (i.e. at 25 °C, first cycle voltammogram) 

the standard rate constant (k) for the heterogeneous electron transfer 

process can be estimated [1,11]. 

 

Irreversible Process  

For an irreversible process, only forward oxidation (reduction) 

peak is observed but at times with a weak reverse reduction 

(oxidation) peak as a result of slow electron exchange or slow 

chemical reactions at the electrode surface [7]. The peak current, ip for 

irreversible process is given by Equation 1.10: 
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( ) ( )[ ] ( ) 2/12/15 11099.2 να DAcnni p −×=       1.10 

 

where α is the coefficient of electron transfer, the rest of the 

symbols are defined above in Equation 1.3. For a totally irreversible 

system, ∆Ep is calculated from Equation 1.11: 

 

  


















−−=∆
2/1

2/1
' lnln78.0

RT

nF

D

k

nF

RT
EE o

p

α
α

    1.11 

 

where all symbols are defined above. At 25 °C, Ep and E1/2 differ by 

0.048/αn. 

 

Quasi-Reversible Process 

Unlike the reversible process in which the current is purely mass-

transport controlled, currents due to quasi-reversible process are 

controlled by a mixture of mass transport and charge transfer kinetics 

[2,12]. The process occurs when the relative rate of electron transfer 

with respect to that of mass transport is insufficient to maintain Nernst 

equilibrium at the electrode surface. For quasi-reversible process, ip 

increases with ν1/2 but not in a linear relationship and ∆Ep > 0.059/n 

[3]. The slight differences in three cyclic voltammetric processes are 

summarized in Table 1.1. 

 
 
 



Introduction.................................................................................. 

Page | - 21 -  
 

Table 1.1: The diagnostic criteria for reversible, irreversible and 

quasi-reversible cyclic voltammetric processes [3,7,12] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

           Cyclic Voltammetry Process Parameter 

Reversible Irreversible Quasi-

reversible 

 

Ep  

 

Independent  

of ν 

 

 

Shifts 

cathodically  

by 30/αn mV for 

a  

10-fold increase 

in V 

 

 

Shifts with ν 

Epc - Epa ~ 59/n mV at 

25oC and 

independent  

of ν 

 

_ May approach 

60/n mV at 

low ν but 

increases as ν 

increases 

 

Ip / ν1/2 Constant Constant  Virtually 

independent  

of ν 

 

Ipa / ipc Equals 1 and 

independent  

of ν 

No current on 

the  

reverse side 

Equals 1 only 

for α = 0.5 
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1.2.2.1.2 Square Wave Voltammetry   

In square wave polarographs the base-current can be suppressed 

by using alternating voltage of square-wave shape, where the base-

current decays more rapidly than the Faradaic current after the 

application of a voltage-pulse to the electrode. Therefore, a 

measurement of the current a short time before each new pulse leads 

to elimination of the base-current from the recorded polarogram. This 

principle was first used in the square-wave polarograph of Barker and 

Jenkins [13]. Janet G. Osteryoung used this concept to develop the 

differential electrochemical technique, Square Wave Voltammetry 

(SWV) [14]. It depends on excitation functions that overlay the features 

of a large amplitude square wave modulation and a single staircase 

waveform [15]. Throughout any given square wave cycle, the current is 

sampled at the end of the forward and reverse scans and the 

difference between the forward (if) and reverse current (ir), are plotted 

against the average potential of each waveform cycle. In this 

technique, the peak potential occurs at the E1/2 of the redox couple 

because the current function is symmetrical around the half-wave 

potential [15]. The scan rate of a square wave voltammetry experiment 

is given by the Equation 1.12: 

 

sEf ∆= .ν           1.12 
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where f is the square wave frequency (Hz) and ∆Es is the potential step 

size. Major advantages of this powerful electrochemical technique 

include its capacity to use of faster scan rates compared to 

conventional differential pulse voltammetry, its ability to reject 

capacitive charging currents and its fantastic sensitivity. 

 

1.2.2.1.3 Chronoamperometry  

Chronoamperometry (CA) is an electrochemical technique that is a 

simple short-lived amperometric method where the current is recorded 

as a function of time as a result of the potential being stepped. This 

uncomplicated potential step wave form (Fig. 1.6) monitors the current 

response following the working electrode potential being stepped from 

an initial potential at which the oxidized (reduced) species is stable in 

solution, to the first step potential where a redox reaction occurs 

forming the reduced (oxidized) species and it is held at this value for 

the duration of the first step time in a single potential experiment. In a 

double potential step experiment, the potential is stepped twice. First 

for the period mentioned above and thereafter that stepped to a 

second step potential where it is held for the duration of the second 

step time.  
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Second Step 
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Figure 1.6:  Simple potential wave form depicting 

chronoamperometry. 

 

The analysis of chronoamperometry (CA) data is based on the 

Cottrell equation, 1.13 [16-18]. A plot of i  versus t-1/2 is often referred to 

as the Cottrell plot which defines the current-time dependence for 

linear diffusion control and can be used to calculate the diffusion 

coefficient (D ) resulting from the slope of the plot. 

 

2/12/12/1 −−= tnFACDi π         1.13 

 

where n = number of electrons transferred /molecule; F = Faraday’s 

constant (96 485 C mol-1); A = electrode area (cm2); D = diffusion 

coefficient (cm2 s-1); C = concentration (mol cm-3) and t = time (s)At 

intermediate times of chronoamperometric measurements the catalytic 
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rate constant (k) can be determination using the established Equation 

1.14 [3, 16-18]: 

( ) 2/12/1 tkC
I

I
o

L

cat π=          1.14 

where Icat and IL are the currents of the electrode in the presence and 

absence of the analytes, respectively; k and t are the catalytic rate 

constant (M−1 s−1) and time elapsed (s), respectively; and Co is the 

bulk concentration of analytes. The catalytic rate constant can be 

determined from the slope of the plot of Icat / IL vs. t1/2. 

 

1.2.2.1.4 Rotating Disk Electrode 

A rotating disk electrode (RDE) is a hydrodynamic working 

electrode that is used in a three electrode system [3]. This technique is 

usually employed in electrochemical studies when investigating redox 

related mechanistic reactions. The conductive disk or working 

electrode is made of glassy carbon or a noble metal which is 

embedded in an inert non-conductive polymer or resin. In this 

technique the working electrode, controlled by the attached electric 

motor, actually rotates, and in so doing provides an influx of the 

analyte species at the electrode surface. The disk’s rotation is often 

described in terms of angular velocity. As it turns it pulls the solution 

closest to its surface (hydrodynamic boundary layer) with, creating a 
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whirlpool effect thus the solution from the centre of the electrode is 

displaced as a result of centrifugal force. Solution from the bulk now 

flows up, perpendicular to the electrode, to replace the boundary 

solution. The sum result is a laminar flow across and towards the 

electrode surface. The rate of the rotating disk controls the solution 

flow which in turn controls the steady-state current. This method is 

different to unstirred techniques where the steady-state current is 

controlled by diffusion. In this work I used linear sweep voltammetry 

at various rotation speeds to investigate the electron transfer 

behaviour.  

The analysis of RDE data is based on the Equation 1.15: A plot of 

limiting current (IL) vs. ω1/2 which is often referred to as the Koutecky-

Levich plot and can be used to calculate the catalytic rate constant, 

kch, resulting from the slope of the plot.  

 

)620.0(

1

)(

1111

2
1

6
1

3
2

lim ωγ −
+

Γ
=+=

nFAcDCnFAkiii chlevk

       1.15 

 

where ilim, ik, ilev are the measured current, kinetic and diffusion-limited 

currents, respectively, n is the number of electrons transferred which 

is 2 for epinephrine electrooxidation, kch is the catalytic rate constant 

(mol-1 cm3 s-1) obtained from the intercepts of the regression lines, F is 
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the Faraday constant (96 485 C mol-1), A is the electrode surface area 

which is 0.1963 cm2, ω is the rotating speed (rps), Γ (mol cm-2) is the 

redox active species (DMAET-SWCNT-PABS) concentration on 

electrode surface, C is the bulk concentration of analyte (mol cm-3), D 

is the diffusion coefficient (cm s-1) of epinephrine and γ is the 

kinematic viscosity of the solution. 

 

1.2.2.1.5 Linear Sweep Voltammetry 

Linear sweep voltammetry (LSV) is a voltammetric method that 

measures the current at the working electrode while the potential 

between the working and a reference electrode is linearly swept in 

time. A measure of the current signal is denoted by a peak or trough 

that is formed at the potential where the species begins to be oxidized 

or reduced. Linear sweep voltammetry is a general term applied to any 

voltammetric method in which the potential applied to the working 

electrode is varied linearly in time. These methods would include 

polarography, cyclic voltammetry, and rotating disk voltammetry. LSV 

is similar to CV except that the potential range is scanned starting at 

the initial potential and ending at the final potential whereas in CV the 

direction of the potential scan is reversed at the end of the forward 

scan, and the potential range is scanned again in the reverse direction. 

In the case of CV the potential changes as a linear function of time and 
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the rate of change of potential with time is referred to as the scan 

rate. 

 

1.2.2.2 Electrocatalysis Using Voltammetry  

Electrocatalysis using voltammetric techniques is characterized by 

current enhancement and/or a potential shift to lower values in the 

case of CV and SWV. Scheme 1.1 shows the basic mechanisms 

through which electrocatalytic reactions operate at electrodes modified 

with a catalyst (such as SWCNT-PABS, MPCAuNP or MPc as studied in 

this project).  

The catalyst is first oxidized, which then interacts with the analyte 

leading to the formation of the oxidized analyte and regeneration of 

the catalyst [19,20].  Electrocatalysis amplifies the detection signal of an 

analyte resulting in faster electrode reactions at a lower potential in 

comparison to the bare (unmodified) electrode. Lowering of detection 

potentials minimizes interferences from co-existing electroactive 

species. Chemically modifying the electrodes improves their 

electrocatalytic current necessary for sensitive detection of target 

analytes using cyclic voltammetry, square wave voltammetry or 

chronoamperometry. 
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Electrode Surface

Catalyst  (oxidized)

Analyte  (oxidized)

e-

Solution phase

Catalyst layer

Analyte  (reduced)

III
Catalyst  (reduced)

II

 

Scheme 1.1: Generalized schematic representation of 

electrocatalysis at an electrode modified with a catalyst. 

 

1.2.3 Electrochemical Impedance Spectroscopy 

Electrochemical Impedance Spectroscopy (EIS) is a very versatile 

electrochemical tool used to investigate the electrochemical properties 

of systems and their interfaces with conductive electrodes [21]. It is an 

effective technique for interrogating the kinetics at interfaces and 

distinguishing between the various mechanisms that govern charge 

transfer [21-23]. EIS can be used in various applications, however, this 

work focuses on its ability to characterize thin film formation and 

hence determine its electron transport properties.     
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Basics of impedance spectroscopy  

The principle of impedance stems from the alternating current 

theory that defines the response to an alternating current or voltage 

as a function of frequency [21]. Impedance is the opposition to the flow 

of alternating current in a complex electrical system and is measured 

by applying a sinusoidal potential, V (t), of small amplitude to an 

electrochemical cell and measuring resultant sinusoidal current, I (t), 

through the cell [21,24]. The applied sinusoidal potential and resulting 

sinusoidal current are represented as a function of time. These 

measurements are done over a suitable frequency range and the 

results can be related to the physical and chemical properties of the 

material [21,25]. The relationship is shown in Equation 1.16: 

 

( )
( )tI

tV
Z =            1.16 

 

where V (t) is the sinusoidal applied voltage at time t , tVtV o ωsin)( =  

where Vo is the maximum potential amplitude, ω  is the radial 

frequency (in rad s-1) and can be related to frequency f (Hz) as 

fπω 2= . However, the current response is only sinusoidal if the voltage 

amplitude is small relative to 59 mV, and centered at the OCP. At the 

same frequency as the applied sinusoidal potential the current 
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response I(t) is also sinusoidal but with a shift in 

phase, )sin()( θω += tItI o , where Io is the maximum current applied and 

θ  represents the phase shift by which the voltage lags the current [3,21] 

as depicted in Figure 1.7 (a). The impedance is a vector quantity with 

magnitude and direction. The magnitude of impedance is Z (V / I) and 

the direction is represented as a phase angle,θ  as shown in Figure 1.7 

(b). Impedance can be represented by Equation 1.17: 

 

  imaginaryreal jZZjZZZ +=+= "'        1.17 

 

where 'Z  and ''Z  are the real and imaginary parts of the impedance, 

respectively and j is a complex number [24].  

  

Figure 1.7:  (a) Applied sinusoidal voltage and resulting sinusoidal 

current response. (b) Vector representation of real 'Z  and imaginary 

''Z  parts of impedance (Z) [21,24]. 
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Data representation of EIS 

Impedance data can be analysed using equivalent circuits i.e. 

circuits that “fit” the impedance data with the least possible error 

percentage. The impedance data were fitted to an equivalent circuit 

using the FRA software package for complex non-linear least squares 

calculations based on the EQUIVCRT programme. Within the circuit, 

simple electric elements such as resistors and capacitors, measuring 

resistance and capacitance respectively, are connected to model the 

electrochemical process [21,24]. The resistance in the circuit is an 

indication of the electrical conductivity of the electrolyte and the 

constant phase element (CPE) results from the charge which is in 

excess at the electrode-electrolyte interface. Ideal Randles equivalent 

circuit involves double layer (Cdl) as shown in Figure 1.8 (a), while 

modified Randles circuit uses CPE as illustrated in Figure 1.8 (b). CPE 

is for real, practical situations. CPE may occur as a result of several 

factors [21], including (i) the nature of the electrode (e.g., roughness 

and polycrystallinity), (ii) distribution of the relaxation times due to 

heterogeneities existing at the electrode/electrolyte interface, (iii) 

porosity and (iv) dynamic disorder associated with diffusion. The 

impedance of CPE is given as [21]: 

])([

1
nCPE jQ

Z
ω

=         1.18 
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where Q is the frequency-independent constant relating to the surface 

electroactive properties, ω is the radial frequency, the exponent n 

arises from the slope of the bode plot; log Z vs. log f (and has values –

1 ≤ n ≤ 1). If n = 0, the CPE behaves as a pure resistor; n = 1, CPE 

behaves as a pure capacitor, n = –1 CPE behaves as an inductor; while 

n = 0.5 corresponds to Warburg impedance (Zw) which is associated 

with the domain of mass transport control arising from the diffusion of 

ions to and from the electrode|solution interface. 

The Randles equivalent circuit may be employed to “fit” the 

electrochemical impedance data depending on the nature of the 

impedance data. There are numerous circuits that can be assembled in 

order to provide the most accurate “fit”. An indication of the correct 

circuit that may be used to fit the data is given by the graphical 

representation of the impedance data referred to as the Nyquist plot. 

The Nyquist plot (Zimaginary vs. Zreal) shown in Figure 1.9 a displays a 

characteristic semi-circle at high frequencies and a straight line at low 

frequencies, corresponding to kinetic and diffusion processes, 

respectively, where The described spectra is generally fitted using the 

Randles equivalent circuit of mixed kinetic and diffusion control, where 

the resistance of the electrolyte and electrode contacts, RS is 

connected in series to the parallel combination of charge-transfer 

resistance RCT (domain of kinetic control) and CPE. The resistance to 
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charge-transfer is proportionally related to the diameter of the semi-

circle of the nyquist plot. In some systems the reaction rate might be 

controlled by transport phenomenon and this effect needs to be taken 

into consideration, the measured impedance can be explained by the 

component that depends on the conditions of the transport or diffusion 

of ions to the electrode interface from the bulk of the electrolyte [21,24]. 

This component is known as the Warburg impedance (ZW) (domain of 

mass transport control) and is connected in series to the charge 

transfer resistance. In this work, the Randles equivalent circuit was 

predominantly used to fit the electrochemical data. 

RS

Rct

C.E. W.E.

R.E. Cdl

Zw

RS

Rct

C.E. W.E.

R.E. CPE

Zw

a

b

 

Figure 1.8:  Modified Randles equivalent circuit representing the 

electrochemical system in (a) Ideal situation and (b) Real, practical 

situation. 
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 Impedance data can also be graphically represented by bode plots 

shown in Figure 1.9 (b) [21,25]. From the plot of phase angle (θ ) vs. 

logarithm of the frequency (log. f), the peak height represented the 

capacitive nature of the electrode surface and the relaxation process of 

the electrode|solution interface is indicated by the phase angle and 

frequency values respectively. A phase angle of 90º implies the 

material on the electrode surface displays pure capacitance, whereas a 

value of less than 90º indicates a more pseudo-capacitive behaviour 

[24]. As mentioned above, the capacitive nature of the electrode 

surface is also attained from the value of the slope from the plot of the 

log. |Z| vs. log f (Fig. 1.9 b). 
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Figure 1.9:  Nyquist plot (a) and Corresponding bode plot (b) for 

the randles equivalent circuit. 
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Electrochemical impedance spectroscopy offers several advantages 

over other techniques, these include: (i) the capacity of the system to 

remain at equilibrium due to the use of low amplitude-sinusoidal 

voltage (~ 5 mV), (ii) the ability to obtain accurate, reproducible 

measurements, (iii) the capability of this technique to adapt to various 

applications, (iv) characterize interfacial properties in the absence of 

redox reactions and (v) rapid acquisition of data such as ohmic 

resistance, capacitance, film conductivity, as well as charge or electron 

transfer at the electrode-film interface.  

An electrode-film interface is a result of the electrode modification 

with electron transfer mediators such as carbon nanotubes or redox 

active nanomaterials in order to overcome the sluggish electron 

transfer behaviour at the bare electrode. The following section 

describes a few regularly used electrode modification techniques.  
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1.3 Modified Electrodes    

According to International Union of Pure and Applied Chemistry 

(IUPAC) [26], a chemically modified electrode (CME) can be defined as 

“an electrode made of a conducting or semi-conducting material that is 

coated with a film of a chemical modifier and that by means of 

Faradaic (charge transfer) reactions or interfacial potential differences 

(no net charge transfer) exhibits chemical, electrochemical, and/or 

optical properties of a film.” In other words, if a specific material is 

attached to the surface of an electrode then that material imparts on 

the electrode some chemical, electrochemical or desirable properties 

not available at the unmodified electrode [27-29]. However, the material 

first needs to be immobilized onto the surface of the electrode.  

    

1.3.1 General Methods of Modifying Electrode Surfaces  

There are numerous techniques that may be used to modify 

electrode surfaces. A few are listed below. 

 

Covalent Bonding 

This method employs a linking agent (e.g. an organosilane) to 

covalently attach one of several monomolecular layers of the chemical 

modifier to the electrode surface [30-31].  
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Drop-dry Coating (or solvent evaporation) 

A few drops of the polymer, modifier or catalyst solution are 

dropped onto the electrode surface and left to stand to allow the 

solvent to dry out [32].  

 

Dip-dry Coating 

The electrode is immersed in a solution of the polymer, modifier or 

catalyst for a period sufficient for spontaneous film formation to occur 

by adsorption. The electrode is then removed from solution and the 

solvent is allowed to dry out [33]. 

 

Composite  

The composite electrode is prepared by a simple impregnation of 

the bulk electrode material with a chemical modifier such as an MPc 

catalyst. A good example is the popular carbon paste electrode [34]. 

 

Spin-Coating (or spin-casting) 

This method involves evaporating a drop of polymer, modifier or 

catalyst solution from an electrode surface by using centrifugal force at 

high-speed rotations. For example, oxide xerogel film electrodes 

prepared by spin-coating a viscous gel on an indium tin oxide 

substrate [35]. 
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Electrodeposition 

In this method, the electrode surface is immersed in a 

concentrated solution (∼10-3 mol L-1) of the polymer, modifier or 

catalyst followed by repetitive voltammetric scans. The first and 

second scans are similar, subsequent scans decrease with the peak 

current. For example, electrochemical deposition of poly(o-toluidine) 

on activated carbon fabric [36].  

 

Electropolymerization 

In this technique the electrode is immersed in a polymer, modifier 

or catalyst solution and layers of the electropolymerized material 

builds on the electrode surface. Generally, the peak current increases 

with each voltammetric scan such that there is a noticeable difference 

between the first and final scans indicating the presence of the 

polymerized material. For example, electropolymerization of aniline on 

polyaniline modified platinum electrodes [37]. 

 

Langmuir-Blodgett Technique 

This technique involves transferring the ordered monolayer or 

multilayer film formed at the air/water interface onto the electrode 

surface [38].  
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Chemisorption 

In this method, the chemical film is strongly and ideally 

irreversibly adsorbed (chemisorbed) onto the electrode surface [30]. 

Electrode modification using self assembled monolayer falls into this 

category. 

 

1.3.2 Self-Assembly 

Smart immobilisation of ultrathin solid films of nanomaterials on 

solid surface has continued to attract major research interests because 

of the potential to open up a wide range of diverse novel technological 

and engineering applications. In this regard, immobilisation of 

materials on electrode surfaces, using the conventional self-assembly 

strategy [39] to form molecular monolayers and its related layer-by-

layer self-assembly [40] to form molecular multi-layers have continued 

to receive considerable attention. Self-assembly method is 

advantageous because of its simplicity and control of the order of 

materials build-up which might allow synergic relationship between the 

materials towards specific purposes. 

 

1.3.2.1 Self-Assembled Monolayer-Modified Electrodes 

The self-assembled monolayer (SAM) may be described as the 

ordered arrangement of spontaneously adsorbed molecules (such as 
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thiol species) from solution directly onto the surface of an appropriate 

substrate (such as gold) resulting in the formation of an ultrathin film 

[1,41]. In 1946, four decades after Langmuir [42] introduced the concept 

of monolayers, Zisman [43] demonstrated the self-assembly of 

alkylamine monolayers onto a platinum substrate. Since then a 

number of adsorbate/substrate SAM forming combinations have been 

found that are able to form SAMs e.g., alkyltrichlorosilanes on glass 

[44] and fatty acids on metal oxides [45]. In 1983, Allara and Nuzzo [46] 

showed the adsorption of sulphur-containing compounds onto gold 

surfaces. However, it was only after the numerous articles published in 

1987 and 1988 that there was an influx of thiol based SAM research 

[47-50]. Since then the fabrication of ultrathin, well-ordered self-

assembled monolayer films of thiol-derived organic molecules on gold 

substrates have been a major research interest due to the potential 

ability of such ultrathin films to be used as scaffolds in a plethora of 

nanotechnological applications and fundamental studies including the 

immobilization of biomolecules (e.g., proteins, DNA) and redox-active 

functional materials for catalysis and sensing. For example, several 

potential applications of carbon nanotubes mean that some of their 

future applications in catalysis, sensing and electronics will require 

their integration on solid substrates as ultrathin nano-scaled molecular 

films.  
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Sulphur containing compounds (eg. thiols) have a high affinity for 

gold and are used in the self assembly formation of the base 

monolayer on gold surfaces. Cysteamine is one such example which 

also allows for the covalent attachment of other species. In 1997, 

Caruso et al. [51] introduced a 2-dimethylaminoethanethiol (DMAET) 

SAM as a platform for integrating DNA on gold surfaces. Since then, no 

work has been reported on this important SAM. This motivated me to 

use this innovative SAM as a potential base monolayer for forming 

multilayer films. However, successful future applications of DMAET 

SAM is dependent on thorough understanding of the state of the amino 

head group from which further surface functionality can be derived. 

Therefore, in this work, I have used cyclic voltammetry and 

electrochemical impedance spectroscopy to probe the behaviour of the 

–NH+(CH3)2 head group of DMAET SAM in solutions containing outer-

sphere redox probe (K4Fe(CN)6 / K3Fe(CN)6), different electrolytes and 

epinephrine.  

From an electrochemistry point of view, the chemisorption of 

thiolates on gold depicted in Figure 1.10 is regarded [1] as the most 

important class of SAMs. The nature and the formation of the bond 

between gold surface and the thiol has been a subject of much interest 

[1,52-55] but it is often recognised that the gold-thiolate bond results 

from cleavage of the S-H bond. Gold substrates are preferred in thiol 
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SAMs because of the strong interaction between gold and sulphur that 

allows the formation of monolayers in the presence of many other 

functional groups [54]. Generally, the central feature of all SAMs is the 

strong interaction between the functional group of the adsorbate and 

the bare substrate as well as the van der Waals interactions among 

the adsorbed molecules [1].  

S
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SS SS

RR R

Thiol head group
(strong chemisorption)
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Surface Group
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Figure 1.10: Representation of a thiolate on gold SAM. 

 

The self-assembling technique offers several advantages over other 

film formation techniques which include:  

(a) Spontaneous adsorption onto the electrode surface resulting in 

the formation of a thermodynamically equilibrated final film 

structure.  

(b) The SAM film does not readily undergoing desorption as a 

result of the sulphur-gold bond.  
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(c) The adsorbate does not have to be compatible with water like in 

the case of the Langmuir-Blodgett technique. 

(d) The cost effectiveness of the fabrication process because it 

does not require expensive equipment.  

(e) The orientation of the film (lying flat or standing perpendicular 

to the substrate) can be controlled, for example the formation of 

mixed monolayer.  

Additional molecular material may be added onto the primary 

monolayer by means of the layer-by-layer technique.  

  

1.3.2.2 Layer-by-layer Self Assembly 

One of the elegant means of forming ultrathin films on solid 

substrates is the self-assembly used in forming molecular monolayers, 

and the layer-by-layer (LBL) self-assembly for forming molecular 

multi-layers. LBL has recently been elegantly reviewed by Zhang et al. 

[56]. LBL, first discovered in 1966 by Iler [57] and re-discovered in 1991 

by Decher and Hong [58,59] may simply be described as controlled 

coordination or stepwise self-assembly strategy based on the 

alternating adsorption of materials containing complementary charged 

or functional groups to form integrated, well-organized arrays of 

ultrathin superstructure films on solid surfaces [56] that are often less 

than 1 µm [60,61], on solid surfaces. This strategy could provide a 
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powerful bottom-up approach for the construction of nano-scaled 3D 

architectures with various properties. Indeed, the simplicity and 

versatility of this technique makes it admirable for producing high 

quality and consistent films.  

After the introduction of the LBL technique based on physical 

adsorption driven by ionic attraction, other LBL methods emerged. 

Some of which were based on hydrogen bonds, step-by-step reactions, 

sol–gel processes, molecular recognition, charge-transfer, stepwise 

stereocomplex assembly and electrochemistry [56]. This work 

concentrates on the LBL method that uses electrostatic interaction as 

the main driving force. The basic principle in the assembly is “charge 

reversal”, where oppositely charged material referred to as bilayers 

are successively adsorbed. Each bilayer is approximately 1-100 nm 

thick [62] and can be tailored by adjusting the pH [63], counter ion [64], 

ionic strength [65], chemistry [66], molecular weight [67] and 

temperature [68]. The original construction of these multilayer films 

involved the use of polyelectrolytes, and thereafter extended to 

conjugated polymers [69-71], nanomaterials [72,73], dye and drug crystals 

[74], organic latex particles [75], inorganic particles [76], protein [77], 

biological cells [78], DNA [79], antigen-antibody pairs [80], CNTs [81] 

metallophthalocyanines [82] and monolayer-protected-clusters of gold 
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[83]. This LBL technique produces high quality and consistent films that 

have a few advantages over other multilayer fabrication processes.   

(a) The fabrication of multilayers is a simple method that does not 

require the use of complicated instruments.  

(b) The deposition times and material used during the process are 

user controlled. 

(c) The prospect of adjusting the layer thickness at the nanometer 

scale results in improved control of the mechanical properties. 

(d) Increased versatility of applications subsequent to the 

development of LBL methods based on intermolecular 

interactions other than electrostatic. 

Furthermore, the LBL assembly does not require only planar substrates 

as demonstrated by the step-wise build up on a spherical template [84]. 

However, it does require a surface with the lowest possible roughness 

since roughness leads to an assembly with poor uniformity and far less 

stability to electrochemical cycling [85] which inevitably has an adverse 

affect on the applications.  

This relatively new technique already has applications [86] in a few 

areas which include drug and gene delivery, fuel cells, electrical 

conductors, photo-detection, biosensing and electrochemical sensing 

devices. However, this dissertation concentrates on the fabrication of 

electrochemical sensors via electrostatic interaction using either the 
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self assembly or layer-by-layer assembly processes to incorporate 

carbon nanotubes, monolayer-protected clusters of gold nanoparticles 

and MPc complexes. 

Given the plethora of potential technological applications of CNTs 

and MPc complexes and their hybrids, an emerging area of research is 

on the smart integration of CNTs with MPc complexes for enhancing 

electrocatalysis and sensing. Reports on the CNT-MPc nanohybrids or 

thin films have shown these nanohybrids to be more efficient in 

improving electrochemical responses compared to the bare electrode 

or the individual CNT or MPc species [87-91].  To improve the physico-

chemical properties of MPc complexes for potential nanotechnological 

applications, continued investigation on their nanostructures are 

essential. Although there are reports on the self-assembled 

monolayers (SAMs) of electroactive MPc complexes [92-95] and their 

CNT hybrids [20], there are limited studies on the use of LBL for 

electroactive MPc complexes. Indeed, the few reports on LBL involving 

MPc complexes have been those of Oliveira and co-workers [96-99] who 

only reported the LBL multilayer films of polyelectrolyte cations with 

the popular and commercially-available, water-soluble 

tetrasulphonated MPc complexes using ITO based electrode.  

Transition metal tetrasulfophthalocyanine complexes, notably iron 

(II) tetrasulfophthalocyanine (FeTSPc), are highly water-soluble 
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species and well recognized for their high catalytic activity in 

homogeneous electrocatalysis. The ease with which they are washed 

away from electrodes during electrochemical studies has long been a 

major setback and has limited their fundamental studies and potential 

applications for heterogeneous electrocatalysis in aqueous 

environment. To date, all available reports on the surface-confinement 

of water-soluble metallotetrasulfophthalocyanine (MTSPc, where M = 

central metal ion) complexes involved indium tin oxide (ITO)-coated 

glass electrodes and LBL strategy using polycationic and/or highly-

branched polymeric complexes such as polyamidoamine (PAMAM) 

dendrimers [97], poly(diaallyldimethylammonium chloride) (PDDA) 

incorporating poly(2-(methacryloxy)ethyl)trimethylammonium chloride 

(PCM), poly(3,4-ethylenedioxythiophene) (PEDOT) and poly(4-

styrenesulfonate) (PSS) [100], chitosan [98] and PAMAM [99]. Bedioui and 

co-workers [87] reported the use of drop-casting to immobilize slurry of 

nickel (II) tetrasulfophthalocyanine (NiTSPc) and SWCNTs onto a 

glassy carbon electrode (GCE). The most common feature of the LBL 

strategies includes the use of a cocktail of relatively expensive 

reagents and the confinement of the MTSPc inside the thick multi-

layered polymeric films. The main problems usually associated with 

physical anchorage (i.e., drop-casting method) of such films onto a 

GCE surface are poor stability as well as the difficulty in controlling the 
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amount of film or thickness deposited. These problems have the 

tendency to compromise on the application of the films. Therefore, it is 

without doubt very crucial to continue the search for other means of 

immobilizing them onto electrode surfaces as thin stable solid films 

without compromising on their electrocatalytic activity towards the 

detection of analytes in aqueous conditions. More importantly, 

integrating such water-soluble redox-active MPc complexes with CNTs 

(as electron transfer mediators) could provide an interesting 

synergistic means of further enhancing the electron transfer dynamics 

of MPc complexes.  

In this study, using positively-charged 2-dimethylaminoethanethiol 

monolayer as the base co-ordinating species I show for the first time, 

the integration of: (i) nanostructed iron (II) phthalocyanine with (a) 

SWCNT-poly (m-amino benzene sulfonic acid); (b) monolayer-

protected clusters of gold nanoparticles and (ii) sulfonic acid 

functionalized iron (II) phthalocyanine with SWCNT-poly (m-amino 

benzene sulfonic acid), singly or mixed immobilization onto gold 

electrode via. electrostatic interaction either by the conventional self-

assembly or the related layer-by-layer assembly strategy. The electron 

transfer dynamics of such electrodes were interrogated as well as their 

catalytic properties towards the detection of epinephrine and hydrogen 

peroxide as analytical probes.  
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The following three sections further summarize the structure, 

properties and applications of carbon nanotubes, phthalocyanines and 

monolayer-protected clusters of gold nanoparticles.  
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1.3.3 Carbon Nanotube Modified Electrodes  

Historical Perspective  

The frequently used phrase “since the discovery of carbon 

nanotube by Iijima in 1991…” is a common misconception. A recent 

editorial by Monthioux and Kuznetsov [101], show that the first 

Transmission electron microscopy (TEM) images of hollow carbon 

filaments with a nano-sized diameter were published in 1952 by two 

Russian scientists, Radushkevich and Lukyanovich [102]. The images of 

the nano-sized carbon filaments were regarded to be of multi-walled 

tubular nature but, unfortunately due to the cold war, Russian 

scientific publications were not easily accessible. Therefore, it is 

argued that may be they should be credited with the discovery of 

“carbon nanotubes”. However, it is worth mentioning, the concept of 

forming carbon filaments (through thermal decomposition of gaseous 

hydrocarbon) was envisaged as early as 1889 [103]. In fact, Iijima’s 

“rediscovery” [104] was at the back of a couple of “carbon nanotube” 

related reports [102,105]. In 1978, Wiles and Abrahamson [105] grew fine 

fibres as small as 4 nm in diameter (viz. nanotubes) on graphite and 

carbon anodes. Nevertheless, Iijima’s rediscovery created tremendous 

impact in the scientific world, probably because it was published in a 

top-ranked journal that was available to all scientists or perhaps the 

scientific community was finally ready to accept the concept of “nano” 
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in the 1990s. He reported needle-like tubes (fullerene related 

structures which consist of graphite cylinders closed at either end) 

while investigating material deposited on the cathode during the arc-

evaporation synthesis (Fig. 1.11a) of fullerenes. It was later shown 

that by varying the conditions of the arc discharge method nanotubes 

could be produced in bulk quantity [106, 107]. In 1993, Iijima and 

Ichihashi [108] were unquestionably the first to discover single-walled 

carbon nanotube. Later that year Yacaman et al. [109] used a new 

technique known as chemical vapour decomposition (CVD) to report 

the catalytic growth of CNT (Fig. 1.11c) and in 1996 Smalley and co-

workers [110] reported the synthesis of bundles of aligned SWCNT by 

use of the laser-ablation technique (Fig. 1.11b).  

From the discoveries made, CNTs are commonly categorised as 

either SWCNTs or MWCNTs. However, today it is possible to have 

double walled CNTs [112]. SWCNT shown in Figure 1.12 (a) is 

essentially formed by rolling a single graphite sheet into a seamless 

tube capped at each end by half-spherical fullerene structures [113]. 

They have a diameter of approximately 1-2 nm and a tube length that 

can be thousands of times more.  
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Figure 1.11: Experimental arrangement for synthesizing carbon 

nanotubes via. (a) Arc-discharge (b) Laser-evaporation (c) Catalytic 

growth by decomposition of hydrocarbon gas [111].  

 

a b

0.34 nm

 

Figure 1.12: Illustration of (a) Single-walled carbon nanotube and 

(b) Multi-walled carbon nanotube [114(a)]. 
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MWCNT represented in Figure 1.12 (b) comprises of numerous 

concentric cylinders fitted one inside the other. The number of tubes 

range from 2-50 graphite cylindrical sheets, with the tubes separated 

by a distance of 0.34 nm and the innermost tube having a diameter of 

approximately 1-2 nm [104].  

The work described in this dissertation is based on SWCNTs which 

has received considerable attention for nearly two decades and 

continued to be investigated as viable electrochemical materials 

because of their unique properties [111,114-125]. SWCNTs have certain 

special features over the MWCNTs including smaller size, larger 

specific area, stronger adsorptive properties and inter-tube attraction 

[111]. In addition, its characteristic curve-shaped surface enables 

bonding of supramolecular complexes via non-covalent or hydrophobic 

interactions [126]. However, in the synthesis process, unlike MWCNTs, 

SWCNTs requires the use of catalysts [111]. 

 

Structure  

Carbon nanotubes consist of sp2 carbon units and the arrangement 

of the carbon-atom hexagons are in a helical fashion with respect to 

the needle axis [104]. The three most common structures of carbon 

nanotubes represented in Figure 1.13 are the (a) armchair, (b) zig-zag 

and (c) chiral forms. While carbon nanotubes are not actually formed 
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by rolling graphite sheet (graphene) into a tube, the concept can be 

used to explain the different structures by considering the manner in 

which graphene might be rolled into tubes. The above mentioned 

structures can be described by the manner in which the graphene is 

rolled about the T vector represented in Figure 1.14. Formation of the 

armchair structure occurs when the graphene is rolled about the T 

vector parallel to C-C bonds of the carbon hexagons while the zigzag 

and chiral structures are as a result of the T vector having different 

orientations except parallel to the C-C bonds [110,111]. This implies that 

chirality of the tubes is dependent on the direction in which the 

graphene is rolled in respect to the T vector. The manner in which the 

graphene is rolled also determines if the CNT is metallic, semi-metallic 

or semi-conducting [127,128].  

(i)

(ii)

(iii)

(i)

(ii)

(iii)c

b

a

 

Figure 1.13: Illustration of possible carbon nanotubes structures: 

(a) Armchair (b), Zigzag and (c) Chiral forms [111].  
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Figure 1.14: Representation of the helical arrangement of an 

unrolled graphite sheet that can be used to explain carbon tube 

structures [107]. a1 and a2 are the basis vectors of the graphene sheet 

while C is the circumferential vector.  

 

Pristine CNT can exist as any of these forms. However, 

functionalization of CNTs is usually required for attachment of CNT to 

other materials or devices in order to maximise its full potential in 

various applications. Ever since Smalley’s laser-oven functionalization 

technique [110], there have been numerous reports underlining 

functionalized CNT modification [129-134]. Functionalization is important 

to improve solubility [134], especially for potential applications in 

biology and material science and also to permit the unique properties 

of carbon nanotubes to be coupled to those of other materials [135]. 

Carboxylic group [129], fluorine [130], amino [131], alkyl groups [132] and 

sulfonic groups [133] are a few examples of some of the groups that can 
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be functionalized on carbon nanotubes. In this work, I used SWCNT-

poly (m-amino benzene sulfonic acid) (SWCNT-PABS).  

 

Properties 

Carbon nanotubes has been one of the most extensively studied 

materials since its “re-discovery” in 1991 owing predominantly to their 

plethora of properties. One of their most admirable properties due to 

their limited atomic defects [114(b)] is their ability to demonstrate 

tremendous mechanical strength [115,116]. In fact, the tensile strength 

(a measure of the amount of stress required to pull a material apart) 

of carbon nanotube is approximately 45 billion pascals, which is 

roughly 20 times more than the tensile strength of steel [111]. Other 

unique properties of carbon nanotubes include elasticity [116], high 

thermal conductivity [117(a)], electronic and vibrational properties 

[117(b)], field emission [118], electrochemical properties [119], optical [120], 

magnetic [121], photophysical properties [122], morphological and 

rheological properties [123], pseudocapactive properties [124], ion 

storage [125] and a high surface area [110] to mention but a few. These 

properties are often applied to find new applications for carbon 

nanotubes.  
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Applications  

Since Iijima’s rediscovery in 1991, there has been a substantial 

increase in reports involving CNT investigations (Fig. 1.15) which 

include over one thousand review articles. A steady increase at an 

average of ~20% increase per annum means the number CNT 

publications will exceed 11000 by 2010. The unusual properties of 

carbon nanotubes have made it possible to frequently find new 

applications in different fields.  
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Figure 1.15: 3-D histogram depicting the number of publications 

concerning carbon nanotubes from 1991-2005 [136].  

 

Some of the applications of carbon nanotubes include their use in 

the development of artificial muscles [137], as a substitute for the 

graphite anode in lithium ion batteries [138], as catalyst support in 

proton-exchange membrane, hydrogen/oxygen and methanol fuel cells 
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[139-142], battery technology [143], superconductors [144], supercapacitors 

[145], hydrogen energy storage [146], field-effect transistors [147], 

catalyst support [148], electronic devices [149], nanotweezers [150] 

electrochemical energy device [151], ultra high-strength engineering 

fibers [152], and quantum wires [153], drug and gene delivery systems 

[154-157], acoustic actuators (speakers) [158], tips for scanning probe 

microscopy [159], logic circuits in computers [160], chemical sensors [161-

163] etc. However, the emphasis here is on the fabrication of 

electrochemical sensors using carbon nanotubes.  

Electrochemical sensors represent a subclass of chemical sensors 

in which the electrode used meets the size, cost and power 

requirements. The ability of CNT based electrodes to function as 

electrocatalysts permit them to operate as electrochemical sensors 

[164]. In 1996, Britto and co-workers [119] were the first to show that the 

important neurotransmitter, dopamine could be electrocatalytically 

oxidised using multi-walled carbon nanotubes modified onto glassy 

carbon electrodes. A few years later, they used MWCNT 

microelectrodes in the study of electrocatalytic reduction of dissolved 

oxygen [165]. In 1997, Davis et al. [166] immobilized cytochrome C and 

azurin proteins on nanotubes to demonstrate the ability of carbon 

nanotube modified electrodes to act as biosensing devices. In 2001, Li 

and co-workers [167] catalysed the electrochemical reaction of 
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dopamine, epinephrine and ascorbic acid using carboxyl terminated 

single-walled carbon nanotubes cast on glassy carbon electrode. The 

electrocatalytic ability of carbon nanotubes membranes [168], carbon 

nanotube paste electrodes [169] and carbon nanotubes modified 

platinum [170] and gold electrodes [171,172] have also been investigated. 

Other analytes that have been investigated using carbon nanotube 

based sensors include 3,4-dihydroxy phenylacetic acid [173], nitric oxide 

[174], NADH [175], serotonin [176], carbohydrates [177], tinidazole [178], 

DNA [179], homocysteine [180], insulin [181], TNT [182], nucleic acids [183], 

glucose [184], pesticides [185] and hydrogen peroxide [186]. The 

performances of these electrodes were found to be superior to other 

carbon electrodes in terms of promoting electron-transfer and 

improving reversibility. Nowadays the ability to modify carbon 

nanotubes with a functional group of interest and use it for the 

electrochemical detection of any known or unknown analyte is 

restricted only by the imagination of the electrochemist.  

An emerging area of research is on the smart integration of CNTs 

with metallophthalocyanine (MPc) complexes (to be discussed in the 

following section) for enhancing electrocatalysis and sensing. Several 

reports have shown CNT-MPc nanohybrids to be more efficient in 

improving electrochemical responses compared to the bare electrode 

or the individual CNT or MPc species [87-95,187-200]. The surprisingly few 
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reports on LBL assembled MPc-CNT films has prompted me to further 

investigate the electron transport and electrocatalytic behaviour of 

these self-assembled thin film hybrids.  
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1.3.4 Metallophthalocyanine Modified Electrodes 

Historical Perspective 

The first observation of a “phthalocyanine” complex was in 1907 

when two German scientists reported the appearance of an unknown 

blue by-product [201]. Two decades later, researchers from Switzerland 

tried to convert o-dibromobenzene into phthalonitrile but instead 

synthesized copper phthalocyanine, copper naphthalocyanine and 

copper octamethylphthalocyanine [202]. In 1928 the “real discovery” of 

phthalocyanine accidentally occurred during the preparation of 

phthalimide at the Grangemouth plant of the Scottish Dyes Ltd, which 

later became part of the Imperial Chemical industries [203]. History has 

it that during the preparation of phthalimide, a glass lined vessel 

cracked thereby exposing the reaction to the outer steel casing 

resulting in the formation of traces of a dark blue impurity in the 

phthalimide. At the Imperial College, Linstead [204] analyzed these 

impurities and found it to be iron “phthalocyanine” (FePc), the 

structure of which was confirmed by Robertson [205,206] using X-Ray 

diffraction techniques. Linstead named the compound phthalocyanine 

(phthalo from its precursor, ‘phthalic acid’, and cyanine from the greek 

work ‘blue’).   
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Structure and Synthesis 

Metallophthalocyanine (MPc) is a planar, 18 π-electron macrocyclic 

aromatic compound, consisting of four isoindole subunits linked 

together by aza nitrogen atoms [206,207]. These beautiful bright blue to 

green coloured materials are biological mimics of the naturally 

occurring metalloporphyrins but they have extended conjugation due 

to the benzene rings, hence, improved chemical and thermal stability. 

The central cavity of its structure (Fig. 1.16a) can enclose any one of 

70 metal cations [203] ranging from groups I and II to the lanthanide 

and actinides [207,208]. Phthalocyanine molecules can also incorporate 

ring substituents as shown in Figure 1.16 (b). Many of the 

phthalocyanine properties, example solubility, can be varied by 

changing the central metal ions and ring substituents [207]. 

Metallophthalocyanine synthesis is aimed at introducing a metal ion 

into the central cavity. The synthesis of metallophthalocyanine 

requires the use of precursors such as phthalic anhydride, 

diiminoisoindline, phthalonitrile and o-cyanobenzamide [207,209]. 
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Figure 1.16: The geometric structure of (a) Metallophthalocyanine 

(b) Metallo-tetraaminophthalocyanine (MTAPc) complex, where M = 

transition metals (Example: Co, Ni or Fe) and R = (Example: SO32-, 

NH2, COOH). 

 

Through the years, metallophthalocyanines have established 

themselves as versatile organometallic complexes with a wide range of 

excellent properties [210] such as fastness to light, structural, 

remarkable chemical stability, electronic, optical and beautiful bright 

blue to green colours etc. However, these properties are size-

dependent and can be varied by adjusting the particle size. It is well 

documented that nanoscopic materials have fundamentally different 

properties compared to their bulk counterparts [211,212]. The 

preparation of nanophthalocyanine was first reported in 1991 by two 

independent groups viz. Saito et al. and Enokida et al. [213,214]. A few 

years later nanophthalocyanine was further investigated by Wang et 
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al. [215] using nanoscopic oxovanadium phthalocyanine. They noticed 

an improvement in photoconductivity and attributed this to the 

presence of the huge surface area of nanoscopic oxovanadium 

nanophthalocyanine. 

In this study, the electrocatalytic ability of nano iron (II) 

phthalocyanine (nanoFePc) and iron (II) tetrasulphonated 

phthalocyanines (FeTSPc) will be further investigated. It is anticipated 

that the emergence of new properties for nanoscopic material will 

enhance the applications of the macroscopic form.  

 

Applications 

Phthalocyanines and related complexes have been one of the most 

researched areas in science over the last century but their renaissance 

over the last two decades has lead to an exponentially increasing 

number of publications (Fig. 1.17), especially in the context of 

emerging nanoscience and nanotechnology. In the last 20 years, 

number of publications increased at an average of ~20% /5 year 

period, meaning that if the same growth persists, then by 2010 it 

could be predicted to be ~10500 publications. As mentioned earlier, 

phthalocyanines have a wide range of properties and have been used 

in the past mainly as dyes for jeans and clothing, inks in ballpoint pens 

and paints for plastic and metal surfaces.  
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Figure 1.17: 3-D histogram depicting the number of publications 

concerning phthalocyanines from 1936-2005 [216].  

 

Nowadays they are the molecules of targets for numerous 

scientific and technological applications in various fields such as 

catalysis [217-220], sensors [221-223],  photodynamic therapy [224-228], ink 

jet printing [229], electrophotography [229,230], photocopying and laser 

printing [229,231], electrochromic display devices [232-234], optical 

computer re-writable discs and information storage systems [235-237], 

liquid crystal display devices [238], photovoltaic cells [239,240], fuel cells 

[241], molecular electronics [242], semi-conductor  devices [243-245], and 

electrochemical sensors [187-200].  A recent review by de la Torre et al. 

[216] discusses several reasons for their involvement in some of the 

above listed applications but the focus remains on the fabrication of 

 
 
 



Introduction.................................................................................. 

Page | - 67 -  
 

electrochemical sensors using nano iron (II) phthalocyanine and iron 

(II) tetrasulphonated phthalocyanines. 

MPc complexes have the ability to retain their molecular structure 

and stability upon addition or removal of electrons [246] which enables 

them to exhibit electrocatalytic activity towards redox reactions. Thus 

they have established themselves as excellent electrocatalysts for 

several organic and inorganic analytes [247-251] and have recently been 

reviewed by Ozoemena and Nyokong [252]. In contrast there has been 

limited work relating to the electrocatalytic ability of nanostructured 

MPc complexes [253,254] which is surprising given their potential to 

enhance the electrochemical response. However, I believe that the 

electrochemical response can be further enhanced by integrating 

nanostructured MPc complexes with other redox active material such 

as SWCNTs and monolayer-protected clusters of gold nanoparticles. 

Indeed, previous studies [89, 90] have shown it has been shown MPC-

CNT hybrids exhibit excellent electrocatalysis and sensing. However, 

there is no work yet on MPC-MPCAuNP. 
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1.3.5 Monolayer-Protected Clusters of Gold Nanoparticles 

Electrodes 

Historical Perspective  

 Solid gold was first extracted in the 5th millennium B.C. in 

Bulgaria; whereas soluble gold is believed to have been in existence 

from the 5th or 4th century B.C. when it was used to make ruby glass 

and for colouring ceramics. The procedure for making gold ruby glass 

also known as “Purple of Cassius” [255] was described by Andreus 

Cassius in 1685. Its beautiful colour was often suspected to be a gold 

tin compound that may have been formed as a result of the starting 

material used in the preparation process [256]. However, in 1857, 

Faraday reported the formation of a deep red gold solution when he 

used white phosphorous to reduce an aqueous solution of chloroaurate 

(AuCl4) and attributed the colour of ruby glass to the minute size of 

the gold particles [257]. This discovery reiterated a statement made by 

Kunchel in 1676 [258], where he claimed “gold must be present in such 

a degree of communition that it is not visible to the human eye”. A few 

years after Faraday’s discovery, in 1861, the term colloid [259] was 

derived to describe dispersion of one substance in another and as a 

result gold in solution. Colloidal gold, gold colloid or soluble gold was 

also referred to as gold nanoparticles or nano gold after Norio 

Taniguchi [260] coined the term nanoparticle in 1974. The term was 
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used to describe any kind of particle that has at least one dimension in 

the range of 1 - 100 nm. More than a century after Faraday’s initial 

discovery, Murray and Chen [261] showed it was possible to attach 

alkanethiols to “gold nanoparticles”. A few years later, gold 

nanoparticles surrounded by a thiol monolayer were termed 

monolayer-protected gold cluster molecules [262] also known as 

monolayer-protected clusters of gold nanoparticles (MPCAuNP). 

 

Structure and Synthesis 

Gold colloids are routinely prepared by chemical reduction of a 

suitable gold precursor such as AuCl4 ions and there are several 

reducing agents that can be used to achieve nanoparticles from this 

precursor. As mentioned earlier, Michael Faraday first used white 

phosphorous to reduce an aqueous solution of AuCl4. Since then there 

have been several routes using different reducing agents to prepare 

nanosized gold colloids. However, only two preparation techniques 

have become well established. One of the most widely used methods is 

the innovative two-phase Brust-Schiffrin method [263], where aqueous 

sodium borohydride is used to reduce AuCl4 in toluene in the presence 

of stabilizing thiols. Thiolate ligands are attached to provide superior 

stability. The strong interaction between the sulphur of the thiolate 

ligands and the gold facilitates the formation of a protective shell 
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around the particle which is responsible for this stability.The other 

reliable method is the older Turkevich synthesis [264], where gold salt is 

boiled together with citrate to get 10-15 nm water-soluble particles.  

MPCAuNP used in this work was supplied by Mintek (South Africa) 

and synthesised by treating citrate-stabilised gold with a mixture of 

carboxyl and hydroxyl polyethylene glycol (PEG) ligands. Scheme 1.2 

shows a cartoon representation of the reaction. To my knowledge, this 

dissertation reports the first time (i) their self assembled nano-thin 

films and (ii) their electrochemical integration to investigate their 

heterogeneous electron transport behaviour as well as their 

electrocatalytic ability.   

The most widely investigated family of ligands are thiolates (RS, 

R = organic moiety), frequently derived from organic thiols and 

disulfides. The strong interaction between the sulphur of the thiolate 

ligands and the gold surface facilitates the formation of a protective 

shell around the particle which (i) improves the stability by preventing 

uncontrolled aggregation of the particles and (ii) furnishes the 

nanoparticle with additional functionality, such as electronic, optical, 

thermal, catalytic, sensor, biomolecular recognition or transport 

properties [265,266] for potential applications in the fields of physics, 

chemistry, biology, medicine, and material science [267].  
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Scheme 1.2: Reaction scheme illustrating the one-step stabilization 

and functionalization of gold nanoparticles with carboxyl and hydroxyl 

PEG ligands. 

 

Applications 

The significant amount of work carried out in the field on 

monolayer-protected clusters of gold nanoparticles have already found 

a wide range of applications in nonlinear optical devices, 

electrophoresis, optoelectronic devices, fluorescence, catalysis, 

biochemistry, drug delivery and sensors [268-270]. However, in this study 

I investigated the electron transport properties and electrocatalytic 

behaviour of SAM modified electrochemical sensors, where this time 
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MPC of gold nanoparticles were used as the modifier in this fabrication 

process. MPCAuNP have been used for nanotechnology applications 

since the development of the Au55 cluster by Schmid et al. in 1981 

[271]. In 1996, the Brust-Schiffrin group [272] studied 1,9 nonanethiol 

(HS(CH2)9SH) derivatized gold nanoparticles towards [Fe(CN)6]4-/3-. 

The layer-by-layer assembly of gold clusters and nonanethiol 

promoted and impeded the electrode’s ability, respectively. 

Consequently, there was an increase in the rate of electron transfer 

when gold clusters were used as the outer layers and a decrease 

following nonanethiol assembly. However, it was work done by 

Murray’s group in 1998 that led to an influx of investigations 

describing the electron transport behaviour of MPCAuNPs. They used 

gold clusters modified with anthraquinone to demonstrate the 

enhancement of 1,1 –dinitrocyclo-haxane reduction [273,274] and 

described MPCAuNP as multivalent redox species that can store 

charge. A year later, Zhong et al. [275] showed that rate of electron 

transfer between gold nanoparticles immobilized on dithiol gold 

substrates depend on (i) the arrangement of the nanoparticles and (ii) 

the distance between the underlying electrode and the gold 

nanoparticles. Musick et al. [276] investigated the impact of numerous 

layers of gold clusters modified onto dithiol electrodes. When less than 

seven layers were used, the wave shaped voltammogram indicated 
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that the electrode functioned as independent microelectrodes in a 

blocking film, while the peak shaped voltammograms observed for 

more than seven layers indicated a planar diffusion controlled process 

of the solution probe to the electrode. Hu et al. [277] also reported the 

presence of peak shaped voltammograms when he investigated the 

behaviour of gold clusters immobilized on cysteamine assembled gold 

surface towards the [Fe(CN)6]4-/3- redox probe. In 2000, Chen [278] 

reported the electron transfer behaviour using CV and impedance 

measurements of a dithiolate MPCAuNP monolayer assembled directly 

onto the gold surface. Hicks et al. [279] also used electrochemical 

impedance spectroscopy to investigate the electron transport 

properties of a mixed monolayer (hexanethiolate/ mercaptoundecanoic 

(MUA)) MPCAuNP attached to MUA-functionalized gold electrode. 

Bharathi et al. [280] incorporated gold nanoparticles in to a silicate 

network to promote the rate of electron transfer. Maye et al. [281] 

assembled decanthiolate protected gold clusters on 1,9-nonanedithiol 

and 11-mercaptoundecanoic acid substrates to demonstrate the 

amplification of methanol oxidation. In contrast, Yang and Zhang [282] 

found no improvement in the electronic communication between the 

solution species: Fe(CN)63− or Ru(NH3)63+ and the underlying gold 

electrode surface subsequent to the attachment of gold nanoparticles 

to 1,6-hexanedithiol and 1,9- nonanedithiol modified electrodes. In 
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2004, Toyota et al. [283] studied the charging-discharging aspects of 

gold nanoparticles immobilized on amine-terminated siloxane on an 

Indium tin oxide electrode. In 2007, Jensen et al. [284] showed that 

gold nanoparticles can act as efficient redox relay for cytochrome c 

assembled at gold electrodes. Recently enhanced electron transport 

properties of MPCAuNP modified electrodes were investigated using 

scanning electron microscopy [285] and temperature [286] techniques. 

Therefore, nowadays it is well known that electrodes decorated with 

MPCAuNP mostly improve the electron transport behaviour.  

Typical sizes of MPCAuNPs range from 1 to 40 nm depending on 

the preparation technique. Considering most preparation techniques 

produce MPCAuNPs that are insoluble in water, it should perhaps not 

be surprising that there are limited reports on the electron transfer 

properties and electrochemical biomolecular recognition properties of 

MPCAuNPs in aqueous media [287]. Thus, for electro-bioanalytical 

applications, it is essential to develop MPCAuNP systems that are 

stable, water soluble and capable of molecular recognition in aqueous 

media.  

This work reports for the first time the surface electrochemistry of 

these stable, yet chemically versatile water-soluble MPCAuNPs self-

assembled on polycrystalline electrode disk in terms of their (i) 

heterogeneous electron transfer dynamics in aqueous and non-
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aqueous media, (ii) surface ionization properties, and (iii) 

voltammetric recognition properties towards epinephrine and ascorbic 

acid. These new MPCAuNPs were prepared by varying the ratio of its 

two different stabilizing ligands, (1-sulfanylundec-11-yl) polyethylene 

glycolic acid (herein abbreviated as PEG-COOH) and (1-sulfanylundec-

11-yl) tetraethylene glycol (abbreviated as PEG-OH). The extent to 

which these ratios of protecting ligands influence heterogeneous 

electron transport and surface pKa is crucial for the potential 

applications of such platforms in many areas such as molecular 

electronics as well as chemical and biological sensing. Here, it is 

clearly shown that mixtures of different stabilizing ligands have distinct 

impacts on their electron transfer dynamics in aqueous and non-

aqueous media as well as their electrochemical recognition properties 

towards biologically relevant analytes, epinephrine and ascorbic acid. 

The importance of catecholamine neurotransmitters (e.g., epinephrine) 

in the body has been well documented [288-289]. However, the most 

common challenge in the electroanalytical detection of epinephrine in 

body fluids is the interference by ascorbic acid; the oxidation peaks of 

epinephrine and ascorbic acid are very close at physiological pH 

environment which often results in their voltammetric peaks 

overlapping thereby inhibiting the detection of epinephrine.  
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1.4 Species Investigated as Probe Analytes  

1.4.1 Epinephrine 

 In 1886, William Bates reported the discovery of a substance 

produced by the adrenal gland in the New York Medical Journal. The 

substance better known as epinephrine (Fig. 1.18) was first isolated in 

1895 by Napoleon Cybulski. 

 

N
H

OH

OH
OH

 

Figure 1.18: Structure of Epinephrine. 

 

It is a catecholamine neurotransmitter commonly referred to as 

adrenalin or “fight or flight” hormone, derived from the amino acids 

phenylalanine and tyrosine and released from the adrenal gland in 

emergency situations. It is an important component of the mammalian 

central nervous system that exists as large organic cations in the body 

fluid and the nervous tissue, where it controls the nervous system in 

the performance of a series of biological reactions and nervous 
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chemical processes [290]. This means the concentration of EP affects 

processes such as heart rate, blood pressure, contraction of smooth 

muscles, glycogenolysis in liver and muscle, lipolysis in adipose tissue 

etc. [291]. Therefore, the detection and analysis of EP is of significant 

importance for improved pharmacological research and a better 

understanding of the effects of the nervous system. The determination 

of epinephrine has been reported with the use of chromatographic 

methods [292,293], capillary electrophoresis [294,295], spectroscopic 

methods [296,297], chemiluminescence [298,299], flow injection analysis 

[300,301] and various electrochemical methods [302-309].  

However, the major challenge in epinephrine analysis is the 

elimination of interferences from ascorbic acid; the oxidation peaks of 

epinephrine and ascorbic acid are very close which often results in 

their peaks overlapping. The pKa values of the hydroxyl groups of 

epinephrine are 8.7, 9.9 and 12.0, respectively [310,311], while the pKa 

of the amino H of epinephrine is reported to be 9.9 [312]. This implies 

that at the physiological pH epinephrine remains neutral whereas 

ascorbic acid with pKa values of 4.17 and 11.5 exists primarily as a 

monohydrogen ascorbate anion. Wang et al. [313] used negatively 

charged nafion isomer to repel the ascorbic acid but their electrode 

showed low sensitivity.  
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However, EP detection with high selectivity and sensitivity remains 

a major challenge in electroanalytical research [314,315] since EP exists 

together with ascorbic acid in the biological environment, and AA is 

oxidized at a similar potential to EP thus resulting in an overlapping 

voltammetric response. This problem may be resolved by either 

separating the electrochemical response of EP and AA [315] or 

eliminating the AA interference altogether [314].  

 

1.4.2 Hydrogen Peroxide  

The choice of this analyte stems from the knowledge that FePc is a 

natural mimic of the iron-containing proteins such as the horseradish 

peroxidase (HRP) and cytochrome C (cyt C) known for their redox-

mediating role in the detection of H2O2. Given the high cost, 

temperature and stability constraints of these biomolecules for use in 

the detection of hydrogen peroxide (H2O2), it is reasonable that a 

much cheaper, highly stable (chemically and thermally) and easily 

available nanostructured FePc species could be an admirable 

alternative redox-mediator. 

It is a pale blue liquid which appears colourless in dilute solutions 

and its strong oxidising properties make it a powerful bleaching agent. 

It was first isolated in 1818 by Louis Jacques Thénard upon reacting 

barium peroxide with nitric acid [316]. This process was used until the 
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middle of the 20th century. Nowadays, this molecule is known to be the 

by product of several biological and enzyme-catalysed reactions 

(oxidases) and since it is difficult to obtain an accurate measure of 

biological material present in the body, H2O2 is often measured as an 

indirect indication of the starting material. A common example is the 

detection of glucose:  

 

Glucose + O2 Gluconic acid + H2O2

Glucose oxidase

  1.16 

  

In the oxidation of glucose to gluconic acid in the presence of glucose 

oxidase, the amount of glucose is indirectly detected using the direct 

detection of the by-product, H2O2. Therefore, the need for a high 

selectivity and extremely sensitive H2O2 sensor in food industry, 

environmental waste and medical diagnosis is of significant 

importance.  

 

 

 

 

 

 

 

 
 
 



Introduction.................................................................................. 

Page | - 80 -  
 

1.5 Microscopic and Spectroscopic Techniques     

1.5.1 Scanning Electron Microscopy  

Scanning electron microscopy (SEM) is a surface technique 

employed by the scanning electron microscope to image the surface of 

samples by scanning it with a high-energy beam of electrons in a 

raster scan manner. There is an interaction between these electrons 

and the atoms of the sample, resulting in signals that contain 

information about the sample's surface topography and composition 

[317]. In 1935, Max Knoll obtained the first SEM image of silicon steel 

showing electron channeling contrast [318]. In 1937, Manfred von 

Ardenne further investigated the beam specimen interactions and the 

physical principles of the SEM [319,320]. The operation of the SEM is as 

follows: At the top of a SEM column an electron gun generates a beam 

of electrons which are attracted through the anode, condensed 

(condenser lens) and focused (objective lens) as a fine point onto the 

sample. These electrons are collected by a secondary detector or a 

backscatter detector. The secondary electron detector produces a clear 

and focused topographical image of the sample whereas the 

backscatter electron detector reflects an elemental composition of the 

sample and is used for energy dispersive X-ray analysis [317,321]. 
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1.5.2 Energy Dispersive X-Ray  

Energy dispersive X-ray also referred to as an electron 

spectroscopy for chemical analysis, is an electron spectroscopic 

method used to determine the elemental and chemical composition of 

materials on metal surfaces [322]. The presence of the desired elements 

in the film can be confirmed using the EDX spectra and evaluating the 

atomic composition [323].  EDX is based on the photoelectron effect [322] 

where the surface is irradiated with photons. When incoming primary 

electrons bombard target material electrons an X-ray photon, 

characteristic of its own atom (element) is released [324]. Thus 

measuring the energy lost as a result of secondary electrons being 

displaced from the primary beam, the corresponding element to that 

energy loss may be determined.    

An atom has a conventional sequence of electrons known as 

'electron shells' arranged around its nuclei as a result of electrical 

charge differences between them. The shells are, also 

conventionally, labeled K, L, M, N, O, P, and Q from innermost to 

outermost. Primary electrons strike the atom (Fig. 1.19 a), and knock 

electrons out of their shell. As a result the atom is excited to higher 

energy state and relaxes after the ‘knocked out’ electrons are replaced 

with outer shell electrons. Therefore, there is a difference in energy 

states where the excess energy can be released in the form of an X-
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ray, which carries this energy difference, and has a wavelength that is 

characteristic of the atomic species from which it came. This same 

process can occur with the L and M electrons and as a result leads to a 

large number of generated X-rays of differing wavelengths and hence 

a number of possible lines of X-rays available for analysis [322-323]. A 

spectrum (Fig. 1.13 b) is an accumulation of an index of X-rays 

collected from a particular spot on the sample surface each X-ray 

generated from an element are characteristic of that particular 

element and can thus be used to identify  elements that are truly 

present under the electron probe [322]. 

M

L

K

X-ray

a b
 

Figure 1.19: Simple representation of the first three shells 

showing, (a) the formation of energy dispersive X-ray resulting in (b) a 

unique spectrum.  
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1.5.3 Atomic Force Microscopy 

Atomic force microscopy is a surface characterization technique 

that uses a sharp probe to scan across a sample detecting interactions 

between the silicon tip and the conductive or insulating sample 

resulting in nanoscale resolutions. The acronym AFM also refers to 

atomic force microscope which is the instrument used for the above 

mentioned technique. The first AFM was developed by Binnig, Quate 

and Gerber in 1986 [325]. Atomic force microscopy can be sub-divided 

into contact mode, acoustic AC mode and magnetic AC mode. Acoustic 

AC mode was exclusively used during this project because the samples 

used are not magnetic and unlike contact mode it does not drag across 

the sample. It essentially monitors the amplitude of a vibrating 

cantilever, by bouncing a laser beam off it and onto a detector, as it 

raster scans across the sample using a piezoelectric scanner. The fixed 

end of the cantilever is moved up and down in the Z direction by the 

piezoelectric scanner as it raster scans across the surface in the X and 

Y direction with the aid of a feedback mechanism employed to adjust 

the “tip-to-sample distance” in order to maintain constant amplitude 

and hence constant force derivative. The Z position of the tip at each 

data point in the X-Y plane produces the topographic image of the 

surface. Most of the surface characterizations in this project make use 

of the AFM because unlike the SEM which provides a two-dimensional 
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image of the sample, it provides a true three-dimensional surface 

profile. In addition the AFM functions perfectly in air or liquid 

environments and the samples viewed by AFM do not require special 

treatments like carbon coating whereas the SEM requires an expensive 

vacuum chamber for proper operation.  

 

1.5.4 Transmission Electron Microscopy  

Transmission Electron Microscopy (TEM) is a technique operated at 

a high resolution where the electron is transmitted through the sample 

owing to the interest in internal detail thus revealing the morphology 

(size, shape and arrangement of the particles), the crystallographic 

information (the atom arrangement) and the compositional 

information (the elemental composition) of the material examined [326-

327]. The operation of a TEM is similar to that of a slide projector; 

however, it shines a beam of electrons, instead of light, generated 

from an electron gun. This stream of electrons is focused by a 

coherent beam that is restricted by a condenser aperture. The beam 

striking the sample transmits portions of the sample which are focused 

by the objective lens into an image that is projected onto a screen. 

There are dark and light areas of the image representing the more 

densely packed section which allowed fewer electrons to
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pass through and the less densely packed section which allowed more 

electrons to pass through, respectively [326-327]. 
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