Site plan
Floor plan - agricultural outbuilding

Gridlines - Agricultural outbuilding
North elevation - Market

East elevation

South elevation - Market
West elevation

North elevation - Agricultural building

South elevation - Agricultural building
South elevation - Agricultural outbuilding

Section F F
Detail 3: Exploded view

Detail 3: Perspective view

Detail 4
Detail 5: Perspective view

Detail 5: Exploded view
Detail 6: Perspective view of evaporative cooling roof

Detail 6: Exploded view of evaporative cooling roof
Detail 8: Exploded view of wire mesh & coal facade

Perspective view
Detail 8: Exploded view of wire mesh & coal facade

Detail 8: Exploded view of concrete lintel unit, downpipe & column fixture

Detail 9
Detail 10

13 mm HIGH TENSILE STEEL THREADED
ROD WITH M.S. WASHER (3 mm THICKNESS)
& FRICTION NUT TO SUIT THREADED ROD
ON BOTH ENDS

12 mm HIGH TENSILE STEEL THREADED
ROD WITH M.S. WASHER (2 mm THICKNESS)
& FRICTION NUT TO SUIT THREADED ROD
ON BOTH ENDS

175 mm (diam.) CCA TREATED
EUCALYPTUS GUMPOLE BEAM

200 mm (diam.) CCA TREATED
EUCALYPTUS GUMPOLE COLUMN