
THE EFFECT OF INNOVATIVE SCREW ANGLED 
MINI-PLATES ON BIOMECHANICAL STABILITY 

OF MONO-CORTICAL FIXATION: 

AN IN VITRO MODEL 

 
by 

 
FREDERICK JULIUS JACOBS 

 
 

 
Submitted in fulfilment of the requirements for the degree 

 
 
 
PHILOSOPHIAE DOCTOR 

 
 
 
In the  

 
 
 
FACULTY OF HEALTH SCIENCES 

 
 
 
UNIVERSITY OF PRETORIA 

PRETORIA                           October 2008 

  

©©  UUnniivveerrssiittyy  ooff  PPrreettoorriiaa  

 

 
 
 



Dedication: 
I dedicate this PhD to the following inspirational people: 

my dearest wife, Erica, my children, Marilize, Julius, Erica and Gerhard 

Parents Fred and Sophia 

 
 
 



Table of Contents 

CHAPTER 1  INTRODUCTION ......................................................................................... 07 

CHAPTER 2  REVIEW OF LITERATURE ......................................................................... 10 
2.1  Mono-Cortical Plating Strategies and its Biomechanical Problem ........................... 11 

2.2  The Effect of Plating Techniques and Plate Orientation on Biomechanical Stability  11

2.3  Bite Force and its Clinical Relevance to Mono-Cortical Fixation ..............................13 

2.3.1  Biomechanical Considerations ................................................................................. 15 

2.4  Angled (Slanted) Screw Application ......................................................................... 16 

2.4.1  Type A: Zero degree slanted screw plate ................................................................ 16 

2.4.2  Type B: 45° right side slanted screw plate ............................................................... 18 

2.4.3  Type B: 45° left side slanted screw plate ................................................................. 19 

2.4.4  Type C: 90° slated screw plate ................................................................................ 19 

2.4.5  Type of zero degree slanted screw plate ................................................................. 19 

2.5  Anatomical Considerations in Angled Screw Application ......................................... 21 

2.5.1  Anatomical consideration for the mandible angle region ......................................... 21 

2.5.2  Thickness of the mandible as applicable in a bi-cortical fixation .............................. 23 

2.5.3  Position of the Neuro-Vascular Bundle .................................................................... 23 

2.6  Surgical Approach and Clinical Relevance to Screw Angle Application .................. 24 

2.6.1  Trans-buccal/ per-cutaneous surgical approach for screw systems at 90° to the 
bone plate surface ................................................................................................... 24 

2.7  Screw Angle Comparative Biomechanical Stability Pilot Studies ............................. 25 

CHAPTER 3  PROBLEM AND PURPOSE OF THE IN VITRO STUDY ............................ 30 
3.1  Statement on the problem and purpose of the in vitro study .................................... 30 

CHAPTER 4  EXPERIMENTAL PROCEDURES ............................................................... 32 
4.1  The Biomechanical Testing Device .......................................................................... 32 

4.2  Tension/ Compression Evaluation ........................................................................... 32 

4.3  Torque Evaluation .................................................................................................... 38 

4.4  Compilation of Mandible Samples ............................................................................ 39 

4.5  Fabrication of Positioning Templates ....................................................................... 41 

4.5.1  Mini-plate positioning template ................................................................................. 41 

4.5.2  Segmentation template ............................................................................................ 42 

4.6  Mini-Plate Fixation Procedures ................................................................................ 43 

4.7  Load Displacement Evaluation ................................................................................. 46 

CHAPTER 5  RESULTS .................................................................................................... 50 
5.1  Biomechanical Testing Device ................................................................................. 50 

 
 
 



5.2  Compression Load-Displacement Results ............................................................... 50 

5.3  Statistical Analysis of Compression Evaluation ....................................................... 57 

5.3.1  Mean Fixation .......................................................................................................... 57 

5.3.2  Statistical Comparison (P-values) of Compression Screw Angle Test (CSAT) ....... 58 

5.3.3  Analysis of Load-Displacement Gradients or Slopes ............................................... 60 

5.3.4  Linear trend lines...................................................................................................... 63 

5.3.5  Statistical Analysis of Torsion Screw Angle Test (TSAT)......................................... 66 

5.3.6  Mean TSAT Stability ................................................................................................ 67 

5.3.7  TSAT Linear Trend Lines ......................................................................................... 71 

CHAPTER 6  INTERPRETATION OF RESULTS .............................................................. 73 
6.1  Mathematical (Trigonometric) Formulation of Angled Screw Application Results .... 73 

6.2  Defining and Measuring of STS (Screw Tip Shifting) (Figure 40) ............................ 76 

6.3  Clinical/Experimental Significance of STS (Figure 40) ............................................ 77 

6.4  Defining and Measuring of Screw Tip Travel (STT) ................................................. 77 

6.5  Clinical Relevance of Trigonometric Calculations (Figure 40) ................................. 82 

CHAPTER 7  DISCUSSION AND RECOMMENDATIONS ............................................... 86 
7.1  Discussion ................................................................................................................ 86 

7.1.1  Materials and Methodology ...................................................................................... 86 

7.1.2  The anatomical site chosen for the Inclined Screw Insertion (ISI plate)  ................. 89 

7.1.3  Independent biomechanical stability testing results of the ISI system ..................... 90 

7.2  Recommendations for future biomechanical stability investigation and geometrical 
design aspects of the ISI systems ........................................................................... 92 

7.2.1  Increased sample size ............................................................................................. 92 

7.2.2  Plate design ............................................................................................................. 92 

7.2.3  The smart lock technology incorporated in ISI plate designs for the future ............. 92 

7.2.4  Additional instrumentation........................................................................................ 95 

7.2.5  Plate Geometry Related To Anatomical Positioning ................................................ 95 

7.2.6  Plate Geometry, Functional Stable Osteo-Synthesis and Strain Lines .................... 99 

7.2.7  ISI – Quadrant Orientation and Lag-Effect of ISI ...................................................100 

7.3    The anatomical study related to the geometric ISI plate design….……...………....102 

7.4         Surgical technique for ISI plate fixation …..…………………………………………...108  

CHAPTER 8  CONCLUSION ............................................................................................109

ANNEXURE 1: REFERENCES ............................................................................................111 

ADDENDA  ..………………………………………………………..…...…….………………….....114

 
 
 



Figures and tables 

Figure 1: Screw angle-quadrant plate hole orientation ...........................................................  8 
Figure 2: Lines of osteo-synthesis, orientated along stress line in the mandible....................11 

Figure 3: Trans-cutaneous surgical approach ........................................................................13 
Figure 4: Muscles of mastication- vectors and force values ...................................................14 

Figure 5: Screw insertion alignment to the fracture line where (A) angled screw insertion-
rectangular to the fracture line and (B) conventional rectangular screw orientation to 
plate surface and cortex ........................................................................................... 16 

Figure 6: Ramus of the mandible with lateral shearing fractures and 0° slanted screw plate. 
Screw application between 0° - 180° (0° original description by Krenkel to describe  
the horizontal plane), no screw can obviously be placed at 0° or 180° to the plat
surface ..................................................................................................................... 18 

Figure 7: Illustration of right sided, oblique orientation angled 45° (no possible lag effect) 
screws ...................................................................................................................... 19 

Figure 8: Illustration of screws with washers in multi-angle plate hole (for screw insertion 
angles 0° - 180°) ...................................................................................................... 20 

Figure 9: ISI plates applied to lateral aspect of angle of the mandible .................................. 21 
Figure 10: Section A- Distal root of the second molar. Section B- Distal root of 3rd molar. 

Section C- Just posterior of the third molar tooth and the anterior border of the 
ramus ....................................................................................................................... 22 

Figure 11: Cortical thickness at different sections A, B and C related to the mandibular angle 
region ....................................................................................................................... 22 

Figure 12: Depiction of Champy’s ideal lines of osteosynthesis ............................................ 26 
Figure 13: Illustration of cortex transacted with rectangular and inclined screw placement. 

Also see Figure 40 ................................................................................................... 27 
Figure 14: Inclined Screw Insertion (ISI) plate holes ............................................................. 28 
Figure 15: Design sketch of test model arrangement (own design and manufacture) ........... 33 
Figure 16: Actual testing device-torsion testing via cable on left and compression testing via 

load-pin on the right ................................................................................................. 34 
Figure 17: Load-pin experimental set-up ............................................................................... 35 
Figure 18: Test jig within the Zwick machine ......................................................................... 35 
Figure 19: Load cell of 50N type 8301 ................................................................................... 36 
Figure 20: Design sketch of test model with mounting base for compression testing in the 

Zwick machine ......................................................................................................... 37 
Figure 21: Photograph of three-dimensional experimental jig with fixated test module ......... 37 
Figure 22: Device for measuring the degrees of rotation at specific torque applications ....... 38 
Figure 23: Polyurethane replicas with outer dense layer and porous inner core ................... 39 
Figure 24: Hemi-mandibles for evaluation ............................................................................. 40 
Figure 25: Upper and lower plate positions ........................................................................... 42 
Figure 26: Upper and lower notches for segmentation alignment ......................................... 42 

 
 
 



Figure 27: A curved mini-plate illustrating ISI with plate holes at 90°, 60° 45°
 or 75° ....................................................................................................................... 43 

Figure 28: Dedicated drill guides ........................................................................................... 44 
Figure 29: Pilot drilling with aid of drill guide .......................................................................... 45 
Figure 30: Calibrated torque screwdriver, pre-set at 40 N/cm together with a certificate of 

calibration ................................................................................................................. 45 
Figure 31: Design sketches for angle screw holes in L-shaped ISI mini-plates .................... 48 
Figure 32: Pilot-drill, used to demonstrate the angled screw-holes in ISI plate ..................... 49 
Figure 33: Mean fixation of all the CSAT tests ....................................................................... 58 
Figure 34: Mean slope values of the force for delivery graphs of the compression screw 

angle test for screws placed at angles of 90°, 75°, 60° and 45° as determined by the 
equation for calculating linear trend lines at a distance of 2-5mm extension ........... 62 

Figure 35: Linear trend lines for mean force delivery values of the tests for screws plant at 
angles of 90°, 75°, 60° and 45° TSAT ...................................................................... 62 

Figure 36: Example of Graphic display of raw data for: TSAT of ISI 60° angle (n-15) test 
sample ..................................................................................................................... 66 

Figure 37: Bar graph of mean slope values of TSAT for ISI angles ....................................... 70 
Figure 38: Linear torsion trend-lines ...................................................................................... 70 
Figure 39: Screw tip travel and shifting of Inclined Screw Insertion in a mono-cortical 

application with screw length 7mm and screw diameter 2mm ................................. 74 
Figure 40: Three CAD simulation of screw angle placement of 30° ...................................... 76 
Figure 41: Horizontally unfavourable fracture right angle of the mandible ............................. 84 
Figure 42: Medial pteragoid muscle action on the proximal fragment of a mandibular angle 

fracture ..................................................................................................................... 85 
Figure 43: Position of ISI plate of surgical angle of mandible ................................................ 89 
Figure 44:  Effect of Screw lagging across the fracture line-stability improvement using 

longer (9mm) screws* .............................................................................................. 90 
Figure 45: Bone destruction related to ISI of 45° for lag screw .............................................. 92 
Figure 46:  Screw angle variation of 10° from 90° .................................................................. 93 
Figure 47: Inverted omega plate around Foramen mentalis .................................................. 96 
Figure 48: Y-shaped bi-plainer mono-plate ............................................................................ 96 
Figure 49: Proposed geometric designs according to physiological strain lines .................... 97 
Figure 50: Lag effect of ISI screw placement ......................................................................... 98 
 

Table 1: Total mandible thickness at external oblique ridge (Figure 11) ................................ 23 
Table 2: Load-displacement values in compression for screws placed at 90°, 75°, 60° and 

45° respectively ........................................................................................................ 51 
Table 3: P-values of 90°, 75°, 60° and 45° CSAT tests at distances from 0,5 to 5mm 

extension .................................................................................................................. 59 
Table 4: Mean slope gradient values of the force delivery of the SCAT test for screws placed 

at angles of 90º, 75º, 60º and 45º ............................................................................ 60 

 
 
 



Table 5: Average slope values for Inclined Screws Insertion (ISI) ......................................... 61 
Table 6: TSAT values of ISI for 90° placement angles ........................................................... 64  
Table 7: Standardised load (Newton N) TSAT for ISI of 75° ..................................................64 
Table 8: Standardised TSAT for ISI of 60° .............................................................................65 
Table 9: Standardised TSAT for ISI of 45° .............................................................................65 
Table 10: The load displacement application for TSAT for displacement values of 2, 4 and 

6mm ......................................................................................................................... 67 
Table 11: Mean torsion force (stress) values of screw angle tests for screws  placed at 

angles of 90°, 75°, 60° and 45° ................................................................................ 67 
Table 12: Graphic illustration of P-values of TSAT tests for 1 to 6mm displacement.  The 

shaded areas express significance .......................................................................... 68 
Table 13: Gradient of slope values of ISI angled TSAT ......................................................... 69 
Table 14: P-values of the mean slope values for TSAT evaluation ....................................... 71 
Table 15: Mean slope values of the torsion force (TSAT) of the screw angle tests for screws 

placed at angles of 90°, 75°, 60° and 45° ................................................................ 72 
Table 16:  Screw tip-shifting results ....................................................................................... 80 
Table 17: Screw tip travel results (lengthening) ..................................................................... 82 
 

 
 
 



Addenda 

 

Addendum 1:  Pilot Study Proposal 

Addendum 2:  Research Protocol 

Addendum 3:            Biomechanical In Vitro Testing 

Addendum 4:  The Mandibulator 
 
Addendum 5:              White paper for the ISI - fracture plate

Addendum 6:              USA Patent Registration
 

 
 
 



 

THE EFFECT OF INNOVATIVE SCREW ANGLED MINI-PLATES ON 
BIOMECHANICAL STABILITY OF MONO-CORTICAL FIXATION, AN IN 

VITRO MODEL 

by 

 Frederick Julius Jacobs 

Promotor:  Prof Dr Dr Dr K-W Bütow 

Department: Maxillo-Facial and Oral Surgery 

Degree:  PhD 

SUMMARY 

There is no evidence in the literature of biomechanical stability characteristics 

comparing conventional rectangular screw placement with that  of  an angled mono-

cortical screw plating system where standard 2mm diameter screws are applied at 

angles more acute than conventional 90° screws, through plate holes machined (cut) 

for a definite specific screw angle placement. 

Angled screws will have an obvious clinical advantage of direct line of vision 

insertion, through an intra-oral route without the disadvantage of trans-buccal 

(cutaneous) approach required for conventional 90° rectangular screw application. 

Angled screw application will result in the prevention of possible, less post-operative 

swelling, nerve fall out (motor and/or sensory), haematoma, false aneurysm and 

scarring as unwanted clinical complications associated with trans-buccal extra-oral 

surgical technique. Intra-oral angled screw application will result in definitive cost 

saving due to less operating time required. Post-treatment removal of angled screws 

is uncomplicated, requiring only intra-oral surgical approach, without trochar use or 

skin incisions for screwdriver application. 

By determining angle displacement values at certain clinical relevant force values for 

both compression/tension and torsion, preference can be established for ideal 

angle(s) of screw application in a plating system. An own unique, designed and 

manufactured, jig and inclined screw insertion (ISI) plates were implemented during 

the biomechanical evaluation of stability at different screw angle applications in a 

Zwick machine. For the purpose of this biomechanical comparative investigation an 

inclined screw insertion (ISI) plate was manufactured with 90°, 75°, 60° and 45° angled 
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plate holes orientated in line with the long-axis (quadrant 3) of the distal section of 

the plates and diagonal across (quadrant 1) in the proximal section of the plates. 

Screws with an ISI angle of 30° in any quadrant application resulted in lifting the plate 

from the bone surface and caused cortical bone destruction during pilot drilling. 

The results for mono-cortical 7mm screw placement proved superior in 

biomechanical stability during tension/compression - forces for screw insertion angles 

of 60° and 45°, when compared to conventional 90° rectangular screw placement. 

Screws inserted at an angle of 75° demonstrated no improvement in 

compression/tension stability when compared with 90°.Torsion force stability for all of 

the 75°, 60° and 45° inclined screw insertion (ISI) systems proved more stable 

compared to conventional 90° screw angle plates. It is concluded that angled mono-

cortical screw placement between angles 60° and 45° has clinical significance as far 

as stability, intra-oral surgical technique and time-cost factor is concerned. 

The results of this biomechanical behaviour investigation of ISI, evolved new 

terminology such as screw-tip shifting, screw-tip travel, lag potential and clinical 

significance for the range of screw angle placement. Angled orientation to the plate 

design and plate geometry is also defined in terms of tension line distribution in the 

anatomical region for application in the mandible. An unique quadrant description for 

ISI is described for future communication. 

An international patent, based on the ISI principle, has been registered for mono-

cortical six-hole plates of firstly different geometric designs to conform to specific 

anatomical topographic sites in the mandible and secondly specific screw plate-holes 

angled at 60° in different orientation to the plate (Patent:PCT/EP 2006/006365), 

(Addendum 6).  A specific L-shaped, mandibular angle plate with screw holes at a 

60° angle where orientation shifts from in-line with the long-axis of the plate in the 

distal three plate holes to diagonal orientation in the proximal section of the plate, is 

designed and manufactured by Stryker/Leibinger as an example of such a patent 

plate. 

It is recommended that a smart-lock plate with plate holes at 55° angles be 

manufactured to allow screw angle placements of 65° - 45° in different angle 

orientations. Pilot hole drilling and ISI can be performed without the use of a drill-

guide. 
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DIE EFFEK VAN INNOVERENDE MINIPLATE MET GE-ANGULEERDE 
SKROEWE OP DIE BIOMEGANIESE STABILITEIT VAN MONO-

KORTIKALE FIKSASIE, ‘N IN VITRO MODEL 

deur 

Frederick Julius Jacobs 

Promotor:  Prof Dr Dr Dr K-W Bütow 

Departement: Kaak-, Gesig- en Mondchirurgie 

Graad:  PhD 

SAMEVATTING 

Daar is geen literatuur beskikbaar aangaande biomeganiese stabiliteitsgedrag van ‘n 

ge-anguleerde mono-kortikale plaat sisteem soos hier beskryf. Die 2mm diameter 

skroewe, aangewend teen hoeke kleiner as die konvensionele 90°, deur skroefgate, 

wat spesiaal vervaardig (gemasjineer) is teen ‘n spesifieke hoek, is met 

konvensionele 90° skroef plasing vergelyk. 

Deur eksperimentele bepaling van verplasing teenoor kragtoepassing by sekere 

klinies relevante Newton ladingswaardes vir kompressie, tensie en torsie kan 

voorkeur vir ‘n spesifieke skroefangulasie(s) bepaal word. Die aanwending van ‘n 

unieke eie ontwerpte en vervaardigde monterings-apparaat in ‘n Zwick masjien maak 

dit moontlik om verplasing teenoor spesifieke krag toepassing in Newton deur die 

komper te registreer. 

Die resultate vir mono-kortikale 7mm lank skroewe het vir geanguleerde plasing teen 

60° en 45° biomeganies deurgans beter stabiliteit gedemonstreer in vergelyking tot 

konvensionele 90° 7mm skroef plasing ‘n aanwendingshoek van 75° vir mono-

kortikale 7mm skroewe het nie biomeganies betekenisvol verskil van ‘n 90° 

skroefaanwending nie, terwyl ‘n aanwendingshoeke van 30° vir ‘n mono-kortikale 

skroef nie klinies moontlik is nie. Vanuit die resultate van hierdie biomeganies 

geanguleerde skroefplasing studie is nuwe terme gedefinieer soos skroefpunt 

verskuiwing, skroefpunt verlenging, lag-potensiaal en kliniese relevansie vir die 

angulasie reikwydte van skroefplasing. Angulasie oriëntasie tot die skroefplaat  

geometrie is ook gedefinieer. 

Vir die doel van hierdie biomeganies vergelykende stabiliteit studie is spesiale 

geanguleerde skroefgat plate met skroefgat angulasies van onderskeidelik 90°, 75°, 
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60° & 45° deur Stryker/Leibinger vervaardig waar die angulasie orientasie van alle 

skroefgate in lyn met die langas in die distale segment en koronaal teenoor die 

proksimale segment van die plaat was. Die spesiale plate is as die inklineerde skroef 

inplasing (ISI) sisteem benoem. 

Die resultate van hierdie biomeganiese analise het nuwe terminilogie gevestig soos 

skroefpunt verskywing, skroefpunt verlenging en die potensiaal van ‘n skroef om die 

fraktuur lyn te oorbrug indien geplaas teen ‘n spesifiek angulasie. Die skroefgat 

angulasie en plaat geometrie is ook ten opsigte van tensie lyne en anatomiese 

plasing gedefinieer. ‘n Unieke kwadrant beskrywing vir skroefgat angulasie is 

omskryf om toekomstige eenvormige kommunikasie te verseker. 

‘n Internasionaal geregistreerde patent is gebaseer op die resultaat van hierdie 

studie as (1) 60° ses-skroefgat mono-kortikale plate van (2) verskillende geometriese 

forme vir intra-orale chirurgiese tegniek en aanwending in verskillende anatomiese 

posisies in die mandibula (Patent: PCT/EP2006/006365), (Addendum 1). Die L-

vormige ses-gat, mono-kortikale kaakhoek plaat met 60° skroefgat angulasie het 

oriëntasie in die langas van die plaat in die distale segment en die oriëntasie  

koronaal (dwars) tot die plaat in die proksimale segment, en is n voorbeeld van die 

“ISI”-sisteem (Inklineerde Skroef Inplasing) spesifiek ontwerp vir aanwending in die 

kaakhoek van die mandibula en geometries ontwerp om ooreen te stem met die 

ideale stress-lyne vir fiksasie op die ventrale aspek van die eksterne skuinsrif. 

‘n Aanbeveling word gemaak dat ‘n “smart-lock” universele 10° variasie 

geanguleerde skroefgat, ontwerp vir skroefplasing teen 55°, vervaardig word wat 

skroefangulasieplasing tussen 65° en 45° klinies moontlik sal maak deur dieselfde 

skroefgat.  Geen boorgids sal nodig wees nie en die inklineerde skroefangulasie sal 

moontlik wees in verskillende kwadrant oriënterings. 
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CHAPTER 1 INTRODUCTION 

The effect of screw angle placement on biomechanical stability of mono-cortical 

plating should evolve from an understanding of mandibular biomechanics as a 

functional unit. 

 

For the purpose of this specific investigation a mandibular angle fracture model was 

created1, 2 using polyurethane human mandible replicas with elastic modules 1/10 that 

of bone, to perform a mono-cortical fixation using unique ISI (Inclined Screw 

Insertion) plates manufactured for this study. The mandibular angle was chosen as 

the anatomical area of interest as all rigid internal plating systems applied to the 

lateral aspect of the ramus/angle, according to the second Champy ideal 

osteosynthesis line3 [located infero-lateral (caudal) to the external oblique ridge] 

demand trans-cutaneous approach in order to apply screws at the conventional 90° 

angle to the plate surface. An angled screw application will allow plating via preferred 

intra-oral approach. The vast array of fixation devices with fixation positions have 

been introduced in the management of mandibular angle fractures. Mini-plates, for 

the past two decades, are widely used according to the principles described by 

Michelet and co-workers4 and Champy and co-workers where plates are placed 

along physiological functional tension lines. There are many experimental studies 

simulating fractures at the mandibular angle in a model and testing the stability of 

different osteosynthesis methods.5 - 7 

 

The introduction of an unique own-designed and manufactured testing device with a 

load protocol to investigate compression/tension and torsional load displacement 

values of the mandible within known clinical relevant parameters, is proposed.8 - 11 

 

The complete absence of other studies on the biomechanical behaviour of angled 

screw-hole plates prompted this investigation in search of a more stable mono-cortical 

osteo-synthesis with the probability of intra-oral application screw angles can be 

differently orientated to the long-axis of a plate and this has been described as a 

quadrant method explaining the concept (Figure 1). Variations to conventional 

rectangular screw placement depicted by the vertical line through the plate-hole, can be 

described as a semi-circle diagonal to the long-axis of a plate and sub-divided into 

quadrants one and two (1 & 2) or the orientation of the screw angle can be in a semi-

circle parallel to the long-axis of the plate geometry in quadrants three and four (3 & 4).  
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Zero degrees (0°) is represented by the plate surface and a vertical line through the 

centre of a plate-hole represents rectangular (90°).  

 
 

Figure 1: Screw angle-quadrant plate-hole orientation 

 

For the purpose of this investigation all screws were placed in quadrant three at the 

prescribed angle orientation in the length of the plate for all plate holes in the anterior 

(distal) fracture-fragment section of the plate and quadrant one for the plate holes in the 

vertical (proximal) fracture-fragment section of the six hole plates used. 

 

Plating the ventral (lateral) aspect of the external oblique line in a mono-planar, mono-

plate fashion with angled screw insertion is unique and is tested according to sound 

biomechanical principles with proven clinical relevance. 

 
The mono-cortical ISI plates, used in this study, were geometrically identical except 

for the screw-hole angles. Fracture simulation as an oblique (saw cut) separation at 

the angle of the mandibular resembled a most unstable fracture situation, clinically 

relevant to a horizontally and vertically unfavourable fracture. Compression Screw 

Angle Testing (CSAT) was performed investigating cantilever forces. Tension Screw 

Angle Testing (TSAT) investigated torsion force stability for angled screw application. 
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The load point for compression/tension force application was constant without an 

attempt to discriminate between incisal and / or contra-lateral molar loading.  The 

load/displacement data was kept within the clinical significance of 0 to 200N where 

torsion would relate to a load point positioned at the contra-lateral molar region. All 

conventional mono-cortical systems used in rigid fixation of angle fractures with 

screw angle application of 90°, fail to meet post-operative functional requirements for 

force values of 200N. The force normally applied under clinical loading of incisal 

edge and contra-lateral molars, thus inflicting a combination of torsional and vertically 

deforming forces, are simulated in this investigation by separate compression and 

torsion testing at 200N load force12
  to create an instability factor. The outcome of this 

investigation should give clinical significance to a preferred screw application, which 

facilitates intra-oral application to a fracture line located in any anatomical region of 

the mandible. 

 

A fixation plate design that demonstrates angled screw holes for fixation of 

temperomandibular joint prostheses, to facilitate drilling and screw application 

through a pre-auricular incision, has been previously published.13 
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CHAPTER 2 LITERATURE REVIEW 

 

 

2.1 Mono-Cortical Plating Strategies and its Biomechanical 
Problem 

Finding clinical relevant parameters for this in vitro study of biomechanical bite forces 

was a high priority.  It is important to relate angled screw application to the 

controversial aspect of mandibular angle fracture management, which is likely to 

benefit most from angled screw application. 

 

 

2.2 The Effect of Plating Techniques and Plate Orientation on 
Biomechanical Stability 

The in vitro studies with two-dimensional models described by Champy and co-

workers in 1978, show tension effects at the level of the dentition and compression 

effects at the level of the lower border. With regard to angle fractures three 

observations can be made in mono-cortical plating of the polyurethane synthetic 

mandibles.3 

a) A superior border plate cranial to the external oblique ridge, where intra-oral 

surgical technique and instrumentation is sufficient to perform a mono-cortical 

plate-fixation, appears to be less resistant to bending forces during loading. 

b) A laterally positioned plate is more resistant to vertical forces but still allows a 

certain amount of lateral movement. 

 

Clinically this type of oesteosynthesis requires additional trans-buccal 

instrumentation if conventional rectangular screw placement is performed. A scenario 

which will change to a more user-friendly intra-oral surgical technique if angled screw 

insertion is employed. 

 

c) In cases where the fracture line is completely vertical to the massenteric-

pterygoid muscle sling, must be expected that the distraction effects during 

chewing and loading in the fracture region will result in even more displacement 

at the lower border, which apparently cannot be resisted by a single plate on 

the tension side.14 These fractures are both vertically and horizontally 
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unfavourable in terms of displacement. Finally, in all mono-cortical plate 

osteosynthesis cases, fractures are seldom in close apposition on the lingual 

aspect, regardless of careful adaptation of plates to manually reduced 

fragments.  In the angle region slight gaps at the lower border region in all 

conditions may be the result of the tension effect of screws in combination with 

a slight under-bending of the plate.  It is generally accepted that during function 

of the lower jaw, tension will occur at the level of the dentition whereas an 

effect of compression will be observed along the lower border. In the chin area, 

symphesis torsional forces produce a combination of tension and 

compression.14  

 

Fixation of mandibular fractures by mini-plates, derived from the system developed 

by Michelett4 for treatment of mid-face fractures, was implemented by Champy.3   

The mini plates were applied close to the tension zone of the mandible. Because of 

the dentition and the alveolar nerve structure, the screws are required to be mono-

cortical. Champy18 claims that this mini-plate system also provides sufficient support 

and stability to the bone fragments of a lower jaw to allow immediate function. 

Champy mentions three different zones in the mandible for application of the plates 

delineating ideal lines of osteosynthesis.3  Firstly, a neutral zone located sub-apical to 

the dentition in the lateral portion of the mandible, in this location, one plate is 

sufficient.  Secondly, a two-level zone between the mental foramen in which to plates 

have to be placed to resist the tensional loads. Finally, the region of the angle in 

which fixation can be performed with one plate, applied lingually (cranial) or buccally 

(caudal) of the external oblique line to optimise stability (Figure 2). 

 

 
Figure 2: Ideal lines of osteosynthesis, orientated along stress line patterns in the 

mandible ( Condylar neck: Meyer and Corpus: Champy) 
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Unilateral loading distributed from premolar to molars, will cause increasing distraction 

at the fracture site at the lower border. This effect is bigger with a secured plate on the 

superior aspect of the mandibular angle, cranial to the external oblique line as would be 

with a plate fixed caudal (infero-lateral) of the external oblique ridge as it would be with 

a fixed caudal (infero-lateral) of the external oblique ridge (the anatomical site chosen 

for the application of the ISI plate which also corresponds with the strain lines).

 

All the in vitro experimentation regarding mono-cortical fixation of mandible fractures 

should reveal clinical evidence and relevance to justify plating patterns. In this 

regard, the treatment of mandibular angle fractures is a very controversial issue with 

very few prospective studies15 and, if published, the exclusion criteria are often not 

well defined, especially in regard to the vertical or horizontally favourable or 

unfavourable nature of fractures. Currently, popular conventional screw application in 

most mono-cortical plating systems is rectangular to the plate surface where extra-

oral trans-buccal approach is required as in screw fixation of bilateral sagittal split 

osteotomy fragments or plate fixation on lateral aspect of ramus for mandibular angle 

fractures. Any plating procedure to the lateral aspect of the ascending ramus and 

angle of the mandible, demands a stab incision for trans-cutaneous screwdriver 

trochar and subsequent rectangular screw application (Figure 3). This procedure is 

associated with possible complications such as scarring, trigeminal and facial nerve 

damage, bleeding and technical difficulties if it becomes necessary to remove the 

screws at a later date. Increase in theatre time has cost implications16 when using a 

trochar and trans-cutaneous approach. 

 

Maxillo-Facial surgeons have moved away from extra-oral techniques with the 

superior border mini-plates via intra-oral approach becoming the norm for the 

treatment of simple mandibular angle fractures. Mandibular angle fractures and the 

management by either single 2mm mono-cortical superior border plate (mono-plating 

mono-planar), bi-plating in bi-planar fashion17 - 19 (one plate on superior border and 

one on lateral aspect of angle) or bi-plating in a mono-planar fashion20 superior and 

inferior on the lateral aspect has become a contentious issue with regard to their 

inherent biomechanical stability and gapping at the lower border. 
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Figure 3: Trans-cutaneous surgical approach 

 

 

2.3 Bite Force and its Clinical Relevance to Mono-Cortical 
Fixation  

As clinicians are using smaller devices with mono-cortical screws, stability of treated 

fracture segments should at least be in excess of the critical load characteristics for 

the fracture fragment displacement. Clinically relevant parameters for in vitro force 

application can be deducted from information of the post-surgical population relative 

to non-operated healthy individuals. 

 

Bite forces in the acute post-operative period are much less than bite forces recorded 

later in the healing phase and in non-operated individuals.21 These observations 

were confirmed when post-operative biting forces were evaluated in 22 patients 

treated with mini-plate osteosynthesis. 

 

Gerlach and co-workers22 studied masticatory forces in patients with fractures of the 

mandibular angle, maximum bite force evaluations demonstrated 31% of normal 

vertical load one week post-operatively and increased to 58% in the six weeks post-

operatively in patients treated with mini-plate osteosynthesis for mandibular angle 
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fractures due to neuromuscular protection. Therefore, the muscle force vectors for 

the major muscles of mastication can be reduced to 30% (Figure 4).  

 

 
Figure 4: Muscles of mastication (vectors and force values) 

 

Incisal edge loading within 0 to 100 Newton range, and load displacement values for 

contra-lateral motor loading within 0 to 200N range are considered to be clinically 

relevant for evaluation of mechanical behaviour of mono-cortical fixation. Masticatory 

loads following the fixation with mini-plates, exceed 200N three months after 

osteosynthesis. Several biomechanical stability studies are rendered insignificant as 

test forces used exceed clinical functional forces.22 In vitro testing within clinically 

relevant parameters (100 - 200N) should be the norm in comparing the mechanical 

properties of the different possible fixation philosophies. 
 

In order to adequately investigate the biomechanical behaviour of the various fixation 

philosophies, an unique testing device was designed and manufactured.  The device 

is located in the Zwick testing machine and allows precise recording of three-

dimensional load displacement values of synthetic polyurethane mandibles. 
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Orthopaedic research has shown better results for torsional load if screws are placed 

perpendicular to a fracture plane. When bending moments are applied perpendicular to 

the plane of the screws, screws should be positioned perpendicular to the fracture 

plane.23 

 

Angulated screws in oblique fracture lines, as seen in angle fractures of the mandible, 

will tend to be more rectangular to the fracture line.  Screws placed conventionally 

through plate holes rectangular to the outer bone cortex, cannot be rectangular to the 

oblique fracture lines (Figure 5). 

 

2.3.1 Biomechanical Considerations 
In the past three decades, a variety of studies has contributed to the 

conceptualisation of the biomechanical principles dictating mandibular behaviour 

during normal function.  The two-dimensional models demonstrate tension at the 

level of the dentition and compression at the lower border of the mandible whereas 

the three-dimensional approach includes forces of the musculature on the balancing 

side during mastication.  Based on these principles, different methods of plate 

fixation have evolved to solve the problem of displaced fracture segments. 

 

Currently, controversy continues unabated with regard to the use of one or two mini-

plates in mono-cortical plating for the purpose of providing adequate support and 

stability to facilitate effective immediate function. 

 

In the conventional plating systems, stability is derived from tightening the screw 

perpendicular to the mini-plate and adjacent bone.  Anatomical constraints limit intra-

oral access for bi-planar placement of the plate located on the lateral surface of the 

external oblique ridge. The difficult anatomical access necessitates compensation by 

drilling and screw application at an angle other than the required right angle.  This 

practice results in an inevitable acute placement angle of screw, screwdriver and screw 

to bone interface or use of trans-cutaneous surgical approach. 

 

Viewed from a biomechanical perspective, mono-cortical engaging screws inserted at 

an angle smaller than 90° have a longer surface area of interfacial cortical bone 

contact and this factor may eliminate the theoretical disadvantage of screw 

placement at 60°- angle to the bone surface. If this principle is applicable, it can be 
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Figure 5: Screw insertion alignment to the fracture line where (A) angled screw insertion-rectangular to the fracture line and (B) conventional 

rectangular screw orientation to plate surface and cortex 

 
 
 



 

assumed that the 60° and the 90° configurations should exhibit similar biomechanical 

characteristics. 

 

If an intra-oral plating system with plate holes at angles <90° were to be designed 

and placed to coincide with the second more lateral line for ideal osteosynthesis, as 

described by Champy (Figure 2), its biomechanical properties should be investigated 

and compared to conventional 90° angle screw placement.3 

 

 

2.4 Angled (Slanted) Screw Application 
Krenkel24 describes principles of the slanted screw plate as follows: “Use of the screw 

plate is based on the fact that the plate screws can be inserted at angles of between 

90° and 30° to the plate surface (“Comment: the 30° screw angle of insertion has, in 

this study, been proven to be not clinically viable”). The screw head receptacle in the 

plate is spherical with an oblique insertion groove for the small screw-head which is 

also rounded on the underside.  Four different kinds of slanted screw plates 

(numbered: A to D) meet most of the requirements arising in maxillofacial surgery. 

These are made as multi-hole plates in a strip and are cut to suitable length by the 

surgeon and cannot be contoured to change their shape to be placed along tensile 

strain lines for all anatomical sites in the mandible. 

 

2.4.1 Type A: Zero degree slanted screw plate  
A zero degree slanted screw plate was used by Krenkel as a term in his explanation to 

describe screw insertion in horizontal plane between 0° - 180°.  The screws are inserted 

from one side along the long axis of the plate. The plate can be used on either the left or 

right side as an alternative treatment modality for condylar neck fractures. The plate-

holes should accommodate screw insertion from 0° to 180° along the long axis of the 

plate (Figure 6). 

 

The most recent development of the Trapezoidal Condylar Plates (TCP)25 for functional 

stable osteosynthesis of fractures in the sub-condylar and condylar region has 

emphasised the fact that plates should be anatomically specific and geometrically 

designed along functional tensile strain lines. This in vitro study performed on human 

cadaver mandibles effectively led to optimising the plate design but has plate-holes 

rectangular to the plate surface. Angled screw–holes in these plates, with the correct  
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angle orientation, would optimise clinical surgical technique favouring either pre-

auricular or sub-mandibular surgical approach and be superior in stability compared 

to rectangular screw insertion. 
 

 
 
 
 
 
 
 
 
 
 

Figure 6: Ramus of the mandible with lateral shearing fractures and 0° slanted screw
  plate. Screw application between 0° - 180° (0° original description by Krenkel25 to 
  describe the horizontal plane), no screw can obviously be placed at 0° or 180° to 

the plate surface 

 

      2.4.2 Type B: 45° right side slanted screw plate 

     The screws are inserted from one side at an angle of 45° from the right of the long

       axis of the plate.  This plate can only be used on the right side (Figure 7). 

 

      2.4.3 Type B: 45° left side slanted screw plate  
      The screws are inserted from one side at an angle of 45° from the left of the long axis 

      of the plate.  This plate can only be used on the left side. 
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Figure 7: Illustration of right sided, oblique orientation angled 45° (no possible lag 
effect) screws 

 

2.4.4 Type C: 90° slated screw plate 
The screws are inserted from one side at an angle of 45° crosswise to the plate.  The 

plate can be used on either side.  The various slanted screw plates are also suitable 

for other indications; for example, as a primary osteosynthesis plate in the area of the 

angle of the mandible and in the body of the mandible.  Compared to the 

conventional mini-plate, the slanted screw plate can be easily removed through a 

small incision because the screw heads are turned toward the oblique surgical 

access and there are fewer disturbances to the soft tissue.  This applies not only to 

the region of the condylar process but for all intra-oral access for the osteosynthesis 

of mandibular fractures. 

 

In addition the slanted screw plate may be used as a safety and slanted screw 

tension plate to add stability to anchor screw osteosynthesis already in place at the 

upper or lower border of either the body or angle of the mandible. 

 
2.4.5 Type of zero degree slanted screw plate 

The screws can be inclined between 0°-180° in the plate holes (0° description by 

Krenkel24) as illustrated (Figure 6).  
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Angled screw plates: design is complicated by the fact that the screw holes were not 

cut at a definite angle but rather bevelled to allow variable angle placement (0° and 

90° or at slopes allowing 45° placement).  This complicated screw-head seating and 

required washers or oblong holes as shown in  Figure 8.  

 

 

 

 

 

 
 

Figure 8: Illustration of screws with washers in multi-angle plate hole (for screw 
insertion angles 0° - 180°) 

 

 These screw plates were used as bi-cortical systems in the ramus and inferior border 

of the mandible. The plate types A to D are all straight in their design and do not 

demonstrate plate geometry for placement along specific tensile strain lines which 

are the basic requirements for functional stable osteosynthesis. 
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Mono-cortical plating on the lateral aspect of the angle of the mandible using the 

Inclined Screw Insertion (ISI) mini-plate design, as proposed by the author has been 

provisionally evaluated.26 The design concept is illustrated in  

Figure 9. 

 

 
Figure 9: ISI plates applied to lateral aspect of angle of the mandible 

 

 

2.5 Anatomical Considerations in Angled Screw Application  
Viable surgical procedures are dependent on knowledge of the anatomy of the angle 

of the mandible, including the position of the inferior alveolar neuro-vascular bundle.  

Furthermore, cortical bone plate thickness varies in the retro-molar area of the 

mandible which is important when inserting mono-cortical rigid internal plate fixation. 

 

2.5.1 Anatomical consideration for the mandible angle region 
 

2.5.1.1 Cortical thickness in relation to rigid mono-cortical fixation in the 
mandible angle 

Optimum screw length for a mono-cortical screw will engage or transect all the 

available dense cortical bone for a specific anatomical site if done rectangular to the 

bone surface 90° at points anthropological interest for screw hole placement.  It is 
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known that inferior cortical thickness is very thin at the mandibular angle as opposed to 

the anterior mandibular region.  The cortical plates buccal and lingual at the external 

oblique ridge of the human mandible are significantly thicker than at the inferior border 

in terms of cortical thickness, there appears to be mono-cortically at the external 

oblique ridge over placement.  More inferiorly comparative anatomical studies of the 

mandibular area measured at the external oblique line and 5mm above the inferior 

border proved that the buccal cortical plate is thicker at the external oblique line (mean: 

3.0 to 3.5mm) than at 5mm above the interior border (mean: 2.2mm to 2.5mm) by 0.9 

to 1.1mm.  This difference was significant (p < 0.001) at Sections A, B and C.27 The 

thickest cortex is found in the superior-lateral aspect in the third molar area (Figure 10 

and 11).  Results supported by Heibel and co-workers in a more recent study of 

autopsy material confirms the above values.28 

 
Figure 10: Section A- Distal root of the second molar. Section B- Distal root of 3rd 

molar. Section C- Just posterior of the third molar tooth and the anterior border 
of the ramus 
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Figure 11: Cortical thickness at different sections A, B and C related to the mandibular 

angle region  

 
2.5.2 Thickness of the mandible as applicable in a bi-cortical fixation 
The total thickness of the mandible at the external oblique ridge and at 5mm above the 

inferior border is compared in Table 1. 

 
 

Table 1: Total mandible thickness at external oblique ridge29- as in Figure 11 

Section Vertical location Minimum Maximum Mean S/D P 

A External oblique 

ridge 

5mm above inferior 

border 

70 

 

5.4 

16.4 

 

12.3 

13.8 

 

9.5 

2.0 < .00 

 

1.2 < .00 

B External oblique 

ridge 

5mm above inferior 

border 

11.6 

 

4.0 

 

16.9 

 

11.8 

14.9 

 

8.0 

1.4 < .00 

 

1.5 < .00 

C External oblique 

ridge 

5mm above inferior 

border 

8.0 

 

3.3 

17.8 

 

8.9 

13.3 

 

6.4 

2.0 < .00 

 

1.3 < .00 

 

The mandible is significantly thicker in the retro-molar region at the external oblique 

ridge (mean, 13.3 to 14.0mm) than at 5mm above the inferior border (mean, 6.4 to 

9.5mm). 
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2.5.3 Position of the Neuro-Vascular Bundle 
Data from anatomical studies indicate that the minimal distance from the inferior 

aspect of the inferior alveolar canal to the inferior border of the mandible is 

approximately 5.0mm.  The mean distance at the second molar has been found to be 

8.3mm and 8.9mm for the third molar region. 
 

If cortical penetration (cutting) is performed just medially to the external oblique ridge, 

the vertical distance between the most superior aspect of the canal and the cortex will 

be 6.9mm in the second molar, 10.9mm in the third molar, and 13.9mm in the most 

anterior symphesis region of the ramus. 

 

 

2.6 Surgical Approach and Clinical Relevance to Screw Angle 
Application 

 

2.6.1 Trans-buccal/ per-cutaneous surgical approach for screw 
systems at 90° to the bone plate surface 

A distinct disadvantage of rectangular screw plating in the mandible angle is related 

to the plate placement on the bucco-lateral aspect. This requires a trans-buccal 

approach (an approach through the cheek, skin, muscle and periosteum) with 

the use of a trochar in order to be able to place the screws at right angles (90°) 

to the plates, as illustrated in Figure 7. Trans-buccal trochar screw placement is 

required for plates placed buccal or inferior to the external oblique line. Special 

factors are therefore to be considered according to the fracture site. In certain cases, 

to ensure avoidance of tooth apices and mental nerve compression by the plate, it 

may be useful to lower the foramen by making a vertical slot from the inferior dental 

foramen and set the nerve inferiorly.  

 

In front of the mandibular foramen or, accurately, in front of the canine, two malleable 

plates, 4.5mm apart, are required to prevent torsion moments. The inferior plate is 

inserted first, then the sub-apical one.  In the horizontal ramus, behind the mental 

foramen, one sub-apical plate is quite sufficient. The osteosynthesis should be done 

at higher level the more posterior the fracture is located. For osteosynthesis at the 

angle, it is known that for several years have used the vestibular osseous flat area 

located beside the third molar as the osteosynthesis site has been used; that is a 
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genuine ridge made by the external oblique ridge. The plates are located in a frontal 

plane and the screws positioned in a sagittal direction. When this area cannot be 

employed (to narrow a ridge, impacted mandibular third molar, alveolar fracture too 

young a subject) the plate should be applied as high as possible, on the lateral 

surface of the mandible using the trans-buccal technique.  Even in the most difficult 

cases, a skin incision is unnecessary. After exposure of the angle through the intra-

oral approach, the cheek is transfixed with a needle and the osteosynthesis area is 

determined (as high as possible). The skin is then punctured and penetration of the 

musculo-aponeurotic tissue is achieved by means of the trochar provided with its 

guide. The stiletto is now withdrawn from the trochar and the guide is screwed on the 

retractor with lighting introduced through the buccal approach. The screw-holding 

screw-driver then enables screw fixation via the transbuccal guide. At the University 

of Pretoria, the transbuccal method was used in approximately 20% of the cases of 

osteosynthesis at the angle. 

 

Plates placed in close proximity to these lines produce optimal stability. Note that 

there are two possible locations for plate placement around the angle within the 

sympheseal or para-sympheseal areas Champy3  stressed the need for two plates to 

counter increased torsional forces. 

 

Studies have shown the possibility of a number of complications. Percutaneous 

instrumentation can cause a haematoma, false aneurysms, nerve involvement, longer 

operating time, skin scarring and, furthermore, complicated extended operation time in 

removing of such plating systems. Higher operating cost due to more time spent has 

been estimated to add additional operating time of approximately 21 minutes.16, 29 

 

Placement of two-plate fixation is more time-consuming and the trans-buccal use of a 

trochar, which contributes to extended operation time, resulting in longer exposure time 

of bone to a higher bacterial contamination. Loss of a screw during the surgical 

procedure, introduced through the trochar, results in extended operating time, as it 

might have to be retrieved from a tissue plane. 

 

Percutaneous instrumentation is also essential when applying the mono-cortical strut 

plate system (used to provide increased strength) at the angle of the mandible.30 The 

angle of the mandible demonstrates inferior narrowing and the location of a third molar, 

as an impaction or un-erupted tooth, has a major impact on stabilisation of a fracture.  

Due to the biomechanics of the mandible, these fractures are associated with the 

highest incidence of post-surgical complications. 
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2.7 Screw Angle Comparative Biomechanical Stability Pilot 
Studies 

The biomechanical behaviour of a mono-cortical angled plate hole system has never 

been compared to conventional rectangular 90° placement for degrees of 75°, 60° 

and 45°.  The plate design for this in vitro study has 2mm profile and dedicated screw 

holes machined at angles of 90°, 75°, 60° and 45°. The plating system can be 

applied mono-cortically at the infero-lateral aspect of the external oblique line to 

coincide with the thick cortical area also to be placed with known functional tensile 

strain lines and according to the second Champy line for ideal osteosynthesis in the 

angle of the mandible (Figure 12). 

 
Figure 12: Depiction of Champy’s ideal lines of osteosynthesis 

 
 

Investigating the biomechanical stability behaviour of angled screw application in a 

mono-cortical fashion would clarify its clinical relevance in view of: 
  limited biomechanical stability information available,  

  fixation criteria applicable for ISI in mandibular fractures. 
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The major advantages in its use would be intra-oral minimal invasive application 

(restricted only by specific anatomical regions with limited access due to tissue 

tension).  A direct line of vision during application simplifies technique for intra- or 

extra-oral surgical technique. 

 

Bi-cortical angled (60°) intra-oral insertion of screws of 2mm diameter can be used in 

the rigid fixation of mandibular sagittal split ramus osteotomies31. No significant 

difference on the stability was noticed between screws placed 60° or 90° to the long 

axis of bone for both in vitro32 and in vivo application (Figure 13). 

 
Figure 13: Illustration of cortex transacted with rectangular and inclined screw 

placement (Also see Figure 40) 

 
 

It is postulated that screws inserted at 60° have a longer area of contact in the bone 

cortex.  For the same length of screw more cortex can be transacted without having 

threads in medullary bone – longer screw travel at an angle of <90°, and therefore 

longer screws, can be used clinically to benefit three-dimensional stability. 

 

For the same length of screw more cortex can be transacted and if angulated, less 

screw thread is present in medullary bone. Intra-oral screw placement for fixation of the 

angle of the mandible is the preferred surgical technique. However, 90° screw surgical 

placement usually requires an extra-oral approach. 

 

The plates for rigid internal mono-cortical fixation of mandibular fractures all have 

plate holes orientated 90° to the long-axis of the plate. The slanted-screw plate 

designed by Krenkel24 with transverse holes would accommodate screws placed at 
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angles 30° to 90° to the long axis of bone to facilitate placement intra-orally to the 

dorsal border of the mandibular ramus.   

 

In this research investigation of screw angle placements for angles 30° to 90° it was 

proven that a screw at 30°-angle to the long axis of a plate would perforate cortex 

and travel parallel to the under surface of a plate. This would result in “lifting” the 

plate from the bone surface.  The screw angle at 30° was confirmed by CAD drawing 

to be clinically unsound. 

 

 

Biomechanical stability in vitro pilot studies were conducted to express feasibility and 

an anatomical cadaver study completed to establish clinical relevance of the angled 

screw application specifically for the application to the lateral aspect of the external

oblique line as illustrated in Figure 14. 

 

 
Figure 14: Inclined Screw Insertion (ISI) plate holes 

 
 

The pilot study was considered for investigation and presented to the Centre for 

Integrated Sensing Systems as a project proposal: “Pilot study on mono-cortical 

systems used in mandible fractures” (ISP (2002) IC 036). The CSIR outlined 

conditions for the proposed project on 01/07/2002, which was unacceptable with 
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regard to the intellectual property claim made by the CSIR (Addendum 1).  It was 

decided to design and manufacture for this research a unique jig and biomechanical 

testing device for application in the Instron meter at the Centre of Stomatological 

Studies, School of Dentistry, University of Pretoria: “Protocol entitled – The effect of 

innovative screw angled mini-plates on biomechanical stability of monocortical 

fixation – an in vitro model.” (Addendum 2).  

 

This initial study was completed prior to January 2003 and the results indicated no 

significant difference between rectangular and 60° degree angled screw placement 

with regard to compression testing – this prompted further investigation to compare the 

same in a load bearing situation (Figures 1 to 3). 

 

The superior biomechanical stability for load bearing biomechanical stability for the 

60°-angled screw system supported further investigation leading to this PhD protocol. 

The results of this first pilot study were reported at the facial trauma clinic “Where 

First and Third Worlds Meet” presented by the Division of Maxillo-Facial and Oral 

Surgery, University of the Witwatersrand, Johannesburg in February 2003. These 

results were presented during an oral presentation with title: “Mono-cortical 

management of mandibular fractures”. 

 

An unique 6-hole titanium fracture plate for mono-cortical management of mandibular 

angle fractures with plate holes at 60° angles was prototyped based on above pilot 

studies and presented as a paper under the title: “The Minimal Invasive Mono-

Cortical Angle System (MIMAS)” at the 16th International Conference on Oral and 

Maxillofacial Surgery, Athens, Greece in 200326. The distinct advantage being angled 

screw placement permitting intra-oral application of a plate to the lateral aspect of the 

external oblique line without trochar transbuccal (cutaneous) application required for 

conventional rectangular screw application. 
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CHAPTER 3 PROBLEM AND PURPOSE OF THE IN 
VITRO STUDY 
 

 

3.1 Statement on the problem and purpose of the in vitro 
study 

The purpose of this study is to introduce a testing device and a scientifically relevant 

method of investigating the biomechanical behaviour of mono-cortical mandibular 

fragment fixation at different screw angles - a concept completely original and unique in 

its application with distinct clinical relevance. 

 

 The development and fabrication of a testing device to evaluate three-

dimensional in vitro stability of mini-plate fixation of the mandible which emulates 

clinical relevance. 

 To determine and quantify the efficacy of biomechanical stability of mono-

cortical fixation employing mini-plates-inclined screw insertion (ISI) plates, 

designed to accommodate a screw-placement angle of 90° (control) and design 

innovations featuring screw-placement angles of 45°, 60° and 75° respectively. 

These fixation displacement characteristics will be assessed in tension, 

compression and torque modes of loading. 

 To compare and reflect significant differences in the flexural data obtained from 

the various fixation systems. 

 

Mini-plate fixation techniques, without inter-maxillary fixation, evolved as a 

consequence of the delineation of the intrinsic anatomy and biomechanical principles 

associated with deformation of the mandible in function. 
 

The development and construction of the cantilever/torsion testing device should 

simplify technically challenging procedures presently employed for accurate 

assessment of biomechanical stability of mandibular fixation systems.  Significant 

clinical relevance will be expressed by applying known bite force values related to 

operated individuals.The efficacy of biomechanical stability of mono-cortical fixation, 

when subjected to tensile, compressive and torsional modes of loading, should 

exhibit similar load displacement characteristics for both the conventional 90°, and 

the experimental screw plate designs featuring more acute placement angulations.32 
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The preceding résumé of the literature indicates an awareness of the factors that 

influence the prognosis of mandibular fracture fixation.  In general, these factors are 

related to three areas:  

(i) anatomical and surgical constraints, 

(ii) analytical investigations of the biomechanical behaviour of the mandible and 

(iii) biomechanical design and location of the fixation system 

 

While the first area has enjoyed extensive investigation, the second area, which has 

to do with prediction of functional stability, is subject to complicated analytical 

methodology.  The third area, which concerns the design and location of the fixation 

systems, is extensively but inconclusively reviewed.  Very little attention has been 

given to: 

(i) the development of less complicated methods for delineating the biomechanical 

behaviour of the mandible for functional stability determination of fracture 

fixation, 

(ii)     the problem of anatomical positioning of the plating system to ensure a minimal 

invasive surgical technique and cost effective operating time,  

(iii) the introduction of new geometric plate designs according to and coinciding 

with known strain lines of the mandibular during function, 

(iv) the design aspects of a specific plate to acquire functional stability by means of 

a single plate, rather than a combination of straight plates, and

(v) the relationship between biomechanical stability and the screw placement 

angle in mono-cortical fixation. 

 

Since the prognosis of mandibular angle fractures osteosynthesis segments are 

dependent on the post-operative stability of the displaced segments, there is a need 

for detailed consideration of the fixation characteristics of ISI (Inclined Screw 

Insertion) mini-plate designs to simplify lateral plating of the ramus through intra-oral, 

direct line of sight, surgical technique.  
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CHAPTER 4 EXPERIMENTAL PROCEDURES 
 

 

The materials and methods used during this study will be documented in sections, 

which are broadly co-incide with the lines of the investigation followed. 
 

 

4.1 The Biomechanical Testing Device 
The in vitro study was conducted using a unique, own design and manufactured jig for 

the purpose of compression, tension and torsion force delivery to polyurethane 

synthetic hemi-mandibles. The jig (Figure 15) is designed with base plates mounting it 

to the 2010 Zwick testing machine (Ulm, Germany). The base of the jig is slotted and 

allows sliding adjustment of the platform, to align the fixated test model within the 2010 

Zwick Testing machine to the load-pin for delivery of either (i) compression, tension 

force in a downward motion or (ii) rotation – torsion force in an upward motion via the 

cable wheel (Figure 16). 

 

 

4.2 Tension/ Compression Evaluation 
The jig basically consists of two testing platforms.  The one platform features a fixed 

vertical mounting plate for stabilising the experimental model in order to perform load-

deflection by application of specific load at a standardised predetermined distance from 

the oseotomy site.   

 

The vertical load induced via the load-pin as illustrated in Figure 17 in the Zwick 

machine, facilitates determination of the tensile and compressive (cantilever) 

displacement that occurs within the fixated test samples.  All measuring was 

performed by the same operator.  

 

The three-dimensional stability testing device that will be used for the stability 

potential evaluation of the fixated test module, involves the incorporation of the test 

jig, as shown in Figure 18 within the Z010 Zwick testing machine.The load cell 50N 

type 8301 (seen just above the mounted base and load-pin in Figure 18) has a 50N 

limit.  
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Figure 15: Design sketch of test model arrangement (own design and manufacture) 
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    Figure 16: Actual testing device testing via cable on left and compression testing via load-pin on the right  
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Figure 17: Load-pin experimental set-up 

 
Figure 18: Test jig within the Zwick machine 
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Figure 19: Load cell of 50N type 8301 

 

The upward motion delivered by the Zwick machine at a constant crosshead speed of 

0,25mm/min will result in rotation of the wheel and apply a torsion force to the 

polyurethane test model.  A downward crosshead speed will deliver a compression 

force to the distal fragment of the proximal distal fragment of osteotomised synthetic 

mandible as shown in (Figures 20 and 21). 

 

All mandibles will be rigidly mounted to the vertical section of the base-plate allowing 

free movement of the distal segment when load forces via the load pin modification in 

the Zwick machine (Figure 21).  Delivered load pin compression/tension force is applied 

to a prepared fossa in the occlusal surface of the first molar. 
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Figure 20: Design sketch of test model with mounting base for compression testing in 

the Zwick machine 

 

 
 

Figure 21: Photograph of three-dimensional experimental jig with fixated test module 
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4.3 Torque Evaluation 
The second platform of the test jig consists of a rotating model holding device.  This 

device features a round disc 4cm in diameter, located on a horizontal rotational axis 

with a wound steel cable with a tensile breaking force of 500 Newton.  One end of the 

cable is fixed to the disc and the other end is attachable to the load-pin of the Zwick 

machine.  Specific load application by the Zwick machine on the wound cable 

induces shear deformation on the experimental model.  Torsional loads are obtained 

by value substitution in the following formula:33 

D = F x r 

where D = Torque (Nm) 

F = Tensile Force (N) 

and  r = radius of disc (mm) 
The experimental validity of this formula is dependent on a constant radius. This is 

achieved and controlled by maintaining a constant cable to wheel angle during 

application and relaxing of the load. 

 

In addition, a scale of degrees is secured to the rotating axis of the wheel to record the 

degrees of rotation in response to torsion loading of the model as shown in Figure 22. 
 

 

Figure 22: Device used for measuring the degrees of rotation at specific torque 
applications 
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Physical displacement of the segments (gapping) was obtained from the load-

displacement as computerised data obtained from the Zwick machine drawn as a 

graph for both the compression and torsion test modules and registered. 

 

The relationship between gap widths and incremental torque or compression values 

was documented and used to produce graphic linear regression models for both face 

applications.  Rotation was expressed as a degree of rotation to Newton torque. 
 

 

4.4 Compilation of Mandible Samples 
A total of 60 polyurethane synthetic mandible replicas (Synbone, Landquart, 

Switzerland) were used in this study.    These synthetic replica mandibles simulate the  

human mandible by demonstrating a rigid outer cortex and softer medulla component 

as demonstrated in Figure 23. 

 

 
Figure 23: Polyurethane replicas with outer dense layer and porous inner core 

Cortical Bone 

Porous inner core 
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This uniformity allows for more reliable comparison of fixation techniques by 

eliminating the variability normally seen in cadaveric and sheep mandibles.
33, 34 The 

specimens were sectioned in the midline to produce 120 hemi-mandibles for 

evaluation (Figure 24). 

 

 
Figure 24: Hemi-mandibles for evaluation 

 
 

These samples were divided into four categories with 15 specimens in each 

category.  The different fixation categories consisted of: 

 mini-plate with 90° screw placement angle, 

 mini-plate with 75° screw placement angle, 

 mini-plate with 60° screw placement angle, and 

 mini-plate with 45° screw placement angle. 

 

These categories will be further subdivided into two different groups, each comprising 

15 samples for the three-dimensional fixation stability evaluation.  The modes of 

loading to determine biomechanical stability, in the developed test jig for each group, 

are the following: 
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 tension and compression evaluation, and 

 torque evaluation. 

 

All mandible models were sectioned at the angle, using a reciprocating saw with blade 

profile of 0.9mm and segmentation template to standardise the exact site and resection 

width at all mandible angles. An oblique cut, simulating a vertically and horizontally 

unfavourable fracture line, was performed to create clinical relevance to unstable 

proximal fracture segments. 

 

The elastic modulus of polymethane is 10 times less than in normal human bone and 

has clinical relevance.  Exact rigid fixation and alignment of the osteotomised proximal 

and distal segments is ensured using the mini-plate positioning template. 

 

 

4.5 Fabrication of Positioning Templates 
An intact hemi-mandible was used for the fabrication of the polymethylmethacrylate 

(PMMA) localisation templates required for standardised and chronological preparation 

of the test samples and positioning of these samples in the mechanical testing device 

as follows: 

 

4.5.1 Mini-plate positioning template 
The template for standardised mini-plate localisation on the ventral aspect of the 

external oblique ridge is designed to accommodate two different plate positions in 

close proximity to one another. The upper position will be employed for 

tension/compression evaluation whereas torque will be derived from the inferiorly 

located structure (Figure 25).   

 

This approach is primarily a cost-saving exercise which is unlikely to compromise 

biomechanical principles. In addition, the screw access holes on the various mini-

plates will have drill guides for accurate angular preparation and predetermined 

depth penetration for the fixation screws.  
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Figure 25: Upper and lower plate positions 

 

4.5.2 Segmentation template 
The segmentation template incorporates a guide groove for the introduction of 

standardised horizontally and vertically unfavourable osteotomy at the angles of the 

replica hemi-mandibles (Figure 26).  

  

 
Figure 26: Upper- and lower notches for segmentation alignment 
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The template will feature two corresponding and linearly aligned bi-cortical engaging 

guiding trenches, ± 5mm in length located on the upper and lower aspects of the 

template allowing orientation slots to be cut into the surface of the synthetic mandibles.  

Standardised sectioning will be obtained by linear connection of the prepared slots after 

removal of the template and by employing a reciprocating saw with a blade width of 

0,9mm for segmentation. 

 

 

4.6 Mini-Plate Fixation Procedures 
The osteotomised segments were connected (fixated) by means of the 

experimentally designed and prefabricated titanium six-hole curved mono-cortical 

fixation plates identical in profile (Stryker/Liebinger, Freiburg, Germany) as illustrated 

in Figure 26. 

  
Figure 27: A curved mini-plate illustrating ISI (Inclined Screw Insertion) with plate holes 

at 90°, 60° 45° or 75 
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These mono-cortical plates have plate holes at 90°, 75°, 60° and 45° to the plate 

surface and are 2mm thick in profile.  One hundred and twenty plates were used in total, 

15 in each angle category for the biomechanical evaluation of the two groups of 

compression and torsion. 

 

Dedicated drill guides were manufactured one each at angles 90°, 75°, 60° and 45° 

and used to ensure an exact angle for pilot drilling with 1.5mm drill prior to standard 

identical 7mm screws of 2mm diameter placement (Figure 28 and 29). 

 

 
Figure 28: Dedicated drill guides

44

 
 
 



 

 

 
Figure 29: Pilot drilling with aid of drill guide 

 

The different mini-plates were positioned and held in position by the preformed 

positioning templates prepared screw holes and each screw tightened to 

predetermined standardised interfacial pre-loads using the calibrated torque 

screwdriver (Figure 30). 

 

 
 

Figure 30: Calibrated torque screwdriver, pre-set at 40 N/cm together with a certificate 
of calibration 
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The completion of preparative procedures on the hemi-mandibles necessitated 

accurate localisation and fixation of each individual test specimen in the testing 

device for three-dimensional flexural load-displacement evaluation. 

 

 

4.7 Load Displacement Evaluation 
All the load displacement tests were conducted in the Zwick machine.  The 

experimental jig with the mounted test models were incorporated within the testing 

machine by means of adaptor plates.  The resistance to the applied tensile, 

compressive and shear loads was regulated. A progressive load up to a maximum of 

35 Newton was applied to simulate clinical conditions.  One Newton in the test 

machine is equal to 10 Newton clinically. 

 

These loading parameters are clinically relevant and based on studies of bite force 

measurements in postoperative patients.  The assumption made is that meaningful 

information regarding mechanical behaviour was obtained within the 0-300 Newton 

range which is clinically significant for incisal edge loading and 0 to 200 Newton 

range for contra-lateral loading. 

 

The velocity of the crosshead travel was regulated at 0,25mm/min.  Furthermore, a 

tension-compression load cell of 50N capacity was calibrated and used throughout 

this investigation (Figure 19).  Before each test, the experimental jig containing the 

test model was secured to the lower base of the Zwick machine and calibrated to 

obtain a zero deflection value on the chart recorder. The load displacement 

characteristics were recorded on the computerised chart recorder.  From the known 

deflection values on the chart recorder, it was possible to derive the stability values of 

each fixation design relative to the magnitude of the applied load. 

 

Before experimental stability determination of the prepared test models, five 

unprepared intact hemi-mandibles were used as controls to define the limitations of 

the substrate (synthetic mandible replicas) and testing jig. 

 

Incremental load displacement testing with zero, five, fifteen, twenty-five and thirty-

five Newton were conducted to determine the stability of fixated test samples for two 

modes of load applications, tested as tension/compression and torsion. 
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Furthermore, the amount of physical displacement of segments (gapping) that 

occurred during the two modes of loading was obtained as load displacement 

graphs. 

 

For the purpose of interpreting the comparative results, all variables were 

standardised e.g. screw lengths, torque and diameter.  Curved mini-plates with a 

profile of 2mm, and angled screw holes machined at 90°, 75°, 65° and 45° were 

designed, manufactured, intended for mono-cortical fixation and bridging of the 

sectioned polyurethane mandibles as in figure 31. 

The ISI mono-cortical titanium plates differed only in angle of screw holes 90°, 75°, 

60° or 45° angles (Figure 31) 

 

The ISI plates were precisely positioned, prior to fixation, using a positioning template 

for either compression screw angle testing (CSAT) or torsion screw angle testing 

(TSAT). The gold standard for the comparative, compression/torsion biomechanical 

testing of the ISI (Inclined Screw Insertion) was the conventional rectangular (90°) 

screw placement. 

 

The pilot drill within the inclined screw hole of the ISI plate demonstrates the 45°angle

of the plate hole where the plate profile is 2mm to accommodate this dedicated angled

plate-hole (Figure 32). 

 

Biomechanical evaluation of angled screw fixation when applied as a mono-cortical

plating system at the lateral aspect of the mandibular angle (according to the 

Champy, ideal line for osteosynthesis) has never been investigated before and is 

expected to yield meaningful information with high clinical relevance as a system that 

can be applied via intra-oral surgical technique (Figure 12).  Screw lagging across 

the fracture line and longer screw application as a result of angulation is predicted 

and would result in superior biomechanical stability if compared to conventional 90° 

screw placement.  
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Figure 31: Design sketches for angle screw holes in L-shaped (ISI) mini-plates 
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Figure 32: Pilot-drill, used to demonstrate the angled screw-holes in ISI plate 
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CHAPTER 5 RESULTS 

 

 

5.1 Biomechanical Testing Device 
The design and construction of this device proved to be compatible for use in the 

Zwick testing machine.  The device also facilitated a simple but extremely effective 

and scientifically reliable method for investigating the three-dimensional load-

displacement properties of fracture stabilisation in synthetic mandibles. 

 

All the load-displacement data obtained using the biomechanical testing device 

secured in the Zwick machine, showed small fluctuations in the initial phase of load 

application.  This was ascribed to settling of the rounded compression pin in the 

prepared fossa of the occlusal surface of the first molar tooth in the test model.  In 

order to standardise the measurements for each variable, the force resistance zero 

point was taken as the point when this fluctuation is stopped and a constant increase 

in force delivery was observed.  This meant that measurement of placement or 

extension of the mandible only started at the point when there was a constant 

increase in force delivery. 
 

 

5.2 Compression Load-Displacement Results 
Fifteen compression test samples registered force delivery values at increments of 

0.1mm displacement for each of the screw angle applications 90°, 75°, 60° and 45°, 

the failure point was arbitrarily set at 3.0mm displacement to reflect clinical inability 

for primary healing of fracture fragments.  The load-pin delivered a compression 

force at a constant crosshead speed 0.1mm/min and the test sample terminated at a 

displacement of 5mm. 

 

The recorded load-displacement data of the individual screw angle applications are 

listed in Table 2. 
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Table 2: Load-displacement values in compression for screws placed at 90°, 75°, 60° 
and 45° respectively 

 

Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

0.1 90 0.79 

 75 0.58 

 60 1.02 

 45 0.85 

0.2 90 1.54 

 75 1.17 

 60 1.96 

 45 1.92 

0.3 90 2.18 

 75 1.74 

 60 2.88 

 45 2.65 

0.4 90 2.73 

 75 2.28 

 60 3.17 

 45 3.35 

0.5 90 3.37 

 75 2.86 

 60 4.44 

 45 3.88 

0.6 90 4.03 

 75 3.45 

 60 4.97 

 45 4.71 

0.7 90 4.66 

 75 3.96 

 60 5.84 

 45 5.40 

0.8 90 5.43 

 75 4.47 

 60 5.57 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 45 6.02 

0.9 90 6.19 

 75 4.95 

 60 7.32 

 45 6.46 

1.0 90 6.91 

 75 5.45 

 60 8.09 

 45 7.30 

   

Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

   

1.1 90 7.57 

 75 6.00 

 60 8.77 

 45 8.00 

1.2 90 8.20 

 75 6.75 

 60 9.08 

 45 8.67 

1.3 90 8.80 

 75 7.14 

 60 9.99 

 45 9.31 

1.4 90 9.37 

 75 7.66 

 60 10.63 

 45 9.93 

1.5 90 9.96 

 75 8.19 

 60 11.26 

 45 10.40 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

1.6 90 10.58 

 75 8.72 

 60 12.00 

 45 10.92 

1.7 90 11.14 

 75 9.17 

 60 12.66 

 45 11.54 

1.8 90 11.69 

 75 9.65 

 60 13.01 

 45 12.11 

1.9 90 12.22 

 75 10.15 

 60 13.82 

 45 12.66 

2.0 90 12.63 

 75 10.61 

 60 14.36 

 45 13.21 

2.1 90 13.15 

 75 11.10 

 60 14.85 

 45 13.73 

2.2 90 13.68 

Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 75 11.51 

 60 15.47 

 45 14.25 

2.3 90 14.21 

 75 11.94 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 60 16.03 

 45 14.75 

2.4 90 14.75 

 75 12.15 

 60 16.30 

 45 15.27 

2.5 90 15.26 

 75 12.65 

 60 17.01 

 45 15.81 

2.6 90 15.76 

 75 13.12 

 60 17.52 

 45 16.27 

2.7 90 16.25 

 75 13.57 

 60 17.97 

 45 16.76 

2.8 90 16.72 

 75 14.06 

 60 18.48 

 45 17.26 

2.9 90 17.16 

 75 14.51 

 60 18.95 

 45 17.72 

3.0 90 17.62 

 75 14.99 

 60 19.14 

 45 18.20 

3.1 90 18.07 

 75 15.45 

 60 19.83 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 45 18.66 

3.2 90 18.46 

 75 15.89 

 60 20.23 

 45 19.11 

3.3 90 18.90 

 75 16.34 

 60 20.60 

Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 45 19.54 

3.4 90 19.29 

 75 16.79 

 60 21.02 

 45 19.94 

3.5 90 19.66 

 75 17.24 

 60 21.41 

 45 20.34 

3.6 90 20.02 

 75 17.72 

 60 21.51 

 45 20.73 

3.7 90 20.36 

 75 18.16 

 60 22.04 

 45 21.12 

3.8 90 20.63 

 75 18.58 

 60 22.32 

 45 21.48 

3.9 90 20.86 

 75 18.97 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 60 22.64 

 45 21.82 

4.0 90 21.14 

 75 19.39 

 60 23.02 

 45 22.16 

4.1 90 21.23 

 75 19.82 

 60 23.31 

 45 22.50 

4.2 90 21.25 

 75 20.27 

 60 23.33 

 45 22.84 

4.3 90 21.62 

 75 20.71 

 60 23.87 

 45 23.16 

4.4 90 21.92 

 75 21.11 

 60 24.06 

 45 23.49 

4.5 90 22.23 

Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 75 21.56 

 60 24.34 

 45 23.78 

4.6 90 22.50 

 75 21.95 

 60 24.72 

 45 24.06 

4.7 90 22.73 
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Displacement 
(mm) 

Screw Angle 
(Degrees) 

Load 
(Newton) 

 75 22.37 

 60 23.99 

 45 24.31 

4.8 90 22.98 

 75 22.78 

 60 24.05 

 45 24.59 

4.9 90 23.21 

 75 23.19 

 60 24.50 

 45 24.88 

5.0 90 23.43 

 75 23.56 

 60 24.72 

 45 25.16 
 

 

 

5.3  Statistical Analysis of Compression Evaluation 
 

5.3.1  Mean Fixation 
The average compression load-displacement values (Table 2) were used to derive a 

graphic illustration of load versus displacement for screws placed at 90°, 75°, 60° and 

45° angles. Figure 33 indicates the relative fixation of the various compression screw 

angle tests (CSAT). 

 

From Figure 33 it is clear that all compression test samples for angled screw 

applications of 45° and 60° demonstrated more stable results with less displacement 

for the same compression force delivery than test samples with conventional 

rectangular screw placement.  The screw angle test sample with screws at 75° 

proved less favourable than all other test samples and can be explained by the 

minimal screw-tip shifting and travel due to the screw at 75° having bodily rotated 

through less than its 2mm diameter and having a slight shortening effect of the screw 

at the angle.  It is also noted that with regard to displacement values at force 
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applications of 0 to 5 Newton and 20 to 25 Newton, no significant stability difference 

between conventional rectangular screw testing and 75° test samples was 

demonstrated. 

 

 
Figure 33: Mean fixation of all the CSAT tests 

 

5.3.2  Statistical Comparison (P-values) of CSAT 
Statistical analysis of data of the average CSAT was done.  Mean values (x), standard 

deviation (SD) and the coefficient of variation (CV) for all variables were calculated after 

data were standardised (zeroed at starting point) and obvious outlying date were 

deleted after the 95% confidence levels were determined and taken into consideration.  

Thereafter the statistical variation between the standardised force delivery values of the 

compression screw angle tests for screws placed at angles of 90°, 75°, 60° and 45° 
were determined by applying Scheffe’s multiple comparison procedure as described in 

abovementioned Statistix® 8 Analytical Software, Florida, USA. 

 

The statistical comparison (P-values) of all the CSAT screw angle tests is presented in 

Table 3. 
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Table 3: P-values of 90°, 75°, 60° and 45° CSAT tests at distances from 0,5 to 5mm 
extension 

 

CSAT Angle 
(Degrees) 75° 60° 45°

0.5mm90° 0.067 0.1618 0.4757

1.0mm90° 0.0863 0.0865 0.2335

1.5mm90° 0.0365 0.0614 0.1909

2.0mm90° 0.0268 0.0658 0.1805

2.5mm90° 0.1961 0.0441 0.1029

3.0mm90° 0.358 0.0099 0.0263

3.5mm90° 0.439 0.0091 0.0124

4.0mm90° 0.1683 0.0044 0.0021

4.5mm90° 0.191 0.0232 0.0074

5.0mm90° 0.0359 0.0313 0.0007

0.5mm75° 0.0077 0.0749

1.0mm75° 0.0041 0.0199

1.5mm75°  0.0007 0.0047

2.0mm75°  0.0005 0.0029

2.5mm75°  0.0053 0.0168

3.0mm75°  0.0039 0.0115

3.5mm75°  0.0111 0.0153

4.0mm75°  0.0419 0.0236

4.5mm75°  0.1005 0.0351

5.0mm75°  0.4736 0.0593

0.5mm75°  0.1476

0.5mm60°  0.259

1.0mm60°  0.2468

2.0mm60°  0.2712

2.5mm60°  0.3184

3.0mm60°  0.3353

3.5mm60°  0.4458

4.0mm60°  0.3933

4.5mm60°  0.2897

5.0mm60°  0.0672
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From the above P-values it is clear that none of the 75° angled test samples 

demonstrated significantly higher results that 90°; significantly higher 

force/displacement values were registered for 60° and 45° angled screw compared to 

90°.  This phenomenon registered at displacement values of 2.5 through to 5.0mm 

for 60° angled screws and at 3.0mm for 45° angled screws at an earlier point of 

displacement at 0.5mm. 

 

5.3.3 Analysis of Load-Displacement Gradients or Slopes 
The mean stability slope gradient values as presented in Table 4 were used to derive 

intercept points for specific load-displacement data. 

 
 

Table 4: Mean slope gradient values of the force delivery of the SCAT test for screws 
placed at angles of 90º, 75º, 60º and 45º 
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1 0.4214 7.5257 0.3834 12.022 0.3318 20.61 0.6713 6.8978 

2 0.3665 16.15 0.3953 5.6569 0.3663 10.429 0.4794 4.3733 

3 0.7418 2.3273 0.4854 11.73 0.4778 13.666 0.2984 8.4693 

4 0.3941 15.559 0.4866 2.3069 0.5954 9.6033 0.439 9.3029 

5 0.3972 13.822 0.4576 8.6313 0.3686 18.988 0.7265 11.184 

6 0.442 8.0916 0.4467 13.391 0.5023 7.043 0.5053 8.2057 

7 0.3112 4.43 0.3546 11.75 0.5039 13.339 0.3886 6.8265 

8 0.3185 9.8328 0.3472 11.536 0.5551 24.831 0.5014 10.329 

9 0.3971 9.2982 0.7798 16.629 0.4046 11.369 0.3388 8.1073 

10 0.3887 13.791 0.7493 16.569 0.2916 5.7444 0.3463 8.5761 

11 0.698 10.282 0.2674 4.0461 0.4107 8.8772 0.4632 5.5968 

12 0.3919 12.792 0.2551 11.152 0.2178 6.8642 0.3041 10.41 

13 0.3981 11.057 0.2317 14.963 0.3763 10.344 0.4734 8.0064 

14 0.3667 11.995 0.3042 7.7491 0.3400 12.013 0.4377 5.3727 

15 0.4224 9.9127 0.3993 15.561 0.2969 7.112 0.335 8.0902 

 0.4926 13.537   
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Significance was demonstrated for angled screw systems of 60° and 45°.  This 

significance was evident to a displacement value of 4mm.  This would appear to have 

clinical significance for a failure displacement relatively assured to be eminent at 3mm 

fragment displacement.  The force resistance at 0.5mm displacements for all the 

different angles were compared to determine whether screw angles affect force 

delivery as shown in Table 2.  Average slope values were calculated from data in 

Table 5. 

 
 

Table 5: Average slope values for Inclined Screws Insertion (ISI) 

 Slope 90 Slope 45 Slope 60 Slope75 

1 0.4214 0.3834 0.3318 0.6713 

2 0.3665 0.3953 0.3663 0.4794 

3  0.4854 0.4778 0.2984 

4 0.3941 0.4866 0.5954 0.4390 

5 0.3972 0.4576 0.3686 0.7265 

6 0.442 0.4467 0.5023 0.5053 

7 0.3112 0.3546 0.5039 0.3886 

8 0.3185 0.3472 0.5551 0.5014 

9 0.3971  0.4046 0.3388 

10 0.3887  0.2916 0.3463 

11  0.2674 0.4107 0.4632 

12 0.3919 0.2551 0.2178 0.3041 

13 0.3981 0.2317 0.3763 0.4734 

14 0.3667 0.3042 0.3400 0.4377 

15 0.4224 0.3993 0.2969 0.3350 

   0.4926  

     

AVG 0.3860 0.3700 0.4080 0.44700 
 

 

When considering stress force curves of the individual screw angle plates, the slope of 

the curve give an indication of the relative fixation of the fracture, with higher slope 

values indicating better fixation.  Therefore the slopes of all the stress force graphs for 

ISI placed at angles of 90°, 75°, 60° and 45° was determined and the statistical 

variation in slopes were determined by a One–Way ANOVA.  The data is illustrated in 

Figure 34. 
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Figure 34: Mean slope values of the force for delivery graphs of the compression screw 

angle test for screws placed at angles of 90°, 75°, 60° and 45° as determined by the 
equation for calculating linear trend lines at a distance of 2-5mm extension 

 

Bar graph of mean compression load-displacement slope values for ISI (90°, 75°, 60° 

and 45° groups) are illustrated in Figure 35. The significantly improved biomechanical 

stability of a 45° angled screw placement is evident. 

 

 

Figure 35: Linear trend lines for mean force delivery values of the tests for screws 
plant at angles of 90°, 75°, 60° and 45°TSAT. 
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5.3.4   Linear trend lines 
Linear trend lines were calculated using the equation: 

 
Y = m.x + b 
 
Where m is the slope and b is the intercept and x is the mean load-displacement 

values. 

 

This information was used to establish linear trend lines of the mean load-displacement 

values of the various screw angle tests.  These results are illustrated in Figure 35. 

Linear trend lines demonstrated a less stable CSAT 75° angle screw insertion for, when 

compared to all other ISI angles – a phenomena which could be the result of the 

relatively small sample size of the groups and could be attributed to insignificant Screw-

Tip Travel (STT) and Screw Tip-Shifting (STS). 
 

 

With the development of multiple angle applications of the Inclined Screw Insertion 

(ISI) system it is an important consideration to determine the three-dimensional 

torsion effect on fixated simulations of fractures. 

 

Torsion force displacement test (TSAT) values were registered for displacements at 

2mm intervals due to minute measurable displacement values for applied force 

delivery during experimentation. Torsion was created at a crosshead speed of 

1mm/min in an upward motion.  The radius of rotation was kept constant by 

maintaining the same cable angle at the rotating wheel for all test samples.   

 

The standardised data for stress delivery of the TSAT tests for the variables of ISI 90°, 

75°, 60° and 45° at displacement values 2, 4 and 6mm, are given in Table 6 to 9. 
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Table 6: TSAT values of ISI at 90° placement angles 

Sample F-2mm F-4mm F--6mm 

1 33.727 78.037 119.332 

2 24.385 60.065 105.060 

3 33.350 81.052 124.922 

4 38.227 81.962 126.689 

5 33.235 75.112 122.574 

6 16.667 54.951 115.763 

7 26.275 65.889 109.850 

8   9.604 30.497   66.521 

9 17.931 44.875   75.871 

10 18.191 50.583 100.284 

11 17.841 51.003    79.622 

12 22.857 65.146 112.192 

13 36.453 87.280 120.313 

14 35.641 71.637 105.042 

15 25.111 55.456 72.426 

 
 

Table 7: Standardized load (Newton N) TSAT for ISI of 75° 

Sample F-2mm F-4mm F-6mm 

1 36.140 82.003 125.523 

2 30.452 72.169 119.071 

3 32.086 66.916 104.004 

4 31.207 72.097 113.250 

5 36.683 80.059 121.729 

6 35.651 77.356 117.020 

7 30.936 76.290 121.335 

8 37.052 76.729 111.070 

9 34.381 71.213 107.143 

10 30.618 69.772 113.465 

11 31.941 74.008 119.904 

12 35.683 70.997 109.669 

13 35.827 77.656 119.142 

14 34.659 82.219 128.041 

15 36.194 80.278 124.948 
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Table 8: Standardized TSAT for ISI of 60° 

Sample F-2mm F-4mm F-6mm 

1 35.978 77.522 97.466 

2 29.794 66.981 107.72 

3 26.942 66.899 109.529 

4 33.104 73.71 113.25 

5 28.248 65.211 106.61 

6 42.737 78.332 126.422 

7 19.546 44.621 78.304 

8 10.843 30.899 54.364 

9 9.941 32.266 64.229 

10 34.19 67.792 108.992 

11 24.036 49.33 84.478 

12 29.343 66.782 108.499 

13 34.527 76.625 120.749 

14 39.725 81.55 121.704 

15 * * * 

 
Table 9: Standardized TSAT for ISI of 45° 

Sample F-2mm F-4mm F-6mm 

1 20.422 51.712 86.368 

2 31.6 72.032 108.952 

3 36.435 78.134 122.399 

4 45.897 92.56 138.696 

5 33.81 74.144 114.308 

6 29.189 72.529 117.096 

7 36.265 80.654 124.818 

8 38.128 80.774 116.777 

9 43.722 94.001 141.945 

10 35.231 78.848 120.87 

11 41.064 92.018 140.318 

12 29.739 72.006 121.384 

13 32.874 72.159 113.723 

14 9.707 26.786 50.778 

15 19.606 40.189 70.746 
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The above force displacement data was graphically displayed where load force 

application in Newton (N) and displacement in tenths of a millimetre was plotted for 

each angled ISI plate of which Figure 36  is an example.  

 

 
Figure 36: Example of Graphic display of raw data for: TSAT Torsion Screw Angle Test 

of ISI 60° angle (n-15) test sample 

 

All data gathered during the determination of stress/torsion resistance showed small 

fluctuations in initial stability. This was ascribed to the settling of the cable.  In order 

to standardize the measurements for each variable the stress resistance zero point 

was registerd at the point where this fluctuation stopped and a constant increase in 

stress delivery was observed.  This meant that measurement of fragment 

displacement started only after slack in the cable was eliminated and constant 

increase was observed in torsion force delivery. The load applied to obtain torsional 

displacement of 2, 4 and 6mm respectively, showed similar incremental increases in 

all the angles TSAT evaluations. 

 

5.3.5   Statistical Analysis of TSAT 
The data obtained in the TSAT evaluations, was used to calculate the mean values (x), 

standard deviations (SD) and coefficient of variation (CV). After standardisation and 

deletion of outlying data, (only data at 95% confidence level was taken into 

consideration.) The analysis was done using Statix® 8 Analytical Software. 
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5.3.6 Mean TSAT Stability 
The derived load displacement torsion screw angle test (TSAT) values are expressed in 

Table 10.  Additional mean TSAT forces for displacements of 1, 3 and 5mm were 

calculated and is reflected in Table 11 below and used to express trend line behaviour 

for values 1-6mm displacement. 

 
 

Table 10: The load displacement application for TSAT for displacement values of 2, 4 
and 6mm 

Inclined Screw Insertion 
(ISI) Angle 

Displacement 
(mm) 

Load 
(Newton) 

(Degrees) 

90° 2 25.028 

4 64.290 

6 100.370 

75° 2 33.967 

4 75.317 

6 117.020 

60° 2 34.952 

4 78.044 

6 120.590 

45° 2 32.608 

4 67.946 

6 106.980 

 

 
Table 11: Mean torsion force (stress) values of screw angle tests for screws  placed at 

angles of 90°, 75°, 60° and 45° 
 

Displacement (mm) 

ISI angles 1 2 3 4 5 6 

90° 13.54363 27.08707 44.91378 64.8103 85.80013 109.366 

75° 16.98367 33.96733 54.6424 75.31747 96.54057 116.2338 

60° 15.34233 29.5708 49.47844 67.89583 87.74387 107.438 

45° 16.78654 33.14288 54.58699 76.03111 96.29369 117.8141 
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The statistical variation between the standardized stress force values for screws placed 

at 90°, 75°, 60° and 45° (ISI) was determined by applying Scheffe’s Multiple Pair-wise 

Comparison Procedure – thus investigating the patterns among the means that produce 

these results, the pair-wise comparisons of interest are data was data scanned for 

significant differences.  Table 12 illustrates the clinical relevant displacement from 1- 

3mm of the fragments fixated with the same length of screw clearly demonstrate higher 

torsion force (N) values for the same amount of displacement in the inclined screw 

insertion groups for all of the angles 75°, 60° and 45°, when compared to the 

conventional 90° screw angle insertion group.  For the 60° ISI group (n=15), with same 

lengths of screws (7mm), no significant difference could be demonstrated (P=> 0.05) 

when compared to the 90° conventional group; all other angles of screw insertion 

angles (75° and 45°) demonstrated significance (P=<0.05) in torsion force 

biomechanical stability improvement.  The statistical comparison of the derived P-values 

is given in Table 12. 
 

Table 12: Graphic illustration of P-values of TSAT tests for 1 to 6mm displacement.  
The shaded areas express significance 

Displacement (mm)/ISI Angle  
(Degrees) 

Inclined Screw Insertion (ISI) Angle P-Values 

 75° 60° 45° 

1mm/90° 0.0000 0.0059 0.0000 

2mm/90° 0.0000 0.0721 0.0000 

3mm/90° 0.0000 0.0001 0.0000 

4mm/90° 0.0000 0.0691 0.0000 

5mm/90° 0.0000 0.0108 0.0000 

6mm/90° 0.0000 0.0600 0.0000 

1mm/75°  0.0000 0.4974 

2mm/75°  0.0000 0.1509 

3mm/75°  0.0000 0.9372 

4mm/75°  0.0000 0.4679 

5mm/75°  0.0000 0.7978 

6mm/75°  0.0000 0.2394 

1mm/60°   0.0000 

2mm/60°   0.0001 

3mm/60°   0.0000 

4mm/60°   0.0000 

5mm/60°   0.0000 
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Displacement (mm)/ISI Angle  
(Degrees) 

Inclined Screw Insertion (ISI) Angle P-Values 

6mm/60°   0.0000 

The gradient of slope values of ISI angles are listed in Table 13. 
 
 

Table 13: Gradient of slope values of ISI angled TSAT 

 

Specimen ISI Angle (Degrees)  
s l o p e     v  a  l  u  e  s 

 90° 75° 60° 45° 

1 17.844 21.208 15.813 19.736 

2 17.557 19.99 18.725 18.453 

3 17.871 18.165 19.545 20.464 

4 18.318 19.099 19.569 19.736 

5 18.169 20.488 18.638 19.211 

6 19.232 19.696 18.703 19.824 

7 18.522 20.573 19.519 21.002 

8 17.975 18.701 18.659 20.085 

9 18.894 17.937 18.659 19.736 

10 16.640 19.006 18.254 20.383 

11 18.408 20.134 19.712 19.728 

12 19.048 18.189 18.936 20.574 

13 19.547 20.008 17.914 19.736 

14 17.577 20.002 18.684 19.736 

15 17.791 20.999 18.659 19.736 

     

AVG 18.226 19.613 18.665 19.876 
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The mean slope values are demonstrated in Figure 37. 

 
ISI Angulation 

Figure 37: Bar graph of mean slope values of TSAT for ISI angles 

 
 

When average slope values for torsion screw angle testing (TSAT) is considered as 

in Table 13 and Figure 37, the force displacement stability for the Inclined ISI group 

of 75°, 60° and 45° clearly demonstrates superiority when compared to the 

conventional rectangular 90° screw angle group.  Significance was proven for (ISI) 

angles of 75° and 45° with non-significant better results for 60° of (ISI) – this clearly can 

be expected to be different if the sample size of the in vitro study is increased- all 

indications according to the trend lines (Figure 38) are proof thereof. Mean force (N) 

values for displacement at 1, 3 and 5mm were calculated to enable trend-line 

expression (Figure 38). 

 

 
Figure 38: Linear torsion trend-lines 
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There was no significant difference between ISI of 60° and 75°, however, 45° seem to 

be showing a very strong trend towards being significantly better when compared to 

ISI of 75°.  When considering P-values of ISI at 45°angle and ISI 60° there seem to 

be no significant difference in stability between these groups.  These values in the 

specific application in the testing device was seen to be design sensitive – the ISI 

plates are manufactured with a connecting bar between upper and lower plate holes, 

which has to correspond to the created fracture line separating the proximal and 

distal poly-urethane segments for fixation.  This connecting bar proved to be too 

short with the result that the angulated plate hole Nr. 3, therefore closest to the 

fracture line, when inclined at 45°, results in cortical bone destruction when pilot 

drilling – the slight lag effect seem to have compensated for the resultant 

biomechanical instability. Increasing the connecting bar length would result in an 

increase in the plate-hole distance to the fracture-gap and permit angle drilling 

without the destruction seen for both CSAT and TSAT, ISI - 45° and 60°, angle 

testing. 

 

The statistical comparison (P-values) of the mean slope values are compared in 

Table 14. 

 
Table 14: P-values of the mean slope values for TSAT evaluation 

TSAT Angle ISI Angle Degrees  

Degrees 75° 60° 45° 

90° 0.0000 0.0003 0.0019 

75°  0.1564 0.0556 

60° 0.2740 

 

 

5.4.1 TSAT Linear Trend Lines 
Results of the mean slope value comparison (in Table 15) demonstrates significant 

better (TSAT) results for ISI 75°, 60° and 45° when compared to conventional 90° screw 

angle insertion.  The regression trend lines derived from the slope value for a given 

displacement are listed in Table 15. The formula: y = m.x + b is applied. 
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            Table 15: Mean slope values of the torsion force (TSAT) of the screw 

angle tests for screws placed at angles of 90°, 75°, 60° and 45° 
 

Specimen 90° 75° 60° 45° 

1 40.231 42.243 33.394 *

*2 35.086 39.893 36.035 36.729 

3 42.247 34.684 36.854 40.890 

4 42.380 38.064 38.036 46.275 

5 40.960 40.856 35.679 38.326 

6 38.557 39.277 41.486 39.463 

7 36.916 40.936 25.999 41.884 

8 22.043 37.289 18.315 39.298 

9 25.456 35.826 21.501 47.611 

10 33.324 37.955 36.058 40.623 

11 27.203 40.178 27.873 47.191 

12 37.887 36.432 36.294 40.942 

13 41.177 39.926 40.435 38.045 

14 35.112 43.168 40.694 16.941 

15 24.762 41.893 * 23.282 

* Data excluded due to experimental set-up failure noticed after completion of 

the in vitro biomechanical testing." 
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CHAPTER 6 INTERPRETATION OF RESULTS 
 

 

6.1 Trigonometric - Mathematical Formulation of Angled 
Screw Application Results 

Optimum mono-cortical screw length is equal to the cortex thickness available and 

determined by the specific anatomical site of the mandible. If screws are placed 

(applied) perpendicular to the bone surface, as is the case in conventional practice, 

and screw length which exceeds the optimal cortical thickness is placed mono-

cortically it will have a screw thread portion in medullary bone.  This section of the 

screw is in less dense bone than homogenous compact cortical bone. The 

polyurethane mandibles effectively simulate normal human anatomy by having a dense 

outer cortical layer and less dense medullary component.  A screw of 7mm length, 

placed anatomically at the external oblique ridge would have a section of screw 

transecting the cortex.  Optimally the cortical thickness can vary and be equal to 

3.5mm + 0.6 = 4.1mm in the mandibular angle region distal to the third molars (Figure 

11 B) therefore cortical component of the screw would represent 4.1mm of the 7mm, 

resulting in 7mm – 4.1mm = 2.9mm screw length in medullary bone, if placed 

perpendicular to the bone surface. 

 

If for the same anatomical position on the mandible, as standardised in the protocol, 

the angle of screw insertion is changed to an angle less than 90°, the medullary screw 

portion will rotate out of cancellous, less stable bone into amorphous cortical bone with 

a resultant biomechanical stability improvement.  This amount of screw tip travel (STT) 

can be calculated and predicted mathematically thus explaining the improved 

load/displacement outcome for screw angle variation between 90° and 45° angles 

(Figure 39).  
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Figure 39: Screw tip travel and shifting of Inclined Screw Insertion in a mono-cortical application with screw length 7mm and screw diameter 2mm 

F 
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The screw rotation from 90° rectangular to 45° optimizes screw tip travel through 

dense cortex allowing the full 7mm screw length to transect cortex with minimal or no 

medullary engagement explaining higher values in biomechanical stability for screw 

angles 45° and 60°. 

 

The initial rotation through 15° for a screw angle of 75° has no significance for a screw 

length of 7mm and 2mm diameter in terms of stability compared to 90°.  The screw 

apex or tip, screw tip shifting (STS) has moved minimal through point A-B and the 

screw portion in medullary bone, differs very little from the 2mm diameter medullary 

screw engagement seen at 90°angle position. 

 

Screw tip travel between point A and C along an arc shortens the screw length in 

medullary bone as it rotates around the screw head (midpoint x) from 90° to 60°.  A 

lesser shorter screw length engages medullary bone with more significant screw length 

transecting better quality more dense cortical bone optimizing cortical screw length in 

cortex as it further rotates to point D (Figure 39) where theoretically all of the 7mm mono-

cortical screw transects cortex with no medullary component involved (z-y = 0mm). 

 

The mathematical calculation of screw tip travel (STT) between points A, B, C and D 

from point-A in increments of 15° from 90°; to 75°; 60° and 45° angles can be 

determined by trigonometry when triangles AX1; AX2 and AX3 are used for 

calculations.  The known constant in all cases would be the length of XA which is the 

standardised 7mm screw length used in the investigation also known are the angles of 

screw insertion AxB; AxC and AxD with values 15°; 30° and 45° to AX, measured 15 from 

point x in a clockwise direction.  Point X is a common rotation axis positioned midpoint 

at the screw neck.  

 

If this amount of screw shortening for medullary engagement or lengthening for cortical 

engagement is to be calculated the following linear lengths should be measured and 

DZ as they increase in length and lines A0 B1, C2 and XB1; XC2 and XD3 where XA0 

equals 7mm and D3 as they decrease until point D is reached on the arch of rotation as 

the optimal cortical travel angle for the 7mm screw length where minimal medullary 

engagement is seen and cortical bone engagement is optimal.  It was determined by 

means of CAD – three-dimensional simulation that a screw of 2mm diameter placed at 

AXE angle of 30° to the plate surface would have thread partially outside bone on the 

inner surface of the plate, lifting it from the bone without engaging cortex (Figure 40). 
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Figure 40: Three CAD simulation of screw angle placement of 30° 

 

 

6.2 Defining and Measuring of STS (Screw Tip Shifting)  
Screw tip shifting (Figure 40)  refers to the distance travelled by the screw apex along a 

line of optimal screw length (SL) or the cortico-medullary junction line (CM) for different 

angles of screw placement where 0 is 15°, 30° or 45° reflected as angles AXB1; AXC2 

or AXD3.  The linear measurement (Figure39) : 

 

SL1 = screw tip shifting along optimal screw length, line SL at - 15° (AXB1) angle 

measured from A (screw at rectangle 90° and 7mm length) along SL. 

 

SL2 = Screw tip shifting distance along optimal screw length line SL, at 30° AXC2 angle 

measured from point A. 

 

SL3 = screw tip shifting distance, along optimal screw length line, SL, at 45° AXD3 

angle, measured from A. 
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6.3 Clinical/Experimental Significance of STS (Screw Tip 
Shifting) 

The screw tip shifting (Figure 40) is a reflection of lag potential of a screw for a 

particular angle of application measured in relation to conventional rectangular screw 

placement.  It reflects the ability of a screw to transect an oblique fracture line relative 

to the anterior cortex surface. 

1. Screw tip shifting can be measured for the optimum screw length, if 

inserted at angles 75°, 60° and 45° at 15° intervals to rectangular, along 

optimal screw length line SL to reflect length difference to 7mm screw 

length at 90°. 

2. Screw tip shifting can be measured at the cortico-medullary (CM) junction 

for insertion angles 75°, 60° or 45° along line CM (at points a b c d) to 

reflect lag potential within a given amount of cortex available (The cortex is 

4.1mm. thick at the angle of mandible). 

 

For rectangular screw placement the entry point of a screw at the outer cortex bone 

surface corresponds and is in line (Xa) with the inner cortex CM-junction and is utilised 

referred to as the conventional gold standard in clinical application. 

 

 

6.4 Defining and Measuring of Screw Tip Travel (STT)  
Optimal screw length for a given angle of application is measured relative to a 7mm 

screw length for rectangular screw placement and is defined as screw tip travel.  This 

value is a reflection of the change in screw length related to the screw insertion angles 

of 15°, 30° and 45° for a screw of 7mm length.  Screw travel through bone should 

increase progressively for angles 75°, 50° and 45° - longer screws can be used for 

more acute screw angle placements and has clinical relevance until the angle 30° 

(AXE) is reached on the arch of rotation when the screw thread of a 2mm diameter 

screw travels to close to the bone plate interface rendering it unstable. 

It should be possible to calculate an optimum screw tip travel (STT) increase for: 

 

a) Optimal screw length on line SL where screw length at point A0  for 

rectangular screw angle was 7mm and points XSL1, XSL2 and XSL3 for angles 

15° - 45° from 90°. 

 

b) Optimal screw length on line CM where DCa equals 4.1mm cortex available at 
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rectangular screw placement and Xb at 15° from, 90° (75°); Xc at 30° from 

90° (60°) and Xd at 45° from 90° (45°). 

 

I. Screw tip shifting (STS) determination 

 

(1) Optimal screw length screw tip shifting for screw angle 15° from 

90° (angle 75° application) 

 

a) The screw tip shifting for 15° angled, optimal screw along 

line SL is determined TAN – where SXSL1 = 15° 

∴ tan 15° =  ASL1  / AX 

∴ tan 15° x Ax = ASL1 

∴ ASL1 = tan 15° x 7mm 

ASL1 = 1.88mm 

 where A0 is the screw tip position for 90° rectangular screw 

placement. A screw tip 1.88mm from A0 reflects a significant 

increased lag potential of 1.88mm. 

 

b) Screw tip shifting for 15° angles screw on line CM at point b 

optimal cortex available: 

 tan 15° = ab/ax 

 tan 15° x ax = ab 

 tan 15° x 4.1 = ab 

 ab = 1.10mm 

 

(2) Optimal Screw Tip Shifting for Screw Angle Application 30° from 

90° (60°) 

 

a)  Measured on SL at point SL2: - Optimal screw length 

   tan 30° = ASL2/ Ax 

   tan Ax n 30° x 7mm = ASL2 = 4.04mm 
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(b) Measured on CM at point C : - optimal cortex 

engagement 

tan 30° = ab/ax 

tan 30° x  4.1mm = ab 

   ab = 2.37mm 

 

(3) Optimal screw tip shifting for screw angle application 45° from 

rectangular (90°) equal to a 45° screw angle application 

 

(a) Measured on SL at point ASL3 determined by  

tan 45° =  ASL3 /AX 

tan 45° x AX  = ASL3 

tan 45° x 7,0mm  = ASL3 

    ASL3 = 7.0mm 

 

  (b) Measure on CM at point d = optimal cortex 

 engagement 

   tan 45° = ad/Xa 

     tan 45° x  Xa = ad 

     ∴ad = tan 45° x 4.1 

     ad = 4.1mm 

 

Screw tip shifting is determined using tan of the angle of screw application (15°, 30° 

and 45°) multiplied by optimal screw length 7mm.  For optimal screw length shifts 

along line SL or optimal cortex engagement along line CM which calculated the tip 

shifting in linear measurement from point A or a which is the exit point for rectangular 

screw AX or Xa. 

 

A screw can shift along an imaginary line SL (Figure 39) to compare the tip shift at 

placement angles of 75°, 60° and 45° with a screw tip position when placed rectangular 

at length 7mm.  The screw shift will represent a different exit point for a screw tip at the 

inner surface of the bone cortex in relation to the entry point on the outer cortical 

surface.  The tip shift is a reflection of screw ability to align itself more rectangular to 

the fracture line as opposed to screw angle rectangular to the bone or plate surface.  

Tip shift will predict lagging ability of screw across an oblique fracture line. 
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Table 16:  Screw tip-shifting results 

Application Angle At Line SL At Line CM 

90° 0mm 0mm 

75° 1.88mm 1.10mm 

60° 4.04mm 2.37mm 

45° 7.0mm 4.1mm 

 

II. 1. Screw Tip Travel Determination at 15° angle Application from Rectangular 

(75°) 

   

a) Screw tip travel (STT) represents an increase in screw length at 

angle 15° less than 900 measured on SL - reflecting optimal screw 

length application at 750 compared to 7mm screw length if placed at 

900 angle.  

Angle = AXSL1 

Cos 15° (AXSL1)  = XA / XSL1 

                   ∴ XSL1 = XA / Cos 15° = 7.25mm  

  XSL1 – XB = 0, 25 when  

                 (XA rectangular is 7.0mm) 

 

b) Screw tip travel screw length for angle 15° measured at CM – screw 

length arrangement for optimal cortex available 4.1mm 

Cos 15° = Xa / Xb 

                Cos 15° / Xa = 1 / xb      

 ∴ xb = 4.24mm 

 

2. Screw Tip Travel Determination at 30° from 90° Angle Application (60°) 

   

a)  Measured at SL reflecting optimal screw length for angle 30°.  

Determined by Cos AXSL2 

     Cos 30° = XA (7mm) / XSL2   

     Cos 30° / XA = 1 / XSL2  

     ∴ XSL2 = 7mm / Cos 30°   

     ∴ XSL2  = 9.08mm 
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b) Measured at CM reflecting optimal available cortex available 4.1 

at angle 30° 

Cos 30° =  Xa / Xc  

      Xc = Xa / Cos 30° 

     Xc = 4.1 / Cos 30  

      ∴ Xc = 4.73mm 

    

3) Screw tip travel determined at 45° from rectangular measured at 

 

a) SL1 reflecting optimal screw length for  Angle 0 = AXSL3 

  Cos 45° = AX (7mm) / XSL3     

  Cos 45° / 7mm = 1 / XSL3 

  ∴ SXL3 = 7mm / Cos 45°  

  ∴ SXL3  = 9.89mm 

     

b) Measured at CM reflecting optimal screw length for available 

cortex thickness 4.1mm to be engaged.  Angle - = aXd = 45° 

  Cos 45° = Xa / Xd 

   Cos 45° / 4.1= 1 / Xd 

   ∴ Xd = 4.1 / Cos 45°    

   ∴ Xd = 5.79mm    

 

Screw tip travel is determined by cos of the angle of screw application (15°, 30° and 

45°) and dividing it into the given cortex thickness of 4.1mm for the anatomical site of 

the angle of the mandible to calculate the maximum screw length to be used at a given 

angle and known cortical thickness of 4.1mm. 

 

By calculating the difference between standard screw length of 7mm and the new 

screw travel distance possible for a given cortical bone thickness an increase in screw 

length application is to be expected as the angle of screw insertion changes from 90° 

to 75°, 60° and 45° with increments of 15° from conventional rectangular screw 

position as indicated in Table 17. 
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Table 17: Screw tip travel results (lengthening) 
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90° Point A0 0mm 0mm 0mm 0mm 

75° (15°) Point SL1 7.25mm 4.24mm + .25mm + 0.14mm 

60° (30°) Point SL2 8.08mm 4.73mm +1.08mm + 0.63mm 

45° (45°) Point SL3 9.89mm 5.79mm +2.89mm + 1.69mm 

 

Calculation and determination is made for a given cortical thickness of 4.1mm along 

line CM (cortico-medullary junction line) or for a given optimal screw length along line 

SL measured from point X – a mid-rotation point located at the screw head. 

 

 

6.5 Clinical Relevance of Trigonometric Calculations 
From the screw tip travel and screw tip shifting results it is concluded that longer 

screws can optimally be used when applying mono-cortical screws at angles smaller 

than 90° and that tip travel will also contribute to lagging across the fracture line of a 

mandibular angle fracture (Figure 39). 

 

Its relevance is angle related and will vary according to the substrate thickness 

transected by a screw of optimal length.  In the biomechanical stability study conducted 

using screws of same length, the screw will rotate for different angles and provided the 

screw length utilized equals the cortex thickness at all times it will produce superior 

significant biomechanical stability results if compared to a screw placed rectangular.  

No significant stability difference is expected and was demonstrated with an angle 

change of 15° - screw sip shift only 1,09mm and tip travel-lengthening 0,14mm if screw 

angle placement is 75°. 
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For angle placement of 60° in 4.1mm cortex the screw tip shift was 2,37 and the tip 

travel (lengthening) was 0,63 with expected significant stability improvement. 

 

For angle placement of 45° in 4.1mm cortex tip shifting was 4.1mm cortex and screw 

tip travel (lengthening) was 1,69mm where lagging across a fracture line (represented 

by vertical line F in Figure 39), becomes evident. 

 

It should be noted that a screw tip shift of 1.09mm indicates a bodily shift of the screw 

of approximately fifty percent of its 2mm diameter and no biomechanical stability 

improvement is to be expected. 

 

For horizontally and vertically unfavourable mandibular angle fractures40 mono-cortical 

screws at angles 60° and 45° can be expected to improve fracture fragment stability by 

resisting forces in both horizontal (Figure 31) and vertical dimensions (Figure 32) when 

compared to rectangular screw placement for screws of same length due to fracture- 

line orientation. 
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Figure 31: Horizontally unfavorable fracture right angle of the mandible 
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Figure 42: Medial pterygoid muscle action on the proximal fragment of a mandibular angle fracture 
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CHAPTER 7 DISCUSSION AND RECOMMENDATIONS 
 

 

7.1 Discussion 
 

7.1.1 Materials and Methodology 
 

(a) The range of force application 
The clinical relevance and therefore the credibility of any in vitro biomechanical 

stability study is dependent on the ability of the testing device to simulate human 

mandibular behaviour during function. 7, 14 

 

The bending and torsion moments exerted on the fixated fracture/osteotomy- 

mandibular replicas) had clinical relevance to the post-operative force range 

applicable during the healing period for osteotomy and fracture treated patients. The 

load force application for the ISI biomechanical study was in the range of 100-200N 

(0-10 Kg.). A 0-100 Newton force range simulated the maximum incisal-edge, and 

the 0-200 N range simulated maximum contra-lateral molar loading in the post - 

operative clinical situation. 8, 9, 11, 12 

 

(b) The testing device 
An unique biomechanical testing device (Figure 15), which was specially developed 

proved to be reliable and economical as a three dimensional force applicator which 

rendered clinical relevant results. Torsion (TSAT) and compression (CSAT) forces 

within clinical relevant range was utilised to deliver a torsion force to the distal 

fragment of the osteotomised polyurethane hemi-mandibula whilst the proximal 

segment was rigidly fixated. The compression force (CSAT) was applied to the 

occlusal surface of the first molar of the mandibular replicas mounted in the testing 

device. This resulted in a positive bending motion with tension created superior in the 

fixated fragments and compression at the lower border of the polyurethane human 

mandibular replicas. 1, 2, 6 

 

Instead of simulating torsional moments by load application to the incisal or contra-

lateral molar teeth of complete mandibular replicas,5, 22 this study is unique in that 

torsion force application to the distal segment of a fixated hemi-mandibula via a 

clamp jig and rotating wheel is applied. 
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The cable was linked to the load cell of the Zwick machine with an upward constant 

cross-hair speed. This design for a biomechanical testing jig is unique32 although the 

rotation force delivery and calculation is similar to the experimentation performed by 

Feller and co-workers in 2002, where acrylic blocks were used to investigate 

fixation stability.33, 34 This method of torsion force delivery has a cost saving effect as 

the tests were conducted in hemi-mandibular segments as opposed to complete 

poly-urethane mandibular replicas. 

 

(c) The ISI experimental osteosynthesis plate 
This unique C-shaped six-hole plate was of own design and manufactured by Stryker 

Leibinger (Figure 29). It served as a proto-type for the eventually patented ISI 

mandibular angle plate, used in patients.  The angled screw plates described by 

Krenkel 35  demonstrate a quadrant orientation for straight plates either in the long 

axis of the plate (quadrant 3) for all the plate holes, or angled at 45° and described as 

the screws are inserted from one side at an angle of 45° from the right of the long 

axis of the plate for type B/1, and for B/2 where the screws are inserted from one 

side at an angle of 45°from the left of the long axis of the plate. The type A - 0° 

slanted screw plate where the screws are inserted from one side along the long axis 

of the plate again have all plate holes in the same (quadrant 3) orientation (Figure 1). 

The 0° slanted plate described by Krenkel had washers to improve stability at the 

screw head plate hole interface, it was suggested that the plate holes would 

accommodate a screw angle of insertion between 0-180°. The ISI plate in contrast 

has an angled plate hole to accommodate a specific screw angle of insertion guided 

by the pilot hole drilled with the aid of a specific drill-guide.  

 

The plate-holes are either rectangular to the plate surface (conventional 90° angle) or 

angled at 75°, 60°, and 45° to the plate surface, with a specific quadrant orientation 

described in this research for the first time to facilitate communication in terms of 

angled screw insertion (Figure 1). In the ISI plate the proximal plate holes were 

angled in quadrant one with lag potential for the screw bordering the fracture line and 

for the anterior three holes the angle of insertion was orientated in quadrant three to 

facilitate direct line of sight during intra-oral approach. The ISI design therefore is 

unique and differs from any angled screw insertion plate suggested by Krenkel.36 

Due to an absence of biomechanical stability studies in the literature specifically 

investigating the effect of angled screw placement at different quadrant orientations 

within the same plate, the results of this study cannot be compared to, or interpreted 
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in relation to other studies. The screw angle orientation favours a more rectangular 

alignment to the fracture site (Figure 5) in both horizontally and vertically 

unfavourable fractures. 

 

It should be noted that if the plate holes were designed according to the ”lock-plate” 

principle, it would allow freedom of 10° angle variation for the screw placement within 

a dedicated plate hole. The angled plate holes can serve as a drill guide if the pilot 

drill is aligned along the slant of the plate hole profile.  

 

The biomechanical behaviour comparison for different angles of screw insertion, 

within the same plate profile, is a first ever performed in vitro study. The screws with 

ISI angles of 75°, 60° and 45° were biomechanically compared the conventional gold 

standard of screw placement at a 90° angle. 

 

(d) The simulated mandibular fracture/osteotomy 
The angle sectioning of the mandibular replicas was performed in an oblique fashion 

starting the cut from anterior in alveolar region of the mandibular angle to terminate in 

a point more posteriorly at the inferior border of the Gonion simulating horizontally 

unfavourable fragments. The same bone cut begun in an anterior position on the 

lingual aspect to terminate more posterior on the buccal aspect (lateral) thus 

rendering the fragments vertically unfavourable. The same cut was simulated on all 

models using a jig. In a recent finite element analysis for tension band fixation of 

mandibular angle fractures it was demonstrated that in fractures with an angle of 

more than 20° with the mesial surface of the proximal molar (indicative of the degree 

of horizontally unfavourability of the fracture fragments due to muscle pull) and no 

inter-fragmentary contact (load bearing), fracture mobility for both incisors and ipsi-

lateral fracture molar forces was lower than 150N but fracture mobility above 150N 

for contra-lateral molar bite forces was registered.36 Mono-planar mono-plating with 

ISI plates could prove stable enough and render better results.37 

 

The in vitro biomechanical stability study performed by Nissenbaum and co-workers 

on Chacma baboons38 (Papio ursinus), investigating horizontally and vertically 

unfavourable fracture stability, creates confusion as the authors interpreted the 

fragment displacement directions according to the direction of muscle pull-vertical for 

masseter and temporales muscles and horizontal for the medial pterygiod muscle 

pull. Many biomechanical stability studies do not pay attention to the direction of 
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instability created by sectioned models and therefore do not relate to the clinical 

situation. 

7.1.2 The anatomical site chosen for the ISI plate 
Plate positioning would affect the biomechanical stability of a specific plate fixation. 

This knowledge is based on the strain lines that develop during mandibular function, 

which delineates the ideal osteosynthesis lines previously described.4, 14 The ISI plate 

was geometrically shaped to cover the tension strain line, just below the external 

oblique ridge, on the lateral aspect of the mandibular angle (Figures 12 & 43). 
 

Figure 43: Position of ISI plate at the angle of mandible 

 

Plate positioning clearly influenced biomechanical stability as described in previous 

studies, a superior border mono-cortical plate (Wurzburg plate) placed superior on 

the external oblique ridge15 demonstrated inferior gapping14 and demanded tension 

banding by placement of a second plate39 on the infero-lateral aspect of the 

mandibular angle. This suggested a bi-plating technique in a bi-planar fashion if 

mono-cortical plates are used,18, 22 which in turn demands a trans-cutaneous 30, 32 

surgical approach as opposed to a intra-oral, less invasive procedure.3, 4, 6 This 

osteosynthesis position guarantees utilization of the ideal maximum dense cortical 
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thickness available for mono-cortical screw fixation.27, 28 The screw length can be 

stepped up (increased) to 9mm for the transecting (lagging) screw resulting in a 

tremendous improvement in the biomechanical stability (Figure 44). The screw 

remains in dense cortical bone for all of its length.  

 

 
Figure 44:  Effect of Screw lagging across the fracture line-stability improvement using 

longer (9mm) screws* 

 

7.1.3 Independent biomechanical stability testing results of the ISI 
osteosynthesis system. 

The independent biomechanical in vitro tests performed by Schieferstein using the 

mandibulator (Addendum 4) gave clinical significance to the ISI plate previously 

referred to as the MIMAS (Minimal Invasive Mono-Cortical Angle System).29 The aim 

of his study was to evaluate the ISI plate as a possible new concept and compare it’s 

stability with the plates commonly used and available in the market the Wurzburg 

superior border plate15 and the bi-cortical universal fracture plate. Schieferstein 

measured and compared the displacement after delivery of stepwise 50N force 

application increments to a maximum of 250N. The force delivery mimicked muscle 

forces and dental forces during incisal, molar, contra-lateral or ipsi-lateral force 
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application. Load dependant angle changes between Kirchner wires (inserted in the 

poly-urethane mandibules) were registered for bending (CSAT in this study) and 

torsion moments (TSAT). An instability factor was calculated with the formula I = 

(B2+T2)x0.5. These results proved the instability of the Wurzburg plate when ipsi-

lateral loading is performed. The average stability of the universal plate proved to be 

37% higher but 13% less balanced than the ISI plate (Addendum 4). These 

independent results proved that the ISI plate was very stable and confirmed results 

obtained and reported26, 34, 39 of this in vitro study. The ISI plate has proven to have 

superior biomechanical stability to the Wurzburg plate. Similar to the Wurzburg plate, 

it has the advantage of application for an intra-oral surgical technique. 

 

Improved fragment stability is proven for forces of tension/compression and torsion 

for the same screw length and diameter screws placed mono-cortically as a plating 

system provided the screw length (7mm – in this study) chosen initially exceeds the 

cortical thickness of a specific anatomical topographical site (1,7mm – longer than 

the cortex thickness of 4mm in the angle of the mandible). In clinical terms, longer 

screws for angles 60° and 45° can be used when compared to 90° angled screws, for 

the mandibular angle region a plate positioned on the superior-lateral aspect of the 

external oblique ridge (to co-inside with the known strain lines) at screw angles of 60° 

or 45° have a longer travel distance through mono-cortex (Table 17 – for ISI of 60°: 

0.63 – 1.08mm and for ISI of 45°: 1.69 – 2.89mm). Lag screws of 9-11mm are 

possible due to the plate position lateral and very superior on the external oblique 

ridge – the anatomy here demonstrates dense cortical bone with the medullary 

component more inferior and thus creates lag potential in cortex for a travel distance 

of 9-11mm the screw travel does not transect cancellous bone at all. A screw will 

have to be in place, one on each side of the fracture line, before insertion of the lag 

screw through the plate hole close to the fracture line in order to prevent fracture 

fragment separation. 
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7.2 Recommendations for future biomechanical stability 
investigation and geometrical design aspects of the ISI 
(inclined screw insertion) systems 

 

7.2.1 Increased sample size 
Increase of the sample size to at least n= 30 for each angle group in order to confirm 

significance (p<0.05) when comparing ISI stability differences. 

 

7.2.2 Plate Design 
Outer cortex destruction of the polyurethane material can be prevented by designing 

experimental ISI plates with longer bridging segments. A bridging segment of at least 

4mm would distance the plate hole (Figure 39 - distance XF), nearest the fracture-

gap, sufficiently to permit pilot drilling for angled screw placement at angle 45° 

without destruction or load fracturing the bridge between fracture line and screw. 

(Figure 45). 

 

7.2.3 The smart lock technology incorporated in ISI plate designs for 
the future 

Apart from having a specific screw design the lock technology, presently marketed, 

permits screw placement at an angle variation of 10 degrees from the conventional 

90° angled plate hole (Figure 46). The smart lock plating systems are designed and 

manufactured by Stryker/Leibinger and have the advantage of locking bone 

segments to the plate and rendering them more stable. 

 

 

 

 

 

 

 

 

 
 
 

Figure 45: Screw angle variation of 10° from 90° 

(Stryker/Leibinger) 
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Figure 46: Bone destruction related to ISI of 45° for lag screw 
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An angle variation of 10-degrees, an inclined screw insertion angle of 80-degrees, is 

insufficient in terms of STT (screw tip travel) and STS (screw tip shifting) to promote 

lagging (transecting) across a fracture or osteotomy line (Figure 39). 

  

It can be expected that orientation of screw angle within quadrant 1, 2, 3 or 4 as 

illustrated in Figure 1 in a plate hole, when applied differently in consecutive sets of 

angled plate-holes will change the spatial orientation of the screws in bone to benefit 

biomechanical stability. It is suggested that a plate should be manufactured with 

plate-holes designed according to the smart-lock principle. The plate-holes should be 

angled at a 55° (not 90°) in more than one quadrant orientation for screw insertion in 

the same hole. The smart lock ridge within the plate-hole will allow a 10° angle 

variation in screw angle placement. The variation of ±10° will permit screw placement 

at 65-45° in either quadrants 3 or 1 for the same plate-hole and allow the ISI plate. 

Quadrants 1&3 would be designated for use in the left half of the mandibular as 

apposed to the right half of the mandibular if the quadrant orientation were to be in 

quadrants 2&3. Screws placed at 90° angles to the bone surface, by contrast, have 

the same spatial orientation and can never be ideally angled to an oblique fracture 

line (Figure 5 A and B). 

 

Tissue retractability and bone morphology at a specific anatomical site will determine 

plate-hole design and direct line of sight will dictate the quadrant orientation for plate-

hole, pilot-hole and subsequent screw placement. 

 

It is recommended that a “smart-lock” principle application could reduce the plate 

profile and in a 55° angled plate hole, will allow placement for screw variation within 

10° accuracy, between 65° and 45° without the aid of a drill guide. The clinical 

relevance of ISI based on the “smart-lock” principle would allow screw locking and 

screw angle deviation between 45° and 65° without use of a drill guide and render 

biomechanical more stable fixation with minimal tissue tension using a direct line- of- 

vision for drilling or screw application without use of transbuccal or stab incisions. 

 

Geometry of plate designs for angled screw insertion will be shaped specifically for 

an intended anatomical site and will have right sided and left side application 

versions and cannot be produced as standard straight plates as they do not conform 

to the stress lines for all possible anatomical sites.    
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7.2.4 Additional Instrumentation 
Holding and drill guide instrumentation should be of low profile and will not aid in 

exact screw hole angle drilling unless accommodated by tissue retraction, which for 

intra-oral application is very limiting. Early product surveillance of a drill-guide 

/holding device proved it to be insufficient but pilot drilling without it was possible due 

to direct line of sight drilling in the angled plate-hole. Angled screw seating need not 

be exact when smart-lock screws and plate-hole designs are used as it allows a ten 

degree deviation. 

 

The surgical intra-oral technique for ISI requires a certain amount of tissue 

retractability in the region of application. The direct line of application has a distinct 

advantage above trans-buccal or angled screwdriver applications (Figure 3). 

 

7.2.5 Plate Geometry Related To Anatomical Positioning 
Positioning and shape of osteosynthesis devices are important in creating 

biomechanical stability for fracture or osteotomy fragments.   

 

An anatomical topographic study, similar to that conducted for the ISI plate should be 

the bases to contribute and dictate the geometric design of new plates conforming to 

existing strain lines as is the case in the marketed ISI plate with the plate hole angle 

orientation varied in the upper and lower sections of the plate – quadrant 1 for the 

ramus (upper) section and quadrant 3 in the corpus (lower) section of the curved 

shape of the ISI plate to adapt to the surgical angle of the mandible. Future plate 

designs for specific anatomical fracture positions in the mandible should also 

conform to the topographical aspects and accommodate structures such as the 

mental nerve. 

 

A specific inverted Omega plate design (Addendum 6) to circumvent the mental 

nerve at the mental foramen with angled plate holes orientated in quadrant one (1) 

screws angled from front to back, clear of the nerve and with lag potential (Figure 

47).  

 

A y-shaped plate design for angle fractures will combine the effects of a superior 

border and lateral mono-cortical plate in a bi-planar fashion and will define a new term 

“bi-planar, mono-plating” (Figure 48).  The geometry conforms to the strain lines during 

function and the tensile strains will be transmitted from superior arm to lateral/inferior 
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arm of the plate conforming to the mandibular angle anatomy and will resist torsion 

forces better than a single superior border plate. 

 

 
Figure 47: Inverted omega plate around Foramen mentalis 

 

The mandibular angle y-shaped plate has a specific geometry to correspond with the 

strain lines in the mandibular angle (one strut for the superior border and the other for 

the lateral aspect of the external oblique ridge). 

 
 

 
Figure 48: Y-shaped bi-plainer mono-plate 

 

There is a distinct demand to change the plate geometry to coincide with the strain 

lines (Figure 49) such is the case with the C-shape ISI plate along the ideal osteo-

synthesis lines in the mandible according to the functionally stable plating principles.                            
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Figure 49: Proposed geometric designs according to physiological strain lines 
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Angled screw application with different orientation quadrants as in the patented ISI 

plate should be bio-mechanically compared to other mono-cortical conventional 

rectangular screw plates placed in a bi-plating, bi-planar or bi-plating mono-planar 

fashion as is the case with present research, mostly in vitro studies.18 – 20 Ideally a 

clinical prospective study would confirm clinical relevance, at present the only study 

of this nature demonstrated clearly that bi-plating for angle fractures had no proven 

benefit to the patients.39 

 

The angled screw and plate hole can be applied in any plate geometry such as the 

2.0mm three-dimensional curved angle strut plate,30 by changing its geometry to a Y-

Shape to conform with strain lines during function at the mandibular angle (Figure 

49). Angled screw application will benefit any mono- or bi-cortical plating system if 

designed specifically to conform with a certain anatomical topographical area of 

interest where strain lines are taken into consideration to conform to the established 

principles of functional osteo-synthesis. The plate shape will be unique and the 

angles of the plate-holes ideally inclined at between 65° - 45° angles of insertion and 

orientated in a specific quadrant (Figure 1), either parallel to the long-axis of the plate 

or diagonal (coronal) to it.  The specific quadrant will align the screw angle diagonal 

to the fracture line and orientate the screw for lagging, across the fragments (Figure 

50). 

 

 
Figure 50: Lag effect of ISI at 450 
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7.2.6 Plate Geometry, Functional Stable Osteosynthesis and Strain 
lines 

Square and rectangular three-dimensional plates were introduced40 to the market 

and it was demonstrated by Meyer41 that, three-dimensional rectangular plates 

provided the best biomechanical stability for sub-condylar fractures as a near perfect 

design, however, not completely conforming to the principles of functional stable 

osteosynthesis as advocated by Champy.3, 18 

 

The tensile strain lines for the sigmoid notch area,  running parallel to the curvature 

of the notch, were defined and described by Meyer,42 from this information a 

trapezoidal three-dimensional 4-hole and 9-hole, condylar fracture mini-plate was 

designed. The plate geometry conformed to normal strain lines under function for the 

mandible, but do not accommodate inclined screw insertion to benefit a 

submandibular or temporal surgical approach to condyle neck fractures of the 

mandible. 

 

The motivation to move away from near-perfect plate geometry, straight and three-

dimensional plates on the market at present, a specific plate geometry for a specific 

anatomical area should be designed to conform with the normal strain lines in a 

specific fracture situation.  Inclined Screw Insertion (ISI) will further benefit 

biomechanical stability and promote lagging across fracture lines through the 

principles of Screw Tip Shifting and Travel, in the mandibular angle and symphesis 

region. The plate geometry should accommodate the mental nerve and straddle the 

angle of the mandible in two planes – superior and lateral to the external oblique 

ridge rendering it more stable to lateral (torsion) forces of displacement. 

 

Plate-hole angulations in quadrants 1&3 will ensure intra-oral surgical technique 

for application and removal of angled screws, through a direct line of vision without 

the use of a trans-cutaneous technique. 

 

Straight plates fixed in different positions along ideal lines of osteosynthesis are 

inferior solutions to optimal screw angled plates of specific geometry for optimal 

biomechanical stability. Newly designed plates with the geometry conforming to 

functional strain lines will result in a reduction in the amount of implant material and 

number of screws used and would benefit patients treated due to biomechanical 

stability. 
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A y-shaped plate design for angle fractures will combine the effects of a superior 

border and lateral mono-cortical plate in a bi-planar fashion and will define a new 

term “bi-planar, mono-plating” (Figure 49). The geometry conforms to the strain lines 

during function and the tensile strains will be transmitted from superior arm to 

lateral/inferior arm of the plate conforming to the mandibular angle anatomy and will 

resist torsion forces better than a single superior border plate.  

 

7.2.7 ISI – Quadrant Orientation and Lag-Effect of ISI 
Mandibular angle fractures could benefit from angled screw hole plate designs when 

plating the lateral aspect of the ramus, high up on the caudal aspect of the external 

oblique ridge of which the patent ISI plate is an example.  The ISI plate has 60° 

angled plate holes orientated differently for the plate holes in the proximal and distal 

segments to facilitate direct line of vision, intra-oral application and has improved 

biomechanical stability as demonstrated by comparative studies in the Mandibulator 

(Addendum 4). 

 

Superior border plating according to the principles of Champy3 will benefit from 

lagging (Figure 50) of the screw adjacent to the fracture line with a screw angle 

orientated in quadrant 3 (Figure 1), parallel to the long-axis, for 4 or 6 - whole 

application, this will result in a lag-plate design with an expected three-dimensional 

biomechanical stability improvement. 

 

A lag–screw, mono-cortical plate to the benefit of symphesis fractures should be 

designed based on ISI principles with plate geometry H-shaped and aligned 

according to functional strain lines for the specific anatomical site (Figure 49). 

 

Plate geometry has to conform to physiological strain lines and be specifically 

designed, for a designated anatomical location, would have Inclined Screw Insertion 

(ISI) with a specific quadrant screw angle orientation to facilitate intra-oral surgical 

technique to have a direct line of vision for screw and drill application to 

accommodate a specific extra or intra-oral surgical approach. The specific angle of 

screw insertion would also promote lagging in the regions of the symphesis and 

angle of the mandible - these plates will be lag plates with superior biomechanical 

properties. The only plate recently designed for the market with a geometry which 

conforms to strain lines in the mandible is trapezoidal in shape and is proposed for 

the treatment of sub-condylar fractures.42  The plate geometry designs, as 

suggested, conform to strain lines and have inclined plate-holes, orientated in 
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specific quadrants for a screw angle placement of 45°-65° (the freedom of angle 

created by the smart-lock principle without use of a drill-guide) to promote lagging 

through a intra-oral application for plate 2 and 3 (Figure 49).  The quadrant 

orientation of the plate–hole and screw-angles are quadrants 3 for plate Nos. 2 and 4 

and quadrant 1, for plate No. 3. The plate geometries for ISI titanium fixation mini 

plates co-inside with ideal lines for osteo-synthesis, enhance biomechanical stability 

and is applied through a intra-oral surgical technique establishing it as a cost 

effective treatment modality for fracture or osteotomy segments. 

 

The clinical significance of angled screw insertion for the ramus section of a 

reconstruction plate, lag-plating in the symphesis, mandibular angle and in condyle 

fracture plates is of high clinical and biomechanical significance. 

 

The lower limit for inclined screw insertion would be an angle of 45° and it is proven 

that an angle of 30° would result in plate lifting (Figure 39). 

 

It is also proven that a screw angle application of 75° due to minimal screw-tip 

shifting and travel (Figure 39) would have no significant benefit when compared to 

conventional rectangular screw insertion and has no transecting (“lag”) potential. A 

same screw application distance of at least 5mm from the fracture line for inclined 

screw insertion is defined in order to prevent pilot drill destruction of the outer cortical 

plate or screw tearing through the cortex as seen during experimentation with ISI 

angles of 60° and 45° using the experimental ISI prototype plates (Figure 32). 

 

The difference in the experimental ISI plate design and the clinical patentable ISI 

prototype used in the EPS (early product surveillance) is a longer connecting bar 

between the upper and lower plate-holes to prevent pilot drill destruction and/or 

subsequent tearing of the screw through the cortex on the edge of the fracture line 

when force is applied (Addendum 5). 

 

If Inclined Angle Screw Insertion (ISI) is applied in a clinical situation the screw 

transection across the fracture line (“lagging”) results in significant and dramatic 

biomechanical stability improvement of the fixation provided that screw-tearing or 

pilot drill destruction of the outer cortex is prevented (Figure 45) by means of the 

ideal plate design (see point D and distance X E in Figure 39).  Screw “lagging” is 

possible for ISI in quadrant three (Figure 50), with the optimal line sight for direct 

drilling. ISI in quadrant one is aimed at the engagement of thicker bone on the lower 
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border of the mandibula in the symphesis regions.The freedom created by ISI and 

pilot drilling at what you see through the plate hole will have the advantage of not 

using a drill guide. 

 

 

7.3  The anatomical study related to the geometric ISI plate design 
  Measurement of the surgical angle in a sample of human South African dried 

mandibles was performed to determine the geometry of the ISI plate for internal 

fixation in the mandibular angle region. 

 

The curved shape of the ISI miniplate has to conform to the surgical angle of the 

mandible43 (The angle formed by the anterior border of the ramus of the mandible 

and the external oblique ridge, is called the surgical angle of the mandible).  

 

The superior border plate placement for angle fixation is considered to be just above 

and medial to the external oblique ridge in the retromolar fossa region, when this 

area could not be employed (ridge too narrow, impacted mandibular third molar, 

alveolar fracture, subject too young, etc.), the ISI plate is indicated and can be applied 

as high as possible on the lateral surface of the mandible just below the external 

oblique ridge (surgical angle). The retromolar fossa is defined as the triangular 

depression between the ridge called the temporal crest that runs from the tip of the 

coronoid process on its medial side to the bone just behind the third molar tooth and 

the anterior border of the ramus.  

 

The ISI mini-plates are curved in a C shape to fit the surgical angle of the mandible. 

Measurement of the surgical angle is therefore essential to enable manufacturing of 

an universal fracture plate at the determined angle when applied to the angle of the 

mandible for fracture or osteotomy fixation. An universal C-shaped plate 

manufactured at the maximum determined surgical angle would be ideal to fit most 

fracture situations in the angle of the mandible if applied to the lateral aspect (Figure 

51). 
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Figure 51:  ISI plate geometry dictated by the surgical angle of the mandible 

 

To the best of our knowledge, there is no record of an anatomical study determining 

the surgical angle of the mandible. The purpose of this anatomical study was to 

determine the surgical angle of the mandible, which has implications for the 

geometric design of the ideal angle of the C- shaped, curved ISI mini-plate positioned 

at the ventral (inferior- lateral) aspect of the external oblique ridge, on the same 

vertical plane. 

 

A total of 133 human mandibles with intact first and second molars at least on one 

side, were randomly selected from the Pretoria Bone Collection: a modern South 

African skeletal sample (111 black males, 12 black females, 6 white males, and 4 

white females) (Figure 52). 
 

 
Figure 52:  Sample of the Pretoria Bone Collection 
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The surgical angle was measured and expressed in degrees. The maximum angle 

measured was 150º, a plate manufactured at 150° or more obtuse will accommodate 

all the possible variations in our study group when applied to the lateral aspect of the 

mandible along and inferior to the surgical angle. 

 

One hundred and eleven of the specimens belonged to black males, 12 to black 

females, six to white males, and four to white females. Their ages ranged between 23 

and 87 years. Measurements were taken with a soft lead wire contoured along the 

anterior border of the ramus of the mandible through the most concave aspect of the 

surgical angle and continuous with the external oblique ridge, to a point coinciding 

with a perpendicular line drawn from the most posterior aspect of the first molar or 

the most anterior aspect of the second molar (Figure 53). 

 

 
Figure 53:  The right lateral aspect of the mandible. 

The bold solid line indicates the placement of the wire along the surgical angle. 
 

The contoured wire was traced onto paper. Point A was marked on this line – 

determined by a line drawn perpendicular from the posterior aspect of the 1st molar or 

anterior aspect of 2nd molar onto the point of intersection with the traced external 

oblique line. The extent of inversion of the external oblique ridge in a 2nd plane was 

measured as the vertical distance from the paper and the contoured wire in 

millimetres (mm) (Figure 54). 
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Figure 54:  Soft wire contoured along the external oblique ridge, placed on a  

flat surface to reflect the amount of plate bending required. 
 

A tangential line was drawn from point A to the coronoid process. The point of 

contact between the tangential line and the coronoid process was point C. From line 

AC, point B was established as the deepest point or most concave aspect of the 

surgical angle: in other words the largest distance from line AC. A triangle was 

constructed between ABC where angle B represented the surgical angle, which is the 

junction between the body of the mandible and the ramus at the origin of the external 

oblique line (Figure 55). 

 

 
Figure 55:  Trichonometrical calculation of the surgical angle 
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This angle represents the minimum angle at which a C-shaped plate is to be 

manufactured in order to fit the lateral aspect of the mandible below the external 

oblique ridge when treating mandible angle fractures. The mean and standard 

deviation were determined for all of the measurements. The one-way ANOVA with 

Scheffe and LSD as post hoc comparisons was calculated to determine whether the 

differences between the groups were statistically significant. 

 

Two independent researchers were used to evaluate this unique, newly applied 

measurement method to evaluate surgical angle within the same sample of dried 

cadaver mandibles. The purpose was to correlate the repeatability of the 

measurement method. The inter-rater agreement or reliability between the 

measurements done by the two researchers was assessed by the interclass 

coefficient where each of the two researchers measured the surgical angle of 20 

randomly selected mandibles. Only the black male group of 111 individuals was used 

for this analysis, as the other groups were too small to use for statistical purposes. 

The inter-rater agreement as measured by the interclass correlation coefficient was 

found to be 0.997, which suggests almost perfect agreement. It further suggests that 

the test procedure is highly repeatable and measurements by these two researchers 

are interchangeable. 

 

A one-way ANOVA was computed to detect significant differences if any between the 

mean measurements of the four population groups. No statistical significant difference 

between the measurements of the surgical angle amongst the population groups and 

sexes could be demonstrated. Although not all the groups were well represented, 

there was a statistical significant difference between the average ages of blacks 

(males and females) and white females, which were much older. In addition there 

was a statistical significant difference between the average ages of black females 

and white males. The average surgical angle of the white female group was larger 

than those of the others, although not significantly different. 

 

The result of the surgical angle measurement obtained is summarized in table 18. 

 

 

 

 

 

106

 
 
 



 

 

Table 18: Tabulation of the average age, surgical angle and maximum angle 
measured in degrees, of the various population and sex groups. 
The standard deviation (SD) is given in brackets in each case. 

 Population group Average age 

in years 

Average surgical 

angle in degrees 

Maximum angle 

   measured 

 

Surgical 

angle 

Black males (n=111) 54.14 137.30 (6.31) 150 

Black females (n=12) 46.83 136.08 (4.32) 144 

White males (n=6) 61.17 137.83 (3.92) 144 

White females (n=4) 71.25 142.50 (4.2) 148 

 All (n=133) 54.32 137.38 (6.06) 150 

 

An universal C-shaped fracture plate (one plate fits all) manufactured at the 

maximum surgical angle measured, simplifies plate selection for the surgeon and 

results in cost savings. The average angle of 136.62 to 142.5° dictates that the 

universal plate should be manufactured at an angle more obtuse than 142.5° to 

accommodate most variations. As the maximum angle measured was 150º, a plate 

manufactured at 150° or more obtuse will accommodate all the possible variations in 

our study group when applied to the lateral aspect of the mandible along the surgical 

angle in treatment of mandibular angle fractures.  

 

The amount of inversion of the external oblique ridge reflects the amount of bending 

required to contour the curved mini-plate to the lateral aspect of the mandible. This is 

of value so as to indicate the degree of rigidity (resistance to bending without stability 

compromise) of the plate needed for ease of handling by the surgeon.  In our study 

we found that the average amount of inversion of the external oblique ridge, and thus 

bending required from the curved mini-plate, was 2.83 mm. 

 

Although the sample does represent very low numbers in the female groups and 

white males, it is well represented in the black male group. Measurements of the 

surgical angle in black males are particularly relevant to the population group in our 

care. According to personal experience of fractured mandibles in our department, 

there is a predominance of black male cases, which gives credibility to this study.  
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The white female group, only represented here with four members, had a larger 

average surgical angle and was significantly older than the other groups. The 

relationship between age and surgical angle has not been fully investigated in this 

study. 

 

It can be concluded that the maximum surgical angle measured in this sample of 

mandibles from the Pretoria Bone Collection was 150º. An universal plate 

manufactured at 150° or more obtuse will accommodate all the possible variations in 

our study group when applied to the lateral aspect of the mandible along the surgical 

angle in treatment of mandibular angle fractures. Further studies may be conducted 

to improve the numbers in the groups not well represented. The relationship between 

age and surgical angle should be further analyzed. 

 
 

7.4 Surgical technique for ISI plate fixation. 
The operative technique instructions below for the patented ISI plate is summarized 

in the surgeon’s manual as developed through this research. 
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CHAPTER 8 CONCLUSION  

The scientific contribution of the ISI principle 

A six-hole mono-cortical trauma plate with angled plate holes, in different angle 

quadrant orientations for each segment was designed and tested as an unique 

patentable concept, applied trans-orally at the ventral aspect of the external oblique 

line defined as a Champy strain line in the angle of mandibula. 

ISI (Inclined Screw Insertion) is clinically defined in terms of screw tip travel (STT-

with clinical relevance to screw length) and screw tip shifting (STS with clinical 

relevance to the lag-potential of a screw) as new terminology used to implicate 

improved biomechanical stability compared to 900-angled conventional screw 

insertion. 

New designs of plate geometry for application to specific anatomical regions of the 

mandibula are suggested (Addendum 6). The designs are dictated by the known 

strain lines of the mandibula during function and aimed at using a single plate with a 

specific geometry rather than several straight plates to cover the strain lines. This 

approach is more cost effective and minimises the amount of titanium used. This 

design is developed for an intra-oral application and therefore a transbuccal 

approach is not required. 

 A quadrant description for angled screw placement is formulated to benefit future 

communication in terms of plate-hole and screw angle orientation and to standardise 

terminology. 

 Presently there is no angled screw plating system on the market which opens a vast 

unexplored field of investigations to be attended to. Comparative biomechanical 

studies can now be restricted to application angles of between 65°- 45° angles based 

on the findings of this study. 

Angled screw application in a mono-or bi-cortical plating system will clinically render 

superior biomechanical stability to conventional 900 angled screw systems. This 

unique biomechanical study establishes new concepts in terms of inclined screw 

insertion (ISI), torsion screw angle test (TSAT), compression screw angle test 

(CSAT), screw tip shifting (STS), and screw tip travel (STT). 

An unique biomechanical stability testing device is designed and manufactured to 

investigate the in vitro efficacy of rigid fixation systems with high clinical relevance 
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and significance when applying compression, tension and torsion forces to fracture 

simulations in synthetic polyurethane mandibula replicas.  This device proved 

efficient and cost effective during biomechanical testing as the only available stability 

testing device in South Africa for future in vitro studies. 
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1. THESIS TITLE 
 

The effect of innovative screw angled mini-plates on biomechanical 
 stability of mono-cortical fixation- an in vitro model. 
 

2. PURPOSE 
 
The purpose of this study is to introduce a testing device and a less complex 
scientifically relevant method of investigating the biomechanical behaviour of 
mono-cortical mandibular fragment fixation at different screw angles.  

 
3. AIM 

 
The aim of this investigation is: 
 
• The development and fabrication of a testing device to evaluate 3-

dimensional “in vitro” stability of mini-plate fixation of the mandible 
which emulates clinical relevance. 

 • To determine and quantify the efficacy of biomechanical stability of 
mono-cortical fixation employing mini-plates designed to 
accommodate a screw-placement angle of 90° (control) and design 
innovations featuring screw-placement angles of 45°, 60° and 75° 
respectively. These fixation displacement characteristics will be 
assessed in tension, compression and torque modes of loading. 

• To compare and reflect significant differences in the flexural data 
obtained from the various fixation systems. 

 
 
4. BACKGROUND 

 
Mini-plate fixation of displaced fractures was advocated by Roberts in 1964.1  
During the ensuing decades, mini-plate fixation techniques, without 
intermaxillary fixation, evolved as a consequence of the delineation of the 
intrinsic anatomy and biomechanical principles associated with deformation of 
the mandible in function.2,3 

 
The development and construction of the 3-dimensional testing device should 
simplify technically challenging procedures presently employed for accurate 
assessment of biomechanical stability of mandibular fixation systems. 

 
The efficacy of biomechanical stability of mono-cortical fixation, when 
subjected to tensile, compressive and torsional modes of loading, should 
exhibit similar load displacement characteristics for both the conventional 90°, 
as well as the experimental screw plate designs featuring more acute 
placement angulations. 
The innovative design configurations proposed for evaluation, should be 
clinically relevant. 
 
4.1 ANATOMICAL CONSIDERATIONS 

 
Viable surgical procedures are dependent on a knowledge of the 
anatomy of the angle of the mandible, including the position of the 
inferior alveolar neuro-vasuclar bundle.  Furthermore, cortical bone 

 
 
 



 

plate thickness varies in the retromolar area of the mandible, which is 
important when applying mono-cortical rigid internal plate fixation. 
 
 

            4.1.1   THE NEURO-VASCULAR BUNDLE 
 

Data from anatomical studies indicate that the minimal distance from 
the inferior aspect of the inferior alveolar canal to the inferior border of 
the mandible, is approximately 5,0mm (n=4,9).  The mean distance at 
the second molar has been found to be 8,3mm and 8,9mm for the 
third molar region.4 

 
If cortical penetration (cutting) is performed just medially to the 
external oblique ridge, the vertical distance between the most superior 
aspect of the canal and the cortex will be 6,9mm in the second molar, 
10.9mm in the third molar, and 13,9mm in the most anterior 
symphesis region of the ramus.4 

  
4.1.2 CORTICAL PLATE THICKNESS IN RELATION TO RIGID FIXATION 

IN THE MANDIBULAR ANGLE 
 

The buccal cortical plate is thicker at the external oblique ridge (mean: 
3,0 to 3,5mm) that at 5mm above the inferior border (mean: 2.2 to 
2.5mm) by 0,9 to 1,1mm.4 

 
 4.2 TRANS-BUCCAL/PER-CUTANEOUS SURGICAL APPROACH 

 
A distinct disadvantage of plating in the mandible angle is related to 
the plate placement on the buccal lateral aspect.  This requires a 
trans-buccal approach (an approach through the cheek, skin, muscle 
and periosteum) with the use of a trocar in order to be able to place 
the screws at right angles (90°) to the plates,5 as illustrated in Fig. 1. 

 
FIGURE 1.  Illustration of trans-buccal technique 
 
This in turn results in higher operating cost due to time spent and 
scarring of the facial skin.  This has been estimated to add an 
additional operating time of 21 minutes (SD 11, median 17,5).6 

 

 
 
 



 

Trans-buccal trocar screw placement is required for plates placed 
buccally or inferior to the external oblique ridge.7 Many studies have 
shown the possibility of a number of complications.8  Per-cutaneous 
instrumentation can cause a haematoma, false aneurysms, nerve fall-
out, longer operating time, skin scarring, and furthermore, complicated 
extended operation time in removal of such plating systems. 

 
Two-plate fixation is more time-consuming and the trans-buccal use of 
a trocar, which contributes to extended operation time, resulting in 
longer exposure time of bone to a higher bacterial contamination.  
Loss of a screw during the surgical procedure, introduced through the 
trocar, results again in extended operating time as it might have to be 
retrieved from a tissue plane.   

 
Per-cutaneous instrumentation is also essential when applying the 
mono-cortical strut plate system (used to provide increased strength) 
at the angle of the mandible.9 

 
The angle of the mandible, where the majority or fractures are located, 
demonstrates inferior narrowing and the location of a third molar, as 
an impaction or un-erupted tooth, has a major impact on stabilization 
of a fracture.  Due to the biomechanics of the mandible, these 
fractures are associated with the highest incidence of post-surgical 
complications.10 

 

 
 
4.3  BIOMECHANICAL CONSIDERATIONS 
 

In the past three decades, a variety of studies has contributed to the 
conceptualization of the biomechanical principles dictating mandibular 
behaviour during normal function.  The two-dimensional models 
demonstrate tension at the level of the dentition and compression at 
the lower border of the mandible whereas the 3-dimensional approach 
includes forces of the musculature on the balancing side during 
mastication.11,12  Based on these principles, different methods of plate 
fixation have evolved to solve the problem of displaced fracture 
segments. 
 
Currently, controversy continues unabated about the use of one or two 
mini-plates in mono-cortical plating for the purpose of providing 
adequate support and stability to facilitate effective immediate 
function. 
 
In the conventional plating systems, stability is derived from tightening 
the screw perpendicular to the mini-plate and adjacent bone.  
Anatomical constrains limit intra-oral access for bi-planar placement of 
the plate located on the lateral surface of the external oblique ridge. 
The difficult anatomical access necessitates compensation by drilling 
and screw application at an angle other than the required right angle.  
This practice results in an inevitable acute placement angle of screw, 
screwdriver and screw to bone interface. 
 
Mechanical engineering theory states that, for identical placement 
loads, screws inserted perpendicular to the engagement surface, 

 
 
 



 

should provide twenty percent more resistance to displacement than 
other placement angulations.13 However, viewed from a bio-
mechanical perspective, bi-cortical engaging screws inserted at an 
angle smaller than 90° have a longer surface area of interfacial 
cortical bone contact and this factor may eliminate the theoretical 
disadvantage of screw placement at 60° angulation to the bone 
surface.14  If this principle is applicable, it can be assumed that the 60° 
and the 90° configurations should exhibit similar biomechanical 
characteristics. 
 

 
5. STATEMENT OF THE PROBLEM 
 

The preceding résume of the literature indicates an awareness of the 
factors that influence the prognosis of mandibular fracture fixation.  In 
general, these factors are related to three areas:  

 
(i) Anatomical and surgical constraints 
(ii) Analytical investigations of the biomechanical behaviour of the 

mandible 
(iii) Biomechanical design and location of the fixation system 

 
While the first area has enjoyed extensive investigation, the second 
area which has to do with prediction of functional stability, is subject to 
complicated analytical methodology.  The third area, which concerns 
the design and location of the fixation systems, is extensively but 
inconclusively reviewed.  Very little attention has been given to: 

 
(i) Development of less complicated methods for delineating the 

biomechanical behaviour of the mandible for functional stability 
determination of fracture fixation. 

(ii) Addressing the problem of anatomical positioning of the plating 
system to ensure a minimal invasive surgical technique and 
cost effective operating time. 

(iii) The relationship between biomechanical stability and the 
screw placement angle in mono-cortical fixation. 

 
Since the prognosis of mandibular angle fractures, osteosynthesis 
segments are dependent on post-operative stability of the displaced 
segments. There is a need for detailed consideration of the fixation 
characteristics of acute vector angled screw mini-plate designs. 

 
 
       6. EXPERIMENTAL PROCEDURES 

 
The materials and methods used during this study will be documented 
in sections which are broadly co-incident with the lines of the 
investigation followed. 

 
6.1  COMPILATION OF MANDIBLE SAMPLES 
 

A total of 60 polyurethane synthetic mandible replicas (Synbone, 
Landquart, Switerland) will be used in this study.  These synthetic 

 
 
 



 

replica mandibles simulate the human mandible by demonstrating a 
rigid outer cortex and softer medulla component. 
 
This uniformity allows for more reliable comparison of fixation 
techniques by eliminating the variability normally seen in cadaveric 
and sheep mandibles.  The specimens will be sectioned in the midline 
to produce 120 hemi-mandibles for evaluation.  These samples will be 
divided into four categories with 30 specimens in each category.  The 
different fixation categories consist of: 
 

• Mini-plate with 90° screw placement angle 
• Mini-plate with 75° screw placement angle 
• Mini-plate with 60° screw placement angle 
• Mini-plate with 45° screw placement angle  

 

 
 
FIGURE 2.  Illustration of a design for angled screw placement 
 
These categories will be further subdivided into two different groups, 
each comprising 15 samples for the 3-dimensional fixation stability 
evaluation.  The modes of loading to determine biomechanical 
stability, in the developed test jig for each group, are the following: 

• Tension and compression evaluation 
• Torque evaluation 

 
6.2  FABRICATION OF POSITIONING TEMPLATES 
 

An intact hemi-mandible will be used for the fabrication of the three 
polymethylmethacrylate (PMMA) localization templates required for 
standardised and chronological preparation of the test samples and 
positioning of these samples in the mechanical testing device as 
follows: 
 

• Rigid fixation template 
 

The purpose of this template is for rigid fixation of the proximal 
segment of the test module to the vertical fixation plate of the 
test jig. 
 
Use of the prefabricated PMMA template will standardise and 
correlate the required receptacle holes through the 
coronoid/ramus region and the existing receptacle holes in the 

 
 
 



 

vertical fixation plate.  Furthermore, the location of these 
receptacle holes in the mandible, will align the distal section of 
the test module to the free-rotating crib located on the 
horizontal rotational axis of the load application wheel to be 
employed for torque evaluation. 
 
 

• Mini-plate positioning template 
 

The template for standardised mini-plate localisation on the 
ventral aspect of the external oblique ridge, is designed to 
accommodate two different plate positions in close proximity to 
one another. The upper position will be employed for 
tension/compression evaluation whereas torque will be derived 
from the inferiorly located structure.  This approach is primarily 
a cost saving exercise which is unlikely to compromise 
biomechanical principles.  The template will feature profile 
perforations imprinted to accommodate actual placement of 
the mini-plates for precise localization and screw access hole 
preparation.  In addition, the screw access holes on the 
various mini-plates will have drill guides for accurate angular 
preparation and predetermined depth penetration for the 
fixation screws.  
 

• Segmentation template 
 

The mini-plate position template will be modified to incorporate 
a guide for the introduction of standardized horizontally 
unfavourable osteotomies at the angle of the replica hemi-
mandibles.  The sectioning procedure will be undertaken 
simultaneously with the preparative procedures adopted for 
mini-plate localisation.  The template will feature two 
corresponding and linearly aligned bi-cortical engaging guiding 
trenches, ± 5mm in length located on the upper and lower 
aspects of the template allowing orientation slots to be cut into 
the surface of the synthetic mandibles.  Standardised 
sectioning will be obtained by linear connection of the prepared 
slots after removal of the template and employing a 
reciprocating saw with a blade width of 0,9mm for 
segmentation. 

 
6.3  MINI-PLATE FIXATION PROCEDURES 

 
The osteomised segments will be connected (fixated) by means of the 
experimentally designed and prefabricated titanium six-hole curved 
mono-cortical fixation plates identical in profile (Stryker Leibinger, 
Freiburg, Germany) as illustrated in (Figs. 2 and 3).  

  

 
 
 



 

 
 

FIGURE 3. A designed curved mini-plate illustrating different screw 
angle placements 

 
Identically pitched self-tapping screws, 7mm in length and 2mm in 
diameter, will be employed for fixation.  The different mini-plates will 
be positioned to correspond with the previously prepared screw holes 
on the segments and each screw tightened to predetermined 
standardised interfacial pre-loads using the calibrated torque 
screwdriver (Fig. 4). 
 

 
 
FIGURE 4.  Calibrated torque screwdriver 
 
The completion of preparative procedures on the hemi-mandibles 
necessitates accurate localisation and fixation of each individual test 
specimen in the testing device for 3-dimensional flexural load-
displacement evaluation. 
 
 
 

 
6.4  BIOMECHANICAL INVESTIGATION 

 

 
 
 



 

The 3-dimensional stability testing device that will be used for the 
stability potential evaluation of the fixated test module, involves the 
incorporation of the test jig, as shown in Fig. 5, within the Z010 Zwick 
testing machine (Zwick, Ulm, Germany). 
 

 
 
FIGURE 5.  Photograph of 3-dimensional experimental jig with fixated 
test module 
 

• Tension/Compression evaluation 
 

The jig basically consists of two testing platforms.  The one 
platform features a fixed vertical mounting plate for stabilising 
the experimental model in order to perform load-deflection by 
application of specific load at a standardised predetermined 
distance from the oseotomy site.  The vertical load induced via 
the loadpin as illustrated in Fig. 6 in the Zwick machine, 
facilitates determination of the tensile and compressive 
(cantilever) displacement that occurs within the fixated test 
samples. All measuring will be performed by the same 
operator. 

 

 

 
 
 



 

 
FIGURE 6.  Photograph of loadpin in Zwick machine  

 
Physical displacement of the segments (gapping) will be 
obtained from the load-displacement data.  Gaps between the 
displaced segments will be measured using a filler taper gauge 
at the inferior and superior margins. Vertical displacement will 
be measured at the inferior boarder.  The relationships 
between gap widths and incremental compression/tension 
values will be documented to produce a graphic linear 
regression model. 

 
• Torque Evaluation 

 
The second platform of the test jig consists of a rotating model 
holding device.  This device features a round disc 4cm in 
diameter located on a horizontal rotational axis with a wound 
steel cable having a tensile breaking force of 500 Newton.  
One end of the cable is fixed to the disc and the other end is 
attachable to the loadpin of the Zwick machine.   Specific load 
application by the Zwick machine on the wound cable, induces 
shear deformation on the experimental model.  Torsional  
loads are obtained by value substitution in the following 
formula:15 

   D = F x r 
where  D = Torque (Nm) 

F = Tensile Force (N) 
and  r = radius of disc (mm) 

 
The experimental validity of this formula is dependent on a 
constant radius.  This is achieved and controlled by 
maintaining a constant cable to wheel angle during application 
and relaxing of the load. 

 
In addition, a scale of degrees is secured to the rotating axis of 
the platform to record the degrees of rotation in response to 
tensile loading of the model as shown in Fig. 7.  

  

 
 

 
 
 



 

FIGURE 7.  Device used for measuring the degrees of rotation 
at specific torque applications 

 
During loading, the physical displacement (segment gapping) 
in the horizontal plane, (bucco-lingual, displacement), will be 
linearly measured at the superior boarder, of the test module 
using the mentioned filler taper gauge, as illustrated in Fig. 8.  
The relationships between gap widths and incremental torque 
values will be documented and used to produce a graphic 
linear regression model.16 

 

 
 

FIGURE 8.  Illustration of linear displacement measurement 
methods utilised 

 
 

• Load displacement evaluation 
 

All the load displacement tests will be conducted in the Zwick 
machine.  The experimental jig with the mounted test models 
will be incorporated within the testing machine by means of 
adaptor plates.  The resistance to the applied tensile, 
compressive and shear loads will be regulated.  A progressive 
load up to a maximum of 35 Newton will be applied to simulate 
clinical conditions.  Loading in the system will be 10 times less 
than in normal human clinical conditions.  This is due to 
discrepancies between the elastic modulus of living bone and 
artificial polyurethane.  Therefore 1,0 Newton in the test 
machine is equal to 10 Newtons clinically.16 These loading 
parameters are based on studies of bite force in post operative 
patients.  The assumption made is that meaningful information 
regarding mechanical behaviour should be obtained within the 
0-100 Newton range for incisal edge loading and 0-200 
Newtons range for contra lateral loading.16 

 
The velocity of the cross-head travel of cross head travel will 
be regulated.  Furthermore, a tension-compression load cell 
50N type 8301 will be calibrated and used throughout this 
investigation (Fig. 4).  Before each test, the experimental jig 

Superior gap 

Horizontal Displacement (Buccal/Lingual)   
Torque rotation force related 

Vertical Displacement (Inferior/Superior) 

Tension Compression Force related 

Inferior gap 

 
 
 



 

containing the test model will be secured to the lower base of 
the Zwick machine and calibrated to obtain a zero deflection 
value on the chart recorder. The load displacement 
characteristics will be recorded on the computerised chart 
recorder.  From the known deflection values on the chart 
recorder, it will be possible to derive the stability values of each 
fixation design relative to the magnitude of the applied load. 

 
Before experimental stability determination of the prepared test 
models, five unprepared intact hemi-mandibles will be used as 
controls to define the limitations of the substrate (synthetic 
mandible replicas) and testing jig. 

 
Incremental load displacement testing with zero, five, fifteen, 
twenty five and thirty five Newton will be conducted to 
determine the stability of fixated test samples for two modes of 
load applications, tested as tension/compression and torsion. 

 
Furthermore, the amount of physical displacement of 
segments (gapping) that occurs during the two modes of 
loading, will be obtained. 
 

 
 

7.           RESULTS 
 

The results obtained during the course of the investigation will 
follow an outline similar to that used in presenting the load 
displacement evaluation of the experimental procedures.  A 
summary of computed results and the statistical analysis will 
be presented in tabulated and graphic format. 

 
The tension/compression and torque load displacement results 
obtained from these evaluations will be separately tabulated as 
a load/displacement series of individual group values for each 
of the four different fixation categories.  The average values of 
each categories will each be depicted individually and 
comparatively in graphic illustrations. 

 
The mean and standard deviations will be derived from the 
abovementioned data tables and compared for statistical 
significance within the fixation categories using a one-way 
analysis of variance  (P < 0.05) and tabulated. 

 
 

7.1   TENSION/COMPRESSION DISPLACEMENT RESULTS 
 

The physical linear superior displacement values measured in 
millimetres, will be derived from the load/displacement data 
and tabulated for each fixation category in the test series. 
 
The mean and standard deviations will be derived from the 
tabulated results, compared for statistical significance within 
the fixation categories using one-way ANOVA (p < 0.05) and 
tabulated. 

 
 
 



 

 
The dependence of gap width on cantilever load will be 
graphically demonstrated by means of a simple linear 
regression model for comparative evaluation of the different 
fixation categories. 

   
7.2   TORSIONAL DISPLACEMENT RESULTS 

 
Similarly, the physically linear lateral gap displacement 
expressed in degrees of rotation in response to the applied 
torsional loads, will be tabulated. 

 
The mean and standard deviations, obtained from the 
tabulated results, will be compared for statistical significance 
within the fixation categories using one-way ANOVA (p < 0.05). 
 
The relationship between gap width and torsional loading will 
be graphically illustrated using first-order polynomial best-fit 
curves for comparative evaluation of the different fixation 
categories. 

 
7.3   COMPARATIVE RESULTS 
 

The clinical relevance relating to trans-buccal screw 
application and it’s preferred more cost effective alternative, 
the intra-oral approach, as it applies to screw angle placement, 
will have been researched. 

 
 

8.  OUTCOMES 
 

8.1   BACKGROUND 
 
8.2                  THE PILOT/FEASIBILITY STUDY  

 
Mono-cortical management of mandibular fractures – A new 
plating system (MIMAS).17 

 
Presentations: 
Topic: Minimal – invasive – Mono-cortical – angle -system – 

Load sharing and load bearing forces : IADR Congress 
  Pretoria, September 2004 
 
Presented: 1. Jacobs F.J., Botha S.J.17  (as abstract)  

Facial Trauma Congress 
   University of the Witwatersrand 
   February 2003 
 

2. Jacobs F.J., Botha S.J.17  (as abstract)  
16th International Conference on Oral and 
Maxillofacial Surgery 
Athens, Greece 
May, 200317 
 

 
 
 



 

Innovative developments 
 
Design and manufacture of: 
 

• Biomechanical test jig 
• 60° angulated plates 

 
8.3  ENVISAGED OUTCOMES 
 

It is envisaged that the results of this study should lead to: 
 

             8.4      PhD THESIS   
 

 8.5      PRESENTATION 
 

Angled intra-oral plating system (AIOPS)17th International     
Conference on Oral & Maxillofacial Surgery,Vienna, Austria 
September 2005 

 
              8.6   PUBLICATION 

 
 To be publish and in relevant Scientific Journals 

 
 
         
                                                                                       
9. EXPERIMENTAL MATERIALS                          ZA Rand 
 

• Synthetic mandibles    15,000 
• Manufacturing of jig     
and templates       5,000 
 

9.1  EXPERIMENTAL PROCEDURES 
 

• Human Resources 
Laboratory hours (120 Hrs) 
Instrumentation and Labour 
@ R100 per hour    12,000 
* Software programme       500 
* Printing/Duplication of   
 test results         500 
* Statistical analysis     1,500 

 
9.2  PRESENTATIONS AND PUBLICATIONS 
 

• Presentations         500             
• Publications 
* Thesis      10,000 
* Articles        1,000  

 
Total     ZA-Rand   46,000 
 
 

 

 
 
 



 

10.        Finance.  Stryker-Leibinger Research Fund 
Development fund in Department of MFOSurg, 
University of Pretoria  
            
11. ETHICAL CONSIDERATION 

 
This in vitro study is not ethical- implicated due to Stryker-Leibinger support. 
 

 
12. TIME SCHEDULE 

  
 Experimental procedure and complication of results should require 
 approximately 16 weeks to conclude. 
 
 For preparation and finalisation of thesis, a period of ±2 years is envisaged. 
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Addendum 3: 
Biomechanical In Vitro Test 
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THE MANDIBULATOR 

by Heinrich Schieferstein, © 1998-2004  

Introduction 

The successful treatment of maxillofacial fractures requires the exact anatomical reposition 

of the fragments. The fixation has to stand functional loads at a minimum restraint of the 

function. 

Currently, plates and screw of titanium are used. The history of these implants started at the 

end of the 19th century empirically. By now, there are two different approaches: while some 

surgeons propagate massive and rigid plates, other believe in the miniaturisation of plates 

for internal reposition. 

The further development of osteosynthses is based in simple biomechanical experiments 

which are geared towards clinical experiences. For the validation and optimization of the 

state-of-the-art concepts, more expense of theoretical and experimental investigation is 

required. Recent biomechanical experiments need fundamental revisions and consequent 

maturation. 

The masticatory system carries out two main tasks: nutrition and communication. Since 

chewing and speaking are multi-factorial processes, their theoretical and experimental 

simulation require knowledge of Physiology and Biomechanics. Most of the recent models 

are static ones. 

Total joint replacement in the lower extremity is routine for about a half century, therefore the 

knowledge of the in vivo loads is highly sophisticated. Test standards for fatigue and wear 

are given. The fields of cranio-maxillofacial surgery still miss adequate data for implant lay 

out and tests. 

The aim of this study was the development for a tool which may be used for the 

experimental validation of mathematical models and the definition of characteristic load 

situations. Up-to-date product design is increasingly ruled by simulations. Before introducing 

new products to the market, their functional ability has to be proven experimentally.  

 

 

 
 
 



Status Quo 

During the last five to ten decades, many theoretical and experimental approaches have 

been published while the development of surgical implants is done secretly. The origin of the 

data uses for implant lay out or mathematical simulation differ considerably as far as they 

are published. 

Experiments can be distinguished in following groups: in vivo, in vitro. While the in vivo 

investigations are based on animals, the in vitro experiments operate with plastic models or 

cadaveric materials. It suggests itself that all these attempts vary considerably. The influence 

of the geometry and topology of different materials used casts doubt on the comparability of 

resulting stress and strain which finally rule the mechanical meaning. 

Mathematical models of the human masticatory system assume amount and direction of the 

muscular forces. Some models uses measured data regarding dental forces or joint 

geometry. All mathematical models are based on the static equilibrium of the involved 

forces; the models are two or three dimensional; the function of the M. pterygoideus medialis 

is discussed inconsistently. 

Experiments are non-dynamic and use a variety of materials: human plastic or cadaveric 

mandibles, porcine cadaveric mandibles, bovine rips. The loading situation depends on the 

topic, whether a sagittal split, a premolar or incisal fracture. Some experiments deal with the 

deformation of the complete bone, usually strain gauges are applied. 

A new experimental platform is required for realistic loading of mandible with or without 

implants. Human mandibles or plastic models have to be applied in order to reproduce the 

geometry and topology situation faithfully. Primary stability of the compound of bone and 

implant needs static experiments while fatigue tests need cyclic/dynamic performance. 

Mathematical models or diagnostic data provides test parameters. Depending on the 

problem, physiological and pathological situations will be adjusted simplified or complex.  

Mandibulator  

The demands on the experimental bench in brief: versatility, reliability, robustness, easy 

handling and extension. 

Besides static experiments for the validation of mathematical models, dynamic/cyclic 

operation for implants are required. 

The set-up needs an adaptation to various problems regarding joint or dental loads without 

much expense. The measurement of mandibular deformation or fragment deviation needs 

 
 
 



high quality level on one hand, contact free and feasible on the other hand. Handling, 

change and programming should be accessible for non-professional users. 

Hydraulic drives were chosen for load application. The range includes 0 to 1.000 N. Eleven 

of the sixteen drives can be controlled in the range of 0 to 100 mm alternatively. The force 

diversion is realised by stretch free Nylon ropes and frictionless blocks. 

As load sensors, each hydraulic cylinder has a force sensor; the artificial temporo-

mandibular joints have three-component piezo-electric force sensor. A PC is used for both, 

experiment control and data acquisition. The programming is realised in LabVIEW™. The 

digital-analog-converter provides the analog output signal for the hydraulic control units as 

well as the acquisition of 42 parameters. All data is saved to disc for off-line analysis. The 

sampling rate 1 kHz, each force signal has a resolution of 12 bit (by 1.000 N or 100 mm). 

The number of cycles, optional comments is included in the log-file. The fragment shift or 

mandibular deformation is measured using a standard motion analysis system. Up to three 

cameras observe the mandible or fracture localisation. The video data is utilized by motion 

analysis software.  

 

Mandibulator © 1998-2004: Heinrich Schieferstein 

 

 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Addendum 5: 
ISI – Plate: White Paper 

 
 
 



Management of Mandible Angle Fractures 
-A different Angle to fixation- 

The Inclined Screw Insertion (ISI) Plate. 
 
 

By Frederick J Jacobs, MChD, FCM (MFOS) SA, BChD (Hons). 
 

Pretoria Academic Hospital, Assoc. Prof University Pretoria. 
 
Fractures of the mandible angle is second most common only to para-
sympheseal fractures of the mandible and often present as an indirect 
fracture associated with a direct fracture in the corpus on the contra lateral 
side . Rigid internal fixation of fractures in the angle is challenging, even in 
the hands of experienced trauma surgeons and is associated with very high 
incidence of post-surgical complications. Superior border mono-cortical 
plating for single simple fractures, where sufficient retro-molar bone is 
available, is the preferred method of treatment. Inferior border gapping 
under compression loading and possible insufficient biomechanical stability 
during contra-lateral loading with torsion forces are unresolved issues. At 
best, even in ideal situations when applying screws in the proximal 2or 3 
plate-holes at the conventional 90 degree angle during superior border 

plating,  requires approach from the 
contra-lateral side when pilot drilling and 
applying screws. This in turn demands 
temporary removal of the inter-maxillary 
fixation - wiring used to establish 
occlusion, alignment and reduction of the 
fracture fragments. Tooth removal in the 
fracture line is required in cases with 
root/crown fracture or where pre-existing 
pathology is evident .Loss of bone 
contact in the retro-molar tooth-socket 
compromises simple superior border 
plating due to lack of bone buttressing of 
fracture segments in the superior aspect. 

 
All rigid internal plating systems applied to the lateral aspect of the Ramus/ 
angle according to the second Schampy ideal osteo-synthesis line (located 
inferior-lateral to the External Oblique ridge) demand trans-cutaneous 
approach in order to conventionally place screws perpendicular (90) to the 
plate surface. Trans-cutaneous use of an introducer can result in 

 
 
 



complications such as haematoma, false aneurysms, nerve fall-out, skin 
scarring, and always results in extended operating- time . 

The ISI mandible angle fracture 
plate is a mono-cortical 2mm. 
trauma plate with plate-holes angled 
at 60degrees for screw application 
from intra oral . Applied as a mono-
planar , mono-plate to the caudal 
aspect of the External Oblique 
Ridge and anterior Ramus this 
bendable 6-hole plate specifically 
allows plating of the lateral aspect 
of the mandible via intra-oral 
approach saving time, is easy to 

apply ,drilling at plate holes with direct vision at an angle dictated by the 
plate holes ensuring a stable result. 
  
 
 
Drilling in quadrant 2 & 3 – where 2 is the angle for drilling pilot holes in 
the ramus section of the ISI-plate and where 3 represents the angle  for 

drilling pilot holes in 
the anterior corpus 
section of the ISI-plate  

 
 
Clinical Quadrant 2 

 
 
 
 
 
 
 

 
 
 



 
 
Screws inserted at 
60o or 45o have a 
larger area of 
contact in the bone 
cortex and provide 
the greatest degree 
of resistance to 
movement. 
 
 
 
 
 

 
 
 
A. The ISI mandible angle fracture plating system. 
 

1. The Trauma Plate. 
2. The holding/ drill-guide instrument. 
 
1. This titanium 6-hole trauma plate -Has 60 degree slanted plate holes 

in an anterior to posterior direction allowing direct view into the plate-
holes for pilot drilling of the bone with a 1,5mm.drill via intra-oral 

technique in-line of 
sight. The profile is 
2.0mm to 
accommodate angled 
plate-holes with the 
ramus (cranial) 3-hole 
and corpus (caudal) 3-
hole sections bridged 
by a mid section at an 
angle of 145 degrees,  

 
 
 

 
 
An angle determined by cadaver studies of the External Oblique ridge  
serves as a universal angle  145 degrees, to exclude template measuring prior 

 
 
 



to placement. This unique plate is bendable although seldom indicated and 
uses standard 2 mm.diameterscrews from the Stryker/Leibinger range. 
(fig.1.) 
 

 
 
 
 

It is known from recent in vitro studies that 
bicortical  intra oral screw placement at 60 
degree angle to the saggital plane does not 

require extra oral trans buccal approach 
(S.Uckan, A. Schwimmer, F. Kummer & 
A. M. Greenberg, B.J. of OMF Surg. 20 

March 2001).
If the same would be true for monocortical 
screw placement changing the screw angle 
design from perpendicular to 60 degrees 

would facilitate intra oral placement.
 

 
 
 
 
 
 
 
 
System Description and Methodology. 
 

 
 
 



 
(A) The six-hole plate. The inclined Screw Insertion (ISI) Mandibular  

 
angle fracture plate (MAFP)-Is a six hole 
trauma plate with a bridging section 
between the cranial 3-holes intended for 
application to the anterior, ramus of the 
mandible and the caudal 3-holes intended 
for application to the ventral, lateral 
aspect of the External Oblique ridge 
 

 (Fig.1) 

 

  

Plate fixation is performed with standard 
2mm. screws according to the Schampy 
ideal line for osteo-synthesis in the angle 
of the mandible.  (Fig. 2) 

  

 

 

The trauma plates for the left and right sides are laser marked and have 
plate-holes at an angle of sixty degrees in the direct line of vision for pilot 
drilling and screw application at this angle. The plate profile is 2mm and the 
edge of the plate holes guide a standard pilot drill of 1,5mm diameter along 
the inner surface, permitting a drill at what you see, during pilot drilling and 
screw insertion. Pilot- drilling (Fig 3) 
 

Why Angled screw placement and not 
conventional perpendicular screw fixation? 

1. Superior biomechanical stability. 

Greater degree of resistance to movement 
demonstrated in laboratory testing for both 
tension compression and torsion loading. 

 

 
 
 



Screw application at 60 degree angle. 
In vitro –poly urethane mandible-
laboratory testing. 

Note the lag effect of angled screw 
crossing the fracture line at 60 &45 
degree insertion (arrow above).Extreme 
biomechanical stability improvement 
demonstrated in graph below; 
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2. Intra-oral surgical technique for fixation of a trauma plate to the lateral 
aspect of the ramus is now possible due to angled screw- application. 
All other conventional perpendicular screw placement systems used mono-
planar in mono-plating of the lateral ramus, require trans-buccal 
instrumentation with related patient complications and longer operating 
time. 
 
3. No Post-operative Inter- maxillary Fixation  (IMF) required- even in 
partial load bearing. 
4. Used in cases with additional mandible fractures to the angle presenting 
either as direct or indirect fractures of the symphesis and/or corpus or 
bilateral angle fractures. 
4.1 Pre-Operative X-ray of Right Angle with left corpus fracture. 

 
 
 



 

 

 

 

 

4.2 Post operative X-Ray with ISI 
mandibular angle plate and two parallel 

plates for left corpus. 

 

 

 

5. Indicated in cases where retro-molar 
region is compromised due to bone loss , 
infected wisdom teeth in fracture line or 

lack of sufficient bone surface for screw placement in the proximal fragment 
when placing a superior border plate. 

6. Cost effective and bio-mechanically stable as a single mono-cortical 
trauma plate. 

7. Can be used in any load sharing mandible angle fracture. 

8. Simple intra-oral surgical technique –no need to temporary remove IMF 
in order to facilitate pilot drilling of the proximal plate holes across the 
occlusion from the contra lateral side.  

9. Minimal plate bending required to conform to the most anterior ramus and 
ventral aspect of the external oblique ridge. 

10. Ease of Application. 

The holding device/drill guide -A instrument for gripping the plate when 
fitting it to the lateral aspect of the ramus prior and after bending. The 
holding device engages the outer profile of the first plate-hole by means of 
four pins –designed and positioned to enable lip clearance of the instrument 
when used. The holding instrument is a positioning aid to hold the plate, and 
may, after bending, serve as a drill-guide for drilling at 60 degrees when 
pilot drilling hole Nr. (2). 

 
 
 



  

Surgical technique. 
 

Using .045mm. ligature 
wire, eyelet wires are made, 
positioned according to the 
patients dentition and 
spaced to optimize the 
reduction stability. An 
incision is made intra-orally 
similar to the buccal soft 
tissue approach to the bone 
for a saggital split 
osteotomy which includes 
anterior ramus stripping and 
limiting sub periosteal 

stripping to just caudal of the external oblique ridge. A curved clamp may be 
applied to the anterior superior aspect of the ramus to assist in soft tissue 
retraction .A firm tissue retractor is used to retract the soft tissue pocket 
buccally- the patients head is rotated to the opposite side. After tooth 
removal and fracture line debridement the fracture segments are reduced and 
stabilized using inter maxillary fixation (IMF) and can be additionally 
fixated using a temporary superior border wire osteo-synthesis. The plate is 
bend with plate benders if required, available on the 2mm. trauma plating 

sets, and held by means of 
the special holding device 
clamped to the first plate-
hole .The ideal plate position 
is the most anterior aspect of 
the ramus ,with the fourth 
plate-hole, of the cranial 
section of the ISI –plate just 
on  the proximal edge of the 
fracture line and the anterior 
bar of the plate just caudally 
of the external Oblique 
ridge. The ISI mandible 

angle fracture plate is available as a universal plate and can accommodate an 
External Oblique angle up to 145 degrees (a template will serve as indication 
for larger angles to use a 160 degree plate). It is also possible to rotate the 
anterior bar with its three plate-holes at the connecting bar in a anticlockwise 
fashion for left angle plates and clockwise for right sided angle plates to fit 

4th hole just 
superior of 
fracture line. 

 
 
 



the distal fragment in this situation the plate would be more superiorly on the 
external oblique ridge. 

The first plate-hole to be pilot 
drilled is the fourth hole from the 
front (the first hole after the 
connecting bar section) drilled 
whilst positioning with the holding 
instrument gripped at the first hole 
–no drill guide assistance is needed 
when running the 1,5mm. pilot-
drill along the inner surface of the 
plate-hole inclined at 60 degrees. 
A standard 2-mm. screw is 
inserted before holding instrument 

removal , this screw is tightened after final plate rotation adjustment is done. 
The sequence of screw placement to follow demands that at least a screw in 
plate-hole position one or two is placed and tightened before placing the lag 
screw in plate hole Nr. 3. this is essential to stabilize the fracture segments 
prior to lagging screw Nr.3 –pilot drilling across the fracture line will give 
an impression of screw length to be placed anything from 10-15mm. length. 
Screw legths of at least 7mm. are placed in other plate-holes with 7-9mm. 
lengths for the ramus- screws 

 

Post-op X-Ray Itra-operative 

Lagscrew – 
10-15 mm 

    

 

 

 
 
 



Case Reports and results: 

Case 1: Bone loss – additional IMF post-op  

 
 
 
 
 
 
 
 
 

 
 

Pre-op X-ray  
 
 
 
 
 
 
 
Case 2:  
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 

 
 
 



Case 3:  

 
Case 4: 
 

 
 
 
 
 
 
 

 
 
 



Biomechanical Stability Studies; 
 
 Results of a comparative study on the stability of rigid fixation, using 
screws of the same length and amount of torque where all variables were 
standardized except the angle of placement, clearly demonstrated that screw 
angles 60o & 45o rendered superior and significant better stability for both 
compression and torsion forces in a mono-cortical application. 
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Results.  
At the Pretoria Academic hospital 25 cases with mandibular angle fractures 
were successfully treated with the newly developed ISI mandibular angle 
fracture plate .Of this total , 21 were bilateral fractures and 1 a case with 
cortical bone loss and 3 were simple angle fractures . All cases except the 
bone loss case were treated without any IMF in the post operative healing 
period. All the fractures healed without any complications and 12 cases 
treated were older than 10 days post trauma when repaired. 
In a retrospective analysis of 2,609 cases of mandibular fractures treated 
between period January 2000 and May 2004 with teeth involved by Dr. J P 
White , teeth were present in the fracture line in 85% of cases. Mandibular 
fractures occurred more in males (88%) than in females (12%).The most 
common sites of teeth in the fracture line were the angle fractures (64%), 
parasymphysis (26%),corpus (17%) and the symphysis (10%). 
 
Conclusion. 
The ISI Mandibular angle fracture plate renders a fast simple, intra oral 
surgical technique solution to any load sharing angle fracture of the 
mandibula and adds a new dimension to the  Maxillofacial surgeons 
armamentarium for the mono-cortical  management of all angle fractures, 
saving time and complications as no trans-cutaneous technique is employed 
for the lateral application of this plating system. 
 The angled screw application is unique and superior to conventional 
perpendicular screw application and results in screw lagging across the 
fracture line, the use of longer screw lengths with larger area of contact in 
dense compact bone cortex as a mono-cortical system and is a mono- plating 
system applied to the lateral aspect of the angle of the mandibula resulting in 
biomechanical stability for compression and torsion forces superior to any 
mono cortical system available .The surgeons scope for the effective intra-
oral  mono-cortical treatment  of angle fractures is expanded to also include 
bilateral fracture situations . From patient perspective ensures no IMF in the 
post operative healing period , minimal post-operative complications as teeth 
in the fracture line can at all times be removed (even with radiographic 
evidence of chronic low grade infection around impacted wisdom teeth) and 
should the need arise for later removal of the plate the angled screws can 
easily be exposed and in direct line of vision,  through intra-oral approach , 
be removed- as apposed to perpendicular screws on the lateral aspect of the 
ramus. 
 
              
 
 
         

 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Addendum 6: 
USA Patent Registration 

 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 



 
 
 


