REFERENCES


CHAPMAN, J.A., 1995b. Removal of soluble organic carbon from winery and
of the Sustainable Wastewater Management Seminar for the Australian Wine

Wine & Brandy Ass. Inc., Magill, SA.

for the examination of water and wastewater (20th ed.). APHA-AWWA-WEF.
Washington.

strategy: Draft effluent management guidelines for wineries and distilleries.
Department of Conservation and Natural Resources: Commonwealth of
Australia, Adelaide.

In: KIROV, N.Y. (ed.) Waste Management, Control, Recovery and Reuse,

DEPARTMENT OF ENVIRONMENTAL AFFAIRS AND TOURISM, 1997. White
paper on environmental management policy for South Africa 385, 18164.
DEAT, Pretoria.

DUNCAN, J.R., BRADY, D. & STOLL, A.D., 1994. The use of yeast biomass and
yeast products to accumulate toxic and valuable heavy metals from
wastewater. Department of Biochemistry and Microbiology, Rhodes
University.

ELOFF, J.F., 1971. Studies oor die toeganklike fosforstatus van sekere Vaalharts-
gronde. M.Sc.Agric.dissertation, UOFS.


& HARRISON, R.M. (eds.) Waste treatment and disposal, pp.17-19. The
Royal Society of Chemistry, Cambridge.

VAN SCHOOR, L.H., 2000. Bestuursopsies om negatiewe omgewingsimpakte by
wynkelders te minimaliseer. Wynboer, July 2000, 97-100.

VAN SCHOOR, L. H., 2001a. Omgewingswetgewing in die wingerd- en

VAN SCHOOR, L. H., 2001b. A formula for quantification and prioritisation of
negative environmental impacts in the wine industry. Wynboer, May 2001,
100-102.

en gevolglike bestuur van uitvloeisel vanaf brandewyn en spiritus stokerye en

WATER ACT, 1998. General Authorisations in Terms of Section 39 of the National
Department of Water Affairs and Forestry, Pretoria.

WOOD, M.G.; GREENFIELD, P.F.; HOWES, T., JOHNS, M.R. & KELLEY, J.,
1995. Computational fluid dynamic modelling of wastewater ponds to
improve design. Water Science and Technology 31, 111-118.