Submitted in fulfillment of part of the requirements for the degree Master in Architecture (Professional) in the Faculty of Engineering, Built Environment and Information Technology at the University of Pretoria.

November 2007

Submitted by: Piet du Preez
Student number: 25084692
Study Supervisor: Prof. Roger Fisher
MOVE FORWARD,
INTO THE CITY:
MY CELEBRATION
“Ours cannot be an architecture ashamed of itself, an architecture for the poor, an architecture without concern for the expression of cultural and aesthetic values, without profound poetical intentions”

(Forjaz 2004)
ABSTRACT
The aim of the dissertation is to create a meeting place between the rural immigrant and the city. It is a system that recognizes the various layers in which the horizontal human meets the vertical city. The meeting place must act as a transition facility where one enters the complex mechanics of city life. It is a celebration of what city life is and can be.

The function of the meeting place is to educate and orientate the user in the language and mechanics of city life. It is an archetype of the new life ahead. The catalyst of the meeting place takes the form of a market situated in between Bloed Street Taxi Station and Belle Ombre Train and Taxi Station in the north of Pretoria Central Business District.
# Table of Contents

## Abstract
- - - - - - iv

## List of Figures

## List of Tables

1. **INTRODUCTION** - - - - - - 2
2. **PROBLEM** - - - - - - 4
   - Population dynamics 6
   - Urbanization process 7
   - Informality of urbanization 7
3. **CLIENT** - - - - - - 8
   - Design Brief 10
4. **PRECINCT** - - - - - - 12
5. **SITE ANALYSIS** - - - - - - 16
   - Site location 18
   - Site Access 19
   - Vehicle movement 20
   - Pedestrian movement 21
   - Activities 24
   - Architecture 26
   - Heritage 27
   - Scale 28
   - Climate 29
   - Legal 30
   - Physical 30
   - SWOT analysis 31
6. **DESIGN APPROACH** - - - - - - 32
   - Design Discourse 33
   - Design Principles 34
   - Programme 35
   - Pretoria CBD Design 36
   - Site Design 37
   - Legal 38
   - Building guidelines 39
7. DESIGN DEVELOPMENT

- Concept One 42
- Transition facilities 43
- Concept Two 44
- The Market 45
- Mercado Central 45
- Warwick Junction 46
- Mansel Road Market 47
- Concept Three 48
- Federation Square: Melbourne 50
- Kunsthal: Rotterdam 50
- Sharp Centre for Design: Toronto 51
- Concept Four 52

8. DESIGN IMPLEMENTATION

- Vector design program 58
- The Market 62
- The Rigid Box 66
- The Factory Structure 72
- The Open Pavilion 74
- The Water Tower 76

9. TECHNICAL INVESTIGATION

- Basement 80
- Rigid Box 82
- Factory 86
- White bridge box 90
- The Open Pavilion 91
- Site water use 93
- Solar Design 96

10. CONCLUSION

2D TECHNICAL INVESTIGATION

BIBLIOGRAPHY
LIST OF FIGURES

All photographs, drawings and sketches by author unless otherwise indicated.

1. INTRODUCTION
Fig 1.1: Hard urban surface
Fig 1.2: Dispersed urban parks
Fig 1.3: Sidewalk activities

2. PROBLEM
Fig 2.1: Journey from rural to urban
Fig 2.2: Urban attraction: South Africa
Fig 2.3: Urban attraction: Tshwane
Fig 2.4: Existing mobile market unit on Bloed Street
Fig 2.5: Diagram illustrating the design brief

3. CLIENT
Fig 3.1: Existing mobile market unit on Bloed Street
Fig 3.2: Diagram illustrating the design brief

4. PRECINCT
Fig 4.1: Precinct location (Aerial photograph: Geography Department: University of Pretoria)
(City map: MapStudio Street Guide 2004: p 38)
Fig 4.2: Precinct presentation

5. SITE ANALYSIS
Fig 5.1: Modes of transport for entering the Pretoria CBD
(Aerial photograph: Geography Department: University of Pretoria)
Fig 5.2: Site allocation in Pretoria CBD context
Fig 5.3: Transport access in Tshwane
(Aerial photograph: Geography Department: University of Pretoria)
Fig 5.4: Transport access in Pretoria CBD
Fig 5.5: Location of site
Fig 5.6: Pedestrian movement during a weekday
Fig 5.7: Photograph collage of streetscape (Group 3: 2007)
Fig 5.8: Photograph collage of streetscape (Group 3: 2007)
Fig 5.9: Photo collage of activities in 1km radius of site
Fig 5.10: Formal activities
Fig 5.11: Site February 2007
Fig 5.12: Site September 2007
Fig 5.13: Future
Fig 5.14: Photographs of buildings within 500m radius of site (Group 3: 2007)
Fig 5.15: Advertising screens dominate built structure (Group 3: 2007)
Fig 5.16: Safety precautions
Fig 5.17: Aerial photograph of heritage buildings
(Aerial photo: Geography Department: University of Pretoria)
Fig 5.18: Elevation photographs of heritage buildings (Group 4: 2007)
Fig 5.19: Photograph of site from Park School roof
Fig 5.20: Diagram of sun angle (Napier 2000: 4.5.1)
Fig 5.21: General zoning in the precinct
Fig 5.22: Opportunity for pedestrian link between transport interchanges

6. DESIGN APPROACH
Fig 6.1: Programme of facility with reference to time
Fig 6.2: Urban space network in the Pretoria CBD
Fig 6.2: Erf division before consolidation
Fig 6.3: Proposed site design
Fig 6.4: 3D of proposed site
Fig 6.5: Erf division before consolidation
Fig 6.6: Consolidation of erven on site
Fig 6.7: Structures with heritage and social value on site (Group 3: 2007)
Fig 6.8: Building guidelines in section
Fig 6.9: General section and plan of pedestrian walkway
7. DESIGN DEVELOPMENT

Fig 7.1: Collage of concept development
Fig 7.2: Plan of Concept One
Fig 7.3: Illustrations of Concept One
Fig 7.4: A worker in the Mai-Mai Bazaar (Lipman 2003: 46)
Fig 7.5: Obstruction in the pedestrian link
Fig 7.6: Component illustration of Concept Two
Fig 7.7: Location of Mercado Central in Maputo (Polonia Mozambik 2007)
Fig 7.8: Entrance to Mercado Central
Fig 7.9: Interior of the market
Fig 7.10: The market in action
Fig 7.11: Bridge roof to herb market
Fig 7.12: Location of Warwick Junction in Durban (iTTrump City Guide, First Edition)
Fig 7.13: Bovine market
Fig 7.14: Herbal market
Fig 7.15: Clothing market
Fig 7.16: Photograph and plan of trading units (Plan: Harber 1997)
Fig 7.17: Photograph, section and plan of shower facility (Section and plan: Harber: 1997)
Fig 7.18: View along trade front
Fig 7.19: Storage on the roof
Fig 7.20: Pinafore market
Fig 7.21: Market framed by structures
Fig 7.22: Concept Three sketches
Fig 7.23: Vertical spires from Paul Kruger Street
Fig 7.24: Meeting point at the spires
Fig 7.25: Human scale of Federation Square in urban context (Gaventa 2006: p24)
Fig 7.26: Transparent facade exhibiting auditorium spectators (DOMUS 1993: p44)
Fig 7.27: Perspective of Sharp Centre for Design (OCAD 2006)
Fig 7.28: Perspective from Boom Street
Fig 7.29: Perspective from Andries Street
Fig 7.30: Scale of structures
Fig 7.31: Concept Four plan

8. DESIGN IMPLEMENTATION

Fig 8.1: South-west perspective and second floor plan collage
Fig 8.2: Horizontal vector design
Fig 8.3: Vertical vector design
Fig 8.4: Structure allocation
Fig 8.5: Design implementation on site
Fig 8.6: Strategic location of market
Fig 8.7: Trading cluster in market
Fig 8.8: East view of market
Fig 8.9: Plan of focal market on site
Fig 8.10: Ground floor accommodation
Fig 8.11: Entrance to rigid box structure
Fig 8.12: South elevation
Fig 8.13: First floor accommodation
Fig 8.14: Second floor accommodation
Fig 8.15: Third floor accommodation
Fig 8.16: South elevation
Fig 8.17: Fourth floor accommodation
Fig 8.18: South elevation of factory
Fig 8.19: Second floor accommodation
Fig 8.20: Fourth floor accommodation
Fig 8.21: South elevation of open pavilion
Fig 8.22: Ground floor activities
Fig 8.23: First floor of open pavilion
Fig 8.24: East perspective of open pavilion
Fig 8.25: Water tower as meeting point
Fig 8.26: Water tower as beacon on site
9. TECHNICAL INVESTIGATION
Fig 9.1: Technical investigation collage
Fig 9.2: Basement parking
Fig 9.3: Basement plan and section
Fig 9.4: Perspective of Rigid Box structure
Fig 9.5: Section through rigid box
Fig 9.6: Roof truss structure
Fig 9.7: Perspective of factory frame with column foot detail
Fig 9.8: Section through factory structure
Fig 9.9: Plan of steel floor frame
Fig 9.10: Plan of steel truss frame
Fig 9.11: Bridge box on second floor plan
Fig 9.12: Section through open pavilion (Plexiglas 2007)
(Solardome 2007)
Fig 9.13: Plan of roof structure
Fig 9.14: Diagram of site water use
Fig 9.15: Solar penetration, 21 December at 10h00
Fig 9.16: 21 December, 10h00
Fig 9.17: 21 December, 14h00
Fig 9.18: 21 December, 16h00
Fig 9.19: Solar penetration, 21 June at 10h00
Fig 9.20: 21 June, 10h00
Fig 9.21: 21 June, 14h00
Fig 9.22: 21 June, 16h00
Fig 9.23: Solar penetration, 21 September at 10h00
Fig 9.24: 21 September, 10h00
Fig 9.25: 21 September, 14h00
Fig 9.26: 21 September, 16h00
LIST OF TABLES

2. PROBLEM
Table 2.1: Urban attraction in 2001 (Statistics SA 2007)
Graph 2.1: Number of people moving into district (Statistics SA 2007)

5. SITE ANALYSIS
Table 5.1: Traffic volume per 5 minute interval
Table 5.2: Summary of climatological data in Pretoria CBD (South African Weather Service)
Table 5.3: Sun angles for Pretoria CBD (Napier 2000: 4.10)

9. DESIGN INVESTIGATION
Table 9.1: Column calculations
Table 9.2: Slab calculations
Table 9.3: Beam calculations
Table 9.4: Steel truss calculations
Table 9.5: Factory calculations
Table 9.6: Water storage
Table 9.7: Water demand