Sources intext 220
List of figures 225
Declaration 233
References
Sources intext>


t=4&artist=sharpCity Architects,Dino Kiratzidis, Andreas Hofmeyr> [Accessed 23 June 2011].


List of Figures

0 / Cover


1 / introduction

› Fig. 1.1 Urban spatial hierarchy [public space]. Krier, L. 1980. Houses, paces, cities. Berlin: Architectural Design Profile. P. 40 -41.

› Fig. 1.2 Praxis of quotidian context [public space]. Koolhaas, R. 2005. Mutations. Barcelona: ACTAR. P. 716 -717.

› Fig. 1.3 Early concept sketch. Author. March, 2011.

2 / theory

› Fig. 2.1 Pretoria’s growth. Author. 2011. Adapted from Jordaan, G.J. 1989. Pretoria as Urbs Quadrata. Architecture SA. P. 26 -29.

› Fig. 2.2 Generic City. Koolhaas, R. 2005. Mutations. Barcelona: ACTAR. P. 17.

› Fig. 2.3 Specific City [Pretoria]. Author, 2011. Adapted from Koolhaas, R. 2005. Mutations. Barcelona: ACTAR. P. 17.

› Fig. 2.4 Stage for everyday performance [Pretoria]. Author, 2011.

› Fig. 2.5 Public space realm in the Generic and Specific City, providing a new typology of public space. Author. 2011.

› Fig. 2.6 Sit-city mapping [Pretoria]. Alkayali, A. van Sittert, B. Kruger, L. Gouws, K. Grobbelaar, L. van Deventer, T. & Botha, D. 2001.

› Fig. 2.7 Everyday user’s performance. Author. 2011.

› Fig. 2.8 Everyday user’s performance. Author. 2018.

› Fig. 2.9 Everyday urban condition. Author. 2009.

› Fig. 2.10 Everyday urban condition. Author. 2009.

› Fig. 2.11 Everyday natural flux. Author. 2010.

› Fig. 2.12 Everyday natural flux. Author. 2008.
Fig. 2.13 Case study 2 – levels of perception; invisibility and visibility. von Foerster, H. 2002. Understanding understanding: essays on cybernetics and cognition. Berlin: Springer. P. 212.


Fig. 2.16 Collage of liminallity and public space within the city. Author. 2011

Fig. 2.17 Everyday user’s performance. Author. 2011.

Fig. 2.18 Everyday user’s performance. Author. 2011.

Fig. 2.19 Everyday urban condition. Author. 2010.

Fig. 2.21 Everyday natural flux. Author. 2011.

Fig. 2.22 Everyday natural flux. Author. 2008.

Fig. 2.23 Interpretation of ‘gameboard strategy’. Alkayyali, A. Gouws, C & Grobbelaar, L. 2011. As understood form Graafland, A.D. 2008. Understanding the socius through Creative mapping techniques. Delft: Delft School of Design.

Fig. 2.24 Relativity. M. C. Escher. 1953.


Fig. 2.26 Spatial concept drawing of Project. Author. March, 2011.

Fig. 3.1 Pretoria, context map. Author. 2011.

Fig. 3.2 Urban localit, Pretoria, South Africa. Unknown author. 2007.

Fig. 3.3 Van der Walt Spatial structure.
Alkayyali, A. 2011.

- Fig. 3.4 Spatial structure Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.5 Edge condition Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.6 Pace of pedestrian Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.7 Transport infrastructure Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.8 Formal / Informal [trading] Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.9 Open green spaces Van der Walt street. Alkayyali, A. Grobbelaar, L. Kruger, L. 2011.
- Fig. 3.11 Group urban framework. Alkayyali, A. et al. 2011.
- Fig. 3.12 Quotidian context of van der Walt street. Author. 2011.
- Fig. 3.13 Munitoria under construction. Public Relations Office, Department of Cultural Affairs, City Council of Pretoria. 1969. Munitoria Inaugural Brochure.
- Fig. 3.14 Munitoria implosion. JET Demolition. 1998. Implosion of the fire damaged Munitoria building. P. 5.
- Fig. 3.16 Munitoria urban canvity. Author. 2011.
- Fig. 3.17 Munitoria South-wing and urban canvity. Author. 2011.
- Fig. 3.18 Munitoria burnt West-Wing and views. Author. 2011.
Fig. 3.19 Urban cavity, surface texture. Author. 2011.

Fig. 3.20 Urban cavity, floor texture. Author. 2011.

Fig. 3.21 Urban cavity, wall texture. Author. 2011.

4 / precedents


Fig. 4.4 Yokohama International Port Terminal, FOA public architecture and policy. from Foreign Office Architects. 2005. Working, University of Michigam Press.

5 / design

Fig. 5.1 Concept Model of van der Walt street and interventions. Author. 2011.

Fig. 5.2 Mapping and analysis of van der Walt street with proposed interventions. Author. 2011.

Fig. 5.3 Concept of #3 Stairway. Author. 2011.

Fig. 5.4 Stairway perspective. Author. 2011.
Fig. 5.5 Axonometric of site and context. Author. 2011.

Fig. 5.6 Site plan and context. Author. 2011.

Fig. 5.7 Ground floor plan. Author. 2011.

Fig. 5.8 Basement plan (urban cavity). Author. 2011.

Fig. 5.9 Concept cross-section of spaces (North-South). Author. 2011.

Fig. 5.10 Concept model of stairway. Author. 2011.

Fig. 5.11 Perspective of public tower. Author. 2011.

Fig. 5.12 Conceptual section of public tower and functions. Author. 2011.

Fig. 5.13 Connection to neighbouring structure. Author. 2011.

Fig. 5.14 Diagrams of Stairway. Author. 2011.

Fig. 5.15 Ground floor plan. Author. 2011.

Fig. 5.16 Basement plan. Author. 2011.

Fig. 5.17 Conceptual view of space bellow Stairway. Author. 2011.

Fig. 5.18 Spatial understanding of urban cavity and Stairway. Author. 2011.

Fig. 5.19 Conceptual development of building and section. Author. 2011.

Fig. 5.20 Sketch concept of stairway. Author. 2011.

Fig. 5.21 Sketch concept of stairway. Author. 2011.

Fig. 5.22 Spatial section of architecture. Author. 2011.

Fig. 5.23 Perspective of surveillance space bellow. Author. 2011.

Fig. 5.24 Exploded-axo of structure. Author. 2011.

Fig. 5.25 Detail [A+B] of structure. Author. 2011.

Fig. 5.26 Concept of structure. Author. 2011.
Fig. 5.27 Sectional-axo of spaces bellow [1]. Author. 2011.

Fig. 5.28 Section of spaces bellow [1]. Author. 2011.

Fig. 5.29 Sectional-axo of spaces bellow [2]. Author. 2011.

Fig. 5.30 Section of spaces bellow [2]. Author. 2011.

Fig. 5.31 Sectional-axo of spaces bellow [3]. Author. 2011.

Fig. 5.32 Section of spaces bellow [3]. Author. 2011.

Fig. 5.33 Sectional-axo of spaces bellow [4]. Author. 2011.

Fig. 5.34 Section of spaces bellow [4]. Author. 2011.

Fig. 5.35 Exploded-axo of surface. Author. 2011.

Fig. 5.36 Detail [C+D] of surface. Author. 2011.

Fig. 5.37 Concept of surface. Author. 2011.


Fig. 5.39 Exploded-axo of Handrail. Author. 2011.

Fig. 5.40 Detail [E+F+G] of surface. Author. 2011.

Fig. 5.41 Concept of handrail. Author. 2011.

Fig. 5.42 Programming of public space. Author. 2011.

Fig. 5.43 Diagrams of adaptation of space and programme. Author. 2011.

Fig. 5.44 Surface quality of stairway, spatial quality. Author. 2011.

Fig. 5.45 Diagram of materials and construction. Author. 2011.

Fig. 5.46 Exploded-axo of tower as liminal public infrastructure. Author. 2011.
Fig. 5.47 Exploded axo of surveillance pod. Author. 2011.

Fig. 5.48 Detail [I + J] of surveillance pod. Author. 2011.

Fig. 5.49 Concept of surveillance pod. Author. 2011.

Fig. 5.50 Diagram of water as infrastructure. Author. 2011.

Fig. 5.51 Spatial concept drawing of project. Author. 2011.
In accordance with Regulation 4(e) of the General Regulations (G.57) for dissertations and theses, I declare that this thesis, which I hereby submit for the degree Master of Architecture (Professional) at the University of Pretoria, is my own work and has not previously been submitted by me for a degree at this or any other tertiary institution.

I further state that no part of my thesis has already been, or is currently being, submitted for any such degree, diploma or other qualification.

I further declare that this thesis is substantially my own work. Where reference is made to the works of others, the extent to which that work has been used is indicated and fully acknowledged in the text and list of references.

Ahmed Alkayyali
October 2011