Study Leader: Gary White

Degree: Master in Architecture (Professional)

Research Field: Heritage and Cultural Landscapes

The Main Function of the Building: An Orientation and Information Facility

Proposed Project’s Address: South East of the Historical Sunken Garden Square that forms the junction between Scheiding Street and the Southern axis of Paul Kruger Street, just North of the Historical Pretoria Station Building, found in Pretoria, Tshwane, Gauteng, South Africa.

Submitted in fulfillment of part of the requirements for the degree Master in Architecture (Professional), in the Faculty of Engineering, Built Environment and Information Technology, University of Pretoria.

November 2009
Die voortel is vir die ontwerp van 'n inligting en toeriste hulp sentrum in die omgewing an Pretoria Stasie. Die voorgestelde ontwerp will 'n gebou daar stel wat rigtinggewend is vir die toerist of reisiger met aankoms aan die stad, of dit vir die eerste keer is of op 'n daaglikse basis is. Die gevoeligheid hiervan is die skep van 'n omgewing vir inligting, wag geriewe, ontspanning, kommunikasie, eet, rus, reis beplanning en so voorts. Dit is 'n sentrum van sosiale aktiwiteite wat 'n positiewe wissel werking bied aan gebruikers en verbygangers met die daaglikse gebeure by Pretoria Stasie as die agtergrond.

The proposal is to design an information and orientation facility, in the vicinity of Pretoria Station. The proposed design will involve a building that seeks to orientate a tourist/commuter on entering the city, whether it is for the first time or on a daily basis. The resulting environment will provide facilities for informing, waiting, relaxing, communicating, eating, planning and other travel-related rituals. It is to be a hub of social activity that interacts positively with all users and passersby, serving as a backdrop for everyday activities that occur at Pretoria Station.
Table of Contents

Preface
List of Figures
List of Terms and Abbreviations

CHAPTER 1: INTRODUCTION
Background and Context
Problem Definition
Aims and Objectives
Research Questions
Research Methodology
Structure of the Study
Assumptions and Delimitations

CHAPTER 2: CONTEXTUAL RELEVANCE
Introduction
The Global Tourism Market
The South African Tourist Market
Tourism in Pretoria

CHAPTER 3: CONTEXTUAL ANALYSIS
Introduction
The Development of Pretoria
The Development of the Station Precinct
The Pretoria Station Precinct Today
Impact of the GAUTRAIN Project
Impact of the BRT and Other Transport Systems
Group Framework Proposal – Influences and Considerations
  Analysis of the Area
  Proposed Framework Development

CHAPTER 4: THEORETICAL PREMISE
Approach
Philosophy
Design Generators

CHAPTER 5: PRECEDENT STUDIES
Introduction
Theoretical Precedents
Functional Precedents
# Table of Contents Continued...

## CHAPTER 6: DESIGN DEVELOPMENT
- Site Selection ........................................... 68
- Pretoria Station’s Historical Context ................. 70
- Context Photos ........................................... 73
- Appropriate Legislation ................................ 74
- Client Profile ............................................. 74
- User Profile .............................................. 75
- Architectural Objectives ................................. 80

## CHAPTER 7: CONCEPT DEVELOPMENT
- Introduction ............................................. 82
- Detailed Site Analysis .................................. 82
- Building Form Options ................................ 87
- Programme and Planning Development ................ 93
- Sketch Plan Development ............................... 99
- 3Dimensional Development ......................... 103
- The Final Design ....................................... 107
- Diagrammatic Analysis ................................ 117
- ......................................................... 142

## CHAPTER 8: TECHNICAL RESOLUTION
- Introduction ............................................. 144
- Conceptual Landscape Design ....................... 157
- Construction Methods and Assembly Techniques ... 159
- Servicing Systems ..................................... 164
- Environmental Design and Sustainability .......... 171
- Drawings and Details ................................... 179

References

Addendum(s)

Expression of Thanks
List of Figures

Fig 1.1 Paul Kruger Street – a view north towards Church Square. (photo by author)
Fig 1.2 Paul Kruger Street – close proximity to Church square. (photo by author)
Fig 1.3 Informal trade in Pretoria Station Precinct. (photo by author)
Fig 1.4 The Old Nederlandsche Bank Building. (photo by author)
Fig 1.5 Signage directing one to The Old Nederlandsche Bank. (photo by author)
Fig 1.6 Church Square’s Western edge. (photo by author)
Fig 1.7 The Hop-Off Tourist Bus. (photo by author)
Fig 1.8 Church Square. (photo by author)
Fig 2.1 Bar graph illustrating the situation facing the tourism market due to current recession.
Fig 2.2 Graph reflecting travel trends over the last 3 years.
Fig 2.3 Graph showing fluctuation of global tourism industry over the years.
Fig 2.4 Table showing percentage fluctuations regards tourism growth in regions of the world. (www.gt.co.za)
Fig 2.5 Graph showing growth of South Africa’s tourism industry over the past years, since 1994. (www.gt.co.za)
Fig 2.6 Graph showing the purposes for which tourists visit South Africa. (www.gt.co.za)
Fig 2.7 Cultural tourism.
Fig 2.8 Eco-tourism.
Fig 2.9 Paleo-tourism.
Fig 2.10 Business tourism.
Fig 2.11 Adventure tourism.
Fig 2.12 Sports tourism
Fig 2.13 Most popular destinations for tourists. (www.gt.co.za)
Fig 2.14 Average money spent by tourists when visiting South Africa. (www.gt.co.za)
Fig 2.15 Map of major roads of South Africa showing how tourists enter Gauteng. (AA RSA 2001)
Fig 2.16 Diagrammatic representation of routes into and through Pretoria.
Fig 2.17 A few of the tourist attractions in and around Pretoria. (Heydenrych, 1999)
Fig 2.18 A few of the tourist attractions in and around Pretoria. (Heydenrych, 1999)
Fig 2.19 Pretoria’s main tourist attractions.
Fig 3.1 Table reflecting data relating to Pretoria.
Fig 3.2 Table reflecting distances from Pretoria to other locations around South Africa.
Fig 3.3 Panoramic photo of Pretoria from the South showing the location of the site in context. (photo by author)
Fig 3.5 The Surveyor General’s map of the Station Precinct in 1911. (Bakker 2004)
Fig 3.6 The Surveyor General’s map of the station Precinct in 1932. (Bakker 2004)
Fig 3.7 The Audit building, completed in 1928. (photo by author)
Fig 3.8 The marshalling yards of the station at their prime. (Bakker 2004)
Fig 3.9 Aerial photograph 1937. (Bakker 2004)
Fig 3.10 Aerial photograph 1947 – the urban fabric begins to degrade. (Bakker 2004)
Fig 3.11 The Sunken Garden with the statue of President Paul Kruger. (Bakker 2004)
Fig 3.12 The Old NZASM printing store. (photo by author)
Fig 3.13 The Station Building, designed by Sir Herbert Baker. (Bakker 2004)
Fig 3.14 The new Gautrain Station site during construction. (www.gautrain.co.za)
Fig 3.15 The Luxliner Terminal. (photo by author)
Fig 3.16 The rebuilt Pretoria Station Building in context today. (photo by author)
Fig 3.17 Meso-scale location plan.
Fig 3.18 Macro-scale location plan.
Fig 3.19 Outline of intended route of the Gautrain. (www.gautrain.co.za)
Fig 3.20 Aerial photograph showing location of Pretoria Gautrain station.
Fig 3.21 View of Gautrain Station in context. (www.gautrain.co.za)
Fig 3.22 View of Gautrain Station in relation to adjacent structures. (www.gautrain.co.za)
Fig 3.23 Interior perspective of the New Station Building leading to Gautrain platforms. (www.gautrain.co.za)
Fig 3.24 The proposed ‘Tshwane BRT’ lines. (Vorster 2009)
Fig 3.25 Pretoria Station Plan. (Vorster 2009)
Fig 3.26 An Artist’s interpretation of the proposed Pretoria station BRT Terminal. (Vorster 2009)
Fig 3.27 Location of the various transport modes in and around Pretoria Station.
Fig 3.28 Linking the Union Buildings, Church Square and Freedom Park. (www.rekgabatslwane.gov.za)
Fig 3.29 Defining 7 precincts within the Inner City. (www.rekgabatslwane.gov.za)
Fig 3.30 Improving public and private transport systems. (www.rekgabatslwane.gov.za)
Fig 3.31 Creating a network of linked public spaces. (www.rekgabatslwane.gov.za)
Fig 3.32 Conceptual drawing of the activation of the Paul Kruger street spine. (IP 2000)
Fig 3.33 Summary of key concepts of the Salvokop Development Framework. (CAPP 2004)
Fig 3.34 Group Framework Proposal – study area analysis.
Fig 3.35 Land-use and Density.
Fig 3.36 Circulation.
Fig 3.37 Axes.
Fig 3.38 Open Space Network.
Fig 3.39 Palimpsest.
Fig 3.40 SDF Concept 1.
Fig 3.41 SDF Concept 2.
Fig 3.42 SDF Concept 3.
Fig 3.43 SDF Concept 4.
Fig 3.44 Palimpsest.
Fig 4.1 Human scale and proportion. (Ching 2007: 276)
Fig 4.2 Le Corbusier’s “The Modular”. (Ching 2007:202)
Fig 4.3 The human body’s range of motion. (Ching 2007:311)
Fig 4.4 Average dimensions for seated adult man. (Adler 2001: 2-1)
Fig 4.5 Average frontal dimensions for standing adult man. (Adler 2001:2-1)
Fig 4.6 Average side-on dimensions for standing adult man. (Adler 2001: 2-1)
Fig 4.7 Average dimensions for seated adult woman. (Adler 2001: 2-1)
Fig 4.8 Average frontal dimensions for standing adult woman. (Adler 2001:2-1)
Fig 4.9 Average side-on dimensions for standing adult. (Adler 2001:2-1)
Fig 4.10 Body clearances 1. (Adler 1999:2-7)
Fig 4.11 Body clearances 2. (Adler 1999:2-7)
Fig 4.12 Body clearances 3. (Adler 1999:2-7)
Fig 4.13 Body clearances 4. (Adler 1999:2-7)
Fig 4.14 Le Corbusier’s “The Modular” applied to various positions. (Ching 2007:302)
Fig 5.1 Constitutional Court of South Africa – ground floor plan. (Decker 2006:19)
Fig 5.2 View showing the commemorative space with artwork. (Decker 2006:20)
List of Figures Continued...

Fig. 5.3 Innovative etched shading devices. (Deckler 2000:20)
Fig. 5.4 The sunken floor of the entrance foyer. (Deckler 2000:20)
Fig. 5.5 Glimpse of the roof construction showing how light is diffused. (Deckler 2006)
Fig. 5.6 Entrance of building showing old and new elements.
Fig. 5.7 Walkways opening onto volumes. (Deckler 2006)
Fig. 5.8 Columns at interesting angles. (Deckler 2006)
Fig. 5.9 The Court Chamber. (Deckler 2006)
Fig. 5.10 Northern Elevation. (Deckler 2006)
Fig. 5.11 Western Elevation. (Deckler 2006)
Fig. 5.12 Light filtering through external shading devices creating effects. (Deckler 2006)
Fig. 5.13 "The Great African Steps". (Deckler 2006)
Fig. 5.14 Apartheid Museum, Johannesburg - main floor plan. (Deckler 2006:39)
Fig. 5.15 View showing entrance foyer. (Deckler 2000:40)
Fig. 5.16 Display one of the display spaces. (Deckler 2006:40)
Fig. 5.17 Display space paying tribute to those who lost their lives fighting against Apartheid. (Deckler 2006:40)
Fig. 5.18 Shows the material and texture of the surfaces. (photo by author)
Fig. 5.19 Shows the material and texture of the surfaces. (photo by author)
Fig. 5.20 View of Apartheid Museum with the landscape. (photo by author)
Fig. 5.21 View experienced from the main entrance. (photo by author)
Fig. 5.22 A view down the external ramp. (photo by author)
Fig. 5.23 View of the top of the ramp. (photo by author)
Fig. 5.24 View on entering the main building. (Deckler 2006:41)
Fig. 5.25 A small exhibition niche along exterior ramp. (photo by author)
Fig. 5.26 A rusting steel audio-visual viewing box set within a small external courtyard. (photo by author)
Fig. 5.27 The rear of the viewing platform at the top of the outside ramp. (photo by author)
Fig. 5.28 The staircase down from the viewing platform. (photo by author)
Fig. 5.29 Section. (Deckler 2006:41)
Fig. 5.30 The entrance to the exhibition spaces marked by heavy red doors. (photo by author)
Fig. 5.31 View back towards museum while exiting. (photo by author)
Fig. 5.32 Eastern Elevation. (Deckler 2006:41)
Fig. 5.33 Northern Elevation. (Els 2000)
Fig. 5.34 Southern Elevation. (Els 2000)
Fig. 5.35 Side entrance of building when approaching parking lot. (Els 2000)
Fig. 5.36 View of side entrance as seen from bus rank. (Els 2000)
Fig. 5.37 Main entrance of Tourist Centre. (Els 2000)
Fig. 5.38 Passive solar design elements incorporated into the building. (Els 2000)
Fig. 5.39 Surface articulation. (Els 2000)
Fig. 5.40 View down central corridor with line shops. (Els 2000)
Fig. 5.41 Openings creating vistas of strong design elements. (Els 2000)
Fig. 5.42 Light steel roof structure carries translucent roof. (Els 2000)
Fig. 5.43 Second floor plan. (Els 2000)
Fig. 5.44 Analytical sketch showing location of entrances. (Els 2000)
Fig. 5.45 Analytical sketch showing "the sea of parking". (Els 2000:43)
Fig. 5.46 Analytical sketch showing central position of the vertical circulation core and vistas from it. (Els 2000)
Fig. 6.1 Location of the site. (www.tshwane.gov.za)
Fig. 6.2 The location of the site in context
Fig. 6.3 Pretoria Station's Historical Context
Fig. 6.4 Pretoria Station Building
Fig. 6.5 The Historical Sunken Garden
Fig. 6.6 The Victoria Motel
Fig. 6.7 Old Station Master's House
Fig. 6.8 Old NZASM Printing Store
Fig. 6.9 The Belgrave Hotel
Fig. 6.10 The 1928 Audit Building
Fig. 6.11 The Old Coach-Washing Shed
Fig. 6.12 SAR Historical Houses
Fig. 6.13 The Metro Police Station
Fig. 6.14 The Luxliner Bus Terminal
Fig. 6.15 The Shosholoza Meyl Ticket Office
Fig. 6.16 Context in which site is located
Fig. 6.17 Context in which site is located
Fig. 6.18 Context in which site is located
Fig. 6.19 Context in which site is located
Fig. 6.20 Context in which site is located
Fig. 6.21 Context in which site is located
Fig. 6.22 Context in which site is located
Fig. 6.23 Context in which site is located
Fig. 6.24 Context in which site is located
Fig. 6.25 Context in which site is located
Fig. 6.26 Context in which site is located
Fig. 6.27 Context in which site is located
Fig. 7.1 3-dimentional interpretation of the station precinct.
Fig. 7.2 Shows the space experienced when standing in the centre of the Historical Sunken Garden, facing North.
Fig. 7.3 Shows a view of Scheidingt Street, looking East towards the Metro Police Station.
Fig. 7.4 Shows a view from the North down Paul Kruger Street towards the sea of parking.
Fig. 7.5 Shows a view along Scheidingt Street towards the west.
Fig. 7.6 Shows a view of the Historical Sunken Garden Square from Salvokop pedestrian bridge.
Fig. 7.7 Shows a view towards the site from Railway street in the South-East.
Fig. 7.8 Lost space.
Fig. 7.9 Weak Edge Definition.
Fig. 7.10 Circulation.
Fig. 7.11 Access by vehicles.
Fig. 7.12 Orientation of site.
Fig. 7.13 Micro Climate.
Fig. 7.14 Building form option 1.
Fig. 7.15 Building form option 1.
List of Figures Continued...

Fig. 7.16 Building form option 1.
Fig. 7.17 Building form option 2.
Fig. 7.18 Building form option 2.
Fig. 7.19 Building form option 2.
Fig. 7.20 Building form option 3.
Fig. 7.21 Building form option 3.
Fig. 7.22 Building form option 3.
Fig. 7.23 Building form option 4.
Fig. 7.24 Building form option 4.
Fig. 7.25 Building form option 4.
Fig. 7.26 Building form option 5.
Fig. 7.27 Building form option 5.
Fig. 7.28 Building form option 5.
Fig. 7.29 Programme development.
Fig. 7.30 Spacial development.
Fig. 7.31 Shows preliminary section through Historical Sunken Garden.
Fig. 7.32 Shows preliminary section through Scheiding Street.
Fig. 7.33 Ground Floor Plan.
Fig. 7.34 First Floor Plan.
Fig. 7.35 Second Floor Plan.
Fig. 7.36 Third Floor Plan.
Fig. 7.37 Accommodation schedule.
Fig. 7.38 Sketch plan Development.
Fig. 7.39 Important concepts relating to the First Floor Plan Development.
Fig. 7.40 Important concepts relating to the Second Floor Plan Development.
Fig. 7.41 Important concepts relating to the Third Floor Plan development.
Fig. 7.42 Shows preliminary section through the Northern “info” hub of the building.
Fig. 7.43 Shows the developed section through the Northern “info” hub of the building.
Fig. 7.44 Sections through the North-Western wing of building.
Fig. 7.45 Sections through the North-Western wing of building.
Fig. 7.46 Auditorium Link. Preliminary section – movement of light into the building.
Fig. 7.47 Auditorium Link. Developed section – movement of light into the building.
Fig. 7.48 Southern Block. Preliminary section – movement of light into the building.
Fig. 7.49 Southern Block. Developed Section – movement of light into the building.
Fig. 7.50 Shows a view down the building from the North-Western corner to the Southern point.
Fig. 7.51 Shows a view of the secondary Eastern Square from the Southern point of the site.
Fig. 7.52 Shows the link between the Historical Sunken Garden and the Secondary Eastern Square.
Fig. 7.53 Shows the view the commuter is confronted with when walking North from the Pretoria Gautrain Station.
Fig. 7.54 Shows the pedestrian link between Scheiding Street edge and the Secondary Eastern Square.
Fig. 7.55 Northern Elevation.
Fig. 7.56 Southern Elevation.
Fig. 7.57 The corner of the building that defines the South-Eastern corner of Paul Kruger and Scheiding Street interchange. (photo by author)
Fig. 7.58 Shows a view of the Western walkway from South. (photo by author)
Fig. 7.59 Shows view of building’s North-Western corner. (photo by author)
Fig. 7.60 Eastern Elevation.
Fig. 7.61 Shows character of Western Elevation.
Fig. 7.62 Shows a view from the North-western corner of the building. (photo by author)
Fig. 7.63 Shows a view from the south. (photo by author)
Fig. 7.64 Shows the link between the Historical Sunken Garden and the secondary Eastern square. (photo by author)
Fig. 7.65 Shows the view the commuter is confronted with when walking North from the Pretoria Gautrain Station. (photo by author)
Fig. 7.66 Shows the internal view down the building’s North-South axis from the Northern corner. (photo by author)
Fig. 7.67 Shows the view of the covered protrusion of the building at the cafe area. (photo by author)
Fig. 7.68 Shows the interpretive space of the informal trading area. (photo by author)
Fig. 7.69 Shows the treatment of the Western facade of the building. (photo by author)
Fig. 7.70 Shows another view of the corner exposed to the Paul Kruger and Scheiding Street intersection. (photo by author)
Fig. 7.71 Shows a view of the roof elements. (photo by author)
Fig. 7.72 Shows a view from the North-Western corner of the building towards the South-East. (photo by author)
Fig. 7.73 Shows a view from the South. (photo by author)
Fig. 7.74 Shows the link between the Historical sunken Garden and the Secondary Eastern Square. (photo by author)
Fig. 7.75 Shows a view from the opposite side of the Auditorium looking west towards the Historical Sunken Garden. (photo by author)
Fig. 7.76 Portrays the experience of the market. (photo by author)
Fig. 7.77 Shows the North-Western corner treatment. (photo by author)
Fig. 7.78 Shows the treatment of the Northern facade. (photo by author)
Fig. 7.79 Shows the building’s Southern Elevation. (photo by author)
Fig. 7.80 Shows the space below the “hovering” auditorium. (photo by author)
Fig. 7.81 Shows the directional quality of the building’s Eastern covered walkway. (photo by author)
Fig. 7.82 Shows a view further up the Eastern covered walkway. (photo by author)
Fig. 7.83 Offers a view down the building from the Southern point. (photo by author)
Fig. 7.84 View from the Eastern covered walkway. (photo by author)
Fig. 7.85 Shows the translucent box concept of the auditorium. (photo by author)
Fig. 7.86 A view of the building when approaching it from the South-West. (photo by author)
Fig. 7.87 The South-Western facade of the building at night. (photo by author)
Fig. 7.88 Elevated view of the building’s western facade. (photo by author)
Fig. 7.89 Elevated view of the building’s Eastern facade at night. (photo by author)
Fig. 7.90 The building’s Western Elevation. (photo by author)
Fig. 7.91 Northern Elevation.
Fig. 7.92 Eastern Elevation.
Fig. 7.93 Western Elevation.
Fig. 7.94 Southern Elevation.
Fig. 7.95 Basement Plan.
Fig. 7.96 How basement will be accessed from the centre, from the street.
Fig. 7.97 Dimensions of a bicycle.
Fig. 7.98 Dimensions of a motorcycle.
Fig. 7.99 Dimensions of the average car.
Fig. 7.100 Turning circle required average car.
Fig. 7.101 Turning circles required for delivery vehicle.
List of Figures Continued...

Fig 7.102 Basement Floor Plan – North
Fig 7.103 Dimensions of the average delivery vehicle
Fig 7.104 Basement plan – South
Fig 7.105 Ground Floor Plan
Fig 7.106 Dimensions for those in wheelchairs (Adler 1999:2–9)
Fig 7.107 Dimensions for those in wheelchairs (Adler 1999:2–9)
Fig 7.108 Dimensions for those in wheelchairs when using ablution facilities (Adler 1999:3–10)
Fig 7.109 Dimensions for disabled ablution facilities (Adler 1999:3–10)
Fig 7.110 Passing distances for wheelchairs (Adler 1999:3–10)
Fig 7.111 Reaching distances for those in wheelchairs (Adler 1999:3–10)
Fig 7.112 Table dimensions (Adler 1999:18–7)
Fig 7.113 Table dimensions for comfortable circulation (Adler 1999:18–7)
Fig 7.114 Ground Floor Plan – North
Fig 7.115 Informal trade at Pretoria Station (photo by author)
Fig 7.116 Informal trade at Pretoria Station (photo by author)
Fig 7.117 Informal trade at Pretoria Station (photo by author)
Fig 7.118 Informal trade at Pretoria Station (photo by author)
Fig 7.119 Ground Floor Plan – South
Fig 7.120 First Floor Plan
Fig 7.121 Space required for people on the move (Adler 1999:2–9)
Fig 7.122 Space for people when standing (Adler 1999:2–9)
Fig 7.123 Internet Hotspot example (www.cafesuite.com)
Fig 7.124 Internet Hotspot example (www.travelsbshots.com)
Fig 7.125 Vending point example (www.gamespot.com)
Fig 7.126 Circulation space required in offices (Neufert 1970)
Fig 7.127 Circulation space required in offices (Neufert 1970)
Fig 7.128 Circulation space required in offices (Neufert 1970)
Fig 7.129 First Floor Plan – North
Fig 7.130 U-Shaka’s Moyo in Durban (www.moyo.co.za)
Fig 7.131 Interior view of the Moyo in Melrose Arch, Johannesburg (www.moyo.co.za)
Fig 7.132 Interior view of the Moyo in Melrose Arch, Johannesburg (www.moyo.co.za)
Fig 7.133 First Floor Plan – South
Fig 7.134 Second Floor Plan
Fig 7.135 Comfortable passing spaces (plan view) in a restaurant (Adler 1999: 18–5)
Fig 7.136 Comfortable passing spaces (side view) in a restaurant (Adler 1999: 18–5)
Fig 7.137 Maximum reach possible for the average woman (Adler 1999: 18–9)
Fig 7.138 Position of a shelf on eye level (Adler 1999: 18–9)
Fig 7.139 Position of a shelf when required to bend (Adler 1999: 18–9)
Fig 7.140 (www.bris.co.uk)
Fig 7.141 (www.eco.co.uk)
Fig 7.142 Second Floor Plan – North
Fig 7.143 Circulation spaces in the kitchen (Adler 1999: 18–9)
Fig 7.144 Circulation spaces in the kitchen (Adler 1999: 18–9)
Fig 7.145 Second Floor Plan – South
Fig 7.146 Third Floor Plan
Fig 7.147 Sightlines and rake of the auditorium (Adler 1999: 20–8)
Fig 7.148 Relationship between vertical and horizontal planes within the auditorium (Adler 1999: 20–8)
Fig 7.149 Space to be provided for wheelchair users (Adler 1999: 20–8)
Fig 7.150 Seat dimensions in plan – refer to table 1 (Dimensions of Auditorium Seats) (Adler 1999: 20–8)
Fig 7.151 Seat dimensions in elevation – refer to Table 1 (Dimensions of Auditorium Seats) (Adler 1999: 20–8)
Fig 7.152 Seat and desk dimensions in elevation – refer to table 1 (Dimensions of Auditorium Seats) (Adler 1999: 20–8)
Fig 7.153 Typical office furniture (BFS Africa Catalogue)
Fig 7.154 Typical meeting room furniture (BFS Africa Catalogue)
Fig 7.155 Third Floor Plan – North
Fig 7.156 Third Floor Plan – South
Fig 7.157 Roof Plan
Fig 7.158 Example of a skylight (www.rooflite.com)
Fig 7.159 Example of a skylight (www.inhabit.com)
Fig 7.160 Example of an air-conditioning roof pack (www.daikin.com)
Fig 7.161 Massing
Fig 7.162 Parti
Fig 7.163 Geometry
Fig 7.164 Symmetry and balance
Fig 7.165 Expressed in elevation
Fig 7.166 Plan to Section
Fig 7.167 Hierarchy of form and function
Fig 7.168 Natural light
Fig 7.169 Natural ventilation
Fig 7.170 Vertical circulation
Fig 7.171 Horizontal circulation
Fig 7.172 Structure
Fig 7.173 Solids and voids
Fig 8.1 Airspace Tokyo building by Beige Architecture (www.coolboom.net)
Fig 8.2 Airspace Tokyo building by Beige Architecture at night (www.coolboom.net)
Fig 8.3.1 Exhibition pavilion in Santiago by Assadi and Pulido Architects (www.nocot.org)
Fig 8.3.2 Exhibition pavilion in Santiago by Assadi and Pulido Architects at night (www.nocot.org)
Fig 8.4.1 Typical L-section to be used in the steel construction of the building (SAISC 2008)
Fig 8.4.2 Typical H-section to be used in the steel construction of the building (SAISC 2008)
Fig 8.4.3 Typical welded steel hollow section to be used in the construction of the rigid auditorium frame (SAISC 2008)
Fig 8.5 Off-shutter concrete of the UP Centenary Building by Earthworld Architects (photo by author)
Fig 8.6 Users are able to interact directly with the UP Law Building’s facades (photo by author)
Fig 8.7 Treatment of the floors in the UP Centenary Building by Earthworld Architects (photo by author)
Fig 8.8 Vertical concrete elements become features within the facade of the UP Law Building (photo by author)
Fig 8.9 Recesses and protrusions of the concrete floor slabs and columns of the UP Law Building (photo by author)
Fig 8.10 Exterior view of an office building by Murtinhoys Associados Arquitectos (www.archdaily.com)
Fig 8.11 Interior fixing detail (www.archdaily.com)
List of Figures Continued...

Fig 7.102 Basement Floor Plan – North
Fig 7.103 Dimensions of the average delivery vehicle
Fig 7.104 Basement plan – South
Fig 7.105 Ground Floor Plan
Fig 7.106 Dimensions for those in wheelchairs (Adler 1999:2–9)
Fig 7.107 Dimensions for those in wheelchairs (Adler 1999:2–9)
Fig 7.108 Dimensions for those in wheelchairs when using ablution facilities (Adler 1999:3–10)
Fig 7.109 Dimensions for disabled ablution facilities (Adler 1999:3–10)
Fig 7.110 Passing distances for wheelchairs (Adler 1999:3–10)
Fig 7.111 Reaching distances for those in wheelchairs (Adler 1999:3–10)
Fig 7.112 Table dimensions (Adler 1999:18–7)
Fig 7.113 Table dimensions for comfortable circulation (Adler 1999:18–7)
Fig 7.114 Ground Floor Plan – North
Fig 7.115 Informal trade at Pretoria Station (photo by author)
Fig 7.116 Informal trade at Pretoria Station (photo by author)
Fig 7.117 Informal trade at Pretoria Station (photo by author)
Fig 7.118 Informal trade at Pretoria station (photo by author)
Fig 7.119 Ground Floor Plan – South
Fig 7.120 First Floor Plan
Fig 7.121 Space required for people on the move (Adler 1999:2–9)
Fig 7.122 Space for people when standing (Adler 1999:2–9)
Fig 7.123 Internet Hotspot example (www.cafesuite.com)
Fig 7.124 Internet Hotspot example (www.travelwebshots.com)
Fig 7.125 Vending point example (www.gamespot.com)
Fig 7.126 Circulation space required in offices (Neufert 1970)
Fig 7.127 Circulation space required in offices (Neufert 1970)
Fig 7.128 Circulation space required in offices (Neufert 1970)
Fig 7.129 First Floor Plan – North
Fig 7.130 U-Shaka’s Moyo in Durban (www.moyo.co.za)
Fig 7.131 Interior view of the Moyo in Melrose Arch, Johannesburg (www.moyo.co.za)
Fig 7.132 Interior view of the Moyo in Melrose Arch, Johannesburg (www.moyo.co.za)
Fig 7.133 First Floor Plan – South
Fig 7.134 Second Floor Plan
Fig 7.135 Comfortable passing spaces (plan view) in a restaurant (Adler 1999:18–5)
Fig 7.136 Comfortable passing spaces (side view) in a restaurant (Adler 1999:18–5)
Fig 7.137 Maximum reach possible for the average woman (Adler 1999:18–9)
Fig 7.138 Position of a shelf on eye level (Adler 1999:18–9)
Fig 7.139 Position of a shelf when required to bend (Adler 1999:18–9)
Fig 7.140 (www.bris.co.uk)
Fig 7.141 (www.eco.co.uk)
Fig 7.142 Second Floor Plan – North
Fig 7.143 Circulation spaces in the kitchen (Adler 1999:18–9)
Fig 7.144 Circulation spaces in the kitchen (Adler 1999:18–9)
Fig 7.145 Second Floor Plan – South
Fig 7.146 Third Floor Plan
Fig 7.147 Sightlines and rakeine of the auditorium (Adler 1999:20–8)
Fig 7.148 Relationship between vertical and horizontal planes within the auditorium (Adler 1999:20–8)
Fig 7.149 Space to be provided for wheelchair users (Adler 1999:20–8)
Fig 7.150 Seat dimensions in plan – refer to table 1 (Dimensions of Auditorium Seats) (Adler 1999:20–8)
Fig 7.151 Seat dimensions in elevation – refer to Table 1 (Dimensions of Auditorium Seats) (Adler 1999:20–8)
Fig 7.152 Seat and desk dimensions in elevation – refer to Table 1 (Dimensions of Auditorium Seats) (Adler 1999:20–8)
Fig 7.153 Typical office furniture (BFS Africa Catalogue)
Fig 7.154 Typical meeting room furniture (BFS Africa Catalogue)
Fig 7.155 Third Floor Plan – North
Fig 7.156 Third Floor Plan – South
Fig 7.157 Roof Plan
Fig 7.158 Example of a skylight (www.rooflite.com)
Fig 7.159 Example of a skylight (www.inhabit.com)
Fig 7.160 Example of an air-conditioning roof pack (www.dalikin.com)
Fig 7.161 Massing
Fig 7.162 Parti
Fig 7.163 Geometry
Fig 7.164 Symmetry and balance
Fig 7.165 Expressed in elevation
Fig 7.166 Plan to Section
Fig 7.167 Hierarchy of form and function
Fig 7.168 Natural light
Fig 7.169 Natural ventilation
Fig 7.170 Vertical circulation
Fig 7.171 Horizontal circulation
Fig 7.172 Structure
Fig 7.173 Solids and voids
Fig 8.1 Airspace Tokyo building by Beige Architecture (www.coolboom.net)
Fig 8.2 Airspace Tokyo building by Beige Architecture at night (www.coolboom.net)
Fig 8.3.1 Exhibition pavilion in Santiago by Assadi and Pulido Architects at night (www.notcot.org)
Fig 8.3.2 Exhibition pavilion in Santiago by Assadi and Pulido Architects at night (www.notcot.org)
Fig 8.4.1 Typical L-section to be used in the steel construction of the building (SAISC 2008)
Fig 8.4.2 Typical H-section to be used in the steel construction of the building (SAISC 2008)
Fig 8.4.3 Typical welded steel hollow sections to be used in the construction of the rigid auditorium frame (SAISC 2008)
Fig 8.5 Off-shutter concrete of the UP Centenary Building by Earthworld Architects (photo by author)
Fig 8.6 Users are able to interact directly with the UP Law Building’s facades (photo by author)
Fig 8.7 Treatment of the floors in the UP Centenary Building by Earthworld Architects (photo by author)
Fig 8.8 Vertical concrete elements become features within the facade of the UP Law Building (photo by author)
Fig 8.9 Recesses and protrusions of the concrete floor slabs and columns of the UP Law Building (photo by author)
Fig 8.10 Exterior view of an office building by Murtinioys Associados Arquitectos (www.archdaily.com)
Fig 8.11 Interior fixing detail (www.archdaily.com)
List of Figures Continued...

Fig 8.12 View from within (www.archdaily.com)
Fig 8.13 Solar protection qualities of Cool Vue glass (SmartGlass Product Brochure)
Fig 8.14 Various different protective layers that make up CoolVue glass (SmartGlass Product Brochure)
Fig 8.15 Siemens Building in Midrand by Low Apostel held Bergenthum (SmartGlass Product Brochure)
Fig 8.16 KSDP Pentagraph Offices in Johannesburg (SmartGlass Product Brochure)
Fig 8.17 Different characteristics of the product SmartGlass Product Brochure
Fig 8.18 CoolVue's layered combination of heat-reducing materials (SmartGlass Product Brochure)
Fig 8.19 CoolVue allows natural daylight requirements while reducing heat gain (SmartGlass Product Brochure)
Fig 8.20 Table showing characteristics of the COOLVUE product (SmartGlass Brochure)
Fig 8.21 Gencor balustrading, Johannesburg by TC Design (SmartGlass brochure)
Fig 8.22 Balustrades at the Hilton Hotel in Durban by FGC Architects (SmartGlass Brochure)
Fig 8.23 Table showing characteristics of the ARMOURSCREEN product (SmartGlass Brochure)
Fig 8.24 Various applications in which zincalume steel has been used (BlueEscope Steel Brochure)
Fig 8.25 Table comparing the performance of Zincalcon steel with ordinary galvanized steel (BlueEscope Steel Brochure)
Fig 8.26 Raw Zincalume product in flat sheet form (BlueEscope Steel Brochure)
Fig 8.27 Comparison of life expectancy of Zincalcon and normal galvanized steel (BlueEscope Steel Brochure)
Fig 8.28 Demonstration of Zincalcon's thermal efficiency (BlueEscapoe Steel Brochure)
Fig 8.29 Ceiling applications of GKD Architectural Mesh (GKD Design Guide Edition 3/99)
Fig 8.30 Ceiling applications of GKD Architectural Mesh (GKD Design Guide Edition 3/99)
Fig 8.31 Ceiling applications of GKD Architectural Mesh (GKD Design Guide Edition 3/99)
Fig 8.32 Fixing and detailing of a vertical GKD Architectural Mesh sunscreen (GKD Design Guide Edition 3/99)
Fig 8.33 Use of GKD Architectural Mesh in vertical and horizontal combination (GKD Design Guide Edition 3/99)
Fig 8.34 Use of GKD Architectural Mesh in roller-shutter door applications (GKD Design Guide Edition 3/99)
Fig 8.35 Sambesi Type Mesh
Fig 8.36 Large Type Mesh
Fig 8.37 Gyptone Bend Line 7 – technical data
Fig 8.38 Effect of the ceiling when installed (DonnCell Brochure)
Fig 8.39 Effect of the product on internal spaces (DonnCell Brochure)
Fig 8.40 Isovor's Aerolite Glasswool product
Fig 8.41 Gyptone Bend Line 6 (DonnCell Brochure)
Fig 8.42 Suspended ceiling system (DonnCell Brochure)
Fig 8.43 25mm x 25mm glassed steel angle used as a hanger
Fig 8.44 Metal sub-structure of a dry wall partition system (GypWall System Solutions Product Brochure)
Fig 8.45 Isovor's Cavity Batt Glasswool insulation (Isovor Insulation Solutions Product brochure)
Fig 8.46 Connection detail of a dry wall partition and a concrete column (GypWall System Solutions Product Brochure)
Fig 8.47 Detail showing a corner connection (GypWall System Solutions Product Brochure)
Fig 8.48 Typical door detail (GypWall System Solutions Product Brochure)
Fig 8.49 Components and construction of GypWall Silent S2 system (GypWall System Solutions Product Brochure)
Fig 8.50 Marble Lofts Residence in Atlanta by Ruffedge Arch, Architects (www.3form.com)
Fig 8.51 Dan Gottlieb and Penny Herscovitch’s “Flexcomb” design (www.sciphy.files.wordpress.com)
Fig 8.52 Detail of Plexiglas SATINICE sheets (www.arspace.com)
Fig 8.53 Different Plexiglas products that are available (Degussa Product brochure)
Fig 8.54 Different samples and colours (photo by author)
Fig 8.55 Diffusion of light through Plexiglas SATINICE sheets (photo by author)
Fig 8.56 Various different fixing systems – front view of spider clamp (DOORMA product brochure)
Fig 8.57 Roden end clamp (DOORMA product brochure)
Fig 8.58 Manet construct system with two single point fixings (DOORMA product brochure)
Fig 8.59 Roden tensile tie system (DOORMA product brochure)
Fig 8.60 Loop System. (DOORMA product brochure)
Fig 8.61 Colour palette for the "i-hub". (Doxom range)
Fig 8.62 Colour palette for the "i-hub". (Piascon range)
Fig 8.63 Site Plan.
Fig 8.64 Paving textures.
Fig 8.65 Paving textures.
Fig 8.66 Paving textures.
Fig 8.67 Albizia Adianthfolia.
Fig 8.68 Albizia Adianthfolia.
Fig 8.69 Albizia Adianthfolia.
Fig 8.70 Caesalpinia Ferrea.
Fig 8.71 Caesalpinia Ferrea.
Fig 8.72 Caesalpinia Ferrea.
Fig 8.73 Caesalpinia Ferrea.
Fig 8.74 Caesalpinia Ferrea.
Fig 8.75 Celtis Africana.
Fig 8.76 Celtis Africana.
Fig 8.77 Celtis Africana.
Fig 8.78 Celtis Africana.
Fig 8.79 Paving textures.
Fig 8.80 Paving textures.
Fig 8.81 Paving textures.
Fig 8.82 Structural grid dimensions.
Fig 8.83 Structural grid.
Fig 8.84 Raft foundation and RC column.
Fig 8.85 Typical basement construction.
Fig 8.86 Different殖民 types.
Fig 8.87 Different infill wall types.
Fig 8.88 The progression of the “i-hub’s” column and slab construction three dimensionally.
Fig 8.89 The progression of the “i-hub’s” column and slab construction three dimensionally.
Fig 8.90 The progression of the “i-hub’s” column and slab construction three dimensionally.
Fig 8.91 Disposal of rainwater from flat concrete roof.
Fig 8.92 Disposal of rainwater from flat concrete roof.
Fig 8.93 Detail A.
Fig 8.94 Detail B.
Fig 8.95 Detail C.
Fig 8.96 Section through the North-Western block showing the transition from shading skin to light steel structure.
Fig 8.97 UP campus building by Braam Le Roux. (photo by author)
Fig 8.98 UP campus building by Braam Le roux. (photo by author)
List of Figures Continued...

Fig 8.99 3-D development of Auditorium.
Fig 8.100 3-D development of Auditorium.
Fig 8.101 3-D development of Auditorium.
Fig 8.102 Cross-section through the Auditorium showing the importance of site lines.
Fig 8.103 Detail A (DOORMA brochure).
Fig 8.104 Cross-section through the North-Western wall showing various connection methods.
Fig 8.105 Steel connections welded end plate to column flange.
Fig 8.106 Steel connection.
Fig 8.107 Steel connection column with web stiffeners.
Fig 8.108 Steel connection large welded base plate with M16 bolts.
Fig 8.109 Law building facade – UP campus by Kruger Roos Architects. (photo by author).
Fig 8.110 Law building walkway connection – UP campus. (photo by author).
Fig 8.111 UP Campus Building by Braam Le Roux. (photo by author).
Fig 8.112 Column and walkway connection – UP campus by Kruger Roos Architects. (photo by author).
Fig 8.113 Soil Water Plumbing System. (www.chestoffsouks.com/plumbing).
Fig 8.114 Diagram showing the functioning of a grey water collection system. (www.greenearthconsulting.co.za).
Fig 8.115 Solar Geyser – K250d. (www.solargeyser-sa.co.za).
Fig 8.116 Electrical geyser – Duratherm Kompakt D250L 400pa. (www.sustainable.co.za).
Fig 8.118 A roof pack with the access panel removed. (www.daikin.co.za).
Fig 8.119 Air outlet fan. (www.daikin.co.za).
Fig 8.120 Concept of split air-conditioning. (Architecture South Africa Sept/Oct 2009:21).
Fig 8.121 Second/Third Floor Services.
Fig 8.122 Ground Floor Fire Plan.
Fig 8.123 Shows a medium sized fire fighting vehicle’s dimensions. (Adler 2001:4-2).
Fig 8.124 Second Floor Fire Plan.
Fig 8.125 Shows the climatic zone of South Africa. (Napier 2000).
Fig 8.126 Shows the characteristics of zone 6, where Pretoria is located. (Napier 2000).
Fig 8.127 Solar angles for the city of Pretoria. (Napier 2000).
Fig 8.128 A number of different shading systems investigated. (www.archipelagoes.com).
Fig 8.129 A number of different shading systems investigated. (www.pvresources.com).
Fig 8.130 A number of different shading systems investigated. (www.aedonline.de).
Fig 8.132 Shows the progressive development of the perforated zincalume shading device.
Fig 8.133 The transmission of heat during the day, through a Cavity Brick Wall. (Napier 2000:4.1.5).
Fig 8.134 The transmission of heat during the day through A solid brick Wall. (Napier 2000:4.1.3).
Fig 8.135 The exposed concrete slab of a UP Centenary Building by Earthworld Architects. (photo by author).
Fig 8.136 Site Plan – Storm Water Layout.
Fig 8.137 Natural lighting. (www.herman-uwe.de).
Fig 8.138 Natural lighting. (www.image.vn).
Fig 8.139 Natural lighting. (www.rooflite.com).
Fig 8.140 Natural lighting. (www.inhabitat.com).
Fig 8.141 Shows the results of the SBAT Assessment for the “i-hub” Pretoria Station Square. (Gibberd).
<table>
<thead>
<tr>
<th>Abbreviation</th>
<th>Definition</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBD</td>
<td>Central Business District</td>
</tr>
<tr>
<td>DPW</td>
<td>Department of Public Works</td>
</tr>
<tr>
<td>HIA</td>
<td>Heritage Impact Assessment</td>
</tr>
<tr>
<td>SADC</td>
<td>The thirteen countries, excluding South Africa, that belong to the Southern African Development Community (Statistics South Africa 2009)</td>
</tr>
<tr>
<td>SDF</td>
<td>Spatial Development Framework</td>
</tr>
<tr>
<td>TICP</td>
<td>Tshwane Inner City Project</td>
</tr>
<tr>
<td>UNISA</td>
<td>University of South Africa</td>
</tr>
<tr>
<td>UNWTO</td>
<td>United Nations World Tourism Organisation</td>
</tr>
<tr>
<td>ZAR</td>
<td>Zuid-Afrikaansche Republiek</td>
</tr>
</tbody>
</table>
Thank You

To my incredible family: Mom, Gran and Scotty. Thank you, not only for providing financially, but also for your continuous encouragement and support, the late nights spent helping, the days spent running around and the never-ending supply of tea, coffee and chocolate.

To Gary White; for his amazing assistance throughout the year.

To Jacque Laubsher; for giving guidance and bringing focus to my studies this year.

To Lloyd; your belief in me and your interest and enthusiasm kept me going.

To MEG Architects; I am so grateful for your unwavering understanding and support throughout the year.

To Stacey, Nicky and Sarah; your friendship and overwhelming support this year, particularly near to ‘crunch time’ has astounded me. I am so blessed to have you all in my life.

To everyone who touched my life this year and brought me that much closer in the slightest of ways...thank you!!!

I’ve been walking in the same way as I did
Missing out the cracks in the pavement
And cutting my heel and strutting my feet
“Is there anything I can do for you dear?
Is there anyone I can call?”
“No and thank you, please madam.
I ain’t lost, just wandering”

Round my hometown
Memories are fresh
Round my hometown
Ooh the people I’ve met
Are the wonders of my world

I like it in the city when the air is thick and opaque
I love to see everybody in short skirts, shorts and shades
I like it in the city when two world’s collide
You get people and the government
Everybody taking different sides

Shows that we ain’t gonna take it
Shows that we are united

Are the wonders of my world
Adele’s Hometown Glory Lyrics