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SUMMARY 
 

This study investigates the signal processing required in order to allow for the evaluation of 

hearing perception prediction models at low signal-to-noise Ratios (SNR).  It focusses on 

speech enhancement and the estimation of the cues from which speech may be recognized, 

specifically where these cues are estimated from severely degraded speech (SNR ranging from  

-10 dB to -3 dB).  This research has application in the field of cochlear implants (CI), where a 

listener would hear degraded speech due to several distortions introduced by the biophysical 

interface (e.g. frequency and amplitude discretization). These difficulties can also be interpreted 

as a loss in signal quality due to a specific type of noise.  The ability to investigate perception in 

low SNR conditions may have application in the development of CI signal processing 

algorithms to counter the effects of noise.  In the military domain a speech signal may be 

degraded intentionally by enemy forces or unintentionally owing to engine noise, for example.  

The ability to analyse and predict perception can be used for algorithm development to counter 

the unintentional or intentional interference or to predict perception degradation if low SNR 

conditions cannot be avoided.  A previously documented perception model (Svirsky, 2000) is 

used to illustrate that the proposed signal processing steps can indeed be used to estimate the 

various cues used by the perception model at SNRs successfully as low as -10 dB. 

 

Keywords: Hearing perception model, speech enhancement, speech cue estimation, low signal-
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SAMEVATTING 
 

Hierdie studie ondersoek die seinprosessering wat nodig is om ’n gehoorpersepsievoorspelling-

model te evalueer by lae sein-tot-ruis-verhoudings.  Hierdie studie fokus op spraakverbetering 

en die estimasie van spraakeienskappe wat gebruik kan word tydens spraakherkenning, 

spesifiek waar hierdie eienskappe beraam word vir ernstig gedegradeerde spraak (sein-tot-ruis-

verhoudings van -10 dB tot -3 dB).  Hierdie navorsing is van toepassing in die veld van 

kogleêre inplantings, waar die luisteraar degradering van spraak ervaar weens die bio-fisiese 

koppelvlak (bv. diskrete frekwensie en amplitude).  Hierdie degradering kan gesien word as ’n 

verlies aan seinkwaliteit weens ’n spesifieke tipe ruis.  Die vermoë om persepsie te ondersoek 

by lae sein-tot-ruis kan toegepas word tydens die ontwikkeling van kogleêre inplanting-

seinprosesseringalgoritmes om die effekte van ruis teen te werk.  In die militêre omgewing kan 

spraak deur vyandige magte gedegradeer word, of degradering van spraak kan plaasvind as 

gevolg van bv. enjingeraas.  Die vermoë om persepsie te ondersoek en te voorspel in die 

teenwoordigheid van ruis kan gebruik word vir algoritme-ontwikkeling om die ruis teen te werk 

of om die verlies aan persepsie te voorspel waar lae sein-tot-ruis verhoudings nie vermy kan 

word nie.  ’n Voorheen gedokumenteerde persepsiemodel (Svirsky, 2000) word gebruik om te 

demonstreer dat die voorgestelde seinprosesseringstappe wel suksesvol gebruik kan word om 

die spraakeienskappe te beraam wat deur die persepsiemodel benodig word by sein-tot-ruis 

verhouding so laag as -10 dB. 

 

Sleutelwoorde: Gehoorpersepsiemodel, spraakkwaliteitverbetering, spraakeienskapberaming, 
lae sein-tot-ruis 
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CHAPTER 1        INTRODUCTION 
 

1.1 Problem Statement 

An understanding of how well words are perceived in low signal-to-noise ratio (SNR) 

conditions (SNR of -3 dB and lower) has application in the military, medical and commercial 

communications fields.  Low SNR conditions during communication can be due to various 

types of noise sources.  Examples of communication under low SNR conditions are the internal 

communication system in a fighter aircraft (Smith & Lourens, 2006) or helicopter (Acker-Mills, 

Houtsma, & Ahroon, 2006).  In these cases the source of the interference would be 

unintentional and to some extent under the control of the owner of the respective systems.  

Examples of such sources of noise are wind and the engine in an aircraft cockpit.  Another 

example would be attempting wireless communication while the level of interference is 

intentionally increased (Nixon, McKinley, & Moore, 1982), in order to disrupt the effectiveness 

of the wireless communication.  The ability to analyse and predict perception in these 

conditions can be used for algorithm development to counter unintentional or intentional 

interference.  Perception prediction can also be used to predict perception degradation if low 

SNR conditions cannot be avoided.  Cochlear implants (CI), which are used to restore the 

hearing of severely deafened people, are particularly susceptible to the effects of background 

noise (Remus & Collins, 2004b).  Moore (2003) presents an overview of the typical difficulties 

experienced by the hearing impaired,  These include reduced audibility, reduced frequency 

selectivity and loudness recruitment. These difficulties can be caused by regions in the cochlea 

that have no surviving inner hair cells and/or neurons (dead regions) and can also be interpreted 

as a loss in signal quality due to a specific type of noise.  The ability to investigate perception in 

low SNR conditions may have application in the development of CI signal-processing 

algorithms to counter the effects of noise.  

 

Quantitative models for the perception of speech by humans provide important insights for the 

development of Automatic Speech Recognition (ASR) algorithms (Alwan et al., 1995).  

Various methods of predicting speech perception are documented (Remus & Collins, 2004a; 

Remus & Collins, 2004b; Strope & Alwan, 1997a; Strope & Alwan, 1997b; Svirsky, 2000).  

However, the lowest SNR at which these perception prediction methods are evaluated is -2 dB.  

This study will refer to speech as severely degraded when the SNR of the speech signal is lower 

than 0 dB.  
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These perception predictors use estimates of one or more characteristics of the input speech 

signal in order to predict human perception of the speech input.  According to the Concise 

Oxford English Dictionary the action of classifying is to “arrange (a group) in classes or 

categories according to shared qualities or characteristics.”  The estimated characteristics (also 

referred to as features in the context of classification and cues in the context of perception) are 

thus required for the classification method to predict human speech perception, where 

perception can be interpreted as arrangement into categories.  Moreover, perception prediction 

is also concerned with correctly predicting wrong classifications, for example, if a listener is 

presented with the word “sat”, but perceives the word to be “sit”, the perception predictor 

should make the same classification.  The typical processing steps required to solve a 

classification problem are shown in Figure 1.1, based on Bishop (1995). 

 

 

Figure 1.1: Typical processing steps required so solve a classification problem. 

 

For speech perception prediction with the use of a classifier, the input is a speech signal.  Pre-

processing can be the conditioning of the input into the appropriate format to allow for feature 

estimation.  Feature estimation refers to the calculation of values quantifying the chosen 

characteristics of the input.  Post-processing refers to the final data conditioning that may be 

required to modify the classifier output into a format appropriate for the specific analysis. 

 

From Figure 1.1 it can be seen that the ability to estimate the features required for the 

classification successfully, and thus perception prediction, is a crucial step in the classification 

process.  The SNR at which the features can be estimated also determines the SNR at which 

perception prediction can be performed.  As will be discussed in the literature study (chapter 2), 

the exact set of cues used by human listeners when perceiving severely degraded speech is not 

well defined.  These cues need to be selected before designing algorithms to estimate the cues. 

The nature of the cue to be estimated dictates the type of mathematical techniques appropriate 

for estimating its value. 

 
 
 



 
Chapter 1           Introduction 

 
 

 
Department of Electrical, Electronic and Computer Engineering          3 
University of Pretoria  

As far as is known, nothing has been published on algorithms for the automatic estimation of 

speech cues for use in perception prediction models at SNR lower than -2 dB.  There are, 

however, other domains where there are many publications on the processing of small signals in 

the presence of noise.  Examples of these are radar target detection (Hovanessian, 1973; Leung, 

1996; Leung & Young, 2000), image processing (Ffrench, Zeidler, & Ku, 1997), remote 

sensing (Carlotto, 1997) and robotics (Chang & Song, 1997).  Techniques from the radar signal 

processing body of knowledge were applied in this study for the purpose of cue estimation.   

 

If a signal processing algorithm can be developed that can estimate the selected cues of severely 

degraded speech, predictions of speech intelligibility, and the cues used in these predictions, can 

be analyzed. 

 

1.2 Approach 

This study aimed to expand the work in the field of perception prediction by developing 

methods to extract the chosen cues from severely degraded speech.  This study focussed on 

speech cue estimation for speech with an SNR of -3 dB and lower, with the aim to allow for 

perception prediction.  The approach was to develop a chain of signal processing techniques 

which are suitable to (i) enhance the signal of interest (speech) by suppressing noise and (ii) 

estimate the cues required for speech perception prediction from this signal at the specified low 

SNRs.  In order to evaluate the performance of the speech enhancement and cue estimation, this 

investigation used previously documented cues (Svirsky, 2000) and a classification method as 

presented by Svirsky (2000).  The cues used for perception prediction are estimated for vowels 

degraded by additive white Gaussian noise (AWGN).  The processing steps presented were not 

intended as a model of the auditory system.  However, the ability to evaluate perception 

prediction models with severely degraded speech as input may provide some insight as to the 

auditory mechanisms used during human speech perception in low SNR conditions.  The aim of 

this dissertation was neither to evaluate the particular set of cues or different sets of cues used 

for classification of vowels, nor to evaluate a specific classifier or different classifiers used for 

perception prediction, but to allow for the use of existing choices of cues and perception 

prediction models in very low SNR.  
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1.3 Research Questions  

From the earlier introduction and the literature study (chapter 2), specific research questions can 

be phrased to address perception prediction for severely degraded speech.  From available 

literature it appears that it is generally accepted in perception prediction models that speech cues 

are readily available, but this is not the case for severely degraded speech.  The primary 

research question was: using existing signal processing, can an algorithm be developed and 

successfully applied to severely degraded speech in order to enable the estimation of speech 

cues as required by perception prediction models?  Also, can the signal processing be performed 

automatically and without any a priori knowledge regarding the input?  Given that the selected 

speech perception prediction model can be evaluated at the low SNRs of interest, a secondary 

research question would be: do these predictions follow the trends in available published data? 

 

1.4 Objectives 

The objective of this study was to develop a signal processing algorithm which would estimate 

the selected speech cues from severely degraded speech.  These estimated cues were used with 

a pre-existing human perception prediction model (Svirsky, 2000) for SNRs as low as -10 dB.  

It was expected that as the SNR approached -10 dB the error in the various estimates would 

increase and thus the recognition performance as predicted by the perception prediction model 

would decrease.  Specific objectives to be achieved during the development of the signal-

processing algorithm were: 

1. All the signal-processing steps of the algorithm should be automatic.  The input to the 

algorithm would be the degraded speech signal and the output would be the selected 

speech cues.  Such an automated algorithm would allow for repeatable perception 

predictions without any uncertainty, which may arise if a person performed cue 

estimation.  For example, uncertainties such as decision thresholds would be eliminated  

2. In order to make the algorithm as widely applicable as possible the signal-processing 

techniques should require no a priori knowledge regarding the speech input signal, for 

example, is the speaker male or female? 

3. Owing to the severely degraded nature of the speech input, a form of signal 

enhancement was required.  This signal-processing technique used for the signal 

 
 
 



 
Chapter 1           Introduction 

 
 

 
Department of Electrical, Electronic and Computer Engineering          5 
University of Pretoria  

enhancement should be suitable for the enhancement of speech signals, and it was 

attempted to keep the structure of the signal-enhancement algorithm related to literature 

on human auditory perception (Watkins & Paus, 2004).  

4. For reasons to be outlined in the literature study (chapter 2), this study focussed on the 

enhancement, cue estimation and perception prediction of vowels.  For this reason, a 

voicing detection technique was required to isolate the vowel in a syllable in order to 

allow for the cue estimation of the vowel only.   

5. To test the performance of the signal enhancement, voicing detection and the cue 

estimation, a perception prediction model was required.  The multidimensional phoneme 

identification (MPI) model of Svirsky (2000) was implemented and evaluated at SNRs 

as low as -10 dB.  The results of the MPI model evaluation were compared to the 

listening experiments by Boothroyd and Nittrouer (1988), whose experiments evaluated 

perception performance of normal hearing listeners at SNRs as low as -10dB. 

 

1.5 Contribution 

This study documents the various signal-processing steps required for the cue estimation, the 

implementation of the classifier and the evaluation of various signal-processing techniques.  

The study showed that with the proposed signal enhancement, cues can be estimated in low 

SNR conditions in order to allow for perception prediction with documented classifiers 

(Svirsky, 2000).  The methods described in this dissertation will have the following 

applicability: 

1. The ability to enhance a severely degraded speech signal so that it can be applied to a 

perception prediction model will allow for the evaluation of a number of already 

existing perception prediction models (Remus & Collins, 2004a; Svirsky, 2000) for 

SNRs previously not evaluated by these models.  

2. The ability to evaluate perception prediction models at previously unevaluated SNRs 

may provide insight into the perceptual mechanisms used by a listener in low SNR 

conditions. 
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3. The methods used to enhance the noise-degraded signal and to extract cues can be used 

in the military domain in research to counter the effects of intentional and unintentional 

noise, typically encountered in an operational environment. 

Specific contributions to the body of knowledge regarding speech perception were: 

1. A number of independent signal-processing techniques were combined in the 

development of an algorithm to allow for perception prediction of severely degraded 

speech.   

2. The use of a constant false alarm rate (CFAR) detector (to be defined in section 3.3.1) as 

a voicing detector.  This detector was successfully used to determine the voiced section 

of a spectrogram for SNRs as low as -10 dB. 

3. The perception prediction model of Svirsky (2000) was evaluated at SNRs not 

previously documented.  These results were compared to listening tests performed on 

normal, hearing listeners (Boothroyd & Nittrouer, 1988; Parikh & Loizou, 2005) with a 

high degree of correlation (greater than 95%) between the results. 

 

1.6 Dissertation Outline 

The dissertation is structured as follows:  Chapter 2 is a literature study describing the relevant 

background literature, to contextualize the work and identify shortcomings in the available 

literature.  Chapter 3 documents the methods used in the study and will start by providing an 

overview of the entire processing chain used for the cue estimation and classification.  This is 

done to create the context for the subsequent sections, which describe the various processing 

steps in more detail.  Section 3.2 discusses speech enhancement by means of a Kalman filter 

and expectation maximization, as well as the methods used to characterize the performance of 

the filter.  Section 3.3 discusses the processing required to estimate the cues of interest and 

section 3.4 documents the classification algorithm used in order to generate a measure of 

perception prediction performance.  Chapter 4 documents the results of the investigation into 

the algorithm performance, focussing on the contribution of speech-enhancement processing.  

The performance of the implemented speech enhancement, cue estimation and perception 

prediction were analyzed over a range of SNRs using confusion matrices and information 

transmission analysis.  Chapter 5 is a discussion of the results (chapter 4) and the algorithm 
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processing steps in general.  Concluding remarks and comments on possible future work are 

given in chapter 6. 

 

 

 
 
 



 

 

CHAPTER 2        LITERATURE STUDY 
 

This literature study gives the background and motivation for the formulation of the primary 

research question.  As discussed in the introduction, the signal processing required to enable 

perception prediction of severely degraded vowels was investigated.  The motivation for using 

vowels in perception-prediction models is given, as well as background on speech cues used by 

perception-prediction models.  To enable processing to be performed on a vowel, the vowel has 

to be extracted from the severely degraded input. Background regarding signal-processing 

techniques used to isolate the vowel in the input signal is discussed.  The signal-processing 

techniques used to estimate speech cues from severely degraded speech are dictated by the 

specific cue to be estimated, thus an understanding of these cues is required in the development 

of a cue estimation algorithm. To evaluate the signal-processing techniques a perception 

prediction model is required.  Existing perception-prediction models are discussed with specific 

focus on the model selected for the evaluation of the signal-processing techniques used for cue 

estimation.  The selected model is used for vowel perception prediction of CI users.  From the 

presented literature it will become clear that neither the selected model nor other CI perception-

prediction models have been evaluated for SNRs below -2 dB.  Even though perception-

prediction models have not been evaluated lower than -2 dB, listening experiments have been 

performed on human listeners using vowels, for SNR as low as -10 dB.  These data will be 

important in evaluating the performance of the selected perception prediction model. 

 

As background on perception and the effect of noise on it, work by Fletcher and Galt (1950), as 

well as Dubbelboer and Houtgast (2007), can be considered.  The study of speech perception 

has various aspects on which one can focus (Fletcher & Galt, 1950).  The process that enables a 

listener to interpret and to repeat sounds that are spoken correctly is the interpretation 

(intelligibility) aspect.  The loudness aspect of speech allows a listener to determine whether a 

sound which was heard is loud or soft.  It can also be determined if the pitch is high or low, 

which is the pitch aspect, and finally one can determine the quality of the voice of the speaker.  

The quality can indicate if it is a child’s voice, a woman’s voice, or a man’s voice, or if the 

voice is harsh or pleasing.  Various factors can influence the intelligibility of speech, for 

example echoes, phase distortion and reverberation (French & Steinberg, 1947).  In a much later 

study Dubbelboer and Houtgast (2007) investigated the effects of noise on speech intelligibility.  

The effects of noise on speech were divided into three sub-effects.  The first was a systematic 
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lift of the envelope of the speech signal equal to the mean noise intensity.  Second was the 

introduction of stochastic envelope fluctuations and third the corruption of the fine temporal 

structure.  This study deals with the intelligibility aspect of perception, where the sounds are 

degraded owing to noise, specifically investigating the estimation of certain cues (features) of 

vowels.  

 

The reason for specifically focussing on vowels is that work by Strange (1989) suggests that 

problems in explaining the perception of a speakers’ intended message arise from variations in 

vowels as actually produced.  Acoustically vowels can be represented using a multi-dimensional 

acoustic space.  The vowels can be represented as coordinates in this multi-dimensional space 

where the axes of this coordinate system can be the first and second formant frequencies 

(F1/F2) or the first, second and third formant frequencies (F1/F2/F3).  Other possible spaces 

may exist, based on the cues selected as the primary cues contributing to vowel intelligibility.  

For example Svirsky (2000) used F1 and the root mean square (RMS) channel amplitude ratios 

of four bandpass filters (refer to Figure 2.2 for detail regarding the bandpass filters), while Van 

Wieringen and Wouters (1999) identified F1, F2 and duration as the most important cue used by 

cochlear implantees.  

 

There is a clear relationship between the recognition of phoneme-like units (Nearey, 2001) and 

ultimately the recognition of words.  This relationship is well documented by Allen (1994) who 

reviews the comprehensive work of Fletcher (1953).  Figure 2.1 illustrates the various 

recognition layers involved when perceiving words.  This is of particular importance since this 

study specifically investigates the perception-prediction performance of phones, which are 

evaluated in a consonant-vowel-consonant (CVC) context.  Phoneme perception will be 

investigated by extracting cues thought to be important for the identification of the vowel and 

then using these cues as inputs to an algorithm to associate the cues with a vowel (a classifier).  

Consider the syllable “pat”; only the cues of the “a” will be estimated and used as inputs to the 

classifier. 
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Figure 2.1: Hypothetical cascade of recognition layers, based on Allen (1994). 

 

In order to estimate the various cues required for vowel perception, the vowels have to be 

isolated within the word.  This task may be made more difficult in the presence of noise.  The 

concept of glimpsing (Cooke, 2006; Howard-Jones & Rosen, 1993; Miller & Licklider, 1950), 

which uses the most energetic regions of speech in a spectrotemporal (spectrogram) 

representation for the purpose of identifying speech in noise, is particularly well suited to the 

task of isolating vowels in noise.  A survey conducted by Gong (1995) also indicated that 

essential elements in noisy speech recognition are the incorporation of time and frequency 

correlations, as well as placing higher emphasis on high SNR portions of speech.  The 

redundant nature of the information conveyed in a spectrogram (Cooke, 2006; Fletcher, 1953; 

Kasturi et al., 2002) makes this form of speech representation particularly useful for low SNR 

speech analysis.  For the detection of a glimpse, Cooke (2006) used a detection model which 

assumes that spectrogram elements whose local SNR exceeds 3 dB are a glimpse of the speech 

signal that can be used for classification. 

 

The exact set or combination of cues which are used by normal hearing and CI users for vowel 

perception are not clear at this stage, especially in low SNR conditions. The importance of the 

first and second formant frequencies, as well as duration in the perception of vowels in normal 

hearing listeners, is well established (Klein, Plomp, & Pols, 1970; Nooteboom & Doodeman, 

1980; Peterson & Barney, 1952; Stevens, 1959).  The extent to which the various cues are used 

may also vary; for example, it was found that the importance of the vowel duration increases if 

the vowel can easily be confused with other vowels by only analysing the first and second 

formant frequencies (Ainsworth, 1971).  Other cues that may be used for vowel perception 

prediction are the ratio of the formant frequencies (Miller, 1989; Potter & Steinberg, 1950).  

Van Wieringen and Wouters (1999) showed that the first and second formant frequencies, as 
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well as duration, are also used as cues by CI listeners for identification.  As discussed in the 

introduction, the MPI model of Svirsky (2000) was used for the evaluation of the proposed 

algorithm for speech enhancement and cue estimation.  In recognition studies on Ineraid 

multichannel cochlear implant users, Svirsky (2000) used the first formant frequency and the 

amplitude ratios of four bandpass filters as vowel cues.  Figure 2.2 illustrates the compressed 

analog stimulation strategy of the Ineraid multichannel cochlear implant.  The speech signal is 

filtered into four overlapping frequency bands, with crossover frequencies at roughly 700 Hz, 

1.4 kHz and 2.3 kHz.  

 

 

Figure 2.2: Block diagram, based on Svirsky (2000), of the compressed analog 

stimulation strategy of the Ineraid multichannel cochlear implant. 

 

Formant frequencies can be identified by isolating the spectral peaks from a single cross-section 

through a steady state portion of an acoustic signal (Peterson, 1952).  Peterson and Barney 

(1952) showed that formant frequencies are not invariant with respect to vowels across men, 

women and children, and that vowels often overlap in the multi-dimensional acoustic space 

(Hillenbrand et al., 1995).  To address the invariant nature of formant frequencies, the concept 

of speaker normalization is reviewed by Miller (1989), who states that the use of the ratios of 

the centre frequencies of the first three formants can reduce and nearly eliminate speaker 

differences.  This approach by Miller (1989) of using ratios of information from the spectral 

domain is similar to the approach by Svirsky (2000) for the cues selected for the MPI model. 

 

Various forms of classifiers have been investigated for the purpose of perception prediction of 

CI users.  Remus and Collins (2004a; 2004b) evaluated three classification techniques to predict 

 
 
 



 
Chapter 2                Literature Study 

 
 

 
Department of Electrical, Electronic and Computer Engineering        12 
University of Pretoria 

vowel and consonant confusions.  These are envelope correlation, Euclidean distance between 

Mel-cepstrum coefficients and Hidden Markov Models (HMM, using Mel-cepstrum 

coefficients).  They found that the classifiers using the cepstral representations were better 

suited for confusion prediction than the classifier using the temporal envelope representation.  

However, the lowest SNR at which the various models by Remus and Collins were evaluated 

was -2 dB.  Svirsky (2000) used multivariate Gaussian distributions with an Euclidean decision 

rule as a classifier to predict vowel perception for CI users.  Using the MPI model proposed by 

Svirsky, an entire confusion matrix can be generated, which can easily be compared to results 

obtained in listener experiments.  Svirsky did not, however, evaluate his model at very low 

SNRs, as his focus was on determining if the proposed MPI model can successfully predict 

vowel confusions made by CI users.   

 

Boothroyed and Nittrouer (1988) investigated the recognition performance of humans for 

phones by using CVC words and nonsense CVC syllables in the presence of spectrally shaped 

noise.  The noise was spectrally shaped to have an equal masking effect for all frequencies.  

Data from their results are shown in Figure 2.3.  It was attempted to generate similar results for 

the same SNR range.  

 

In summary then, there seems to be no literature available on the automatic estimation of speech 

cues for use in a perception-prediction model when the input speech is severely degraded.  

Signal-processing techniques were developed to enable the evaluation of the MPI model by 

Svirsky at SNRs similar to those evaluated by Boothroyed and Nittrouer (1988).  The input to 

the MPI model was CVC vowels for SNRs of -10 dB to 10 dB. 
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Figure 2.3: Percentage of phonemes correctly recognized by normal listeners for 

nonsense CVC syllables.  Data from Boothroyd & Nittrouer (1988), 

Figure 2. 

  

 

 
 
 



 

 

CHAPTER 3        METHODS 

3.1 Introduction 

This chapter describes the various signal-processing techniques that were used for speech 

enhancement, cue estimation and vowel classification.  This section contains a brief overview of 

the entire algorithm, whereas section 3.2, section 3.3 and section 3.4 will provide more detail 

regarding the respective signal-processing steps and the motivations for these. 

 

The inputs to perception-prediction models are cues that are estimated from a speech signal, and 

the lowest SNR at which the various cues can be estimated thus determines the lowest SNR at 

which a perception prediction model can be used.  The accuracy of the various cue estimations 

degrades with the SNR and thus more vowel confusions (classification errors) are to be 

expected from the perception model as the SNR decreases.  The algorithm proposed in this 

study has two processing steps, namely speech enhancement or noise suppression and cue 

estimation.  The output of the cue estimation is then used in the perception-prediction model, 

which is a multivariate Gaussian classifier, proposed by Svirsky (2000).  These processing steps 

are illustrated in Figure 3.1 and each will be explained in detail in the sections that follow, as 

indicated on the figure.  The algorithm assumes no a priori knowledge of the speaker for any of 

the processing steps. 

 

 

Figure 3.1: Processing steps proposed for perception prediction at SNRs of less 

than 0 dB.  More detail regarding the various processing steps will 

be given in the respective sections as indicated in the figure. 
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3.2 Speech Enhancement 

Owing to the degraded nature of the speech signal in the SNR region of interest of this study (-

10 dB to -3 dB), some form of signal enhancement is required.  Speech enhancement algorithms 

have attracted a great deal of attention in the past three decades (Gibson, Koo, & Gray, 1991; 

Hansen & Clements, 1991; Lee & Shirai, 1996; Weinstein et al., 1994), with obvious 

application in the telecommunications domain.  Some speech enhancement algorithms are: the 

short-time spectral amplitude estimator by Ephraim and Malah (1984) on which they improved 

with the log spectral amplitude estimator (Ephraim & Malah, 1985), the HMM-based speech 

enhancement algorithms suggested by Ephraim et al. (1989), the spectral subtraction algorithm 

suggested by Boll (1979), the Wiener-EM (Expectation Maximization) algorithm (Lim & 

Oppenheim, 1978), a Kalman filter for speech enhancement when only the degraded speech 

signal is available for processing by Paliwal and Basu (1987), and the Kalman-EM-iterative and 

Kalman-gradient-decent-sequential algorithm by Gannot et al. (1998).  The use of a model for 

the analysis of the degraded speech input is based on the work of Wolpert et al. (1995).  

Wolpert argued for the existence of internal models in the central nervous system (Perkell et al., 

1997; Sabes, 2000).  The decision to use a Kalman filter is based on the work of Watkins and 

Paus (2004) because the structure of a Kalman filter uses an internal model of the input 

stimulus to produce an estimate of the input stimulus.  Based on the work of Wolpert, it is 

assumed that biological systems analyse inputs by using these internal models.  Conclusions 

regarding the inputs are made in a process of analysis-by-synthesis.  Watkins and Paus (2004) 

argued for the existence of a link between the biological auditory and speech generation 

systems.  This work suggests that in order to arrive at some perception of an acoustic 

stimulus, all the steps to reproduce (synthesize) the sound physically are taken, except for the 

final step of vocalizing the sound.  For the auditory system this would imply that an internal 

model that can produce (synthesize) speech is used to analyse the input speech stimulus in the 

auditory system.   

 

The structure of a Kalman filter (Kalman & Bucy, 1961) is shown in Figure 3.2, which is 

based on the work of Bozic (1979).  From this figure it can be seen that the structure of the 

Kalman filter suits the analysis-by-synthesis approach, which Watkins and Paus (2004) 

suggested exists in the auditory system.  The output from the “system parameter” block is a 

predicted value of the present estimate (filter output) without any additional information.  

This predicted value is based on the internal model of the input signal and previous estimates.  
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The type of model used as the internal model will be chosen a priori but the coefficients 

which govern the model transfer function will be determined adaptively.  The output of the 

“measurement parameter” block is an estimate of the present measurement, which is used to 

calculate a correction term.  In this approach the input signal is estimated/analyzed by 

synthesizing it and using this synthesized signal to minimize the error between the 

synthesized signal and the input stimulus.  

 

 

Figure 3.2: Conceptual model for Kalman filter. 

 

The “system parameter” in Figure 3.2 represents the internal model of the system, which is a 

model of the input stimulus.  The complete system in Figure 3.2 represents the speech 

enhancement model.  The implemented Kalman filter speech enhancement algorithm uses a 

simplified EM approach proposed by Du and Driessen (1991).  Assuming that the speech is 

stationary on a short-time basis and embedded in AWGN, Lim and Oppenheim (1978) 

suggested using a AR model to model a speech signal.  This AR model was used as the internal 

speech synthesis model of the Kalman filter.  LPC can be used to determine the AR model 

coefficients.  The LPC coefficients are determined by using the autocorrelation method as 

described in Rabiner and Schafer (1978).  During the EM the LPC coefficients are iteratively 

estimated using the previous Kalman filter output.  For example, in performing one EM 

iteration, a second estimation of the LPC coefficients is made using the output of the Kalman 

filter.  The newly estimated LPC coefficients are then used to filter the input signal again.  

However, because the estimate of the noise is not improved during successive iterations, this is 

only a partial EM algorithm of which convergence is not guaranteed.  The observation noise 

variance is calculated using a section of the input signal where only noise is present, whereas 

the excitation noise variance is a byproduct of the LPC analysis procedure (Du & Driessen, 

1991). 
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The variance of the observation noise can be estimated by finding a portion of the input signal 

with no speech present.  This portion is then used to estimate the variance of the observation 

noise only.  EM can be applied to each of the speech segments.  This process entails a second 

estimation of the LPC coefficients using the output of the Kalman filter for the current segment 

of speech.  The current segment of speech is then used as the input to another Kalman filter 

stage using the newly estimated LPC coefficients.  The noise variances are not estimated again 

for this filtering stage.  The noise variances are thus fixed while the LPC coefficient estimations 

are improved iteratively.  This process can be repeated but convergence is not guaranteed.  

Figure 3.3 shows a functional block diagram for the Kalman filter processing chain. 

 

 

Figure 3.3: Functional block diagram for the Kalman filter processing chain. 

 

3.2.1 Evaluation of Kalman Filter Performance 

In order to evaluate the SNR improvement quantitatively, in low SNR (-10 dB to -3 dB) 

conditions, a fixed and repeatable source was required as input to the filter.  SNR improvement 

is defined as the increase in SNR between the signal at the input of the filter and the signal at 

the output of the filter.  For example, if the signal at the input of the filter had an SNR of -3 dB 

and the signal at the output of the filter had an SNR of 5 dB, the SNR improvement would be 8 

dB.  To evaluate the SNR improvement quantitatively a vowel synthesizer was developed, 

which allowed for full control of formant frequency placement.  The vowels were generated 

with a synthesizer as described by Klatt (1980).  The synthesizer implementation is described in 

Section 3.2.1.1.  The Kalman filter gain for low SNR was determined using a synthesized vowel 

with first and second formant frequencies at 750 Hz and 1100 Hz respectively.  Another 
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Figure 3.4: Output SNR of the Kalman filter for an input SNR range of -10 dB 

to 10 dB.  EM for no iterations to four iterations. 

 

To illustrate the performance of the Kalman filter, a spectrogram of the syllable ‘pAt’ is 

shown in Figure 3.6.  This signal shown in Figure 3.6 has no noise added and serves as a 

reference.  Figure 3.7 shows the signal with 5 dB SNR and also -5 dB SNR.  Both these 

signals are used as the input to the Kalman filter and the output of the filter for both signals 

are shown in Figure 3.8.  From this sequence of figures, it is clear that the Kalman filter 

suppressed the noise while maintaining the characteristics of the speech signal.  For example, 

when comparing Figure 3.7 (b) to Figure 3.8 (b) the duration of the vowel (from roughly 0.15 

seconds to 0.28 seconds) is clearly visible in Figure 3.8 (b), but in Figure 3.7 (b) the duration 

is very difficult to discern.  Also, the second formant frequency can be identified in Figure 3.8 

(b) at roughly 1900 Hz, whereas it is completely masked by the noise in Figure 3.7 (b). 
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Figure 3.5: SNR improvement of the Kalman filter for an input SNR range of -

10 dB to 10 dB.  EM for no repetitions to four repetitions. 

 

 

Figure 3.6: Spectrogram of the syllable ‘pAt’ with no noise added to the signal. 
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(a) 

 

(b) 

Figure 3.7: Spectrogram of the syllable ‘pAt’ before the Kalman filter is applied 

to the signal, with (a) 5 dB SNR and (b) -5 dB SNR. 
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(a) 

 

(b) 

Figure 3.8: Spectrogram of the syllable ‘pAt’ after the Kalman filter is applied 

to the signal, with (a) 5 dB SNR and (b) -5 dB SNR. 
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3.2.1.1 Formant Synthesizer 

A formant is a peak in an acoustic frequency spectrum that results from the resonant frequencies 

of the vocal tract.  The formant synthesizer was developed in order to allow for the software 

generation of vowel sounds.  The controlled and repetitive manner in which these sounds can be 

generated using the synthesizer makes it ideal for the testing and evaluation of the Kalman 

filter.  The formant synthesizer that was implemented is based on a cascade implementation by 

Klatt (1980).  A block diagram of this implementation is shown in Figure 3.9. 

 

 

Figure 3.9: Functional block diagram of cascade formant synthesizer. 

 

3.2.1.1.1 Voicing Source 

The structure of the voicing source is shown at the top of Figure 3.9.  The parameters, which 

influence the output of the voicing source, are the fundamental frequency (F0) and the gain.  

The fundamental frequency is specified in hertz, thus a fundamental frequency of 100 Hz would 

produce a unit impulse train of 100 Hz.  The gain can vary from 60 dB for a strong vowel sound 

to 0 dB when the voicing source is turned off.  The function of the glottal resonator is to 

produce a smoothed waveform that resembles a typical glottal volume velocity waveform.  The 

transfer function of the glottal resonator is: 
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The output of the voicing source with the fundamental frequency (F0) set to 150 Hz and the 

gain set to 10 dB is shown in Figure 3.11. 

 

 

Figure 3.11: Voicing source output. 

 

3.2.1.1.2 Cascade Vocal Tract Transfer Function 

The vocal tract transfer function is implemented by cascading multiple resonators (Klatt, 1980).  

Each of the resonators implements one formant frequency.  The transfer functions of the 

formant resonators are also given by equations (3.29) to (3.33).  The formant frequencies (F1 to 

F5) and BWs for various ‘standard’ vowels are given in Table 3.1 and Table 3.2 (Gold & 

Rabiner, 1968).  The magnitude of the contribution of each of the formant frequencies decreases 

sequentially from F1 to F5.  The frequencies of the lowest three formants can vary significantly 

with changes in articulation.  The frequencies and BWs of F4 and F5 can be held constant with 

little decrement in output sound quality (Klatt, 1980).  The fourth and fifth formants are 

included in the cascade of resonators to shape the overall spectrum, but otherwise contribute 

little to the intelligibility of vowels. 
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Table 3.1: Formant frequencies for vowels. 

Typewritten 
Symbol for 

Vowel 

Typical 
Word F1 (Hz) F2 (Hz) F3 (Hz) 

IY Beet 270 2290 3010 

I Bit 390 1990 2550 

E Bet 530 1840 2480 

AE Bat 660 1720 2410 

UH But 520 1190 2390 

A Hot 730 1090 2440 

OW Bought 570 840 2410 

U Foot 440 1020 2240 

OO Boot 30 870 2240 

ER Bird 490 1350 1690 

 

Table 3.2: Formant bandwidths for vowels. 

Resonator 
Centre 

Frequency 
(Hz) 

Bandwidth 
(Hz) Q 

F1 Variable 60 Variable 

F2 Variable 100 Variable 

F3 Variable 120 Variable 

F4 3500 175 20 

F5 4500 281 16 

 

Figure 3.12 shows the transfer functions of the cascaded vocal tract for the vowels  IY, A , and 

OO.  In Figure 3.12 the various formant frequencies are clearly visible.  
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to be identified. To do this, a voicing detector is used.  The processing to estimate the vowel 

location, the first formant frequency and the RMS amplitude ratios are discussed in the 

following sections.  As illustration of the algorithm performance, examples will be given for 

SNRs of 5 dB and -5dB (see section 3.3.2). 

 

3.3.1 Voicing Detection  

Owing to the low SNR conditions and because no a priori knowledge regarding the speaker or 

the external noise source is assumed, a noise-estimating adaptive threshold detector is 

suggested.  This adaptive threshold detector is suggested as opposed to the voicing detector 

presented by Mustafa and Bruce (2006), which uses the log ratio of the low-frequency to high-

frequency energy of the speech input, as input to a fixed threshold detector with hysteresis.  For 

this study an estimate of the noise statistics is continuously made on the input signal in order to 

set the detection threshold so as to achieve a constant false alarm rate (CFAR). A CFAR 

detector is often used in radar signal processing (Gandhi & Kassam, 1988).  The detection 

algorithm is applied to the spectrogram of the input CVC syllable.  The output of the detector is 

an estimation of the duration of the vowel and thus the voiced section of the CVC syllable.  The 

steps in estimating the duration of the vowel are shown in Figure 3.14.  The design of the 

CFAR detector is discussed in detail in section 3.3.1.1.  Figure 3.15 illustrates the two-

dimensional process of determining the threshold for each test cell in the spectrogram.  The 

shape of the reference cells is selected to search specifically for horizontal lines in the 

spectrogram, which are typically the shape of a formant persisting for some time.  
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Figure 3.14: Processing steps in estimating vowel duration. The input to the 

algorithm is the spectrogram of the input CVC syllable. 

 

 

Figure 3.15: Illustration of adaptive threshold calculation for spectrogram 

detection. The reference cells are used to estimate the noise statistics 

surrounding the test cell, and the guard cells are required to ensure 

that the test cell itself does not corrupt the estimation of the noise in 

the reference cells. 

 

To illustrate the temporal nature of the voiced frequency components, Figure 3.16 shows an 

example spectrogram for the syllable ‘pAAt’.  The spectrogram shows the first formant 

frequency at roughly 700 Hz between 0.16 seconds and 0.37 seconds and the pitch frequencies 
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