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1.  INTRODUCTION

1.1 COMPANY BACKGROUND

Robor Tube is the leading manufacturer and distributor of steel tube in pipe in South Africa. The
company trades both locally and internationally. It is a division of Robor Industrial (Pty) Ltd,
which is a wholly owned division of Barlows Ltd. Barlows Ltd. is a South African based
international industrial conglomerate. Robor Tube produces tube and pipe from carbon steel,

largely sourced from Iscor, South Africa’s main steel producer.

Up until 1994 (the date of the first fully democratic election), South Africa was a largely closed
loop economy typified by trade barriers, sanctions and high import duties. The demand for tube
and pipe in South Africa was small in world terms, and customers themselves were relatively
undemanding. The isolation brought about by the sanctions, has enabled companies to survive
without having to pay much attention to strategy or keeping up with global industry trends.

The isolation as well as a lack of demanding customers has led to the situation where Robor
Tube and other companies could survive by supplying undifferentiated, unsophisticated
commodity products. Very little value has been added in terms of customer needs and
requirements. Previous tariff protection land export incentives did nothing to promote global
competitiveness. This, of course, changed with the lifting of sanctions and the signing of GATT.
The South African market now became accessible to tube manufacturers out of India and the rest
of Southeast Asia. The implication of this was that the competitors in the local market were
suddenly confronted by advisories outside of the national borders. Due to the foreign
competitors’ high level of efficiency and productivity, they could compete with the local

manufacturers on equal terms.
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The new conditions in the market for steel tube and pipe, caused extensive rivalry within the
industry. This situation led to strategies that focussed on lowering cost and hence further
reducing the focus on the customer’s need and requirements. Robor Tube, a profitable company

for many years, was suddenly confronted with extreme financial pressures.

The management of Robor Tube was forced by both shareholders and customers to rethink their
strategy and approach to strategy. In 1996, the company started investing heavily in capital
equipment to upgrade its ancient manufacturing facilities. This was followed by the construction
of a state-of-the-art distribution facility as a drive to improve customer service. The company
was extremely weak in terms of their information technology infrastructure, and probably 10
years behind leading organisations. In 1997, an ERP (Enterprise Resource Planner) system
(BAAN) was installed with the aim to improve the financial, sales and distribution functions of
the company.

Manufacturing at Robor Tube is however still in a poor state. Planning and execution systems
are mostly manual exercises that do not offer transparency and integration with the rest of the
company’s systems. At the beginning of 1999, the board of directors gave permission to proceed
with the implementation of a modern manufacturing planning and control system. The aim of the
proposed new system was the following:

¢ To improve the profitability of the company over the short and long term;
e To improve customer service by means of reliable, on time delivery;

e To improve the responsiveness of the company to rapidly changing market conditions.

Graduate School of Management Page 2 JG Grobler
University of Pretoria



. & A TOC- based manufacturing Introduction
| ROBOR System for Robor Tube

=~ TenaE

1.2 OBJECTIVE OF THIS REPORT

The objective of this report is to sketch the transformation process at Robor Tube with the
emphasis on manufacturing planning and control. This will be done by a brief description of the
business environment, followed by the answering of three fundamental questions relating to
manufacturing planning and control, around which the rest of the process will be mapped:

e What to change? - The aim of this question is to pinpoint the core problems relating
to manufacturing planning and control. In other words, those problems that once
corrected, will have a major impact on the company.

e What to change to? — The aim here is to construct a practical solution and to
understand what the effect of the planned change will be.

e How to cause the change? — Understanding the psychological processes involved in
changing from the current situation to the future situation, and making it happen.

1.3 APPROACH

The approach throughout this report will be to explore the current literature on the subject at
hand and to identify any possible relations to Robor Tube in particular. Many possible solutions
exist within the literature, and it is the aim of this report to identify those relevant to Robor Tube.

The report applies to Robor Tube, and theoretical solutions are extensively discussed, using the

company as a reference. All discussions lead to a solution derived from the discussed theory.
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The demand for welded tube and pipe follows the commodity cycle, but the product is in the
mature state of its product life cycle. The product life cycle in South Africa lags the Developed
World by about eight years. The global trend in the demand for steel tube and pipe is declining,
because of substitution. Because of this, Robor Tube will have to react quickly in order to keep
up with the pace of transition.

In comparison to the decline in demand for steel tube and pipe, the demand for the same product
made from competing materials, is still growing. Significant substitution is taking place and this

trend looks set to continue as new, more advanced materials are being developed.

Over the last twenty years steel tube and pipe manufacturers have enjoyed a slight edge in
pricing over their raw material suppliers. However, since 1990, the trend has reversed and all the

competitors in the local market have felt a squeeze on margins.

From the above it is obvious that there are tremendous pressure on Robor Tube from the market
environment. Volumes are declining, prices are extremely competitive and competition is fierce.
It is therefore essential that Robor Tube ensure that their operations are able to withstand the

pressure.

2.2 THE PRODUCT

Robor Tube manufactures welded hollow sections from carbon steel, largely sourced from Iscor,
South Africa’s main steel producer.

Raw material consists of hot-rolled carbon steel coil of thickness 1,5mm to 7.1mm. A variety of
steel qualities are used, for example SAE1008, 300WA, BS1449, SAE1010, Supraform TM380
and CortenA.
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Products can be classified in three major groups:
* Load bearing structural tube (ungraded);
* Load bearing structural tube (graded);

= Conveyance pipe.

Non-graded structural tube can be manufactured in three possible profiles, namely round, square
and rectangular. Sizes vary from 21,43 mm outside diameter to 152 mm OD and thickness from

1,5mm to 2.8mm.

Graded structural tube can be manufactured in the above-mentioned profiles in sizes of 60,33m
OD to 219 mm OD and thickness of 2,8 to 71 mm.

Conveyance pipe can be manufactured in sizes from 15-mm nominal bore to 200-mm nominal
bore. Conveyance pipe is normally pressure tested according to quality specification standard
(SAB62, ASTM, BS1387 etc).

Steel tube and pipe are manufactured by plastically deforming a flat steel strip into a round

section. The open section is then welded by means of an Electric Resistance Welding process.

Transformation processes include galvanising, painting, threading, and coupling.

2.3 THE PROCESS

Steel coil is cut to a specific size by means of a mechanical rolling blade process. The flat strip
is then plastically deformed into an open round section by means of a series of driven roll-sets.
The edges are then forged together by means of an ERW (Electric Resistance Welding) process.
This is done by means of a high-frequency induction welder. The closed hollow section then
passes through a set of sizing and profiling roll-sets. The tube is cut by means of a flying sheer.
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The quality of the weld seam is tested by means of the following processes:

e Magnetically induced eddy-current testing in the case of structural product;
e Hydrostatic pressure testing in the case of conveyance product.
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4. WHAT TO CHANGE 10?

4.1 THE ORGANISATIONAL GOAL

In the preceding sections, it was clearly pointed out that Robor Tube is competing in a
tremendously competitive market. The struggle to survive in such an environment is
becoming increasingly difficult. Robor Tube is wholly owned by Robor Industrial, which
forms part of the Barlows Industrial conglomerate. Shareholders in Barlows, a publically
listed company, have only one goal in mind, namely the making of money! Shareholders do
not appreciate excuses for poor financial performance and will simply withhold their

investments if the return on equity is not adequate.

The goal of the company therefore is not only to survive, but also to grow. The only tangible
derivative of this goal is to make money presently and in the future. This is the only goal that
will guarantee the support of not only the shareholders, but of all stakeholders in the

company.

The goal of making money presently and in the future, is supported by three bottom line
measurements:

= Net Profit — An absolute measure;

* Return on Investment — A relative measurement;

= Cash Flow — A prerequisite to survival.

No other goal or measurement is more important than those mentioned above. The
operational measurements should therefore attempt to improve the bottom line measurements
as listed above. If any operational measurement does not attempt to improve any one of the
bottom line measurements, its outcome is of no value and will probably have the opposite
effect.
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It is important to note the following regarding the current manufacturing environment:

= Firm orders from known customers are accepted by means of the sales order which is
being processed in the Baan-ERP system,;

* Forecast of demand from random customers is done by means of a stand-alone system
named Execulink. Execulink uses manual inputs of sales history and statistical
forecasting processes like exponential smoothing, moving averages, etc.

* Raw material inventory is maintained within the Baan-ERP system. Stock levels,
consumption and replenishment of raw material is regulated outside of the system
from within the manufacturing environment. These processes are manual spreadsheet
driven procedures that generate the expected demand for raw materials. The Baan-
ERP system therefore is only used as an electronic inventory record.

= Direct labour and the administration there-of, are done externally in a manually driven
payroll-system. The cost of labour is seen as an input to the process.

® Purchase requirements, regarding consumables and engineering spares, are processed
by means of the purchase order module within the Baan-ERP system.

» Finished goods are booked into the distribution centre, where operations are
controlled by a sophisticated Warehouse Management System. An interface exists
between the warehouse management system and the Baan-ERP system. Inventory
levels are therefore visible in the Baan-ERP system to enable sales personnel to sell
out of stock.

= The fulfillment of a sales order only happens when goods are delivered to a customer.

®* Work-in-progress within the manufacturing facility is evaluated on a quarterly basis
by means of a physical stock count. Work-in-progress levels are not visible in the
Baan-ERP system. Instead, a manual system of spreadsheets is used in an attempt to
control WIP levels between the manufacturing facilities.

= No financial integration exists between the manufacturing environment and the
General Ledger in the Baan-ERP system. The general ledger reflects production cost

at an average conversion rate across the whole product range.
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Multitudes of manual systems drive and control the activities within the manufacturing

environment:

s A Clipper-based job-card generating system;

= A spreadsheet-based system to plan purchases of raw material;
® A spreadsheet-based capacity modeling tool;

® A manual order tracking system;

* An efficiency measurement system.

It is obvious to conclude that very little integration and transparency can be derived from the
system. It consists of fragmented islands of information with limited responses.
Management information is poor by modern standards and makes planning and control an
almost impossible task.

4.3 MANUFACTURING RESOURCE PLANNING-MRP I1

The issues discussed above are not unique to Robor Tube. Since the 1960’s, production
managers struggled with similar problems. Material Requirements Planning (MRP) was
developed to feed orders to the production floor based on the demand of a parent item. This
was a first attempt to plan and control production facilities and scheduling the shop floor
using derived or dependent demand. '

Further development continued and Oliver Wight developed an enhanced version of MRP
that closed the loop to non-manufacturing functions like marketing, finance and purchasing.
This is referred to as Manufacturing Resource Planning (MRP II). Schonberger and Knod
(1994:331) quotes Wight: MRP II results in management finally having the numbers to run
the business and MRP II serves as a company game plan. Vollman et al (1997:392) states
that the intent of MRP II is to clearly delineate the integral relationships between
manufacturing planning and control systems, marketing systems and financial systems.
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MRP 1II can be seen as a process divided into the following steps:

1. A master plan is generated for items based on actual and forecasted demand
(independent demand),

2. It then explodes the dependent demand based on a Bill of Materials (BOM) and
current inventory levels;

3. By considering the routing detail, capacity requirements are planned and machines are
scheduled;

4. Planned purchase and work orders are generated

The manufacturing module of the Baan-ERP system uses MRP II logic to plan and control
the manufacturing environment. It consists of three fully integrated systems, namely a master
production scheduler (MPS), a material requirement planner (MRP) and a shop-floor

controller.

These three sub-systems uses an item master file, a Bill of Material file (BOM) and a routing
file. The manufacturing module is fully integrated to other organisational functions like
finance and distribution.

Because of the success of the implemented finance, sales and distribution modules,
management opted to use Baan Manufacturing as the system to close the loop between sales
and the distribution facility.

4.4 THEORY OF CONSTRAINTS (TOC)

In 1984, an Israeli physicist, Eliyahu Goldratt, introduced a new theory to the manufacturing
environment called “Theory of Constraints” or TOC. TOC is a verifiable philosophy with the
acknowledgement of cause and effect as a central concept and the fact that conflicts do not
exist in nature. TOC is a set of problem-solving tools or thinking processes that provide the
ability to recognise the paradigm shifts that occur when times change, but not our

assumptions and rules.
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The fundamentals of DBR-systems are the following:

= The bottleneck or constraint resource should dictate the schedule based on market
demand and its own potential. It is the drumbeat on which the other resources march;

= The schedule for future operations should be derived accordingly. In other words,
downstream operation should be forward-scheduled-based as the output of the
bottleneck or CCR;

* The schedule of preceding operations should support the time buffer and thus be
derived backwards in time from the bottleneck or CCR schedule. In other words, “a
rope” tied from the bottleneck to the first operation, should regulate the tempo of the
first operation. The first operation is therefore referred to as the gating operation;

= In order to protect the bottleneck from disturbances that might occur at the preceding
operations, a buffer is created before the bottleneck resource. Any unforeseen
disruptions can be overcome within the time buffer and therefore will not affect the

throughput of the plant. In Figure 10, it is represented by the amount of slack in the
rope.

The DBR method has the following advantages:

e DBR protects current throughput: Since the bottleneck, which determines the
pace of proceedings, is protected against any unforeseen happenings in the
preceding operations, the majority of disruptions can be overcome within the
predetermined time interval. In other words, the time buffer in front of the
bottleneck or CCR will protect the flow of products through the buffer, and
consequently the throughput of the entire plant;

¢ DBR reduces inventory: The rope tied to the gating operation determines the pace
at which work would arrive at the bottleneck or CCR. Since all the operations
preceding the bottleneck or CCR have capacity greater than that of the CCR, no
inventory will build up between the preceding operations. The same principle

applies to operations following the bottleneck or CCR. The buffer directly
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preceding the CCR is the only point where inventory can build up, and then only
to protect the CCR against unforeseen events for a predetermined time interval;

DBR protects customer due dates: The schedule of shipping products out of the
last operation is dictated by the availability of scarce parts coming from the CCR.
If a buffer is created to protect the supply of products to the last operation, coming
from non-constrained resources, the on-time delivery of products to customers is
protected against disruptions in non-constrained resources. Every part, in its
journey from raw material to finished goods, will only pass through one buffer.

DBR does not increase operating expense: No additional operation is necessary
to implement DBR. In any plant, no matter how large or complex, there is only a
limited number of CCR’s. A time buffer can protect every CCR and so can the
operations fed by them. Ropes can be tied from each buffer to the gating
operations. All of the above can be achieved without the addition of any additional

operating expense.

It can be concluded that the DBR-system can generate a schedule that will increase the

probability of completing the order within the scheduled time. The increase in probability

will improve the way in which the manufacturing environment satisfies the requirements of
the market. Gardiner, Blackstone and Gardiner (1993: 13) concludes that DBR provides a
framework which distils the complexities of material flow into an understandable format:

* DBR drastically reduces the number of resources that must be explicitly scheduled;

= DBR warns of potential disruption to the production plan by means of the time buffer;

= DBR aligns local resource performance-measures with global organisational

performance.

Although the philosophy of the DBR logistical system is quite clear, and the calculations

straightforward, the complexity of a specific manufacturing environment may need the aid of

a computerised system.
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4.5 A HYBRID MRPII SYSTEM AND TOC

The MRPII system is a planning system, with the goal of delivering the correct quantity of
material at the correct time, based upon orders combined with forecast (Volimann, Berry and
Whybark 1998). TOC is a management philosophy, with the goal of making money, in both
the present and the future (Smith 1994:1). The key insight of TOC is that only a few work-
centers within any manufacturing environment control the output of the entire system.

Managing these constraints or bottlenecks optimises the output of the entire system.

Because MRPII arrived before TOC, TOC has generally been implemented with an MRPII
system already in place. In the literature that has been reviewed, TOC has been viewed as
complementary to MRP. Chase, Aquilano and Jacobs (1998:822) present the case of the
Frame Company. They have used the Master Production scheduling (MPS), the Material
Requirement planning calculation module (MRP), the financial accounting module, and the
bill-of-material (BOM) of an MRPII based softiware system. However, for shop floor
scheduling and control, they have used the TOC method. Management of the Frame
Company believed that the MRPII system provided a framework for a TOC-based shop floor
system. The shop floor is controlled by a Drum-Buffer-Rope scheduling system.

Vollmann et al (1997:795) views the TOC and the Drum-Buffer-Rope scheduling method as
an enhancement to MRPII’s production management and control system. They define TOC’s
primary contributions as follows:

* TFinite scheduling considering the capacity constraint of bottleneck resources,
produces a do-able production schedule.

* The way that TOC and DBR scheduling deals with non-bottleneck resources, result in
less work-in-progress, reduced lead-time and greater material velocity.

* TOC and DBR scheduling virtually eliminate the fundamental issue of conflicting
priorities between MRP and finite loading.
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After studying the literature, the conclusion can be made that there seem to be synergies in a
combined MRPII - TOC system. It is definitely a “best of both worlds™ scenario.

4.6 THE SOLUTION FOR ROBOR TUBE

Under heading 3, the following question was asked: What to change? Three fundamental

issues were identified, namely

= Robor Tube needs to change its policy regarding inventory;

= Robor Tube needs to change the way of scheduling and defining due-dates for orders;

* Robor Tube needs to define a goal with measurements supporting the goal that will
satisfy all stakeholders.

The next step is to ask the question: “What to change to?” Under heading 4.5, three

alternatives were identified:

= MRPII-system;
=  TOC-based system;
= Hybrid-MRPII/TOC system

Because of the apparent synergies as discussed above, Robor Tube decided to implement a
hybrid MRPI/TOC system. The Baan (ERP) with its MRPII manufacturing module, will
provide a framework for a TOC-DBR scheduling system to operate in. Baan SCS Scheduler,
developed by Berclain in Quebec, Canada, was chosen to handle the finite scheduling of the
shop floor. Baan SCS Scheduler uses the Drum-Buffer-Rope theory as its foundation, with a
rule-based gradation algorithm to organise set-up on the different work centers.

The advantage of the configuration described above, is that all transactions are integrated
with the General ledger in the finance module of Baan-ERP. The diagram in Figure 12
indicates the relationship between different modules in the manufacturing system.
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* Resource Utilisation Profile — The loading on each individual work center and
employee can be identified. Scheduling according to constraints results in some
work centers and employees not being utilised all the time. Resources are only
activated according to the needs and outputs of the constraints.

»  Constraint Profile — Scheduling according to constraint results in a loading profile
for the constrained resources. The limitations on the ability of the constraint can
then be analysed in order to exploit the constraint to its maximum.

»  Material release orders — This is the trigger that releases material to the first-in-
line operations. In the discussion on TOC and DBR, this operation was referred to
as the gating operation. The trigger is dependent on the needs of the constraint,
and material releases are tied to the constrained via a “rope”.

" Feedback to MPS — This output is necessary only if the generated MPS needs
alteration. The reason for this may be that the schedule is not feasible, i.e. it is
impossible for the constrained manufacturing resources to adhere to the quantities
and timing of the MPS.

The business model chosen above will attempt to provide solutions and answers for the

identified business issues in the following way:

* Inventory policy
The Master Production Schedule (MPS) is the balancing act between the supply and
demand of finished goods. Demand can be defined as the actual orders from known
customers as well as the forecast for future orders from unknown customers. Supply of

the finished goods is a function of the available capacity on the constraint.

The level of finished goods inventory is a result of the marketing philosophy and the
variability in the supply out of the manufacturing environment. The role of the inventory
policy is therefore to create a buffer between what the manufacturing facility produces
and what the market consumes. A strong dependency exists between the inventory policy
and the due-date performance of the manufacturing facility.
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As a result of scheduling the production environment using the Drum-Buffer-Rope
method, the due date performance will improve. This will lead to less variability in the
supply pattern out of the manufacturing facility, which will stimulate confidence in lower
finished goods inventory levels. A more predictable supply out of manufacturing will
imply that the inventory policy should only buffer to accommodate variability of the

market.

Considering all of the above, the resultant inventory policy should prescribe lower levels
of finished goods inventory, because the due-date performance of the manufacturing
facility will improve.

* Due date performance
The previous method of scheduling was based on a fixed rolling cycle where lead times
were pre-determined and unrealistic. The new method of scheduling with Drum-Buffer-
Rope (DBR) principles will take cognisance of practicalities within the manufacturing
environment. DBR will schedule all manufacturing resources according to the capacity
available on the constrained resource, and will create buffers to protect the throughput
against unforeseen disruptions in the performance of non-constrained resources. DBR

considers the capacity of the constrained resource as well as statistical fluctuations.

If the theory presented in previous paragraphs prevails, there is no reason why due-date

performance will not improve.

= Measurement
In paragraph 4.1, it was clearly stated that the goal of Robor Tube is to make money
presently as well as in the future. Three bottom line measurements, namely Net Profit,
Return on Investment and cash flow must support this goal. All operational measurements
should therefore attempt to improve these three financial measurements. Although the
financial measurements are sufficient to determine when the company is making money,

they are inadequate to judge the impact of specific actions.
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In the past, the goal was to put as much volume as possible through the plant because it
directly influenced the performance on the Income Statement. Production managers were
encouraged to achieve high utilisation and efficiency of machines. These measurements
are all cost-related, and might lead us to the wrong decisions. In order to measure the
effect on the three bottom line financial measurements, Goldratt (1986:29) proposes three

global operational measurements:

® Throughput — The rate at which the system generates money through sales;

= Inventory — All the money the system invests in purchasing the things that the system
intends to sell; A

®=  Operating expense — All the money that the system spends in turning inventory into
throughput. '

These three operational measures have a direct impact on the three bottom line financial
measurements. When throughput is increased without affecting inventory or operating
expense, the Net Income, Return on Investment as well as cash flow will improve. When
operating expense is decreased, the Net Income, Return on Investment and cash flow are
improved. Decreasing inventory, however, will only influence return on investment and
cash flow directly. Net profit will be influenced indirectly if the carrying cost associated

with inventory is considered.

In future, activities on the shop floor will be scheduled according to the Drum-Buffer-
Rope (DBR) principle. As discussed earlier, DBR scheduling will maximise the
throughput in the manufacturing facility because it considers the limited capacity of the
constraint. At the same time, inventory will be reduced without any increase in operating
expenses. Adherence to the generated DBR schedule is therefore supportive of the
company goal of making money, and can be defined as a practical measurement to
determine if the manufacturing environment is adding to the bottom line.

Any future improvements should be measured against these three global operational

measurements, i.e. throughput, inventory and operational expense. If any future project or
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4.7.2 DEMAND PLANNING

Demand forecasting is necessary for Robor Tube in order to plan capacity and raw material
requirements, and to consider scheduling constraints that may exist. In other words, the
purpose of demand forecasting is to plan both the quantities and timing of goods to be
produced in the short term, inventory and capacity in the medium term and facilities in the
long term (Schdnberger and Knod 1994:152).

The study of demand forecasting techniques is a complex one. For the purposes of this
report, no detail discussion regarding forecasting techniques will be given. Robor Tube chose
exponential smoothing as the preferred forecasting technique. It can be described as a
weighted moving average forecasting method.

4.7.3 MASTER PRODUCTION PLANNING

Master Production Planning forms an integral part of the planning process at Robor Tube.
The master production schedule (MPS) puts actual orders into time slots, and is therefore a
statement of production.

Various definitions for what the MPS is and does, exist. Robor Tube developed the following
definition: The Master Production Schedule is a time-phased balancing act between the
supply and demand of finished good items. These items may be manufactured items or
purchased items if they are for resale. Although the majority of the products that Robor Tube
provides to customers are manufactured in-house, some is purchased from other
manufacturers. Figure 14 shows how the Master-Production schedule interacts with other

systems.
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MRP module of the Baan-ERP system is only used to explode the quantities of the required
materials. The timing of orders for purchased and manufactured items can only be determined
once the production schedule is known. The finite scheduler (Baan SCS Scheduler), with its
DBR algorithm, creates a time-phase schedule for the quantities as released by MRP. It is
important to consider that Robor Tube uses only part of the normal MRP functionality, i.e.
the explosion of required material quantities.

The MRP at Robor Tube generates quantity requirements for the following purchased items:

* Hot rolled Steel Coils of different thickness and material grade;
® Zinc for the purpose of galvanising;
=  Sockets — for the coupling of conveyance pipes;

= Paint of different colors and qualities.

The MRP only generates quantity requirements for the manufacturing of steel strip. After
scheduling the manufacturing requirements, the slitting operation cuts hot-rolled steel-coils
into the applicable width for tube and pipe production.

4.7.5 FINITE SCHEDULING

Since Robor Tube operates in a fearsome business environment, it became apparent that
survival on the medium and long term will depend on a few basic principals. Making money
presently and in the future will depend on achieving shorter lead times, better due date
performance, and keeping less inventory. All of this must be achieved under the assumption
that throughput must increase, and operating expense must decrease or at least stay constant.
The only way to stay competitive in a global economy is to increase Net Profit, Return on
Assets and Cash Flow. Robor Tube decided to include finite scheduling as a priority in its
new manufacturing systems. As discussed earlier, a hybrid MRPII-TOC model was identified
as the ideal solution for the company.
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Baan SCS Scheduler was chosen as the software tool to be integrated into the existing Baan
MRPII manufacturing modules. Starting from a demand plan for the manufacturing
environment, Scheduler sequences production orders precisely, taking into account order
priorities and the finite availability of resources, in such a way as to maximise throughput and
minimise cycle time. Scheduler creates a schedule not only based on the demand and material
data from other planning systems, bilt also on current plant status data from plant floor
~ systems. This seems to be consistent with the principle of the theory of constraints.

How does it work?

The Scheduler starts with a demand plan for manufactured products. This demand originates
from the Master Production Schedule (MPS) and the exploded quantities calculated by the
Material Requirements Planning (MRP) module of the Enterprise Resource Planner (ERP).
This demand is then translated into a capacity demand for each work center on the shop floor.
The demand for capacity is sequenced-based on the required due date for individual work
orders. Based on the amount of capacity taken up on individual resources, a specific resource

or resources are identified as being the constraint.

The identified constrained resource then acts as the drum that dictates the flow tempo
through other work centers in the plant. Operations downstream from the constrained
resource are forward-scheduled and thus follow the pace of the constrained resource.
Operations up-stream from the constrained resource are scheduled backward to ensure that no
material builds up in front of any non-constrained resource and to create a buffer in front of
the constraint. This is consistent with the “rope and buffer” principle as defined by Goldratt
in previous paragraphs. The diagram in Figure 17 illustrates the principle as discussed.

In order to protect the performance of the bottleneck, the Scheduler makes use of dynamic
buffers in front of the bottleneck. This is consistent with the “buffer” as defined by Goldratt

in previous paragraphs.

Figure 17 indicates how the constraint determines the schedule.
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