
 

 

CONTRIBUTION OF MATRIC SUCTION TO  THE  
SLOPE STABILITY OF TAILINGS DAMS  

 

JACK ADRIAAN BASSON  

 

A dissertation submitted in partial fulfilment of the requirements for the degree of 

MASTER OF ENGINEERING ( GEOTECHNICAL  ENGINEERING)  

In the 

FACULTY OF ENGINEERING , BUILT ENVIRONMENT AND INFORMATION 

TECHNOLOGY  

UNIVERSITY OF PRETORIA  

June 2023 

  



 

 

ABSTRACT  

Title:  Contribution of matric suction to the slope stability of tailings dams 

Author:  J.A. Basson 

Supervisor: Professor S.W. Jacobsz 

Co-Supervisor: Doctor Luis Alberto Torres Cruz 

Department: Civil Engineering 

University:  University of Pretoria 

Degree: Master of Engineering (Geotechnical Engineering) 

The strengthening effect of matric suctions is typically ignored in slope stability analyses. This is due 

to the uncertainty in the magnitude and reliability of in-situ matric suctions and the effect thereof on the 

shear strength of the material under consideration. Recent developments in field measurement probes 

allow for the long-term monitoring of in-situ matric suctions and volumetric water contents. The UP 

tensiometer was installed alongside volumetric water content sensors at various locations on a platinum 

and a gold tailings dam and monitored for a number of months. 

The inclusion of matric suctions in slope stability analyses required the identification of a suitable model 

from the literature that can realistically predict the relationship between suction and shear strength. 

Shear strength vs suction data were generated by shearing various platinum tailings samples using a 

direct simple shear device. Matric suction was varied between tests by varying the sample water content 

to observe the effect of suction on shear strength. Limit equilibrium slope stability analyses of the 

monitored tailings dams allowed the effect of matric suctions on slope stability to be considered once a 

suitable unsaturated shear strength model was identified that best modelled the shear strength test 

results. The effect of matric suctions on slope stability was illustrated by comparing safety factors 

determined using the classical approach, which only relies on saturated soil mechanics and the Mohr-

Coulomb (MC) strength model, and an approach which replaced the MC strength model with a suitable 

unsaturated shear strength model. 

The results of unsaturated direct simple shear testing of platinum tailings showed that the model by 

Vanapalli et al. (1996) best predicts the relationship between matric suction and shear strength. This 

model, together with the observed unsaturated pore pressure regime observed in the tailings dams 



 

monitored, were used in limit equilibrium analyses to assess the contribution of suctions to the factor 

of safety against slope failure. It was found that the contribution of matric suction to the factor of safety 

against slope failure ranged between 1.6% and 3.8% for the platinum tailings dam and between 5.6% 

and 13% for the finer grained gold tailings dam considered in this study.  It was thus concluded that the 

contribution of matric suction to the stability of the platinum and gold tailings dams investigated was 

small and that it would be both conservative and realistic to disregard. 
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1.2 OBJECTIVES OF THE STUDY  

The study had the following objectives: 

The first objective of this study is to find an unsaturated shear strength model that can predict 

the expected gain in shear strength due to matric suctions.  

The second objective is to observe the behaviour of pore pressures and water contents in the 

unsaturated regime of active tailings dams to provide insight on the suction and water content 

variation prevalent in these dams.  

Results from the first and second objectives will be used to comment on the third and main 

objective which is to consider matric suctions in a limit equilibrium, slope stability assessment 

and compute its effects on the calculated safety factor against slope failures. 

1.3 SCOPE OF THE STUDY 

Unsaturated shear strength models, applicable to silty sands, were identified from literature. 

The models were evaluated by comparing predicted values with measured, unsaturated shear 

strength data to identify a single model which provides the best fit. 

In-situ pore pressure and water content measurements were performed in the unsaturated region 

in active platinum and gold tailings dams over a period of 13 and 8 months respectively. These 

measurements were used in conjunction with a verified unsaturated shear strength model to find 

the effect of deposition and evaporation cycles had on the estimated shear strength of tailings 

in the unsaturated region of a tailings dam. 

The effect of matric suction on the calculated safety factor of slopes was considered in both the 

cases of the platinum and the gold tailings dam. The safety factor was calculated for the cross-

sections of the slopes nearest to the location where the probes were installed.  

1.4 METHODOLOGY  

A direct simple shear device was used to measure the shear strength of unsaturated tailings at 

varying degrees of matric suctions. The matric suction component was controlled by changing 

the formation water content of moist tamped samples and changing the drying time of slurried 

samples. The method used to find the relationship between matric suction and unsaturated shear 

strength was an iterative process which evolved as problems in the methodology were 

encountered and solved. 
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A tailings dam failure can have widespread effects on communities and the environment 

downstream of the failure such as the frequently mentioned Feijão tailings dam failure in Brazil 

(2019) which released 9.7 million cubic meters of tailings within less than 5 minutes resulting 

in extensive social, economic and environmental damage.  

The report on the technical causes of the abovementioned tailings dam failure listed the 

following unfavourable conditions upon failure of the slope (Robertson et al., 2019): 

- A steep design on an upstream operation. 

- Water management occasionally allowed the pond to advance closer to the wall such that 

finely graded and weak tailings were deposited near the crest. 

-The crest was set back which resulted in the construction of the containment berm on 

weaker, underlying tailings. 

- Insufficient drainage caused high phreatic surface levels, especially towards the toe. 

-A high rainfall season may have resulted in a loss of matric suction and subsequently a small 

strength loss in the unsaturated region of the slope. 

2.2.1 General operation 

The downstream method, centreline method and the upstream method are commonly used for 

tailings dam construction. Upstream construction (Figure 2.2) is the most common and 

affordable method in South Africa. Other methods include combination of different 

construction methods and water retaining structures which are built with more competent 

material capable of storing both water and tailings in direct contact.  More detail on the 

construction, operation and management can be read in Vick (1983). 

 

Figure 2.2: Cross-section of an idealised upstream tailings dam. 

Typical tailings discharge methods include spigotting and single-point discharge methods. 

Spigotting occurs when valves are selectively opened along a peripheral pipe transporting 
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tailings on the outer wall. Single point discharge can be found in day-wall operations. Day-wall 

tailings dams have paddocks on top of the crest which are constantly being rebuilt as they are 

filled with tailings. Paddocks are separate dam-like compartments on top of the outer wall 

which are either packed by hand or built with machinery. Each paddock has a discharge pipe 

that is opened or closed as needed. At night tailings are deposited on the beach and allowed to 

flow towards the pond or night pan. 

Figure 2.3 puts the common occurrence of tailings dams in South Africa into perspective as the 

light-coloured patches on the image shows the high degree of spatial integration of tailings 

dams into densely populated areas. The coordinates and eye altitude for the figure is listed in 

the references. Therefore, the quality of design, construction and proper operation of these 

facilities are exceptionally important. Another example of the integration of tailings dams with 

society is the tailings dam complex near the FNB soccer stadium, approximately 20 km from 

Soweto, (Figure 2.4) which hosted various FIFA world cup matches during 2010 including the 

opening and final games. 

 

Figure 2.3: Satellite image of the tailings dams West of Johannesburg (Google Earth Pro, 

2022). 
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soils can also alter the characteristics of adsorbed water such as density, viscosity, dielectric 

properties, and freezing temperature (Likos and Lu, 2004). 

In a liquid-gas system, the geometry of the interface between the air and water phases is 

governed by maintaining a pressure equilibrium across the interface. Unlike water, the surface 

tension of air is negligible. The measurement unit for surface tension is N/m and can thus be 

conceptualised as the maximum amount of tension that a thin water skin can resist per unit 

length. The surface tension of water is inversely correlated to temperature and is 71.29 mN/m 

at 25°C (Likos and Lu, 2004). Daily fluctuations in temperature can have an effect on matric 

suction. 

Surface tension in a liquid at a gas-liquid interface is created by the unequilibrated cohesion 

forces experienced by the fluid molecules a finite distance away from the interface. Figure 2.6 

schematically represents how water molecules on the surface are subjected to increased forces 

in the direction of the fluid. Polarized liquids, such as water, tend to have high surface tensions. 

 

Figure 2.6: Schematic representation of the unbalanced cohesion between water 

molecules at the air-water interface, adapted from Likos and Lu (2004). 

The pressure difference across an air-water interface is not created by surface tension, rather 

the tension in the water is generated due to a difference in pressure between the two phases 

(Likos and Lu, 2004). Generally, the phase experiencing the higher pressure will tend to 

expand. For example, the pressure in a balloon is higher than the pressure surrounding it, 

resulting in a concave surface towards the high-pressure side. The air pressure in an unsaturated 

soil is typically equal to atmospheric pressure and larger than the pore water pressure. Resulting 

in a concave surface towards the air phase. Equilibrium of forces shall therefore be reached by 

the maximum allowed surface tension of water. 









2-10 

Figure 2.10 is a plot of gravimetric water content plotted over matric suction and shows the 

stages that a soil undergoes upon drying. A soil element will start fully saturated with zero 

matric suction. As matric suctions increase, the degree of saturation shall initially  remain close 

to unity. This is due to drying experienced on the outer edges of the soil element forming 

menisci on the edges before desaturation of internal pores. It is usually the larger pores, which 

desaturate first, responsible for the generation of matric suctions at high water contents.  

 

Figure 2.10: Desiccation process of soil and its relationship with the soil-water retention 

curve. 

The soil-water retention curve is helpful in determining the coefficient of permeability for water 

in unsaturated soils as a function of water content. This is a preferred alternative to direct 

measurements of coefficients of permeability as direct measurements are laborious and 

complicated (Fredlund and Rahardjo, 1993).  

Sillers and Fredlund (2001) statistically evaluated soil-water retention curve models for 

geotechnical purposes and found the Fredlund and Xing (1994) model as the most accurate 

solution. The Fredlund and Xing model tended to converge more rapidly when finding the 

correct fitting parameters for experimental data even if the initial fitting parameters were far 

from the correct value. 
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Figure 2.12: Percentage of soils with an acceptable fit when compared with unsaturated 

shear strength equations, after Garven (2009). 

Figure 2.13 shows that the four equations that performed best when estimating the unsaturated 

shear strength of tailings were, in decreasing order of acceptable fit, Vilar (2006), Khalili and 

Khabbaz (1998), Öberg and Sällfors (1995), and Vanapalli et al. (1996). The discussion of these 

equations follow Figure 2.13. 

 

Figure 2.13: Percentage of tailings samples proportional to the total amount of tailings 

samples which were successfully predicted, adapted from Garven (2009). 
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Figure 2.15: The effective stress parameter plotted against matric suctions, adapted 

from Khalili and Khabbaz (1998). 

After normalization of matric suctions in Figure 2.15 with their corresponding air entry values 

((ua-uw)b) a log-linear relationship is obtained between the effective stress parameter and 

normalised matric suction as plotted in Figure 2.16. All datasets had coefficients of correlation 

greater than 0.98. The slopes of the resulting linear relationships ranged between 0.4 and 0.65 

for clayey and sandy soils respectively, while a value of 0.55 is advised for soils where this 

relationship is unknown. 

 





















2-28 

 

Figure 2.21: Shearing differences between the DS and DSS. 

Yoshimine et al. (1998) studied the effect of principal stress orientations on the undrained shear 

strength of Toyoura sand. The triaxial compression test, with a principal plane inclination of 

0°, showed the highest strength with the lowest contraction potential. The opposite was true 

once the principal stresses were rotated by 90° for the triaxial extension test.  

Yoshimine et al. (1998) also considered the strength of undrained direct simple shear tests as 

simple shear conditions are commonly encountered in slopes. Rotation of the principal stresses 

in the DSS were observed until phase transformation was reached. Thereafter the inclination of 

the principal plane tended to vary between 40° and 45°, irrespective to the initial consolidation 

stress ratio. The undrained strength measured from the DSS proved to vary between the 

strengths of undrained triaxial compression and extension tests as shown in Figure 2.22. The 

difference in peak strengths is such that it should be considered to include strengths measured 

with a DSS in slope stability calculations. 
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Tarhouni and Hawlader, 2021). Figure 2.26 shows how the friction angle tended to increase at 

a faster rate as the vertical confining stress reduced, especially below values of 50 kPa. It is 

also clear that the denser the sample the larger the effect of confining pressure on the friction 

angle as the dense data points often plotted higher than data points corresponding to loose 

samples. 

2.6 BEHAVIOUR OF TAILINGS UNDER DEPOSITION  

The inclusion of matric suctions in slope stability analyses of tailings deposits is unconventional 

due to the uncertainty in the behaviour of suctions with time. Matric suctions in active tailings 

dams should therefore be monitored to quantify the reliability and typical magnitude thereof.   

2.6.1 The dewatering behaviour of deposited tailings 

Daliri et al. (2016) considered the dewatering behaviour of densified gold tailings in a drying 

box, also known as a lysimeter, with plan dimensions of 0.7 m x 1.0 m and depth of 1.0 m as 

shown in Figure 2.27.  Measurements included water contents, matric suctions and mass 

balance by placement of the drying box on loadcells. Water contents were measured with the 

5TE sensor. Matric suctions were measured with UMS T5 tensiometers capable of measuring 

pore pressures between +100 kPa and -95 kPa. Three pairs of tensiometers and water content 

sensors were placed in each layer as shown in Figure 2.27. 

 

Figure 2.27: Cross sectional view of the drying box (Daliri et al., 2016). 
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Five layers were deposited in the drying box at gravimetric water contents of 38%. Figure 2.28 

plots the gravimetric water content data over time as the layers were deposited and allowed to 

desaturate. The first two layers dried to water contents of 12% and 16 % respectively. The 

remaining top three layers were allowed to dry to a water content of 18%. Heavy rainfall was 

simulated with two re-saturation events between the third and fourth layer (Days 39 and 49 in 

Figure 2.28).  

Dewatering was observed to have two distinguishable phases. The first phase was related to the 

drainage and settlement of a newly deposited layer and usually lasted for one to two hours for 

the initial layers. The fifth and last layer, deposited on the rewetted fourth layer, showed an 

increase in duration of the first phase as the underlying tailings had increased prevailing water 

contents. Settlement of the fifth layer took approximately one to two days as opposed to a few 

hours.  

 

Figure 2.28: Average gravimetric water content of all the layers after deposition (Daliri 

et al. (2016)). 

The second phase was related to a reversal in the pore water drainage direction and lasted longer 

than the first phase of which its duration increased as the volume of underlying tailings 

increased. On the ninth day after deposition of the first layer the water content in the first layer 

increased sharply as it desaturated the freshly deposited second layer. However, on the eleventh 

day the rate of desaturation decreased in the first layer but stayed constant in the second layer 

whilst no drainage was observed. This proved that the drainage direction of the first layer 

reversed from downwards to upwards which characterises the onset of the second phase.  
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were deposited at typical pumping water contents of 38% for the small-scale test. Deposited 

tailings were allowed to settle, and dry to varying water contents below and above the shrinkage 

limit between 30 and 4%. 

Daliri et al. followed the same testing procedure in both the cases of 2014 and 2016. The 

samples were re-wetted until matric suctions dissipated entirely then, placed in a simple shear 

device and consolidated to vertical effective stresses of 50, 100, 200 and 400 kPa. Shearing was 

done after unloading to an effective vertical stress of 50 kPa. Figure 2.30, plotting shear stress 

against effective normal stress, shows how samples tended to strain-harden as the extent of 

drying increased. Samples which were only allowed to settle but not desiccate showed 

contractive, strain-softening behaviour. 

 

Figure 2.30: Results of gold tailings samples allowed to desiccate to varying water 

contents, re-wetted and sheared, after Daliri et al. (2014). 

The shear behaviour of samples from the drying box was marginally stiffer when compared to 

the response of the small-scale samples (Daliri et al., 2016). The stiffness of the samples 

increased with desiccation extent. Figure 2.31 only contains results from the buried tube 

samples as results of the samples recovered with a thin-wall sampler reported practically 

identical results once again showing how the sample that was allowed to dry the most mobilised 

higher shear stresses.   
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Drying box data (Daliri et al., 2016) showed that matric suctions routinely reached values in 

the order of 100 kPa and totally dissipated upon tailings deposition, but, are quickly regenerated 

in a matter of a few days after drainage had occurred. However, the behaviour of suctions 

exposed to deposition events on tailings dams may differ from that reported by Daliri et al. 

(2016) as the presence of underlying tailings may influence their behaviour due to its capacity 

to recharge upper layers with porewater. The behaviour of matric suctions due to rainfall events 

may also be different in the field as opposed to a laboratory test. 

The most suitable model to predict the unsaturated shear strength of tailings should be found 

before matric suction and water content data could successfully be utilised to refine their effect 

on strength and hence, slope stability assessments. This could be done by measuring the shear 

strength of unsaturated soils at varying matric suctions. The measurement of the unsaturated 

shear strength of soils with a simple shear device, to which a model could successfully be fitted, 

was achieved by various researchers as discussed in section 2.4.2. However, research verifying 

unsaturated shear strength models on tailings with a direct simple shear could not readily be 

found. The direct simple shear device is considered as an improvement on the direct shear 

device due to the improved shear mode which eliminate stress concentrations(Ladd and Edgers, 

1972).  Shear strengths measured with a DSS device are more suitable in the case of slope 

stability analyses as a large proportion of the soil along a slip surface is under simple shear 

conditions (Sadrekarimi, 2014). Verification of unsaturated shear strength models to tailings 

was therefore attempted with a DSS and is presented in Chapter 4. 

New slope stability equations were re-derived by Fredlund and Zhang (2013) to include the 

effect of matric suctions with unsaturated shear strength models. It was found that inclusion of 

suctions in slope stability analyses does not change the mode of shear in flat slopes and can 

increase the safety factor between 1% to 5% for sandy silts on flat slopes. 

The effect of matric suctions on shear strength was studied by shearing unsaturated platinum 

tailings samples in a DSS-device at varying matric suctions. Thereafter, an unsaturated shear 

strength model was chosen from the literature that could best model the relationship between 

matric suction and unsaturated shear strength.  

In-situ matric suctions and water contents were monitored from active platinum and gold 

tailings dams. The measurements were then used to study the behaviour of matric suctions and 

water contents driven by deposition of new tailings and desiccation. The gathered data was also 

used to estimate the effect of the measured matric suctions on the in-situ strength of tailings. 
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The unsaturated shear strength equation chosen from the literature was used in conjunction with 

the gathered field data as inputs for limit equilibrium slope stability analyses to find the effect 

of matric suction on the stability of active tailings dam slopes.







 3-3 

 

Figure 3.2: Sampling location on the gold tailings dam (Google Earth Pro, 2022). 

Table 3.2: Minimum and maximum void ratios of platinum and gold tailings 

samples from the tailings dams in Figure 3.1 and Figure 3.2. 

Material emin emax 

Platinum tailings 

Gold tailings 

0.59 

0.47 

1.26 

1.57 

 

3.2.1 Particle size distribution (PSD) and specific gravities (Gs) 

Grading curves were determined with an automatic particle size analyser using laser 

diffraction technology and specific gravities were determined with a pycnometer. Three 

different PSDs were determined for the platinum tailings (Figure 3.3) as the grading is 

affected by the flow distance from the discharge point.  
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Figure 3.3: Platinum tailings particle size distribution and Gs. 

It was assumed that one sample from the gold tailings dam would suffice due to it being 

a day-wall operation and all measurements were taken in the daywall before any 

significant changes in the PSD due to sorting associated with flow distance can occur. 

 

Figure 3.4: Gold tailings particle size distribution and Gs. 

3.2.2 Soil water retention curve 

The SWRC is highly dependent on the particle size distribution of a soil and is 

measured in the laboratory by recording matric suctions over a range of water contents. 

Le Roux and Jacobsz (2021) describes, in detail, the method employed to measure the 

SWRC which relied on tracking the mass change, matric suction generation and 

volumetric change of a disc-shaped soil sample as it dried with an automated data 

acquisitioning system. Figure 3.5: SWRC measurement apparatus.Figure 3.5 shows the 

SWRC measurement apparatus with annotated components.  Changes in the sample 

mass was measured with a mass balance with a resolution of 0.01g, while volumetric 
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changes were measured with distance measuring lasers. SWRCs were measured at the 

in-situ density of each sample 

 

Figure 3.5: SWRC measurement apparatus. 

Section 2.4.2 discussed models to predict the unsaturated shear strength of soils, it also 

showed the importance of the air entry value of a soil in terms of unsaturated shear 

strength. Figure 3.6 plots a hypothetical SWRC and construction lines used to find the 

AEV.  

 

Figure 3.6: Determination of the air entry value on a soil water retention curve of 

a hypothetical curve. 
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Line A is fitted through the flat part of the SWRC over the transition zone, line B is 

fitted through the capillary zone of the curve. The AEV is equal to the matric suction 

value at the intersection of lines A and B, 10 kPa in this example. 

Figure 3.7 plots SWRCs corresponding to samples taken at each installation on the 

platinum tailings dam.  

 

Figure 3.7: SWRCs at installations of DAQ1, DAQ2 and DAQ3 on a platinum 

tailings dam. 

Air entry values at the in-situ density of the platinum tailings were determined as 

14 kPa, 24 kPa and 29 kPa for the samples taken near the wall (DAQ1), midway across 

the beach (DAQ2) and next to the pond (DAQ3) respectively. Figure 3.8 plots a gold 

tailings SWRC. 

 

Figure 3.8: The SWRC of a surface sample taken from the daywall on a gold 

tailings dam. 
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the recommendations that should be kept in mind when attempting to measure 

unsaturated shear strengths with a DSS-apparatus is discussed in Section 5.2.3. 

Selected results are presented in this chapter to illustrate the development of the 

experimental methodology.  

3.3.1 Sampling from a drying box 

A drying box (Figure 3.10) was filled with slurried tailings and allowed to dry under 

outdoor conditions. This included exposure to direct sunlight and wind conditions as 

would typically be encountered on a tailings dam and encouraged desiccation to occur 

within a week. The expectation was that samples taken from a drying box, exposed to 

similar drying conditions that a tailings dam would experience, would show strengths 

closest to reality. Tailings was placed in the drying box and sufficient tap water was 

added for full saturation. After mixing, free water had accumulated above the tailings 

surface after the tailings had settled. The excess water was then decanted from the box 

to speed up the desiccation process. The pore pressures and water contents of the 

platinum tailings in the drying box were continuously monitored as drying occurred. 

Samples were then taken as soon as a targeted matric suction value was reached. The 

targeted matric suctions aimed to include samples with matric suctions before, at and 

beyond the AEV of the material to capture the behaviour of the tailings under varying 

unsaturated conditions. 

 

Figure 3.10: A 300mm x 600mm drying box filled with slurried platinum tailings 

instrumented with two tensiometers and one Teros 12 volumetric water content 

probe. 
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Samples were taken from the drying box by inserting a sampling tube with a diameter 

of 63.5 mm into the tailings. Samples were taken from the drying box by sealing the 

top of the sampler tube such that a partial vacuum formed within the tube as it was 

extracted from the tailings. It was challenging to take samples close to saturation as the 

combined effect of low strength, resulting from small matric suctions, and the relatively 

thin sample thickness (approximately 60 mm) required tilting of the sampling tube 

before lifting to prevent the sample from dropping out of the tube due to gravity. The 

tube and sample was then placed on a petri dish after removal from the drying box and 

carried to the DSS testing room. The sample was then extruded from the tube, trimmed 

to the correct height, and placed on the DSS pedestal (Figure 3.11).  

 

Figure 3.11: Tailings sample extruded onto the DSS pedestal. 

A membrane, O-rings, top cap, and Teflon ring stack was then placed on the sample 

(Figure 3.12).  
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Figure 3.12: Schematic of a complete DSS pedestal and sample without the 

surrounding DSS rings, membrane and O-rings. 

Samples with low suctions and low strength, were challenging to prepare as they tended 

to barrel under the weight of the top cap before the Teflon rings could be placed over 

the assembled sample and membrane. This caused large disturbances as the sample had 

to be extended to reduce its diameter to allow placement of the Teflon confinement 

rings over the sample (Figure 3.13).  

 

Figure 3.13: Barrelling of low -strength samples due to self-weight and top cap 

loading. 
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Pore pressure measurements in the drying box at the time of sampling and sample 

preparation were assumed to represent pore pressures in the sample before shearing as 

the time lag between sampling and shearing was less than an hour. Extensive 

desiccation, therefore increase of matric suctions within the sample, was prevented by 

keeping the sample sealed from the atmosphere as long as possible therefore reducing 

the effective time lag between sampling and shearing. Sample pore pressures after 

shearing were measured by placing a tensiometer on top of the sample. Sufficient 

contact between the sample and the tensiometer was achieved by placing a weight on 

top of the tensiometer (Figure 3.14 top). It was assumed that the differences in matric 

suctions between the top and the bottom of the sample were negligible due to the small 

sample height (less than 25 mm). Dilation can be seen in the matric suction 

measurements upon placement of the tensiometer on the sample, followed by pore 

pressure equilibration in the bottom figure of Figure 3.14.  

 

Figure 3.14: Placement of tensiometers on the sheared sample (top), example of 

pore pressure measurements after shearing (bottom). 

The samples were sheared under a constant volume condition as it was expected that a 

peak in shear stress would be reached before strain softening to a residual strength. The 

samples were all consolidated to a total (vertical) stress of 50 kPa, an arbitrary value 
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desiccation of the samples caused strong dilation. Therefore, the shear strength 

increased unrestrained. Had the samples contracted, a single peak shear strength value 

could be used to find the relationship between matric suction and unsaturated shear 

strength. A constant stress test, instead of a constant volume test, should be the 

preferred method as it would provide a single shear strength value. 

The second attempt therefore tested moist tamped samples at a dry density of 2077 

kg/m3, which related to a void ratio of 0.68, but at varying water content percentages 

of 4, 8, 12 and 16%.  

Samples were compacted in an assembled DSS pedestal within the membrane. Three 

equal amounts of tailings, mixed to the desired water content, was placed in the 

membrane and rings and compacted to the required height. Void ratio control during 

sample preparation was challenging due to the small sample volume (Ø=63.5 mm; 

H=25 mm). A 1 mm deviation from the correct sample height would cause a void ratio 

deviation of 0.1 therefore, final void ratios between 0.66 and 0.70 were deemed 

acceptable. Matric suctions were measured before and after shearing as before (Figure 

3.15). The samples did not have enough time for the water content to reduce 

significantly during shearing therefore, the differences in matric suction before and 

after shearing as reported are assumed to only be due to effects caused by consolidation 

and shearing. Consolidation would reduce the void ratio, increase the degree of 

saturation, decreasing matric suction.  

 

Figure 3.15: Matric suctions of the dense moist tamped samples measured with a 

tensiometer before and after shearing. 

Shear test results showed unrealistic shear strengths with extremely high mobilized 

friction angles as seen in DSS tests at low stresses as discussed in Chapter 2. Once 
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again, the effect of matric suction on shear strength was not immediately clear and 

could not be studied from the shear data as interparticle friction, dilation, matric suction 

and particle interlock caused by sample compaction all simultaneously contributed to 

shear strength. 

3.3.3 Loose, moist tamped sample 

The second approach aimed to create moist tamped samples at varying matric suctions 

by changing the water content at which they were formed. However, this method 

caused varying over consolidation ratios due to the compaction energy required to 

reach the same void ratio across varying water contents. It is likely that horizontal 

stresses were locked in the samples from the second approach due to the 

abovementioned reason. Contributors to strength such as particle interlock, locking in 

of horizontal stresses and dilation all played a role which masked the effect of matric 

suction. However, these factors can be eliminated when samples are tested under loose, 

normally consolidated conditions.  

Loose, normally consolidated samples would tend to contract upon shearing. This 

would result in a stress strain curve where the mobilised peak stress is similar to the 

residual strength. The remaining strength contributors would thus only be interparticle 

friction (in this case assumed to always remain constant regardless of the stress state) 

and matric suction allowing for investigation of the effect of matric suction on the shear 

strength.  

Four sets, each set containing two identical samples, were formed at varying water 

contents. The matric suction in each sample was measured with a tensiometer before 

consolidation and after shearing. All the samples were nominally moist tamped. 

However, void ratios between sets varied due to the effect that the varying water 

contents had on the compaction energy required to reach a certain density. Only 

minimal tamping effort was required to ensure that all the samples would still be 

normally consolidated after consolidating to a vertical stress of 50 kPa.  The 

compaction energy applied to the samples was not specifically measured, however, the 

author attempted to exert the minimum amount of compaction energy such that the 

samples could be handled without falling apart.  

Each set comprised of two samples formed at the same water content and compacted 

to the same density. The one sample was tested unsaturated by consolidating to a 

vertical stress of 50 kPa before shearing. The other sample was tested saturated 
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Figure 3.17: Tensiometers placed on top of a sample slurried into a membrane 

stretched over the DSS rings to monitor the generation of matric suctions during 

drying. 
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Figure 3.20: Calibration curve of the Teros 12 probe to gold and platinum tailings 

for volumetric water content. 

 

Figure 3.21: Variation in void ratio during calibration of the Teros 12 probe. 

The depth of measurement increased as time progressed due to the additional tailings 

being deposited on the sensors by virtue of the operation of the tailings dams. This 

allowed for the estimation of a matric suction profile if the increase in measurement 

depth is considered. The matric suction versus depth profile was estimated by adding 

discrete, measured, increases in tailings depth to the probe depth. Minimum, 1st 

quartile, average, 3rd quartile and maximum values were determined for matric suction 

measurements at each discrete depth shown in Figure 3.22. 
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Figure 3.23: Data acquisitioning systems (DAQ) layout on a platinum tailings dam 

(Google Earth Pro, 2022). 

 

   

Figure 3.24: Sensor configuration at DAQ1 (not to scale). 
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Figure 3.26: Data acquisitioning system position on a gold tailings dam (Google 

Earth Pro, 2022). 

 

Figure 3.27: Sensor configuration (not to scale). 
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3.5 CONSIDERATION OF UNSATURATED SOIL MECHANICS  
PRINCIPLES IN SLOPE STABILITY  ASSESSMENTS 

The first objective of this thesis was to find a model that can predict the unsaturated 

shear strength of tailings as a function of matric suction. The second objective was to 

observe the trend of in-situ matric suctions and water contents on an active tailings dam 

as this would allow for the estimation of the in-situ, unsaturated shear strength gains 

originating from matric suctions. 

The third objective was to find the effect of matric suctions on slope stability safety 

factors of active tailings dams which required the theoretical background from the first 

and second objectives.  

The effect of matric suction on the slope stability factor of a tailings dam is considered 

for the platinum tailings case as well as for the gold tailings case. The safety factor of 

both the slopes, at the instrumentation locations, were calculated using a limit 

equilibrium slope stability program, SLOPE/W, from the geotechnical software 

package, GeoStudio. The phreatic surfaces of both the models were calibrated to 

standpipe piezometer measurements provided by the tailings dam operators. Piezocone 

probe test results from the platinum tailings dam showed a sub-hydrostatic increase in 

pore pressure below the phreatic surface at a rate of 5.14 kPa/m, caused by the flow of 

porewater. The water column height in the standpipe piezometer was therefore adjusted 

to account for the sub-hydrostatic pore pressure conditions such that a more realistic 

phreatic surface could be determined. The same pore pressure build up rate of 5.14 

kPa/m was assumed for the gold tailings dam as no piezocone probing data was 

available for the gold tailings case. The slope stability safety factors were determined 

with the Morgenstern Price method. 

Matric suctions were modelled in the unsaturated region by capping the suction profile 

according to average, measured field values (illustrated by the red, dashed line in Figure 

3.28). Typical minimum and maximum suction values were also considered to find the 

sensitivity of the slope safety factor to fluctuations in matric suction.  

The unsaturated shear strength model by Vanapalli et al. (1996) replaced the typical 

Mohr-Coulomb strength model in the modelling software to take the strengthening 

effect of matric suctions into account. Results from both the tailings dam slopes were 

compared to safety factors determined from a base case which only considered 

saturated soil mechanics (Mohr-Coulomb) assuming a cohesion of 0 kPa.  
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by finding the water content relating to the matric suction of the element dictated by a 

SWRC. The SWRC, measured as stated in section 3.2.2 at a similar density to which 

the material was found in the field, was provided to SLOPE/W as a material parameter 

and assumed as a constant over the entire slope. The strengthening effect associated 

with matric suctions were thus included in the model by first assigning a pore pressure 

to each element, and then finding the water content of the element according to its 

suction and finally estimating the gain in strength from suctions with the unsaturated 

shear strength model by Vanapalli et al. (1996). 

Comparisons between the cases where matric suctions were and were not considered 

had to be drawn between identical slip surfaces. The critical slip surface between the 

toe and each berm was thus found and the associated safety factor compared between 

the classical case (ignoring suctions) and the cases considering matric suction on the 

same slip surface. Figure 3.29 and Figure 3.30 show the analysed slopes with the all 

the considered slip surfaces. The phreatic surface in both slopes was calibrated to 

standpipe piezometer data and SWRCs shown in section 3.2.2 were used as material 

inputs. Other material parameters relevant to the slope stability assessments are 

summarised in Table 3.3. The horizontal permeability values for platinum and gold 

tailings taken from Maree (1987) and Blight (1981) respectively. The friction angle for 

gold tailings was taken from Crous (2021), the friction angle for platinum tailings was 

obtained from DSS testing. 

 

Figure 3.29: Cross-section of the analysed platinum tailings dam slope showing 

the slip surfaces considered. 
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Figure 3.30: Cross-section of the analysed gold tailings dam slope showing the slip 

surfaces considered. 

Table 3.3: Material parameters relevant to the slope stability assessments. 

 Platinum tailings Gold tailings 

Gs 

Permeability (kx Sat [m/s]) 

Anisotropy ratio (ky/kx)  

Dry density (kN/m3) 

Friction angle (°) 

3.49 

2.7e-5 

1/3 

20 

35 

2.74 

9.5e-8 

1/3 

15 

33 

SWRCs were modelled with the method proposed by Fredlund and Xing (1994) and 

are plotted in Figure 3.31. The models were fitted to measured data of which the 

resulting parameters are summarized in Table 3.4. Figure 3.32 plots the calculated 

increase in shear strength expected from matric suction by using the SWRC 

relationships plotted in Figure 3.31 as inputs for the unsaturated shear strength equation 

proposed by Vanapalli et al. (1996). 
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of safety values between cases where matric suctions were and were not considered 

were compared. 

4.2 MONOTONIC DIRECT SIMPLE SHEAR TESTING RESULTS  

This section discusses the results obtained from the direct simple shear tests. The effect 

of matric suction on the shear strength of platinum tailings was examined by changing 

the pore pressures of the samples by altering the water content under which they were 

sheared as explained in Chapter 3. Pore pressures were measured with tensiometers 

before and after testing. 

4.2.1 Sampling from a drying box 

Figure 4.1 plots the pore pressure data measured from the drying box shown in Figure 

3.10. Samples were taken from the drying box, the effect of which are visible as the 

spikes in the pore pressure plot indicated in   Figure 4.1, even though the samples were 

taken as far away as 40 cm from the tensiometers.     

 

Figure 4.1: Pore pressure measurements from the drying box. 

The changes in pore pressures were caused by straining of the soil due to the insertion 

of the sampling tube. Samples were taken approximately 30 to 40 cm away from the 

tensiometers showing that the pore pressure disturbances propagate through the entire 

drying box. This implies that samples that were to be taken in the future were already 

disturbed by sampling in the past. No comment can be made on the disturbance of the 

soil element within the sampling tube at the time of sampling. However, the sample 

cannot be considered as undisturbed due to the changes in pore pressure recorded by 

the tensiometers in the drying box due to sampling. In addition, the sample was further 
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disturbed by transportation to the DSS testing room, extrusion, trimming and placement 

of the sample in the DSS apparatus.  

Figure 4.2 plots DSS test results of three samples taken from the drying box.  

 

Figure 4.2: Monotonic DSS results on three samples taken from the dying box. 

The samples were sheared monotonically under constant volume conditions (similar to 

undrained conditions in a triaxial apparatus) as it was expected that the tailings samples 

would strain soften. It was hoped that the results would have showed peak shear 

strengths which could be compared between samples with varying matric suctions to 

find a relationship between strength and suction. 

Shearing data from the first approach appeared noisy due to the DSS apparatus not 

being tuned to test stiff materials causing over-corrections in the normal stress applied 

to the sample. The normal stress exerted onto the sample was controlled automatically 

by the DSS apparatus to keep the vertical height of the sample constant. It was also 

found that the diameter of the sampling device was slightly too small, resulting in a gap 

(less than 1 mm) between the sample and the DSS rings. This caused shear banding to 

form in samples that were taken at high matric suctions due to insufficient horizontal 

confinement, implying that the conditions for simple shear were not met.  

However, samples taken at low matric suctions, in contrast to samples taken at higher 

suctions, showed low strength and collapsed under the weight of the top. This caused 

the sample to increase in diameter which filled the void between the sample and the 

confinement rings. Therefore, samples sheared at low matric suctions showed higher 

strengths compared to samples sheared at high matric suctions due to the improved 

horizontal confinement. 
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The drying box was remixed whichn the same manner as before after tuning the DSS 

apparatus for testing stiff materials to retry the first. 

Figure 4.3 presents pore pressures and temperatures measured in the drying box after 

saturation and remixing. 

 

Figure 4.3: Pore pressures (top) and temperature (bottom) measurements from 

the drying box. 

Disturbances caused from sampling can again be seen by the sudden changes in pore 

pressure. The magnitude in the pore pressure spikes reduced as the tailings in the drying 

box lost water due to evaporation. 

On the morning of 16 June sampling was not possible as the tailings had frozen. This 

can be seen in Figure 4.3 and Figure 4.4 from the drop in temperature below zero, also 

reflected by the pore pressure fluctuations seen. The water content reduced slightly 

upon freezing as a fraction of the pore water had frozen. This reduced the dielectric 

permittivity of the soil, causing a reduction in the measured volumetric water content. 

The temperature of the tailings remained constant during thawing due to the latent heat 

absorption required for water to undergo a phase transfer.  
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Figure 4.4: The effect of sub-zero pore water temperature on water content. 

Figure 4.5 presents the DSS results. Noise reduction in the normal stress data was 

achieved after tuning the DSS for stiff materials as shown in the test results. However, 

unrestraint dilation and horizontal confinement proved problematic. Samples with low 

matric suctions and high degrees of saturation once again collapsed, barrelled and filled 

the DSS rings, creating good horizontal sample confinement whilst the dryer and 

stronger samples showed low shear strengths as shear banding again occurred, which 

was caused by ineffective horizontal confinement. The slurried samples tended to reach 

low void ratios. The combination of low void ratios with low confining stresses 

encouraged dilation which further masked the effect of matric suctions.  
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Figure 4.7: Monotonic DSS results of the second approach (Mobilised shear stress 

vs void ratio).  

Figure 4.8 presents events associated with the vertical and horizontal stress 

developments in a sample during one dimensional consolidation. Tamping a sample 

into the DSS rings, lined with a membrane, would induce one dimensional 

consolidation conditions as the confinement rings would not allow the generation of 

radial stresses.  

The act of compaction thus causes the stress path to transverse the one-dimensional 

compression line. Removal of the compaction stress would reduce the stress state to 

zero on the x-axis (vertical stress). However, the stress state would remain elevated and 

exist somewhere on the y-axis (horizontal stress) which represents locked in stresses. 

Therefore, compaction of the sample in the confinement rings could lock horizontal 

stresses therein which do not release, even after the removal of the compaction stress 

which generated the horizontal stress in the first place. 

An application of the vertical stress underwhichch the sample would be sheared, 

equivalent to 50 kPa in this case, would thus result in a stress state which plots between 

the passive failure line and the one-dimensional compression line. It is therefore 

possible that the locked in stresses create larger than expected effective stresses in the 

soil resulting in the measurement of unconservative shear strengths. 
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critical state line before falling back to the critical state. However, the over-

consolidated sample did not reach the critical state as clearly as the normally 

consolidated sample. Increases in the mobilised shear strengths at shear strains beyond 

20% on the over-consolidated sample could have been mistaken for strength gains due 

to matric suction, whilst it originated from the fact that the sample was over-

consolidated. 

 

Figure 4.9: Comparison between overconsolidated and normally consolidated 

samples a) consolidation, b) shearing. 

Samples for the third testing regime were therefore nominally moist tamped in an 

attempt to ensure normally consolidated conditions. Unsaturated shear strengths 

needed to be compared to a saturated strengths. Thus, each unsaturated sample required 

a corresponding counterpart formed at the same water content and void ratio. The only 

difference was that one of the two samples was saturated by submersion in the bath of 

the DSS before consolidation and tested under saturated conditions, while the other was 

consolidated and sheared unsaturated by keeping the bath dry. It was found that 

submersion of samples, prepared unsaturated at loose states, collapsed. Both the 
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unsaturated and saturated samples were consolidated to 50 kPa and sheared under the 

same constant total stress. 

Figure 4.10 summarizes the void ratios achieved after consolidation. All saturated 

samples collapsed (solid, black lines), reducing their void ratios significantly, 

compared to their unsaturated counterpart (dashed, coloured lines). 

 

Figure 4.10: Consolidation of nominally moist tamped samples to 50 kPa vertical 

stress. 

Figure 4.11 shows that matric suctions reduced after consolidation and shearing. The 

reduction in matric suction resulted from the increase in the degree of saturation due to 

compression of the sample during the testing process.  

 

Figure 4.11: Matric suctions in the nominally compacted samples measured with 

a tensiometer before and after shearing. 

It was found that varying void ratios between saturated and unsaturated tests 

complicated the comparison of strengths between samples and as shown in Figure 4.12 
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Figure 4.13 plots the pore pressures measured by the tensiometers during drying of the 

three samples which were tested.  Data logging was stopped once a targeted matric 

suction was reached and the tensiometers were removed from the sample before 

preparation for testing.  

 

Figure 4.13: Pore pressure measurements from the samples slurried into the 

assembled DSS rings. 

Figure 4.14 represents matric suctions measured in the sample before and after 

shearing. Matric suctions measured after shearing are probably the most representative 

of the true suctions in the samples as a trend similar to what one would expect from the 

SWRC is followed by these datapoints.  These were used when relating shear strength 

to matric suction. Two cases at water contents of 8% and 16% showed an increase in 

matric suction after shearing which may be caused by a loss of water content during 

sample testing. 

 

Figure 4.14: Matric suctions measured before consolidation and after shearing 

versus gravimetric water content. 
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suctions and no clear relationship between matric suction and shear strength could be 

drawn.  

Figure 4.18 plots the mobilised shear stress against void ratio. Volume change during 

testing shows how all the samples underwent initial contraction followed by dilation. 

The inflection points of the mobilised shear stress vs void ratio curves relate to a point 

of zero dilation as no volume change occurred at this point. No strength is gained from 

sources other than matric suction during zero dilation, therefore comparison of 

strengths is desirable at this, the phase transfer point. The phase transfer points between 

the datasets are linked with a straight dashed line as all the inflection points were found 

to occur near the same shear strain with one outlier reaching phase transfer at a slightly 

higher strain of approximately 7% instead of 5%. This point could also be identified by 

finding the shear strain where the dilation angle is zero as seen in Figure 4.19. Al 

Tarhouni and Hawlader (2021) also used the point of zero dilation to find the friction 

angle studying the simple shear behaviour of sand under low stresses. The 

instantaneous angle of dilation plotted with shear strain is found in Figure 4.19 and 

shows how all but one of the samples, relating to a negative pore water pressure of 16 

kPa, reached zero dilation within a small shear strain range, in the order of 4% as the 

datasets approached the x-axis.  

 

Figure 4.18: Mobilised shear stress plotted against void ratio of drained, 

monotonic DSS tests on undisturbed slurry deposited samples. 
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Figure 4.19: Plot of the dilation angle used to find the phase transfer point. 

It was found that the dense, moist tamped samples, which achieved similar void ratios 

to the slurried samples, could also be used to observe the effect of matric suction on 

shear strength when considering the mobilised shear strength at the phase transfer point.  

The mobilised shear stress vs void ratio datasets for all the unsaturated samples are 

plotted in Figure 4.20 from which mobilised shear strengths at phase transfer (marked 

with x) were extracted and plotted against matric suction measured after shearing in 

Figure 4.21 for the slurried samples and Figure 4.22 (for the moist tamped samples), 

respectively. 
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Figure 4.20: Shear stress results plotted against void ratio for  dense platinum 

tailings samples. 

 

Figure 4.21: Mobilised shear stress at phase transfer for  unsaturated slurried 

tailings at varying matric suctions, measured after shearing. 
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point where matric suctions are converted to effective stress the most efficiently. The 

literature shows that the peak strength due to matric suction is often found at the air 

entry value. Deviation from this value could be caused by the fact that the curve was 

fitted through SWRC datapoints which plotted on scanning curves for the moist tamped 

samples. Determination of the AEV is somewhat an arbitrary method using 

construction lines which may also cause deviations between AEVs. Another potential 

explanation are the different stress histories experienced by the slurried samples due to 

the development of matric suctions during the desiccation process. Differences in the 

fabric of slurried and moist tamped samples could also contribute to strength 

differences. 

The contribution of matric suctions to shear strength reduced once suctions exceed the 

air entry value as stated by Öberg and Sällfors (1995). This implies that the shear 

strength gained from matric suctions will increase linearly with matric suction up to the 

AEV, which is the case from the data in Figure 4.24 between matric suctions of 0 and 

16 kPa. Air dried samples crumbled effortlessly when handled, showing the loss of 

strength under residual conditions. This suggests that the strength gain from matric 

suctions will eventually have to reduce to zero.  

 

Figure 4.24: Increase in shear strength at the phase transfer point of dense, 

unsaturated tailings samples plotted over matric suction. 

Table 4.1 statistically summarizes the performance in predicting the unsaturated shear 

strength of tailings of the four evaluated equations. 
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both causing different effects on the matric suctions recorded. The nature of deposition 

is such that it is unlikely to cause a total dissipation of matric suctions over a large area. 

 

 

 

Figure 4.25: Degree of saturation, pore pressure and temperature monitored at 

varying depths near the wall of a platinum tailings dam. 
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An example of the matric suction response due to rainfall can be seen between 

September 2020 and October 2020 marked by the 30 mm rainfall event. The shallowest 

matric suction measurement decreased from 39 kPa to 35 kPa after the rainfall had 

occurred whilst the remaining, deeper, matric suction measurements continued 

increasing. The response in degree of saturation coincides with the decrease of matric 

suction in the shallow measurement and can be identified by the discontinuity in the 

dataset after the rainfall event indicating an increase in water content. The remaining, 

deeper, degree of saturation measurements continued decreasing. The rainfall event 

caused an approximately 4 kPa reduction in matric suction in the shallowest 

measurement, with a reducing effect as the measurement depth increased.  

Daliri et al. (2016) showed that matric suctions dissipated entirely upon deposition of 

a new tailings layer in a drying box. Also, fluctuation in water content measurements 

after deposition tended to decrease as the tailings depth above the point of measurement 

increased. Both these cases were not observed in the field measurements. To the 

contrary, matric suctions never dissipated entirely, and the water contents all increased 

approximately to the same value following repeated depositions, not reaching full 

saturation, regardless of the measurement depth considered. A possible explanation for 

this might include a more permeable material, the effect of the deposition methods, 

drainage conditions and the presence of vast volumes of unsaturated, underlying 

tailings able to accept porewater.  

Figure 4.26 shows how the degree of saturation changed with time due to two 

deposition events. Both measurements were at depths of 0.25 m (top), 1.4 m (middle) 

and 2.8 m (bottom), plotted in Figure 4.26, showed a rapid response to deposition. The 

deepest measurement showed a reaction delayed by approximately one week. The 

shallowest measurement reached a peak degree of saturation of the order of 45% before 

showing reversal in water content after a short period of time. Measurements at a 

medium depth increased to and remained at Sr = 45% for approximately five days, 

suggesting that the layer has reached a steady state as the water content in the top layer 

reduces whilst that of the bottom layer increases. The increase in the water content of 

the bottom layer stopped as soon as the middle layer started dewatering again. 

Thereafter, the water content of the bottom layer once again remained constant at a 

degree of saturation of 45%. The effect of antecedent water contents cannot be seen in 

Figure 4.26 as the calculated degree of saturation before deposition events was 

approximately between 20 and 27 % for all cases and not large enough to show any 

effects on post deposition behaviour.  
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Figure 4.26: Two different cases of water infiltration behaviour after tailings 

deposition measured from the same installation. 

The matric suction and degree of saturation relationships observed during both the 

deposition events in October 2020 and March 2021, showed in Figure 4.26, are plotted 

with a drying SWRC measured in the laboratory in Figure 4.27. The bottom figure in  

Figure 4.27 is an enlargement of the area over which the water content changes occur. 

The SWRC was measured at a dry density of 1700 kg/m3, close to the field density at 

the instrumentation installation point. The wetting and drying curves from the 

deposition events plot below the drying curve, which is expected as scanning curves 

plot between the wetting and drying curves. This also shows that a SWRC measured in 

the laboratory, at a density close to which is found in the field, can be used during 

evaluation of infiltration models or matric suction related aspects in slope stability 

analyses due to good agreement between field and laboratory data. The flat shape of 

the SWRC over the funicular regime coincides with the water content ranges found in 

the field and shows why matric suctions did not change much upon deposition of 

tailings. For example, a change in degree of saturation from 90% to 20% will only 

result in a 50 kPa increase in matric suction from 10 kPa to 60 kPa. 
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Figure 4.27: Comparison between laboratory and in-situ soil water retention 

behaviour. 

Figure 3.22 shows how the measurement depth for all the sensors at DAQ1 increased 

by 1.5 m during the monitored period. The measurement depth increases for the 

tensiometers at DAQ1 were from 0.25 m to 1.75 m for the shallowest tensiometer, 1.4 

m to 2.9 m for the medium depth tensiometer and 2.8 m to 4.3 m for the deepest 

tensiometer.  

Figure 4.28, Figure 4.29 and Figure 4.30 show estimated matric suction versus depth 

profiles at DAQ1 (near the wall of the platinum tailings dam). Each figure presents 

matric suction data measured by a single tensiometer as the measurement depth 

increased.  Figure 4.31 plots the coefficient of variation for the total measurement depth 

(0.25 m to 4.3 m). The four figures below show that matric suction fluctuations tend to 

reduce with depth as the coefficient of variation reduced from 0.3 at a depth of 0.25 m 

to values below 0.1 at depths greater than 3.7 m.  

However, there was no clear trend in the matric suction measurements apart from the 

average matric suction measurement ranging between 12 kPa and 25 kPa for all depths 
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with an overall average of 20 kPa and a coefficient of variation of 0.32. Overall 

maximum and minimum suction values were 11 kPa and 25 kPa for the entire 

measurement depth with coefficient of variations of 0.72 and 0.34 respectively, 

showing higher variability in low suction ranges due to the larger coefficient of 

variation.  

The minimum suction values, in Figure 4.28 and Figure 4.29, plot relatively far from 

the 1st quartile values indicating that big losses in matric suction due to deposition are 

quick and matric suction is recovered soon after the wetting event has occurred. All the 

values plotted in Figure 4.30 plot close to each other showing how the variability in 

matric suction decreases with depth. The minimum matric suctions plotted at depths of 

0.25 m, 1.4 m and 2.8 m are not considered as representative values as they relate to 

the first wetting events after installation. A single hole was augered in which the 

tensiometers were installed, this initially created a preferential flow path for pore water 

causing a larger than expected loss in matric suction. The effect of the augered hole 

reduced as time progressed. 

 

Figure 4.28: Matric suction profile for suctions measured between depths of 0.25 

m and 1.7 m at DAQ1. 
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Figure 4.29: Matric suction profile for suctions measured between depths of 1.4 m 

and 2.9 m at DAQ1. 

 

Figure 4.30: Matric suction profile for suctions measured between depths of 2.8 m 

and 4.3 m at DAQ1. 
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Figure 4.31: Calculated coefficients of variations in matric suction plotted versus 

measurement depth at DAQ1. 

Figure 4.32 presents data gathered halfway along the beach of the platinum tailings 

dam from DAQ2 (Figure 3.23). The minimum degree of saturation is generally higher 

the closer the measurement was to the pool due to the higher prevailing water contents. 

Calculated degrees of saturation reached maximum values of approximately 48%.  
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Figure 4.32: Surface measurements of water content, pore pressure and 

temperature halfway along the beach of a platinum tailings dam (DAQ2). 

An additional deposition event is seen in September 2020 (Figure 4.32) which was not 

sensed by the probes near the wall (Figure 4.25). This is due to deposition occurring 

from elsewhere along the perimeter of the dam wall far enough from the probes at the 

wall such that its effect can only be observed by measurements taken in the beach. The 

effect of the meandering slurry streams can also be seen in Figure 4.32, resulting from 
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to the variation in water content and matric suction as probe pairs were installed 10 m 

apart, even though they were installed at the same depth.  

The same rainfall event discussed in Figure 4.25, between September 2020 and October 

2020, can be seen in Figure 4.32. The measurement taken from the probes in the figure 

above were all taken at the same depth. The probes were installed at the same depth 

(0.25 m) as the shallowest measurements near the wall (DAQ1). However, the response 

measured by DAQ2 shows a somewhat different reduction in matric suction. The 

degrees of saturation and measured matric suctions showed a short plateau caused by 

the rainfall event. Where water contents and matric suctions remained constant until 

the occurrence of the next deposition event. 

Figure 4.33 shows matric suctions measured at depths estimated between 0.25 m and 

1.75 m at DAQ2. The matric suction profile again tended to reduce with time, 

converging to a value of approximately 5 kPa at a depth of 1.75 m. The variability in 

the matric suction measurements also reduced with depth as the distance between the 

1st and 3rd quartile values reduced as the measurement depth increased. However, 

minimum matric suction values, less than 2 kPa, appear more often from the data 

gathered by DAQ2 (halfway across the beach of the platinum tailings dam) compared 

to the data gathered by DAQ1 (near the wall of the platinum tailings dam). This may 

be due to the proximity of the measurements to the tailings discharge point. Tailings 

deposited from spigots close to DAQ1 may flow around the probes in single channels 

and would thus not cause matric suctions to dissipate entirely. However, the area of 

influence may increase with distance from the spigots as the slurry stream has had time 

to spread out causing a larger loss in matric suctions in the beach area. Average matric 

suction values also appeared to be higher at DAQ1 compared to DAQ2 for the same 

reason. Comparisons between DAQ1 and DAQ2 in terms of matric suction versus 

depth profiles were drawn between Figure 4.28 and Figure 4.33 as both the figures 

show equal initial tensiometer installation depths. 
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Figure 4.33: Matric suction profile for suctions measured between depths of 0.25 

m to 1.75 m at DAQ2. 

Figure 4.34 presents degrees of saturation calculated from the measured volumetric 

water content, pore pressures and temperatures gathered next to the tailings dam pond. 

Positive pore pressures were generated during the August deposition event as the pool 

size increased and extended over the tensiometers. Data recording at the pool stopped 

prematurely as the consistency of the tailings did not allow access for battery 

replacement and data retrieval.  
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Figure 4.34: Surface measurements of water content, pore pressure and 

temperature on the pool edge of a platinum tailings dam (DAQ3). 

4.3.2 Gold tailings (Daywall-Paddock operation) 

The placement of the nine tensiometers and two water content sensors that were 

installed in a gold tailings dam is shown in Figure 4.35. Tensiometers were installed at 

depths of 0.25 m, 2.7 m and 4.7 m in the daywall to observe the effect of deposition in 

the daywall on matric suctions with depth. The three remaining tensiometers were 

installed either beneath the slope or below the bench. This is to measure the lateral 







 4-37 

 

Figure 4.37: Matric suctions measured on the outer and inner edge of a gold 

tailings dam daywall. 

Matric suctions measured closer to the outer slope often measured higher matric 

suctions due to the increased drying surface of the outer slope. The shallow 

tensiometers, initially buried at a depth of 0.25 m, showed large fluctuations. Matric 

suctions reduced to zero after deposition whereafter drying generates matric suctions 

in the order of 25 kPa after approximately two weeks. Once again, the variation in pore 

pressure decreases with an increase in depth, up to a point where suctions do not 

dissipate entirely during deposition, and the maximum matric suction reached before 

deposition reduces, at a depth of 4.8 m. 
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Pore pressures measured at a depth of 2.7 m upon installation fluctuate less compared 

to the shallow measurements, the tensiometer on the beach-side of the daywall 

constantly measured matric suctions around 20 kPa. The deepest beach-side case, 4.7 m 

upon installation, showed a constant matric suction of 10 kPa since August 2021. 

Figure 4.38 and Figure 4.39 plot matric suction and degree of saturation near the surface 

of the daywall. Reductions in matric suction are driven by an increased saturation level. 

Matric suctions respond faster and more significantly to deposition in the case of the 

gold tailings dam as opposed to the case with platinum tailings as the area of deposition 

is more concentrated. 

 

Figure 4.38: Pore pressure and degree of saturation measured in a daywall closest 

to the pool. 

 

Figure 4.39: Pore pressure and degree of saturation measured in a daywall closest 

to the outer slope. 

Figure 4.40 plots a SWRC measured in the laboratory overlayed with in situ soil water 

retention behaviour from the gold tailings dam. The platinum tailings showed good 
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agreement between the SWRC measured in the laboratory and the field data (Figure 

4.27). However, this is not the case for gold tailings. Matric suction measurements in 

the daywall of the gold tailings dam, plotted in Figure 4.38 and Figure 4.39, often 

reduced to 0 kPa upon tailings deposition. The degree of saturations, calculated from 

void ratio and volumetric water content from the Teros 12 probe, shows that the zero 

suction measurements occurred between degrees of saturation of 35% to 40% and is 

considered as unrepresentative.  

 

Figure 4.40: Comparison between in situ soil water retention behaviour and a 

drying curve measured on moist tamped material in the laboratory. 

Figure 4.41 is a picture of desiccated gold tailings with crystal growths and shows the 

high dissolved salts content in gold tailings of which the yellow colour indicates the 

presence of some form of sulphuric compound. The volumetric water content of a soil 

is inferred from the dielectric permittivity of the soil medium of which the amount of 

porewater has the largest influence. Dissolved salts may influence the electrical 

behaviour of porewater and its effect on the measured dielectric permittivity is 

unknown. The Teros12 probe was calibrated to gold tailings by fitting a curve between 

discrete water content and dielectric permittivity datapoints. However, calibration was 

done on tailings samples taken from a drying box in which infiltration events were 

modelled. It is thus possible that most of the dissolved compounds were leeched from 

the tailings before it was used for calibration of the probe resulting in incorrect 

calibration curves.  

Another explanation for the unrepresentative water content measurements may be due 

to the high variability in tailings dams caused by deposition. Deposition of tailings 

causes layering of which the particle size distribution in these layers may range from 

sand-size particles to silt-size particles. It could thus be the case that the water content 
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probe would report low water content values if the probe was placed in a coarse layer 

sandwiched in between fine layers. The water content in a finite soil element tends to 

vary as matric suctions equilibrate. Therefore, the fine layers would be wetter than the 

coarse layer due to its higher propensity to retain water at a certain matric suction 

compared to the coarse layer causing the probe to measure unrepresentative water 

contents.  

 

Figure 4.41: Cristal growth on a gold tailings sample. 

Figure 4.42 shows a matric suction versus depth profile of the gold tailings dam ranging 

from a depth of 0.25 m to 5.90 m. Measurements taken with three different 

tensiometers, initially installed at depths of 0.25 m, 2.7 m and 4.7 m are all plotted on 

the same figure. No clear trend between matric suction and measurement depth is 

evident apart from the fact that the variability in the suction measurements tends to 

reduce as the measurement depth increases. Figure 4.43 plots the coefficient of 

variation in the matric suction measurements with depth. At shallow depths, the 

coefficient of variation is in the order of 1.0 and reduces to values below 0.3 at depths 

greater than 3 m. An average matric suction of 13 kPa was calculated from the profile 

in Figure 4.42. The average of both the minimum and maximum values are 7 kPa and 

23 kPa respectively. Calculated minimum, average and maximum values are used as 

matric suction caps in the slope stability analyses to assess the effect of matric suction 

on slope stability. 
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Figure 4.42: Matric suction profile for suctions measured between depths of 0.25 

m to 5.90 m on the gold tailings dam. 

 

Figure 4.43: Calculated coefficients of variations in matric suction plotted versus 

measurement depth on the gold tailings dam. 
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tailings with an AEV of 16 kPa. The increases in strength from matric suction in Figure 

4.46 is calculated by solving the third term of equation 4.1 with inputs from a SWRC 

measured in the laboratory. Typical matric suction values during periods in between 

depositions are beyond the peak of the curve. Figure 4.46 clearly shows how a reduction 

in matric suction, caused by tailings deposition, would cause an increase in strength. 

 

Figure 4.46: Increase in shear strength from matric suction calculated from the 

SWRC of platinum tailings. 

Average increases in shear strength due to matric suction are estimated to be in the 

order of 3 kPa, increasing to 6 kPa upon deposition induced wetting. The strength 

increase lingers for approximately two weeks before reducing to its original value 

before deposition (around 3 kPa to 4 kPa) and relates to the duration of the effect of the 

wetting event on the measured water content. 

 

Figure 4.47: Shear strength gained from near-surface matric suctions measured 

on the beach of a platinum tailings dam. 
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The estimated gain in shear strength on the beach of a platinum tailings dam is between 

3 and 4 kPa. The reason for a lower peak compared to the estimated values near the 

wall can be ascribed to the lower average water content and matric suctions caused by 

the increased proximity to the pond. Matric suctions in Figure 4.47 from which shear 

strengths were estimated, were measured approximately 120 m from the slurry 

discharge points. Therefore, by the time the tailings has reached the tensiometers the 

slurry is spread out over a larger area, causing a more uniform increase in water content 

but with lower peaks. The duration of strength increase once again lingers for 

approximately two weeks before reducing.  

Shear strengths were not estimated with the measurements taken near the pool as the 

state of the material is mostly saturated, relating to low matric suctions and low 

strengths. 

Figure 4.48 plots the matric suction related increases in shear strength from the 

measurements taken in the daywall of a gold tailings dam. The underreported water 

content measurements are compared with water contents estimated from the SWRC 

according to the matric suction measured with a tensiometer. It was found that the 

variability caused by the different water contents ranges between 2 kPa and 4 kPa. The 

plot calculated from water content values inferred from the SWRC was used for slope 

stability calculations as the value measured with the Teros12 probe is considered as 

unrepresentative. 

 

Figure 4.48: Comparison between matric suction induced shear strength gains, 

both estimated from matric suctions but with  water contents measured with the 

Teros12 probe and inferred from the SWRC. 
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The behaviour of matric suction induced shear strength in the paddock of a gold tailings 

dam is different from that which is seen near the wall of a spigotted operation. Shear 

strength gains due to matric suctions in a paddock reach higher peaks during drying 

compared to the platinum tailings dam case. Matric suctions often dissipated entirely 

upon deposition causing a total loss of strength due to suction, the opposite is observed 

in the case of the platinum tailings dam. Comparing the platinum tailings SWRC with 

that of gold tailings helps explain why this is the case. Unlike platinum tailings, a large 

change in water content will relate to a large change in matric suction of gold tailings. 

The SWRC of gold tailings does not have an elongated, flat portion and will therefore 

cause a larger change in matric suction (Figure 3.8). 

Figure 4.49, like Figure 4.46, helps explain the difference in behaviour between the 

two methods and plots the increase in shear strength calculated from matric suction of 

gold tailings. Unlike platinum tailings, a reduction in the matric suction of gold tailings 

would cause an immediate decrease in strength due to the shape of the curve of  Figure 

4.49.  

 

Figure 4.49: Increase in shear strength from matric suction calculated from the 

SWRC of gold tailings. 

Shear strength gained from matric suctions in the paddock of a tailings dam ranged 

between 0 kPa and 10 kPa (Figure 4.48). However, the loss of strength due to suction 

decrease is prompt and strength is regained within a matter of days as a reduction in 

water content occurs rapidly. 
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Figure 4.52 and Figure 4.53 plot the porewater pressure at the bottom of each slice in 

each slip surface of the platinum and gold tailings dam respectively. These plots show 

that the porewater pressure in the saturated region of the slip surface is equal for all 

cases and the difference in safety factor between the listed scenarios are thus only due 

to matric suction.  

   

Figure 4.52: Calculated porewater pressure at the bottom of each slice of each slip 

surface on the platinum tailings dam. 

 

Figure 4.53: Calculated porewater pressure at the bottom of each slice of each slip 

surface on the gold tailings dam. 

The phreatic surface of the platinum tailings dam is considerably higher, in terms of its 

proximity to the slip surfaces, compared to the gold tailings dam. The effect thereof on 

the porewater pressure along the slip surfaces can clearly be seen in the figures above. 

Figure 4.52 (corresponding to the platinum tailings dam) shows positive pore pressures 

up to 50 kPa in its slip surfaces as opposed to Figure 4.53 (corresponding to the gold 

tailings dam) which shows almost no positive pore pressures along its slip surfaces. 
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Figure 4.55: Safety factors of the gold tailings dam. 

Figure 4.56 plots the increases in shear strength due to matric suctions at the typical 

minimum, average and maximum values measured on the platinum tailings dam and 

explains why the calculated FoS of the platinum tailings dam does not vary 

significantly. Typical minimum, average and maximum matric suction values occurred 

over the peak in Figure 4.56 (at 11 kPa, 20 kPa and 25 kPa respectively) and resulted 

in similar shear strength increases of 7 kPa, 8 kPa and 6 kPa respectively causing low 

variability in the calculated FoS.  

The cohesions assumed from increases in shear strength, calculated from field data 

(Figure 4.45) and used in the Mohr-Coulomb model, were 8 kPa during deposition and 

3 kPa in between depositions. Therefore, FoS results from typical matric suction values 

correspond to the FoS calculated for the case where a cohesion of 8 kPa is assumed as 

it plots near the peak of Figure 4.56. Indefinite extrapolation of matric suctions into the 

unsaturated regime resulted in maximum suctions as large as 170 kPa, which relates to 

a shear strength increase of approximately 2 kPa. The case where a cohesion of 3 kPa 

is assumed in the Mohr-Coulomb model will thus show similar results to the case where 

matric suctions are extrapolated indefinitely. 
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Figure 4.57: Increases in shear strength due to matric suctions at the typical 

minimum, average and maximum values measured on the gold tailings dam. 

4.5 DISCUSSION SUMMARY  

This chapter presented and discussed in-situ matric suction data from a platinum and 

gold tailings dam with the goal to comment on the effect thereof on the stability of 

tailings dam slopes.  

This first required the identification of an unsaturated shear strength model from 

literature that could predict the strengthening effect of matric suctions on tailings. The 

effect of matric suction on the shear strength of platinum tailings was found by shearing 

various samples with a DSS apparatus under a constant normal stress but at varying 

matric suctions. Matric suctions were measured with a tensiometer and were varied by 

varying the initial moisture contents at which the samples were prepared for the moist 

tamped samples and varying the drying time for the slurried samples. 

In-situ matric suctions were measured with a tensiometer and water contents with a 

probe using TDR technology over various months on active platinum and gold tailings 

dams. This allowed for the monitoring of the response of tailings in the unsaturated 

zone to observe the influence of tailings deposition and rainfall on matric suction. The 

identification of an unsaturated shear strength model enabled the estimation of the in-

situ strength gains due to matric suctions as the gathered field data was used as inputs 

for the unsaturated shear strength model. This resulted in plots of gains in shear strength 

over time which showed how matric suctions contributes to strength in the unsaturated 

region of tailings dams. 
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Limit equilibrium slope stability analyses on tailings dams do not typically include 

matric suctions in their calculations. However, the studied behaviour and effect of 

matric suctions on strength in active tailings dams allowed for the inclusion of matric 

suctions in the analyses. This was done by replacing the typical strength models, 

originally only considering saturated soil mechanics, with an unsaturated shear strength 

model to show how safety factors would change with the inclusion of matric suctions. 
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suffered different amounts of compaction during testing so that the identification of the 

suction induced contribution to shear strength was not possible.  The samples therefore 

had to be tested at a relatively dense state.  

The tests were carried out a low confining stresses so that the contribution of matric 

suctions would not be masked as it was expected to be relatively small. However, the 

combination of low void ratios and low confining stresses led to strong dilation, 

contributing to strength which masked the strengthening effect of matric suctions. To 

minimise this masking effect of dilation, the mobilised shear stress during phase 

transfer, i.e. a point where zero dilation occurred, was selected as the point where the 

effect of matric suction on strength between tests could be compared. The performance 

of different models to predict the contribution of suction to shear strength from the 

literature is summarized in Table 4.1. The unsaturated shear strength model by 

Vanapalli et al. (1996) showed the best results. The model by Öberg and Sällfors (1995) 

also provided good correlation with the measured datapoints.  

Figure 4.25 plots the matric suction and water content data gathered over time from the 

platinum tailings dam. Deposition events always increased the water content of the 

tailings to the same value (approximately Sr = 45%) regardless of measurement depth. 

This contrasts observations made by Daliri et al. (2016) from a drying box experiment 

where water content measurements, after deposition, varied according to measurement 

depth. The fact that matric suctions never dissipated entirely due to deposition, 

combined with the increase in water content, led to the counterintuitive phenomenon 

that the estimated shear strength increased upon wetting rather than decreasing (Figure 

4.45). This phenomenon can be explained with reference to the SWRC (Figure 3.7). 

The transition zone within the SWRC between the residual state and saturated state 

occurs over a narrow range of matric suctions, implying that a large change in water 

content will cause a smaller change in suctions. This is typical of coarser materials. 

Thus, if matric suctions are never dissipated entirely, and the degree of saturation 

increases, a larger proportion of the suctions can be converted to effective stress leading 

to higher strengths. Typical matric suctions ranged between 10 and 30 kPa and degrees 

of saturations ranged between 20% and 45%. 

Figure 4.38 plots the matric suction and water content data gathered from the gold 

tailings dam. Matric suctions routinely dissipated entirely as opposed to the case of the 

platinum tailings dam due to the change in deposition method. Once again, this 

phenomenon can be explained by the shape of the SWRC. The SWRC of the gold 

tailings samples shows a larger change in matric suction with the same change in water 
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content compared to platinum tailings. Matric suctions in the gold tailings dam ranged 

between 0 kPa upon deposition and 50 kPa in between depositions for the shallowest 

measurement.  This result in a consequence of the finer grading of the gold tailings 

compared to the platinum tailings.  

Matric suction versus depth profiles for both tailings dams, plotted in Figure 4.28 to 

Figure 4.30 and Figure 4.33, did not show clear relationships between matric suction 

and depth for either  of the tailings dams. However, matric suction measurements 

tended to converge to an average suction of 20 kPa and 13 kPa for the platinum and 

gold tailings dam respectively. The lower suction in the case of the finer grained gold 

tailings is a consequence of the daywall deposition method, which more effectively 

floods an area compared to spigotting as used on the platinum dam.  The variability in 

matric suction data in both dams tended to reduce with depth as plotted in Figure 4.44. 

Rainfall events of up to 30 mm per day only caused only small reductions in matric 

suctions of about 4 kPa to 5kPa at the shallowest installations on both the platinum and 

gold tailings dams, with little or no effect at greater depths.  

5.2 RECOMMENDATIONS  

5.2.1 Consideration of additional materials 

This study only included gold and platinum tailings which are non-plastic, silty sands. 

Consideration of other tailings materials should be included such as iron tailings and 

kimberlite tailings which can exhibit some plasticity and potentially different 

behaviour. 

5.2.2 Practical considerations regarding logger installations 

The logger placement on tailings dams is often challenging due to the nature of the 

structure. Tailings dams grow continuously throughout their lifetime and it is thus 

advised against placement on the beach as this would require periodical lifting of the 

logger to prevent it from being buried. Installations should be such that the logger can 

be placed on an outer slope with cables long enough to reach the locations of interest.  

The availability of Internet of Things (IoT) services should be considered when relying 

on IoT technology for data transmission. Tailings dams are often located in remote 

areas where GSM coverage, used by cell phones, is the only available network. 

Consideration of a logging device capable of transmitting data via cell phone networks 

might thus be the better solution.  
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The long-term stability of logging devices consisting of hobby-related components 

should be further investigated. Especially when the components directly measure 

outputs from sensors as in the case of the tensiometer where the performance of the 

differential voltage measurement can be affected by long term usage. The Teros 12 

probes provide digital outputs containing the measured data, the reliability of the 

measured data does thus not lie on the datalogger anymore but on the sensor which is 

likely more robust. 

5.2.3 Measurement of unsaturated shear strength with a DSS apparatus 

The measurement of unsaturated shear strengths is challenging without active control 

over pore pressures. It is advised to modify the end caps in such a manner that pore 

pressures can be monitored during testing of unsaturated soils in a DSS device without 

pore pressure control. Installation of a tensiometer in the top cap would likely be the 

preferred method as the small sample size does not provide enough space for the 

installation of a tensiometer in the sample itself without creating uncertainties in its 

effect on strength.  

Another challenge related to the matter is control over void ratio. Testing without pore 

pressure control requires the formation of samples under varying water contents. 

Materials with peaky compaction curves will  complicate sample formation as a change 

in water content will relate to a significant change in density. It is thus advised that 

testing should be done on samples slurried into the assembled membrane and confining 

rings as this produces relatively dense samples, likely to be more representative of 

conditions on actual tailings dams. Matric suctions should then be monitored whilst the 

samples dry or, a water content should be targeted which relates to the desired suction 

value by means of a SWRC. This, however, implies that testing can only be done on 

dense samples as slurry deposition often tends to create low void ratios. Low void ratios 

complicate the matter further, as testing of unsaturated materials to observe the effect 

of matric suctions requires low confining stresses, and combination of low void ratios 

with low confining stresses will cause significant dilation, obscuring the effect of 

matric suctions on strength. 

Shear strength testing of unsaturated soils is challenging as various components 

contribute to strength such as interparticle friction, particle interlock, density, dilation, 

fabric and matric suction. It is thus important to isolate the effect of matric suction by 

keeping the remaining contributions constant. This is challenging. Pore pressure 

control during testing will thus greatly simplify unsaturated strength tests.  
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