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Real-time feedback-driven single-particle tracking (RT-FD-SPT) is a class of techniques in the field of single-particle tracking that
uses feedback control to keep a particle of interest in a detection volume. These methods provide high spatiotemporal resolution on
particle dynamics and allow for concurrent spectroscopic measurements. This review article begins with a survey of existing techniques
and of applications where RT-FD-SPT has played an important role. We then systematically discuss each of the core components
of RT-FD-SPT in order to develop an understanding of the trade-offs that must be made in algorithm design and to create a clear
picture of the important differences, advantages, and drawbacks of existing approaches. These components are feedback tracking
and control, ranging from simple proportional-integral-derivative control to advanced nonlinear techniques, estimation to determine
particle location from the measured data, including both online and offline algorithms, and techniques for calibrating and characterizing
different RT-FD-SPT methods. We then introduce a collection of metrics for RT-FD-SPT to help guide experimentalists in selecting
a method for their particular application and to help reveal where there are gaps in the techniques that represent opportunities for
further development. Finally, we conclude with a discussion on future perspectives in the field.

1 Introduction

The ability to detect individual molecules and observe their dynamical behavior has revolutionized life
sciences during the past three decades. State-of-the-art techniques provide nanometer-scale spatial reso-
lution at a time resolution of 1 ms or better. An important single-molecule microscopy technique, known
as single-particle tracking (SPT) [1, 2, 3, 4, 5, 6, 7, 8], allows direct access to the dynamics of individual
freely diffusing molecules and particles in live cells. The conventional approach to SPT involves acquiring a
sequence of images of fluorescent particles, determining their positions in each frame, and linking those into
a trajectory for further analysis. Such image-based SPT can achieve excellent three-dimensional spatial
resolution (10-20 nm) [9, 10, 11], but the time resolution is limited to 30-100 ms [10, 12, 11] due to the
integration time needed to collect enough photons (ca. 500-10,000) [11, 9] to form an image.

Another single-molecule detection technique that has significantly advanced our understanding of the
properties and dynamics of biomolecules is known as single-molecule spectroscopy (SMS) [13]. SMS is an
umbrella term for various types of measurements on single molecules and molecular or nanoscale systems
that involve photoexcitation of photoactive labels attached to the molecular systems or direct excitation
of the molecules or particles. Fluorescence photons are typically detected and used to obtain information
such as the emission brightness, spectra, and fluorescence lifetimes. The selectivity and sensitivity are
significantly enhanced by isolating the biomolecules from their natural environment, and the information
content is increased by a few orders of magnitude through immobilization of the molecules or confinement of
their motion to a small subspace to allow sufficiently long observation times. Such modifications, however,
significantly alter the setting in which the target molecules are being studied. An important challenge
facing SMS, therefore, is the ability to measure biological molecules in their natural environment and for
sufficiently long durations to obtain meaningful information but without compromising their structure and
dynamics.



WILEY-VCH

Real-time feedback-driven single-particle tracking (RT-FD-SPT) is a technique that offers a marked
improvement in temporal resolution and an extended range— especially in the axial direction— compared
to image-based SPT and additionally enables concurrent spectroscopic measurements to be made on the
tracked particles. In most cases, image-based SP'T does not allow concurrent SMS because the calculation
of the particle location is too slow. In contrast, RT-FD-SPT allows SMS to be performed on freely moving
biomolecules. This capability overcomes some of the major current limitations of standard SMS, allowing
for long observation times without significant alteration of the biomolecular motion. RT-FD-SPT thus
represents an important stepping stone towards realizing in vivo SMS.

Thus far, the development of RT-FD-SPT has been somewhat fractured, with different research groups
coming up with independent solutions. This is due, at least in part, to its interdisciplinary nature, with
approaches relying on techniques from physics, engineering, chemistry, and biology. There have thus far
been only three reviews focusing solely on RT-FD-SPT [14, 15, 16]. While some reviews of image-based
SPT have touched upon RT-FD-SPT methods [1, 5, 6, 8], they do not consider this topic in depth. Ref. [14]
dates from 2008 and there have since been many developments. Ref. [15] focused almost exclusively on
one specific technique (3D multi-resolution microscopy). The most recent review [16] described a variety
of methods and compared their experimental performance but did not present a systematic analysis of RT-
FD-SPT. Because the different approaches towards RT-FD-SPT have different strengths and weaknesses, it
can be difficult to decide on a particular method for a particular application. Moreover, in most published
work the parameters underlying the algorithms are typically hand-tuned until satisfactory performance
is achieved, and the methods are presented without a clear picture of what the important differences,
advantages, drawbacks, and trade-offs are.

This work aims to more systematically approach the topic, discussing each component of the tracking
system and how it affects performance. We hope that this effort will help develop a more unified view of RT-
FD-SPT, making it more accessible to a wide range of scientists. The review also aims to be more complete
than the previous three reviews, since especially techniques focusing on improved feedback control and
position estimation have been overlooked thus far. Image-based SPT has been comprehensively reviewed,
but the same cannot be said for RT-FD-SPT. We address control theory and parameter estimation, two
aspects of RT-FD-SPT that are generally only cursorily considered by most research in the field, and look
at the criteria used to evaluate performance when choosing a method. Lastly, we aim to highlight the
potential of concurrent spectroscopy, which has also been under-emphasized in the research to date.

The review is structured as follows: Section 2 presents a survey of RT-FD-SPT techniques, while
Section 3 discusses applications in microscopy and spectroscopy. Sections 4 and 5 respectively discuss
the aspects of control and estimation theory relevant to RT-FD-SPT, while Section 6 discusses system
characterization and calibration. Finally, Section 7 discusses the performance of the different methods
and Section 8 presents an outlook to the future of the field.

2 Survey

RT-FD-SPT differs from conventional image-based SPT in that the particle in question is tracked in real
time, with a feedback loop keeping the particle in the observation volume. This offers several advantages.
Firstly, particles can be tracked over long distances in all three dimensions, while maintaining excellent
spatiotemporal resolution (the temporal resolution is routinely 1 ms or less). Secondly, the particle
can explore a variety of environments, whereas conventional SPT is typically limited to a single region
of interest. This is due in part to the long range capability (typically 10 pm, with a range from
50 pm to a few centimeters [17]) of RT-FD-SPT and to the fact that the tracking parameters can be
changed in real time to adapt to different environmental circumstances. Lastly, keeping the particle in
a small observation volume allows concurrent single-molecule spectroscopic measurements to be made.
The main drawback of RT-FD-SPT over conventional SPT is that only one particle can be tracked at a
time, except when diffusion is slow enough that multiplexing is possible. There is also the possibility of
losing the particle prematurely. Furthermore, RT-FD-SPT does not, by itself, provide contextual imaging.
This can be provided by concurrent techniques (see Section 3), but this adds cost and complexity. Of
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Figure 1: A taxonomy of current 3D RT-FD-SPT techniques. The class of SPT microscopes that use feedback control are
depicted on the far left. These microscopes use information gained from photon detections to control the optics and lasers
enabling it to lock onto a moving particle or molecule. This class can be grouped by the number of detectors used. Methods
that use a single photodetector can be further grouped based on how the laser is scanned. Three groupings of scanning
methods emerge: deterministic scan, constellation scanning pattern, and reactive scan. Deterministic scanning moves the
laser along a predetermined path; depicted is the 3D-orbital method. The results are then used to adjust the location of the
center of the scan using feedback. Constellation methods dwell the laser at a set of predetermined locations; depicted is a
typical constellation. The results are used to adjust the location of the center of the pattern using feedback. Reactive scans
determine the next direction of the laser through feedback determined by the most recent photon detections; depicted is the
extremum seeking method. The group of methods using multiple photodetectors can be further broken down into methods
that use a small number of detectors, and those that use cameras. Parallel detection methods utilize multiple photodetectors
to determine the X, ¥, and z positions simultaneously; depicted is the optical cantilever technique, showing the detection
pattern for determining X and y positions on the left and the channel for determining the z position on the right. Local
imaging methods use a reduced region of interest on a scientific imaging camera; depicted are the photon counts of a row of
pixels of the bi-plane method.

course, such concurrent imaging may well allow conventional SPT, and in this way, the two techniques are
complementary and can even be used in the same experiment. Figure 1 shows a taxonomy of current
RT-FD-SPT techniques, which can be grouped into single-detector and multi-detector methods.

2.1 Single-detector methods

With a single detector, the position is determined by using time-varying excitation. The beam-scanning
family of techniques (Figure 2a) are based on fast scanning of the excitation beam, using piezoelectric
or galvanometer mirrors, or with electro-optical or acousto-optical deflectors (EODs/AODs), with the
latter two options being faster. Axial scanning can be performed by moving the objective [18], by using an
electrically tunable lens (ETL) [19], or by using a tunable acoustic index gradient (TAG) lens [20], with the
speed increasing in the same order. Another way to obtain axial information is to switch between two focal
planes using two beams that are switched on and off exactly out-of-phase using acousto-optic modulators
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Figure 2: Diagrams of the most common experimental configurations for RT-FD-SPT. In (a) the dashed lines indicate two
different ways of including z-scanning, if used. Lasers can generally be continuous-wave or pulsed, except for the setup in
(b), which requires a pulsed laser, as indicated. Avalanche photodiodes (APDs), specifically single-photon-sensitive APDs
(SPADs), are usually implemented in the form of single-photon counting modules, and high-numerical aperture oil- or water-
immersion objectives are typically used.

/

(AOMs) [21]. It is also possible to scan the sample instead of the beam using a two- or three-dimensional
piezo stage [22, 23]. This is conceptually equivalent, but has some practical differences. Scanning the
sample with a stage is typically slower than scanning with a fast mirror or EOD/AOD. There is also the
common concern that fluid dynamics in the sample due to the movement of the entire sample interferes
with the particle motion. While this has been shown not to be a problem in practice [24], beam scanning
remains more popular for fast scanning.

The orbital scanning method was initially proposed by Enderlein [25], and first implemented indepen-
dently by the groups of Gratton [18] and Mabuchi [26]. It was also used in one of the early versions of the
Anti-Brownian ELectrokinetic (ABEL) trap [27] (see Section 2.3 for more about the ABEL trap). This
method involves scanning the beam in a circle around the particle and measuring the fluorescence signal
with a point detector such as a single-photon avalanche diode (SPAD). The position of the particle can be
inferred from the resulting sinusoidal temporal variation in the intensity signal. An alternative to orbital
scanning is “local raster scanning”. This was first used for Levi and coworkers’ “Scanning fluorescence
correlation spectroscopy (Scanning-FCS)” [28]. Wang and Moerner [29, 30] implemented this method using
a knight’s tour pattern in the ABEL trap and this approach was extended to 3D by Hou et al. [20] to
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create 3D Dynamic Photon Localization Tracking (3D-DyPLoT). The advantage of this method is that it
enables a larger tracking area, allowing tracking of faster particles. However, this comes with a trade-off of
worse precision [31]. Another disadvantage of the Knight’s Tour method is that it involves discontinuous
scanning. Photons detected between scan points are not used for position estimation, and thus the scanning
hardware needs to be very fast in order to spend as little time as possible moving between points. This
adds significantly to the cost of the hardware.

An alternative to a fine-grained scan like the orbital or local raster scan methods is to scan the beam
through a constellation of a small number of points, as first implemented by Shen and Andersson [32,
33, 34|, using a six-point constellation in 3D [35]. This also requires fast scanning hardware, but has
the advantage that the measurement locations can be chosen so as to maximize the position information
gained from the observed photons [36, 37]. The same approach is taken with the superresolution technique
MINFLUX [38, 39], and a “hybrid” approach was presented by Zhang and Welsher where a small number
of XY points were used while scanning continuously in the Z direction [37].

An alternative to scanning the laser beam or sample stage is to use pulsed interleaved excitation (PIE)
(Figure 2b). It was originally developed for techniques such as FCS and Forster resonance energy transfer
(FRET) [40]. The use of PIE for RT-FD-SPT was first suggested by Dertinger et al. [41], and experimentally
demonstrated by Davis et al. [42, 43], by using four alternately pulsed laser diodes with foci placed in a
tetrahedral shape around the particle. The arrival times of the detected photons are then used to determine
the position of the particle. Perillo et al. [44] implemented the idea in their microscope - named “tracking
single particles using nonlinear and multiplexed illumination (TSUNAMI)” by using a femtosecond laser
beam that is split in four and sent along physical delay lines before being recombined. For time-gating
the photon arrivals, a time-correlated single photon counting (TCSPC) system was used, as the pulses in
different channels were only 3.3 ns apart. The technique was recently expanded to incorporate two-color
detection [45]. A pulsed interleaved version of MINFLUX was also recently presented [46], and PIE has
been used for a three-dimensional version of the ABEL trap [47].

Instead of scanning along a deterministic pattern or using PIE, it is also possible to use a control sys-
tem that generates the scan path dynamically. This reactive scan method was first implemented by the
Andersson group in the form of an extremum seeking controller [48, 49] that maximizes the detected inten-
sity. Recently, Vickers and Andersson presented a controller design that aims to maximize the positional
information gained from the measurement [50].

2.2 Multi-detector methods

Detection path-based methods can be based either on parallel detection or on local imaging. Parallel
detection tracking was first developed by the groups of Yang [24, 51] and Werner [52, 53, 54, 55|. The
approach taken by the two groups differs somewhat. The Yang group initially used a quadrant detector [24],
but later developed the so-called optical cantilever [51] (Figure 2d). The latter method made use of two
detectors each for X and Y, as well as a detector for Z. The detected signal is split 50/50 between the XY
and Z paths. The XY signal is split 50/50 again between X and Y and projected onto the centers of two
prism mirrors with two detectors each. When the particle is centered on an axis, the signal is equal in
both detectors for that axis. When the particle moves, the relative increase of the signal in one detector
on an axis indicates the direction of motion. For axial position information, the signal is focused through a
slightly offset pinhole onto the Z-detector. This gives a linear relationship between the detected intensity
and the Z-position. The Werner group’s version uses two pairs of detectors coupled to optical fibers, with
the other ends of the fibers placed at two different focal planes, so as to correspond to a tetrahedron in
the sample volume (Figure 2c) [52, 53, 54, 55].

Local imaging refers to the use of a camera, such as a CCD or scientific CMOS camera, to image the
particle and determine its position. The bi-plane method was developed by Juette and Bewersdorf [56].
They used two image planes in order to achieve 3D-localization, using different regions of an EMCCD
camera to image both planes at the same time (Figure 2e). By using only a 5 5 pixel region for each
image, the readout and analysis of the image were computationally fast. Another imaging method that
made use of real-time feedback was developed by Spille et al. [57]. This method combined light sheet
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illumination with astigmatic detection to determine the axial position. A Z-axis piezo stage was used to
refocus the sample in real time.

2.3 Complementary methods

There are many methods that share some features with RT-FD-SPT. One is wide-field image-based track-
ing, which is a well established and widely used technique. Another is the ABEL trap, which is sometimes
(erroneously in our opinion) considered to be an SPT technique. It makes use of exactly the same type
of position measurement and feedback, except that electric forces are used to reposition a particle in so-
lution, instead of moving the sample or illumination beam. This allows for a much faster response time
(particles with a diffusion coefficient D~ 100 m? s~! have been trapped [30]). However, the particle
needs to be isolated in solution, and this technique can thus not be used in vivo. It can, however, be
used to measure diffusion and electrokinetic mobility [30], and for performing spectroscopy on particles
in solution [58]. There are many other related trapping techniques, based on physical, optical or ther-
modynamic principles [59]. There are also techniques that use confocal detection to determine particle
trajectories, but without using feedback. These include a multi-detector method similar to multi-detector
RT-FD-SPT [60, 61], and a method that uses a single detector paired with a statistical method to extract
the most likely trajectory from the photon counts [62].

3 Applications

Far more numerous than the approaches to RT-FD-SPT are the possible applications. RT-FD-SPT has
been applied in many different biological contexts and its utility is mainly twofold. Firstly, it allows the
observation of particle motion in three dimensions, at a high temporal rate and with an excellent signal-to-
background ratio. To this end, the experimental setup is built around a microscope and is comparable to
setups used for conventional SPT. This is usually combined with other, complementary imaging modalities.
Secondly, spectroscopic measurements can be made on tracked particles. Both of these factors have proven
to be very useful and we discuss them separately here.

3.1 Microscopy and direct tracking-based applications

In one of the first examples of feedback-based SPT, So et al. [63] used two-photon excitation to study
phagocytosis, by tracking 2 m latex spheres as they were captured by macrophages. Peters et al. [64]
used a setup based on the deflection of a focused laser beam by a polystyrene sphere to measure motion of
LFA-1 molecules in the cell membrane. Soon after the first demonstrations of the orbital tracking method,
it was used to study phagocytosis of fluorescent beads by fibroblasts [18]. It has since been used to study
properties such as cell mechanics [65, 17], membrane dynamics [66], transport [67, 68, 69, 23, 70, 19], and
DNA transcription [71, 72]. This is often done alongside imaging techniques such as light microscopy,
fluorescence microscopy, two-photon microscopy, or superresolution microscopy. The method has also
been used to track nanoscaled structures such as changes in the shape of microvilli [73], the dynamics of
endolysosomes along microtubules [70], and for tracking entire mitochondria in zebrafish larvae [17, 74].
The Knight’s Tour scanning pattern, originally implemented by Wang and Moerner [29] and extended to
3D by the Welsher group, was used to track virus-like particles landing on the cell membrane [75] and
cellular trafficking of mRNA-encapsulating lipid nanoparticles [76]. MINFLUX has been used to study
the diffusion of a ribosomal subunit in E. coli [38] and to image the Nup96 protein in the nuclear pore
complex [39, 77], the post synaptic protein in neurons, and the MICOS complex in the mitochondrial
inner membrane [78]. Tetrahedral excitation tracking has been used to study endocytosis and subcellular
trafficking [44, 79] as well as the landing of nanoparticles on the plasma membrane [45]. This technique
was also combined with two-photon laser scanning microscopy (2P-LSM) in a very similar manner as for
3D multi-resolution microscopy (3D-MM). Multidetector tracking has been used for tracking membrane
receptors [80], including with simultaneous spinning-disk imaging [81]. 3D-MM combined multi-detector
tracking with 2P-LSM to achieve a detailed view of the cellular uptake process [82].
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Figure 3: Example microscopy applications of RT-FD-SPT with concurrent contextual imaging. (&) Trajectory of an artificial
virus in a live HUH7 human hepatome cell transfected with eGFP-tagged tubulin along with wide-field images at two different
z-positions. RT-FD-SPT precisely measures the virus’s trajectory, while the concurrent imaging shows the microtubules. This
combination of techniques allows the experimenter to distinguish between movement along the microtubule and movement
of the microtubule itself. Reprinted from Ref. [67]. Copyright 2009 Wiley-VCH. (b) Trajectory of a PS-QD-Tat nanoparticle
landing on an NIH-3T3 cell, with a 3D cell model from two-photon laser scanning microscopy (2P-LSM). Here, the 2P-LSM
image shows the cell surface while the RT-FD-SPT trajectory shows the motion of the particle along that surface. Reprinted
with permission from Ref. [82]. Copyright 2014 Macmillan Publishers Ltd.

Figure 3 shows two examples of RT-FD-SPT combined with concurrent imaging. In Figure 3a an
orbital tracking trajectory of an artificial virus in a live cell is shown with concurrent widefield imaging
at two different image planes [67]. In this experiment, RT-FD-SPT allowed high-precision tracking of
the virus over a 100 pm range, while the concurrent imaging was used to distinguish between motion of
the virus along a microtubule and movement of the microtubule itself. Figure 3b shows a multi-detector
tracking trajectory of a peptide-coated nanoparticle as it landed on an NIH-3T3 cell, with the cells imaged
using 2P-LSM. Here, RT-FD-SPT provided precision tracking at s time resolution of a fast moving (25

m?2s~1) particle, while the 2P-LSM provided 3D visualization of the cell surface.

The main benefits of RT-FD-SPT over traditional SPT in all of these applications is a very long
tracking range and good 3D tracking ability, with excellent spatiotemporal resolution. Some of the studies
also exploited the ability to concurrently measure fluorescence spectra [66] or intensities [71]. The former
proved useful as a way to distinguish the label of interest from a different fluorescent object. The latter was
used in various ways to investigate the dynamics and interactions of the tracked particles. The advantage
of the combination of RT-FD-SPT with other imaging modalities is illustrated by Welsher and Yang [82]
as a “folding” of spatiotemporal regimes: RT-FD-SPT is able to capture dynamics at nanometer length
scales and microsecond time scales, while concurrent imaging captures dynamics on micrometer length
scales and second time scales.

3.2 Spectroscopy-based applications

SMS has proven to be a powerful tool for studying biological systems, allowing the detection of unsyn-
chronized dynamics of molecular-scale systems that are averaged out in bulk measurements. It has been
applied to the study of a wide variety of biological systems, including DNA [83, 84, 85], enzymes [86, 87],
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molecular motors [88, 89|, and photosynthetic proteins [90, 91, 92]. With SMS, it is possible to observe, for
example, conformational changes in proteins [93], transcription in single DNA molecules [94, 95], enzyme
reactions [96, 87], and switches between various functional states in light harvesting complexes [97, 98, 99].
SMS is commonly used as an umbrella term for describing any type of single-particle detection (except
imaging) using optical radiation, mostly fluorescence [13]. Measurable time-dependent information-bearing
parameters include the fluorescence brightness, spectrum, lifetime, polarization state, and photon corre-
lations. First-order photon correlations enable different variants of FCS, while second-order correlations
enable measurements of photon bunching and antibunching. Two-color fluorescence measurements allow
the investigation of FRET. More advanced spectroscopic techniques such as excitation-emission spec-
troscopy [100] and ultrafast spectroscopy [101, 102, 103, 104, 105, 106] have also been performed at the
single-molecule level, as has Raman spectroscopy [107].

Some SMS methods have already been combined with RT-FD-SPT. Mabuchi’s group introduced “tracking-
FCS” [26] and used it to investigate DNA conformational fluctuations [108] . The same group also measured
photon antibunching on diffusing quantum dots (QDs) [21]. Werner’s group performed similar measure-
ments on QDs [109, 81] as well as on fluorescent proteins [110]. Yeh’s group showed antibunching of
dye-labeled DNA in solution [111] and in live cells [112] and Welsher’s group showed antibunching of dif-
fusing single dye molecules [95]. The latter group also used lock-in filtration of fluorescence brightness
measurements to investigate the nanoparticle protein corona [113]. Werner and coworkers demonstrated
the first direct measurements of fluorescence lifetimes with RT-FD-SPT [109], and this capability was
also shown by the group of Yeh [44], who applied it to the measurement of DNA hybridization kinetics
in solution [111] as well as in live cells [112]. Similar measurements have also been performed on DNA
origami structures using p-MINFLUX [46]. Recently, Yang’s group used lifetime information to improve
their system’s signal-to-background ratio by separating long-lifetime fluorescence from the short-lifetime
background signal [114]. Keller et al. [115] used a total of eight detectors to perform single-molecule
FRET (smFRET) measurements with simultaneous tracking on dye-labelled DNA. To our knowledge, the
only measurements of emission spectra using RT-FD-SPT were done by Hellriegel and Gratton [66], who
measured two-photon emission spectra of GFP-labeled uPAR in live cells .

Incorporating spectroscopic measurements into RT-FD-SPT typically involves additional detector hard-
ware or an additional beam. To measure lifetimes, a TCSPC system synchronized with a fast pulsed laser
needs to be added. The pulsed laser can also be used for tracking. For antibunching measurements, an
additional point detector is needed together with correlation hardware, typically a TCSPC module. FRET
measurements also require an additional detector. To measure spectra, a spectrometer is needed, which
consists of a dispersion device (a diffraction grating or prism) and a line detector or 2D sensor such as a
sensitive scientific CMOS or CCD camera.

Yang and coworkers introduced the idea of a separate beam for spectroscopy [24], a technique that
was subsequently also used by McHale and Mabuchi [108, 116]. One advantage of this approach is that
the tracking beam can have a different wavelength such as NIR, which can be used at a higher intensity
without causing photodamage to the sample [24]. This could involve scattering or interferometric scatter-
ing (iISCAT)-based detection (see Section 8.1) or a separate tracking label to ensure that tracking and
spectroscopy have separate photon budgets. For example, if one is interested in measuring spectra, all the
photons in the spectroscopy channel could be sent to a spectrometer. For naturally fluorescent samples, a
bright fluorescent label or the scattering signal could be used for tracking, while the comparatively weak
natural fluorescence is investigated using spectroscopy. Another interesting use of two beams was the case
of tracking-FCS measurements on DNA, where the tracking beam was larger than the molecule, whereas
the probe beam was smaller than the molecule, making it sensitive to intramolecular motion, the study of
which was the purpose of the experiments [108].

Figure 4 summarizes spectroscopic applications of RT-FD-SPT and shows a few illustrative examples of
spectroscopic measurements that have been made with RT-FD-SPT. Figure 4a also indicates the additional
hardware that is needed to add the technique to an RT-FD-SPT setup.

Although the results so far are impressive, they have only scratched the surface of the wealth of in-
formation that could be obtained when combining RT-FD-SPT with SMS. To give just one, illustrative
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Figure 4: (@) Example spectroscopic techniques that could be used with RT-FD-SPT, with required additional hardware in
parentheses. APD = avalance photodiode, FCS = fluorescence correlation spectroscopy, TCSPC = time-correlated single pho-

ton counting, FRET = Férster resonance energy transfer, 2P /3P = 2-photon/3-photon techniques, 2DES

= two-dimensional

electronic spectroscopy. (b) 2-photon emission spectra from GFP-labeled uPAR in HEK293 cells. Adapted with permission

from Ref. [66

]. Copyright 2009 The Royal Society. () Fluorescence lifetime trace of labeled ssDNA, with switching indicating

transient annealing/melting events. Reprinted with permission from Ref. [111]. Copyright 2017 Royal Society of Chemistry.
(d) Antibunching measurement of QD-labeled igE-Fc RI on an unstimulated mast cell. Reprinted with permission from Ref.

[117]. Copyright 2010 American Chemical Society.
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example of the impact that SMS studies can have on our understanding of the properties and functions
of proteins and complexes at the nanometer scale, consider light-harvesting complexes. Owing to their
autofluorescence, no fluorescent label is needed, enabling the use of fluorescence as a direct probe of the
properties and protein conformational dynamics of the complexes. The light-harvesting complexes of a
wide variety of photosynthetic organisms have been investigated, including bacteria [118, 119, 120]— es-
pecially cyanobacteria [121, 122, 99, 123]—, plants [124, 125, 98], and algae [126]. Multiple spectroscopic
parameters are typically used, often simultaneously. For example, correlations between changes in fluo-
rescence brightness, lifetime, and spectra have been used to identify and characterize new physiological
states [124, 125, 98, 99, 126, 127]. It has also been demonstrated how the interactions between different in-
dividual proteins can be controlled [128], how metallic nanoparticles can drastically tune the photophysical
parameters of these complexes [129, 130], and how ultrafast spectroscopy can resolve rapid fluctuations
and quantum-coherent processes in these systems at the single-molecule level [102, 103]. RT-FD-SPT could
be used to perform measurements such as these in a close to in vivo environment or even in live cells. There
would be drawbacks, the main ones being a decreased SBR and shorter measurement times due to tracked
particles being lost. However, the advantage of the results being much more physiologically relevant would
most likely outweigh these drawbacks for most experiments.

4 Feedback Tracking and Control

The core of RT-FD-SPT is the tracking feedback control system. Feedback control enables the optical
system to lock onto and track the target particle, extending the duration over which one can take meaningful
optical and spectroscopic measurements. The design and implementation of the tracking controller as well
as the tuning of its parameters can have a profound impact on the overall performance of the tracking
system. In this section we discuss control strategies for RT-FD-SPT and discuss the challenges and
limitations that must be considered when designing a controller for RT-FD-SPT.

4.1 Controller Architecture

There are two main architectures for control in RT-FD-SPT, one based on reference point tracking
(Figures 5a-5b) and one based on a signal maximization approach (Figure 5c). Both rely on feed-
back to steer the tracking system and thus inherit the benefits that feedback brings, including robustness
to noise, to external disturbances, and to changes in the system dynamics. In both of these architec-
tures, at the innermost layer is the actuator hardware (which could be, for example, a piezoelectric stage,
EOD, AOD, or a TAG lens) to realize the fastest time scale motion. These actuators typically come with
manufacturer-designed controllers and for the purposes of this discussion are assumed to be a black box
with an output that faithfully follows its input.

In the reference point tracking approach, the reference point is given by the estimated position of the
particle (see Section 5 for details on generating such estimates from the optical measurements). This
scheme has been used in multi-detector tracking methods, where the actuated variable is typically the
center of the detector array, and in single detector techniques, where the actuated variable is the center of
a scan pattern. The goal of the controller is to drive the actuated variable to the reference point and the
design of this controller is (at least conceptually) independent of whether the system is moving the sample
towards a fixed excitation/detection setup or moving the excitation/detection setup towards the sample.

A common controller choice in the regulation approach is a Proportional-Integral-Derivative (PID)
controller. PID controllers have been implemented with good results in local imaging tracking [56], local
scanning tracking [63, 65, 20, 75, 95], multi-detector tracking [24, 51], measurement constellations [38,
44, 131, 45], and orbital scanning tracking [132, 18]. One of the major reasons for the success of PID is
that there is a simple interpretation for each of the three components of the controller, allowing intuitive
adjustment of the parameters to achieve good performance. The P term applies a feedback signal that is
directly proportional to the measured error and, in general, increasing this gain leads to a faster response
with lower final error. However, making it too large can drive the system to “overshoot” the goal position
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Figure 5: System block diagrams for typical reference point RT-FD-SPT. Both the (a) single and (b) multiple detector
systems feedback an estimate of the particle location while the (c) maximization-based approaches actuate based purely on
the measured signal.
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and create a strong oscillatory response with a long transient. The I gain serves to reduce the final error
of a system but can lead to instability (where the system does not track the particle) if tuned too high.
The D term provides an anticipatory response, reacting as soon as the error begins to change, with a
magnitude that is proportional to how fast it is changing. However, derivative action tends to amplify
any noise in the signal and can lead to undesirably sharp responses that can excite nonlinearities in the
actuators. Because of these downsides, in practice many applications use either just P control [28, 132, 18],
PI control [38, 44, 131, 45, 95|, or even just I control [20]. A deep and thorough discussion of PID control
can be found in [133].

Achieving good tracking performance on a specific system depends on good tuning of the controller
parameters. Many of the published algorithms in RT-FD-SPT involve hand-tuned parameters, which are
adjusted until satisfactory performance is achieved based on either physical experiments or simulations
[131]. However, this approach can be quite time-consuming and the level of performance achieved depends
strongly on the skill of the person doing the tuning. For PID control, an alternative is to apply one of
a variety of heuristic methods that use easy-to-measure experimental values (such as a rise time or the
period of an induced oscillation) to calculate gain values that provide a good balance of speed and stability
for the particular system. Many such rules have been developed (see, e.g., [134]) with perhaps the best
known being that of Ziegler-Nichols (see, e.g., [135]). While some amount of hand-tuning is typically still
needed after applying a heuristic, applying these rules ensures that this tuning starts from values that
already provide reasonable performance.

While PID often works well in practice, it is a fairly conservative controller, providing stability and
good robustness against noise, disturbances, and uncertainty at the cost of speed of response. There
are several alternatives based on model-based control that can outperform PID but which, as the name
implies, require an accurate model to ensure good performance and run the risk of causing instability if
those models are not reasonably close to the true system. Developing controllers based on these techniques
often requires a strong background in control engineering and thus these schemes are outside the scope of
this review. One exception worth noting is that of the Linear Quadratic Regulator (LQR). LQR develops
a controller designed to minimize a cost function given by a weighted combination of the tracking error
(seeking to drive it to zero) and the magnitude of the control signal (seeking to keep it small). While more
challenging to use than simple PID, LQR has the benefit of a built-in notion of optimality and the ability
to easily modify the controller to ensure the control signal does not hit physical constraints such as voltage
bounds or actuator slew rate limits (though without providing a theoretical guarantee on satisfying any
such constraints). It has been applied to good effect in several RT-FD-SPT algorithms [136, 32, 33, 34, 35].

The second class of controllers, based on signal maximization, are inherently nonlinear but come with
the benefit of not relying on any estimate of the particle position. Rather, they work directly with the
measured signal, steering the measurement volume either to maximize that signal or to converge to a
periodic pattern with a constant signal level. An early version of this idea was used to automatically
find and position a laser for spectroscopic studies of single molecules [137]. The controller in this case
used a simplex method to measure the photon count rate, and used a gradient ascent to align the laser
to the molecule automatically. More recently, an extremum-seeking controller was developed to converge
to an orbit around a fixed fluorescent particle [138, 48, 139, 140, 49, 141, 142]. Through simulations and
experiments, it was shown that this controller naturally switches between two distinct behaviors, converging
to the desired orbital motion for slow moving particles and transitioning to a chasing behavior as the speed
of the particle increases. While the ability to operate directly on the intensity signal, thereby separating
particle localization from control, is appealing, the nonlinear nature of these approaches makes theoretical
analysis and parameter tuning more difficult than PID. Still, the benefits of these nonlinear approaches
can be valuable. For further guidance on the convergence properties of the extremum-seeking approach
and on selecting controller gains, see [141, 143]. Ultimately, the decision to select a signal maximization
method, with its added complexity to tune, due to its nonlinear nature, but ease of implementation, due
to the lack of an online estimator, depends on a variety of factors. Unfortunately, there is no existing
detailed, experimental comparison between these methods and those based on reference point tracking;
this represents an opportunity for future research.
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One often overlooked aspect common to all control architectures is the initialization step, namely how
to select a particle for tracking. There are two primary methods for doing this: image-based and threshold-
based. Under the image-based approach, an image of the sample is captured and displayed to the user.
That user then selects a particle of interest to begin the tracking process [33]. This allows the user to
ensure “interesting” particles are selected but can be severely constraining in terms of particle speed, since
the particle cannot move significantly in the time it takes to perform the capture, display, and selection
steps. In practice, this method works for particles with diffusion coefficients of about 0.1 m? s=! or less
(see Supporting Information for more details). Under the threshold-based approach, the user selects a
location but not any individual particle. The detection volume is moved to that location and monitors
the photons counts. When a sudden increase over a given threshold is detected, the tracking controller
is enabled [38]. Since selection is no longer constrained by user reaction time, faster particles can be
tracked. In addition, once a particle is lost, the system can switch back to dwell mode and wait for the
next threshold crossing, automatically picking up another particle. However, in this approach, background
noise and detector counts force a lower bound on the threshold to avoid too many false detections, possibly
making the system somewhat insensitive to dim particles. While one can apply a systematic approach
such as constructing a likelihood ratio test to determine a threshold that balances sensitivity against false
detections, in practice the value tends to be chosen through trial and error. In addition, many fluorophores
exhibit blinking or temporary dark states. Enabling the system to wait for a short time for the particle to
enter a bright state can extend the duration of tracking a particle.

4.2 Control Challenges and Limitations

The performance of RT-FD-SPT algorithms is ultimately limited by several physical challenges and trade-
offs that must be made when designing the control system. To help understand these trade-offs, we organize
this discussion around a time budget as shown in Figure 6. Within each update step of the controller
there are three steps that must occur: detection and collection of the photon signal, implementation of
the algorithm to determine the actuator command, and then, finally, the actual motion of the physical
hardware in response to that command. It is also important from a practical implementation point of view
to include a margin in the update time where no work is done; this allows the system to absorb small
jitters in the timing and allow the computational hardware time to perform other functions (such as storing
data or communicating to other systems in the experimental setup). The update rate must therefore be
slow enough to allow enough time to perform all three steps, as well as to acquire any spectroscopic data
desired, while also being fast enough to track the particles of interest over a long enough duration to
acquire sufficient measurements to probe the questions of interest. Note that most, if not all, RT-FD-
SPT approaches make the assumption that the particle is quasi-static, that is, that the time scale of the
algorithm (as defined by this update rate) is much faster than the motion of the particle.

Satisfying this quasi-static assumption is important to achieving the expected performance of RT-FD-
SPT. An upper bound on the maximum speed of particle dynamics that can be reliably tracked can be
developed by assuming that the particle must stay within the detection volume within a single time step.
If the particle moves out of this volume prior to the next measurement, then that measurement will yield
no information about the particle and it is lost. The maximum distance traveled within one time step
is described by a probability distribution defined by the particular dynamics of the particle. Assuming
the particle starts at the center of the detection volume at each step (perfect tracking), the notion of the
first passage time to reach the edge of the detection volume sets an upper bound on the particle speeds
that can be tracked [22, 141]. This upper bound can be increased either by increasing the update rate
or by increasing the detection volume. The update rate is limited by the time required for the three
steps of RT-FD-SPT; the limitations for each of these steps are described further below, with typical
values for completing all three steps ranging from 125 s [38] to 5 ms [117, 44]. Increasing the effective
detection volume can be done by expanding the size of the scan or constellation used in the different
approaches, with typical length values ranging from about 400 nm [38] to about 3 m [20]. For example,
the work in [21] expanded the size of their orbital scan to enable antibunching measurements on freely
diffusing fluorophores with diffusion coefficients of 20 m? s~!; this came at the cost, however, of a loss in
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Figure 6: Temporal budget. Inside each update step of duration At, any RT-FD-SPT algorithm must collect photons from
the tracked particle, translate these photons to a desired update of the tracker, and then implement this update through
actuation. Under stable tracking, the algorithm will keep the particle inside the detection volume of the algorithm (green
trajectory); if the particle is too fast relative to the update rate, or the estimation error too large, then the particle may
move out of the detection volume before an update is completed, leading to loss of tracking (blue trajectory).

localization performance with an accuracy on the order of 200-300 nm. This trade-off exists on a continuum
and it can be shown (see Supporting Information) that the loss in localization performance is proportional
to the square of the effective size of the detection volume when keeping detected photon counts constant
and to the fourth power of that size when keeping the illumination power constant. It is also important to
note that collecting photons over a larger effective detection volume implies a larger distance to be covered
for scanning approaches, necessitating either very fast scanners (as in, e.g., 3D-DyPLoT and its variants
20, 75, 95]) or a larger portion of the time budget allocated to photon collection. Of course, meeting
a desired speed of tracking is only one element in selecting the update rate and how to spend the time
budget it defines. It is important to understand the trade-offs involved in giving more or less of that time
budget to each of the steps in the update.

Photon collection: The first step in an update is the collection of photons. Enough informative photons
must be collected for either the online localization algorithm to provide accurate estimates of the particle
location or for the maximization-based controllers to accurately estimate the direction of signal increase.
Because photon detection is fundamentally a Poisson-distributed counting process [14%) 145, 146, 147], the
acquired signal is always noisy with a Signal-to-Noise Ratio (SNR) that improves as N, where N is the
number of photons detected. The SNR can be improved by increasing the (average) number of photons
acquired, either by increasing the photon emission rate or by increasing the time spent collecting photons.
The first approach is limited largely by concerns of photobleaching and phototoxicity and is often not a
viable approach when using many fluorescent dyes or autofluorescent proteins. The second approach comes
at the cost of reducing the time available to the other steps in the update or in decreasing the update rate
and slowing down the overall controller. The effectiveness of this is also reduced by the reality that the
particle is in constant motion during the photon acquisition process, leading to motion blur in the data
that degrades overall performance. While some estimation algorithms include at least partial efforts to
overcome motion blur [148; 149], it remains a challenge in RT-FD-SPT and is one of the drivers for making
the quasi-static assumption.

In most RT-FD-SPT approaches, measurements from multiple locations are needed at each time step,
further dividing the time budget, as all of this data must be collected inside a single update. Most
implementations, then, place at least some emphasis on how fast data can be acquired from different
locations, some by using multiplexed detection [24, 51, 14, 150, 56, 151] or pulsed interleaving [44, 111, 152],
others by employing high-speed AOD [21] or EOD scanners [38, 20], and still others by using advanced
control methods to achieve fast motion [35, 48]. Note that when using these methods, multiple cycles of
photon collection can and does occur during the time budget. This provides a high temporal resolution
(also known as time to localization) down to 20 S. Unfortunately, this temporal resolution is often
conflated with the update rate of the tracking controller, which often occurs at a slower rate (5 ms) due
to the smaller bandwidths of the actuators used for tracking [24, 44, 20, 38].
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