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Fig. 4: Equivalent circuit model for inductive SIW disconti-
nuity.

fitted to an equivalent circuit model using National Instruments
AWR Microwave Office. The circuit parameters were adjusted,
and the S11 parameters of the circuit and the 3D solver’s
results were compared, until good agreement was obtained
on the Smith Chart through inspection.

With the initial values in place and all circuit parameters set
as optimisation variables, AWR’s optimiser was then used to
minimise the error between the circuit and the EM-simulated
S11 parameter (both magnitude and phase, as indicated in
Equation 1), using a particle swarm algorithm to avoid con-
verging on a local minimum. In the equation, the subscript
CM refers to the circuit model, while EM refers to the full-
wave simulation; f1 and f2 are, respectively, the start and end
of the frequency range. Phase response correspondence is more
heavily weighted than magnitude correspondence.

∫ f2

f1

(|S11,CM | − |S11,EM |)2 + 2(]S11,CM − ]S11,EM )2df

(1)
The circuit model was fitted to simulation results over a

bandwidth of 600 MHz at a centre frequency of 5 GHz.
A typical set of results is shown in Fig. 5, and indicates
good correspondence between the proposed model and full-
wave simulations over the frequency range of interest. There
is, however, some discrepancy outside the band of interest,
which would indicate the need for a more complex model if
broadband correspondence is sought. The circuit model values,
for each geometric variation, are shown in Fig. 6.

These results show a linear relationship between C and r
for both values of h, though the gradient is much steeper in
the case of h = 0.519 mm than h = 0.211 mm, indicating a
greater design value range. It is also observed that the larger
h resulted in a much larger capacitance than the smaller h,
regardless of the value of r, which is consistent with the data
in [8].

It should be noted that a negative series inductance is ob-
served. At a single frequency, a negative inductor is equivalent
to a positive capacitor on the Smith chart, but over a frequency
range, the negative inductance and a positive capacitance
would exhibit dissimilar responses. The negative inductance
consistently resulted in a better fit. This is in line with the
observation of a capacitive discontinuity in [8], Fig. 5-91, p.
251, and further confirms our view that the discontinuity may
be regarded as primarily a shunt capacitor in circuit modelling.
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Fig. 5: Correspondence of S11 between full-wave and circuit
model for capacitive discontinuity, h = 0.519 mm, r = 1.5
mm.
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Fig. 6: Fitted circuit parameters for simulated range of dimen-
sions

C. Prototyping and model validation

To validate the simulated results presented above, prototypes
were manufactured using a single h value (due to prototyping
constraints) but a range of r values corresponding to the
parametric sweep presented above. The prototypes are shown
in Fig. 7. TRL calibration was used in order to place the mea-
surement reference planes in the middle of the discontinuities
as it was in simulation.
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(a) Top view.

(b) Bottom view.

Fig. 7: Photographs of the prototype manufactured shunt
capacitive discontinuity in SIW.
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Fig. 8: Micrographs of several sections of the capacitive
discontinuities.

The cross-sectioned micrographs in Fig. 8 show the manu-
factured stack-up. The first micrograph indicates the thickness
of the board (a), as well as the height of the copper trace
forming the ridge (h), while the diameter of the via holes
(2r) is indicated in each micrograph. The prototypes differed
from the simulated stack-up somewhat in that h was reduced
from a simulated 0.52 mm to a manufactured 0.48 mm, which
corresponds to approximately one copper cladding thickness.

It is further evident that the approximation of a cylindrical
via holds better for smaller diameter vias than larger vias,
which may be better approximated by a semi-sphere. This was,
however, found to be a minor consideration when compared
to the height variation, as the S-parameter response in EM
simulation was not altered appreciably by the via shape.

Smith charts showing the reactive impedances for a range of
dimensions of the discontinuity are shown in Fig. 9. Because
the height of the discontinuity is the dominant factor in deter-
mining its reactive impedance, the discrepancy in h accounts
for the decreased impedance of the measured results compared
to the simulated data. The data further confirm that the reactive
impedance of this discontinuity is determined predominantly
by its height, rather than its depth. This is consistent with the
results of the inductive discontinuity presented in [7], where
the shunt inductance was more sensitive to the offset position
than the radius of the of the inductive via post in SIW.
S21 results are presented in Fig. 10. Only minor differences

between simulation and measurement are evident, of which the
most pronounced is the consistent ≈ 15◦ transmission phase
offset due to imperfect reference plane positioning in the TRL
de-embedding process.

III. A CAPACITIVELY-MATCHED AMPLIFIER

To demonstrate the application of the capacitive disconti-
nuity to impedance matching, an SIW-integrated amplifier is
implemented.

A centre frequency of 2.5 GHz is selected, as the chosen
transistor’s S-parameters are suitable for impedance matching
with the capacitive discontinuity in this frequency range. The
Infineon BFP740FESD was selected, biased at VCE = 1.0 V
and IC = 30 mA, and stabilised using a series 50 Ω resistance
at the output (as shown in Fig. 11). The S-parameters of the
device at the centre frequency before and after stabilisation
and AC coupling are given in Table I.

A. Matching Network Synthesis

THe amplifier was implemented in the same thickness (b)
SIW as used previously, but a was changed to 50 mm to
accommodate the lower freqency range. The size selected
for the discontinuity was h = 0.519 mm, and r = 0.6 mm
(with d = 1.4 mm). The equivalent circuit parameters fitted
to this geometry are L = -0.14 nH, and C = 0.294 pF. To
reduce synthesis and production complexity, the circuit under
optimization was constrained to use N copies of the same
discontinuity, spaced over variable lengths of interconnecting
SIW. In principle, however, the technique can be generalised
to include the dominant capacitance as a variable in addition
to the spacing between the discontinuities, provided that the
range of C values is constrained to values achievable with the
available discrete values of h and feasible range of r values.

Fig. 12 shows the equivalent circuit model used in matching
network synthesis. The synthesis method used for the matching
network is as follows:

1) Heuristically select a set of dimensions for the discon-
tinuity and create a model using the circuit parameters
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Fig. 9: S11 parameters of circuit model, simulation and measurement for the capacitive SIW discontinuity with h = 2 layers,
or 0.519 mm, from 4.7 GHz to 5.3 GHz. The dot indicates the start of the frequency range.
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Fig. 10: S21 parameters of circuit model, simulation and measurement for the capacitive SIW discontinuity with h = 2 layers.
The radial axis on each polar plot is in dB units.
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corresponding to those dimensions (as described previ-
ously).

2) Implement a matching network using a single disconti-
nuity. Select bounds for θ according to reasonable size
limits in the desired manufacturing process. If a particle
swarm optimiser is used then the starting value for θ can
be chosen arbitrarily.

3) Optimise each θ value (in the initial iteration, there will
only be one value) in the model in the circuit simulator
such that the overall response of the circuit matches
as closely as possible to S∗11 (or S∗22 for the output
matching network) of the stabilised active device as
given in Table I.

4) Inspect the results on the Smith chart.
5) If necessary to improve the match, add an additional unit

of the discontinuity model to the network at an offset of
θn+1, and repeat from step 3. Additional discontinuities
can be added either from the source towards the load
or vice versa. As previously, the starting values for θn
can be arbitrarily selected, or can be retained from the
previous step for the next optimisation.

6) Iterate over steps 3 through 5 until the addition of a
further discontinuity shows no improvement in step 3.

C

R
CS

S′

Fig. 11: Circuit diagram of stabilised and DC-decoupled
transistor.

TABLE I
S11 AND S22 PARAMETERS OF THE INFINEON

BFP740FESD AT 2.5 GHZ.

S11 S12 S21 S22

S 0.77∠176.9◦ 0.0335∠24.7◦ 5.545∠72.0◦ 0.20∠-120.7◦
S′ 0.78∠159.7◦ 0.02∠13.48◦ 3.50∠60.54◦ 0.28∠-8.8◦

After the input and output matching networks are syn-
thesised independently (based on a unilateral assumption), a
model of the full amplifier including input and output matching
networks is assembled, and then both matching networks are
re-optimised simultaneously, in circuit simulation, with a goal
to achieve input and output matching in the band of of interest,
which is below -15 dB input reflection in the band 2.4 - 2.6
GHz in this case.

Following this method, six discontinuities, separated by
sections of transmission line, were used in our example for
the input matching network, and their electrical lengths and
corresponding approximate physical separations are given in

Table II. The θ values were converted into physical spacing
between discontinuities using the approximate λg0 of 80 mm
at 2.5 GHz. The table also shows the lengths as manufactured,
after optimisation using full-wave 3D simulation.

TABLE II
θ VALUES FOR THE INPUT MATCHING NETWORK.

Circuit
synth.

length (◦)

Circuit opt.
length (◦)

Initial
physical

length (mm)

3D opt.
length (mm)

θ1 86.06 166.88 37.40 38.76
θ2 180.00 34.18 7.66 6.688
θ3 40.71 119.57 26.80 30.61
θ4 149.18 21.38 4.79 4.391
θ5 179.84 131.15 29.40 25.16
θ6 84.89 31.96 7.16 6.978

For the output matching network, three cascaded discontinu-
ities were found to satisfy the goal function, and their lengths
and corresponding approximate physical separations are given
in Table III. The table also shows the lengths as manufactured,
after optimisation using full-wave 3D simulation.

TABLE III
θ VALUES FOR THE OUTPUT MATCHING NETWORK.

Circuit
synth.

length (◦)

Circuit opt.
length (◦)

Initial
physical

length (mm)

3D opt.
length (mm)

θ1 79.10 98.33 22.04 26.03
θ2 91.37 122.08 27.36 33.38
θ3 53.78 122.32 27.42 25.15

The S-parameters of the synthesised amplifier in circuit
model simulation are shown in Fig. 13. The manufacturer-
provided models for the transistor, stabilising resistor and AC
coupling capacitors were used in AWR along with the circuit
model of the input and output matching networks. The circuit-
model amplifier is seen to achieve a gain of 15 dB over a
bandwidth of 207 MHz, an input return loss of approximately
8 dB over a slightly narrower bandwidth (154 MHz) and an
output return loss exceeding 10 dB over the entire passband.

The amplifier circuit model can now be used as a starting
point for 3D simulation and optimisation based on the initial
spacings calculated in Tables II and III, as well as the
discontinuity dimensions of h = 0.519 mm, r = 0.6 mm, and
w = 1.4 mm. This approach of selecting initial values for 3D
optimization based on a surrogate circuit model optimization
greatly reduces the number of 3D optimisation iterations [21].

B. Planar transitions

An SIW-to-CPW transition based on that presented in [22]
was implemented and subsequently adapted to transition from
SIW to the footprint of the transistor, making provision for
AC-coupling capacitors and stabilising resistor. The layout is
shown in Fig. 14. In contrast to the AC-coupled transition of
[6] (where the series reactance of the capacitor was utilised
in the impedance matching network), the transition presented
here was optimised to present a lower series reactance to the
transistor, thereby having minimal influence on the reactive
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ZS or Zout θ0 L θ1 L θ2

C C C C S′11 or S′22

Fig. 12: Circuit model for matching network synthesis.
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Fig. 13: S-parameters of circuit-model amplifier using simul-
taneously optimised matching networks.

matching introduced by the discontinuities within the SIW.
Also shown in the figure are thin, high-impedance copper
traces for biasing. Table IV lists the connections for each
port indicated in the figure. s1, s2 and s3, are optimised
dimensions used to minimise the reflections seen at port B.
The same dimensions were optimised independently for port
C in the case of the output transition, with the inclusion of s4,
which was necessary because of the inclusion of the stabilising
resistor at the output.

A

B
C

D

E

s1

s2

s3

s4

Fig. 14: CAD diagram of the CPW-to-microstrip transition
used in the amplifier, including space to accommodate DC-
decoupling capacitors.

No consistent equivalent circuit model for the transition
could be found. It is found that this transition reduces the
effectiveness of the matching compared to the circuit model

TABLE IV
PORT CONNECTIONS INDICATED IN FIG. 14

Port Description

A Connection of input AC-coupling capacitor
B Connection of base-emitter terminal of transistor
C Connection of collector-emitter terminal of transistor
D Connection of stabilising resistor
E Connection of output AC-coupling capacitor

in isolation, which reduces the efficacy of SIW discontinuities
as reactive matching elements somewhat.

(a) Top view.

(b) Bottom view.

(c) Detailed top view, PCB popu-
lated.

Fig. 15: Photographs of the prototyped amplifier.

C. Prototyping and Results

Photographs of the prototyped amplifier are shown in
Figs. 15 and 16. The full-wave simulated and measured S-
parameters of the prototype amplifier are shown in Fig. 17.
While 3D simulation and measurement compare favourably,
the discrepancy between circuit-simulated and EM-simulated
results (due to the SIW-microstrip transitions not modelled
in the circuit model) is evident when comparing the results
in Figs. 13 and 17. Input return loss at the centre frequency
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Fig. 16: Measurement setup, showing the VNA, the coaxial
cables and the SMA end-launch connectors attached to the
prototype amplifier.

is similar in the 3D-simulated and measured cases at approxi-
mately 10 dB, but the output return loss is reduced from above
20 dB in circuit simulation to around 10 dB in EM simulation
and measurement. An impedance bandwidth of approximately
50 MHz is achieved, compared with 200 MHz in the circuit–
simulated case. This is attributed to the effect of the SIW-
to-planar transitions, which reduce the efficacy of the SIW-
embedded discontinuities as impedance matching elements.
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Fig. 17: Measured (solid) vs EM-simulated (dashed) amplifier
S-parameters.

IV. CONCLUSION

In this work, the set of SIW reactive discontinuities suit-
able to impedance matching has been expanded to include
a shunt capacitive discontinuity. An equivalent circuit model
(and modelling approach) is presented, and its application
demonstrated through implementation in a matching network
for an SIW-embedded amplifier.

It is found that the reactance of the capacitive discontinuity
is predominantly determined by its height, but can be tuned by
its depth. It is anticipated that a shunt capacitive discontinuity
may lead to a greater flexibility in impedance-matching to tran-
sistors with a substantial inductive input reactance component.
It may also be implemented in cases where DC isolation is
required between the conducting planes, as is the case with
planar groove gap waveguide (PGGWG) [23], where a shunt
inductance through-hole via will create a DC path between the

planes. As this discontinuity cannot be realised in single-layer
SIW, the range of heights available is limited to discrete values
based on the number and thickness of substrate layers, which
makes tuning by depth variation an important characteristic.
A multi-layered stack-up will provide additional flexibility in
this regard, but will similarly increase the cost to fabricate.

Table V compares this work to the other small-signal
SIW-embedded amplifiers in literature. It is evident that the
effectiveness of the matching achieved with the capacitive
discontinuity is comparable to that achieved by other works
using only inductive discontinuities, whilst maintaining similar
sizing relative to wavelength. It should, however, be pointed
out that SIW matching generally leads to larger circuits than
what is achievable with lumped element matching over a
similar band [24] and that the amplifier design presented here
is only an example to illustrate how impedance matching could
be effected by application of the discontinuity.

Future work will seek to investigate the effect of multiple
cascaded via rows (d � 2r), and derive models similar to
Cohn’s corrugated waveguide model for these. Their applica-
tion to impedance matching in SIW will then be investigated
further, as d would then be an additional optimization variable
independent of r and h. More future work would seek to apply
the capacitive discontintinuitiy in other impedance-matching
applications, such as antennas [25], or filter design [26], as
well as integration of the discontinuity with PGGWG [23].
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